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B.1.9
RAB test suite parameters declarations

These parameters are used in the RAB ATS.

Table B.1.9: RAB PIXIT

	Parameter Name
	Description
	Type
	Default Value
	Supported Value

	px_CB_Data1
	the operator shall define CBS data as IA5String together with the CB message ID used for transmitting this CB data, which is indicated by the UE after reception in a clear way according to the capabilities stored on the SIM. Furthermore, the operator shall describe the indication on the UE side (e.g. certain CBS traffic information)
	IA5String_BMC
	
	the CB data range is 1..1246 Octets which refers to a IA5String of 1..1246

	px_DSCH_RNTI
	DSCH RNTI
	DSCH_RNTI
	'0000 0000 0000 0010'B
	

	px_gS01
	used in the Serial No. of the CB_Data01 given as PIXIT, which differentiates between CBS messages from the same source and type
	B2
	'00'B
	

	px_MsgCode01
	used in the Serial No. of the CB_Data01 given as PIXIT, which is the Geographical Scope indicates the area over which the msg code is unique
	MsgCodeType
	'0000000000'B
	

	px_UpdateNumber01
	used in the Serial No. of the CB_Data01 given as PIXIT, which indicates a change of the message content of the same CBS message
	B4
	'0000'B
	

	px_PowerDSCH
	transmission power level of DSCH
	DL_TxPower
	
	

	px_RAB_ExecImplctTestedTC
	TRUE enforces execution of optional lower bit rate R99 RAB combination test cases that are implicitly tested in higher bit rate RAB combination test cases
	BOOLEAN
	FALSE
	


<<< Text Skipped Here>>>

B.1.14
HSD_ENH test suite parameters declarations

These parameters are used in the HSD_ENH ATS.

Table B.1.14: HSD_ENH PIXIT

	Parameter Name
	Description
	Type
	Default Value
	Supported Value

	px_GERANIu_RadioAccessCapability
	MS GERAN Iu mode Radio Access Capability
	BITSTRING
	
	

	px_RAB_HS_Exec128_384Supp
	TRUE enforces execution of optional  UL 128 Kbps RAB HSDPA test cases, when UE supports UL384 Kbps
	BOOLEAN
	FALSE
	

	px_RAB_HS_Exec64_384Supp
	TRUE enforces execution of optional UL 64 Kbps RAB HSDPA test cases, when  UE supports UL  384 kbps 
	BOOLEAN
	FALSE
	

	px_RAB_HS_Exec64_128Supp
	TRUE enforces execution of  optional UL 64 Kbps RAB HSDPA test cases, when UE supports UL128 kbps
	BOOLEAN
	FALSE
	

	px_CMAS_CB_Data01
	Contents of the first CMAS Cell Broadcast Message of 90 characters.
	IA5String
	"First CMAS message: CMAS Presidential Alert. ABCDEFGHIJKLMNOPQRSTUVWXYZ123456890abcdefghijklmnopqrst"
	

	px_CMAS_CB_Data02
	Contents of the second CMAS Cell Broadcast Message of 90 characters.
	IA5String
	"Second CMAS message: CMAS Imminent Threat Alert – Severity: Extreme, Urgency: Immediate. ABCDEFGHIJ”
	

	px_CMAS_CB_Data03
	Contents of the third CMAS Cell Broadcast Message of 90 characters.
	IA5String
	"Third CMAS message: CMAS Child Abduction Emergency. ABCDEFGHIJKLMNOPQRSTUVWXYZ123456890abcdefghijklm"
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