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<< Unchanged content omitted >>
10.2D
TDD RSTD Measurement Reporting Delay for Carrier Aggregation for 20 MHz +10 MHz Bandwidth


· 
· 
10.2D.1
Test purpose

Same as defined in clause 10.2.1
NOTE:
This test verifies the requirement which is independent of channel bandwidth and is performed according to the principle defined in clause 4.7.5.

10.2D.2
Test applicability

This test applies to all types of E-UTRA TDD UE release 10 and forward that supports UE-assisted OTDOA for Carrier Aggregation. 

10.2D.3
Minimum conformance requirements

Same as defined in clause 10.2.3
The normative reference for this requirement is TS 36.133 [23] clause 8.4.3, 8.4.4 and A.8.17.9.

10.2D.4
Test description

10.2D.4.1
Initial conditions

Same as defined in clause 10.2.4.1 except that the values of the parameters in Table 10.2D.4.1-1 will replace the values of the corresponding parameters in Table 10.2.4.1-1. 

Channel bandwidth to be tested: Cell 1: 20 MHz, Cell 2 and Cell 3: 10 MHz.

Table 10.2D.4.1-1: General test parameters for E-UTRAN TDD RSTD measurement reporting delay under fading propagation conditions for carrier aggregation for 20 MHz+10 MHz

	Parameter
	Unit
	Value
	Comment

	
	
	Test 1
	Test 2
	

	PCFICH/PDCCH/PHICH parameters
	
	Cell 1: R.10 TDD
Cell 2: R.6 TDD
Cell 3: R.6 TDD
	Cell 1: R.10 TDD
Cell 2: R.6 TDD
Cell 3: R.6 TDD
	As specified in TS 36.521-3 [25] clause A.2.2

	Channel Bandwidth (BWchannel)
	MHz
	Cell 1: 20

Cell 2: 10

Cell 3: 10
	Cell 1: 20

Cell 2: 10

Cell 3: 10
	

	PRS Transmission Bandwidth
	RB
	Cell 1: 100

Cell 2: 50

Cell 3: 50
	Cell 1: 100

Cell 2: 50

Cell 3: 50
	PRS are transmitted over the system bandwidth

	Note 1:
See Table 10.2.4.1-1 for the other parameters.

Note 2:
This test verifies the requirement which is independent of channel bandwidth and is performed according to the principle defined in section 4.7.5.


10.2D.4.2
Test procedure

Same as defined in clause 10.2.4.2
10.2D.4.3
Message contents

Same as defined in clause 10.2.4.3
10.2D.5
Test requirement

Same as defined in clause 10.2.5 except that the values of the parameters in Table 10.2D.5-1 and Table 10.2D.5-2 will replace the values of the corresponding parameters in Table 10.2.5-1 and Table 10.2.5-2, respectively.

Table 10.2D.5-1: Cell-specific test parameters for E-UTRAN TDD RSTD measurement reporting delay under fading propagation conditions during T1 for carrier aggregation for 20 MHz+10 MHz
	Parameter
	Unit
	Cell 1
	Cell 2
	Cell 3

	Io Note 1
	dBm/

18 MHz
	-64.21
	N/A
	N/A

	
	dBm/

9 MHz
	N/A
	N/A
	N/A

	Note 1:
Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.

Note 2:
See Table 10.2.5-1 for the other parameters.


Table 10.2D.5-2: Cell-specific test parameters for E-UTRAN TDD RSTD measurement reporting delay under fading propagation conditions during T2 and T3 for carrier aggregation for 20 MHz+10 MHz
	Parameter
	Unit
	Cell 1
	Cell 2
	Cell 3

	
	
	T2
	T3
	T2
	T3
	T2
	T3

	OCNG patterns defined in TS36.521-3 clause D.2
	
	OP.7 TDD
	OP.2 TDD
	OP.2 TDD
	N/A

	Io Note 1
	dBm/

18 MHz
	-66.93
	N/A
	N/A
	N/A
	N/A
	N/A

	
	dBm/

9 MHz
	N/A
	N/A
	N/A
	-66.68
	-70.11
	N/A

	Note 1:
Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.

Note 2:
See Table 10.2.5-2 for the other parameters.


<< Unchanged content omitted >>
C.1.3
ECID and OTDOA Measurement requirements

Table C.1.3-1: Maximum Test System Uncertainty for ECID and OTDOA Measurement Requirements

	Clause
	Maximum Test System Uncertainty
	Derivation of Test System Uncertainty

	8.1.1 E-UTRAN FDD UE Rx – Tx time difference case
	Noc ±1.0 dB averaged over BWConfig
Ês / Noc ±0.3 dB

±3Ts Uplink signal transmit timing relative to downlink
	Note:

Ês / Noc is the ratio of cell 1 signal / AWGN

TS = 1/(15000 x 2048) seconds, the basic timing unit defined in TS 36.211 [26]

	8.1.2 E-UTRAN TDD UE Rx – Tx time difference case
	Same as 8.1.1
	Same as 8.1.1

	8.1.5 E-UTRAN FDD UE Rx–Tx time difference under Time Domain Measurement Resource Restriction with CRS Assistance Information and Non-MBSFN ABS (feICIC)
	Noc ±1.0 dB averaged over BWConfig
Ês1 / Noc ±0.3 dB averaged over BWConfig
Ês2 / Noc ±0.3 dB dB averaged over BWConfig
Ês3 / Noc ±0.3 dB dB averaged over BWConfig
±3Ts Uplink signal transmit timing relative to downlink
	Note:

Ês1 / Noc is the ratio of cell 1 signal / AWGN

Ês2 / Noc is the ratio of cell 1 signal / AWGN

Ês3 / Noc is the ratio of cell 1 signal / AWGN

TS = 1/(15000 x 2048) seconds, the basic timing unit defined in TS 36.211 [26]

	8.1.6 E-UTRAN TDD UE Rx–Tx time difference under Time Domain Measurement Resource Restriction with CRS Assistance Information and Non-MBSFN ABS (feICIC)
	Same as 8.1.5
	Same as 8.1.5

	9.1.1 FDD RSTD Measurement Reporting Delay
	Noc ±1.0 dB averaged over BWConfig
PRS Ês1 / Noc ±0.6 dB averaged over BWConfig 

Ês1 / Noc ±0.6 dB averaged over BWConfig
PRS Ês2 / Noc ±0.6 dB averaged over BWConfig 

Ês2 / Noc ±0.6 dB averaged over BWConfig
PRS Ês3 / Noc ±0.6 dB averaged over BWConfig 

Ês3 / Noc ±0.6 dB averaged over BWConfig
Response Time = ± 300 ms
	Note:

PRS Ês1 / Noc and Ês1 / Noc are the ratios of cell 1 signal / AWGN

PRS Ês2 / Noc and Ês2 / Noc are the ratios of cell 2 signal / AWGN 

PRS Ês3 / Noc and Ês3 / Noc are the ratios of cell 3 signal / AWGN

PRS Ês / Noc and Ês / Noc uncertainty for fading condition comprises two quantities:

1. Signal-to-noise ratio uncertainty

2. Fading profile power uncertainty
Items 1 and 2 are assumed to be uncorrelated so can be root sum squared:
PRS Ês / Noc and Ês / Noc uncertainty = SQRT (Signal-to-noise ratio

uncertainty 2 + Fading profile power uncertainty 2)

Signal-to-noise ratio uncertainty ±0.3 dB

Fading profile power uncertainty ±0.5 dB

	9.1.2 TDD RSTD Measurement Reporting Delay
	Same as 9.1.1
	

	9.1.3 FDD RSTD Measurement Accuracy
	Noc ±1.0 dB averaged over BWConfig
PRS Ês1 / Noc ±0.3 dB averaged over BWConfig
Ês1 / Noc ±0.3 dB averaged over BWConfig
PRS Ês2 / Noc ±0.3 dB averaged over BWConfig
Ês2 / Noc ±0.3 dB averaged over BWConfig 

Cell Timing Difference = ± 1 Ts
	Note:

PRS Ês1 / Noc and Ês1 / Noc are the ratios of cell 1 signal / AWGN

PRS Ês2 / Noc and Ês2 / Noc are the ratios of cell 2 signal / AWGN

	9.1.4 TDD RSTD Measurement Accuracy
	Same as 9.1.3
	

	9.2.1 FDD-FDD inter-frequency RSTD measurement reporting delay
	Noc1 ±1.0 dB averaged over BWConfig
Noc2 ±1.0 dB averaged over BWConfig
PRS Ês1 / Noc1 ±0.6 dB averaged over BWConfig 

Ês1 / Noc1 ±0.6 dB averaged over BWConfig
PRS Ês2 / Noc2 ±0.6 dB averaged over BWConfig 

Ês2 / Noc2 ±0.6 dB averaged over BWConfig
PRS Ês3 / Noc2 ±0.6 dB averaged over BWConfig 

Ês3 / Noc2 ±0.6 dB averaged over BWConfig
Response Time = ± 300 ms
	Note:

PRS Ês1 / Noc1 and Ês1 / Noc1 are the ratios of cell 1 signal / AWGN for frequency 1

PRS Ês2 / Noc2 and Ês2 / Noc2 are the ratios of cell 2 signal / AWGN for frequency 2 

PRS Ês3 / Noc2 and Ês3 / Noc2 are the ratios of cell 3 signal / AWGN for frequency 2

PRS Ês / Noc and Ês / Noc uncertainty for fading condition comprises two quantities:

1. Signal-to-noise ratio uncertainty

2. Fading profile power uncertainty
Items 1 and 2 are assumed to be uncorrelated so can be root sum squared:
PRS Ês / Noc and Ês / Noc uncertainty = SQRT (Signal-to-noise ratio

uncertainty 2 + Fading profile power uncertainty 2)

Signal-to-noise ratio uncertainty ±0.3 dB

Fading profile power uncertainty ±0.5 dB

	9.2.2 TDD-TDD inter-frequency RSTD measurement reporting delay
	Same as 9.2.1
	

	9.2.4 FDD-FDD inter frequency RSTD Accuracy
	Noc1 ±1.0 dB averaged over BWConfig
Noc2 ±1.0 dB averaged over BWConfig
PRS Ês1 / Noc1 ±0.3 dB averaged over BWConfig
Ês1 / Noc1 ±0.3 dB averaged over BWConfig
PRS Ês2 / Noc2 ±0.3 dB averaged over BWConfig
Ês2 / Noc2 ±0.3 dB averaged over BWConfig 

Cell Timing Difference = ± 2 Ts
	Note:

PRS Ês1 / Noc1 and Ês1 / Noc1 are the ratios of cell 1 signal / AWGN for frequency 1

PRS Ês2 / Noc2 and Ês2 / Noc2 are the ratios of cell 2 signal / AWGN for frequency 2

	9.2.5 TDD-TDD inter frequency RSTD Accuracy
	Same as 9.2.4
	

	10.1 FDD RSTD Measurement Reporting Delay for Carrier Aggregation
	Noc1 ±1.0 dB averaged over BWConfig
Noc2 ±1.0 dB averaged over BWConfig
PRS Ês1 / Noc1 ±0.6 dB averaged over BWConfig 

Ês1 / Noc1 ±0.6 dB averaged over BWConfig
PRS Ês2 / Noc2 ±0.6 dB averaged over BWConfig 

Ês2 / Noc2 ±0.6 dB averaged over BWConfig
PRS Ês3 / Noc2 ±0.6 dB averaged over BWConfig 

Ês3 / Noc2 ±0.6 dB averaged over BWConfig
Response Time = ± 300 ms
	Note:

PRS Ês1 / Noc1 and Ês1 / Noc1 are the ratios of cell 1 signal / AWGN for frequency 1

PRS Ês2 / Noc2 and Ês2 / Noc2 are the ratios of cell 2 signal / AWGN for frequency 2 

PRS Ês3 / Noc2 and Ês3 / Noc2 are the ratios of cell 3 signal / AWGN for frequency 2

PRS Ês / Noc and Ês / Noc uncertainty for fading condition comprises two quantities:

1. Signal-to-noise ratio uncertainty

2. Fading profile power uncertainty
Items 1 and 2 are assumed to be uncorrelated so can be root sum squared:
PRS Ês / Noc and Ês / Noc uncertainty = SQRT (Signal-to-noise ratio

uncertainty 2 + Fading profile power uncertainty 2)

Signal-to-noise ratio uncertainty ±0.3 dB

Fading profile power uncertainty ±0.5 dB

	10.1A FDD RSTD Measurement Reporting Delay for Carrier Aggregation for 20 MHz
	Same as 10.1
	Same as 10.1

	10.1B FDD RSTD Measurement Reporting Delay Carrier Aggregation for 5 MHz +5 MHz Bandwidth
	Same as 10.1
	Same as 10.1

	10.1C FDD RSTD Measurement Reporting Delay for Carrier Aggregation for 10 MHz+5 MHz Bandwidth
	Same as 10.1
	Same as 10.1

	10.2 TDD RSTD Measurement Reporting Delay for Carrier Aggregation
	Same as 10.1
	Same as 10.1

	10.2A TDD RSTD Measurement Reporting Delay for Carrier Aggregation for 20 MHz
	Same as 10.1
	Same as 10.1

	10.2B TDD RSTD Measurement Reporting Delay Carrier Aggregation for 5 MHz +5 MHz Bandwidth
	Same as 10.1
	Same as 10.1

	10.2C TDD RSTD Measurement Reporting Delay for Carrier Aggregation for 10 MHz+5 MHz Bandwidth
	Same as 10.1
	Same as 10.1

	10.2D TDD RSTD Measurement Reporting Delay for Carrier Aggregation for 20 MHz +10 MHz Bandwidth
	Same as 10.1
	Same as 10.1

	10.3 FDD RSTD Measurement Accuracy for Carrier Aggregation
	Noc1 ±1.0 dB averaged over BWConfig
Noc2 ±1.0 dB averaged over BWConfig
PRS Ês1 / Noc1 ±0.3 dB averaged over BWConfig
Ês1 / Noc1 ±0.3 dB averaged over BWConfig
PRS Ês2 / Noc2 ±0.3 dB averaged over BWConfig
Ês2 / Noc2 ±0.3 dB averaged over BWConfig 

PRS Ês3 / Noc2 ±0.3 dB averaged over BWConfig 

Ês3 / Noc2 ±0.3 dB averaged over BWConfig
Cell Timing Difference = ± 1 Ts
	Note:

PRS Ês1 / Noc1 and Ês1 / Noc1 are the ratios of cell 1 signal / AWGN for frequency 1

PRS Ês2 / Noc2 and Ês2 / Noc2 are the ratios of cell 2 signal / AWGN for frequency 2

PRS Ês3 / Noc2 and Ês3 / Noc2 are the ratios of cell 3 signal / AWGN for frequency 2

	10.3A FDD RSTD Measurement Accuracy for Carrier Aggregation for 20 MHz
	Same as 10.3
	

	10.3B FDD RSTD Measurement Accuracy for Carrier Aggregation for 5 MHz+5 MHz Bandwidth
	Same as 10.3
	Same as 10.3

	10.3C FDD RSTD Measurement Accuracy for Carrier Aggregation for 10 MHz+5 MHz Bandwidth
	Same as 10.3
	Same as 10.3

	10.4 TDD RSTD Measurement Accuracy for Carrier Aggregation
	Same as 10.3
	

	10.4A TDD RSTD Measurement Accuracy for Carrier Aggregation for 20 MHz
	Same as 10.3
	

	10.4B TDD RSTD Measurement Accuracy for Carrier Aggregation for 5 MHz+5 MHz Bandwidth
	Same as 10.3
	Same as 10.3

	10.4C TDD RSTD Measurement Accuracy for Carrier Aggregation for 10 MHz+5 MHz Bandwidth
	Same as 10.3
	Same as 10.3

	In addition, the following Test System uncertainties and related constraints apply.

Any additional constraints are defined in the specific tests. 
	

	AWGN Bandwidth
	≥ 1.08 MHz, 2.7 MHz, 4.5 MHz, 9 MHz, 13.5 MHz, 18 MHz;

NRB x 180kHz according to BWConfig

	AWGN absolute power uncertainty
	Test-specific

	AWGN flatness and signal flatness, max deviation for any Resource Block, relative to average over BWConfig
	±2 dB

	AWGN peak to average ratio
	≥10 dB @0.001%

	Signal-to noise ratio uncertainty
	Test-specific

	Fading profile power uncertainty
	±0.5 dB

	Fading profile delay uncertainty, relative to frame timing
	±5 ns (excludes absolute errors related to baseband timing)


<< Unchanged content omitted >>
C.2.2
ECID and OTDOA Measurement requirements

Table C.2.2: Test Parameter Relaxations for ECID and OTDOA Measurement requirements

	Clause
	Test Parameter Relaxation

	8.1.1 E-UTRAN FDD UE Rx – Tx time difference case
	
	

	8.1.2 E-UTRAN TDD UE Rx – Tx time difference case
	
	

	8.1.5 E-UTRAN FDD UE Rx–Tx time difference under Time Domain Measurement Resource Restriction with CRS Assistance Information and Non-MBSFN ABS (feICIC)
	Parameters

Noc: -98dBm/15kHz
Ês1 / Noc: -3.00dB

Ês2 / Noc: +3.00dB

Ês3 / Noc: +1.00dB
	Test Tolerance

0dB
+0.4dB

0dB

0dB

	8.1.6 E-UTRAN TDD UE Rx–Tx time difference under Time Domain Measurement Resource Restriction with CRS Assistance Information and Non-MBSFN ABS (feICIC)
	Same as 8.1.5
	Same as 8.1.5

	9.1.1 FDD RSTD Measurement Reporting Delay
	Response time
	300 ms

	9.1.2 TDD RSTD Measurement Reporting Delay
	Response time
	300 ms

	9.1.3 FDD RSTD Measurement Accuracy
	For Test 2 and Test 4:

PRS Ês1 / Noc averaged over BWConfig
PRS Ês2 / Noc averaged over BWConfig
For all tests:

Cell Timing Difference
	+0.3 dB 

+0.3 dB 

± 1 Ts

	9.1.4 TDD RSTD Measurement Accuracy
	Same as 9.1.3
	Same as 9.1.3

	9.2.1 FDD-FDD inter-frequency RSTD measurement reporting delay
	Response time
	300 ms

	9.2.2 TDD-TDD inter-frequency RSTD measurement reporting delay
	Response time
	300 ms

	9.2.4 FDD-FDD inter frequency RSTD Accuracy
	PRS Ês1 / Noc1 averaged over BWConfig
PRS Ês2 / Noc2 averaged over BWConfig
Cell Timing Difference
	+0.3 dB 

+0.3 dB 

± 2 Ts

	9.2.5 TDD-TDD inter frequency RSTD Accuracy
	Same as 9.1.3
	Same as 9.1.3

	10.1 FDD RSTD Measurement Reporting Delay for Carrier Aggregation
	Response time
	300 ms

	10.1A FDD RSTD Measurement Reporting Delay for Carrier Aggregation for 20 MHz
	Response time
	300 ms

	10.1B FDD RSTD Measurement Reporting Delay Carrier Aggregation for 5 MHz +5 MHz Bandwidth
	Response time
	300 ms

	10.1C FDD RSTD Measurement Reporting Delay for Carrier Aggregation for 10 MHz+5 MHz Bandwidth
	Response time
	300 ms

	10.2 TDD RSTD Measurement Reporting Delay for Carrier Aggregation
	Response time
	300 ms

	10.2A TDD RSTD Measurement Reporting Delay for Carrier Aggregation for 20 MHz
	Response time
	300 ms

	10.2B TDD RSTD Measurement Reporting Delay Carrier Aggregation for 5 MHz +5 MHz Bandwidth
	Response time
	300 ms

	10.2C TDD RSTD Measurement Reporting Delay for Carrier Aggregation for 10 MHz+5 MHz Bandwidth
	Response time
	300 ms

	10.2D TDD RSTD Measurement Reporting Delay for Carrier Aggregation for 20 MHz +10 MHz Bandwidth
	Response time
	300 ms

	10.3 FDD RSTD Measurement Accuracy for Carrier Aggregation
	PRS Ês2 / Noc2 averaged over BWConfig
PRS Ês3 / Noc2 averaged over BWConfig
Cell Timing Difference
	+0.3 dB 

+0.3 dB 

± 1 Ts

	10.3A FDD RSTD Measurement Accuracy for Carrier Aggregation for 20 MHz
	Same as 10.3
	Same as 10.3

	10.4 TDD RSTD Measurement Accuracy for Carrier Aggregation
	Same as 10.3
	Same as 10.3

	10.4A TDD RSTD Measurement Accuracy for Carrier Aggregation for 20 MHz
	Same as 10.3
	Same as 10.3


<< Unchanged content omitted >>
C.4
Derivation of Test Requirements (This clause is informative)

<< Some clauses skipped  >>
Table C.4.2: Derivation of Test Requirements for ECID and OTDOA Measurement tests

	Test 
	Minimum Requirement in TS 36.133
	Test Parameter Relaxation
(TPR)
	Test Requirement in TS 36.571-1

	8.1.1 E-UTRAN FDD UE Rx – Tx time difference case
	Test 1:

Noc: -98dBm/15kHz
Ês / Noc: -3.0dB

Reported RxTx time difference value: Measured value converted to RX-TX_TIME_DIFFERENCE according to Table 8.1.1.3-2
Test 2:

Noc: -98dBm/15kHz
Ês / Noc: -3.0dB

Reported RxTx time difference value: Measured value converted to RX-TX_TIME_DIFFERENCE according to Table 8.1.1.3-2
	Test 1:

0dB
0.3dB

Via mapping

Test 2:

0dB
0.3dB

Via mapping
	Test 1:

Noc: -98dBm/15kHz
Ês / Noc: -2.7.0dB

(Measured value from step 7 - 23) Ts converted to RX-TX_TIME_DIFFERENCE according to Table 4.6.3-1

To

(Measured value from step 7 +23) Ts converted to RX-TX_TIME_DIFFERENCE according to Table 4.6.3-1
Test 2:

Noc: -88dBm/15kHz
Ês1 / Noc: +6.0dB

Ês2 / Noc: +2.0dB

Measured value from step 7 -13) Ts converted to RX-TX_TIME_DIFFERENCE according to Table 4.6.3-1

To

(Measured value from step 7 +13) Ts converted to RX-TX_TIME_DIFFERENCE according to Table 4.6.3-1

	8.1.2 E-UTRAN TDD UE Rx – Tx time difference case
	Same as 8.1.1
	Same as 8.1.1
	Same as 8.1.1

	8.1.5 E-UTRAN FDD UE Rx–Tx time difference under Time Domain Measurement Resource Restriction with CRS Assistance Information and Non-MBSFN ABS (feICIC)
	[TBD]
	[TBD]
	[TBD]

	8.1.6 E-UTRAN TDD UE Rx–Tx time difference under Time Domain Measurement Resource Restriction with CRS Assistance Information and Non-MBSFN ABS (feICIC)
	[TBD]
	[TBD]
	[TBD]

	9.1.1 FDD RSTD Measurement Reporting Delay
	Response Time = 3 s
	300 ms
	Time + TPR: 3.3 s

	9.1.2 TDD RSTD Measurement Reporting Delay
	Response Time = 3 s
	300 ms
	Time + TPR: 3.3 s

	9.1.3 FDD RSTD Measurement Accuracy
	For Test 2 and Test 4:

PRS Ês1 / Noc = -6dB

PRS Ês2 / Noc = -13dB

For All Tests:

See Table 9.1.3.3-1 for measurement accuracy.
	+0.3 dB

+0.3 dB

± 1 Ts
	Level + TPR, -5.7 dB

Level + TPR, -12.7 dB

See Table 9.1.3.5-2.

	9.1.4 TDD RSTD Measurement Accuracy
	Same as 9.1.3
	
	

	9.2.1 FDD-FDD inter-frequency RSTD measurement reporting delay
	Response Time = 6 s
	300 ms
	Time + TPR: 6.3 s

	9.2.2 TDD-TDD inter-frequency RSTD measurement reporting delay
	Response Time = 6 s
	300 ms
	Time + TPR: 6.3 s

	9.2.4 FDD-FDD inter frequency RSTD Accuracy
	PRS Ês1 / Noc1 = -6dB

PRS Ês2 / Noc2 = -13dB

See TS 36.133 [23] Table 9.1.10.3-1 for measurement accuracy.
	+0.3 dB

+0.3 dB

± 2 Ts
	Level + TPR, -5.7 dB

Level + TPR, -12.7 dB

See Table 9.2.4.5-2.

	9.2.5 TDD-TDD inter frequency RSTD Accuracy
	Same as 9.2.4
	
	

	10.1 FDD RSTD Measurement Reporting Delay for Carrier Aggregation
	Test 1:

Response Time = 3 s

Test 2:

Response Time = 6 s
	300 ms

300 ms
	Time + TPR: 3.3 s

Time + TPR: 6.3 s

	10.1A FDD RSTD Measurement Reporting Delay for Carrier Aggregation for 20 MHz
	Same as 10.1
	
	

	10.1B FDD RSTD Measurement Reporting Delay Carrier Aggregation for 5 MHz +5 MHz Bandwidth
	Same as 10.1
	
	

	10.1C FDD RSTD Measurement Reporting Delay for Carrier Aggregation for 10 MHz+5 MHz Bandwidth
	Same as 10.1
	
	

	10.2 TDD RSTD Measurement Reporting Delay for Carrier Aggregation
	Same as 10.1
	
	

	10.2A TDD RSTD Measurement Reporting Delay for Carrier Aggregation for 20 MHz
	Same as 10.1
	
	

	10.2B TDD RSTD Measurement Reporting Delay Carrier Aggregation for 5 MHz +5 MHz Bandwidth
	Same as 10.1
	
	

	10.2C TDD RSTD Measurement Reporting Delay for Carrier Aggregation for 10 MHz+5 MHz Bandwidth
	Same as 10.1
	
	

	10.2D TDD RSTD Measurement Reporting Delay for Carrier Aggregation for 20 MHz +10 MHz Bandwidth
	Same as 10.1
	
	

	10.3 FDD RSTD Measurement Accuracy for Carrier Aggregation
	PRS Ês2 / Noc2 = -6dB

PRS Ês3 / Noc2 = -13dB

See TS 36.133 [23] Table 9.1.10.1-1 for measurement accuracy.
	+0.3 dB

+0.3 dB

± 1 Ts
	Level + TPR, -5.7 dB

Level + TPR, -12.7 dB

See Table 10.3.5-2.

	10.3A FDD RSTD Measurement Accuracy for Carrier Aggregation for 20 MHz
	Same as 10.3
	Same as 10.3
	Same as 10.3

	10.3B FDD RSTD Measurement Accuracy for Carrier Aggregation for 5 MHz+5 MHz Bandwidth
	PRS Ês2 / Noc2 = -6dB

PRS Ês3 / Noc2 = -13dB

See TS 36.133 [23] Table 9.1.10.1-1 for measurement accuracy.
	+0.3 dB

+0.3 dB

± 1 Ts
	Level + TPR, -5.7 dB

Level + TPR, -12.7 dB

See Table 10.3B.5-2.

	10.3C FDD RSTD Measurement Accuracy for Carrier Aggregation for 10 MHz+5 MHz Bandwidth
	Same as 10.3B
	Same as 10.3B
	Same as 10.3B

	10.4 TDD RSTD Measurement Accuracy for Carrier Aggregation
	Same as 10.3
	Same as 10.3
	Level + TPR, -5.7 dB

Level + TPR, -12.7 dB

See Table 10.4.5-2.

	10.4A TDD RSTD Measurement Accuracy for Carrier Aggregation for 20 MHz
	Same as 10.3
	Same as 10.3
	Same as 10.4

	10.4B TDD RSTD Measurement Accuracy for Carrier Aggregation for 5 MHz+5 MHz Bandwidth
	Same as 10.3B
	Same as 10.3B
	Level + TPR, -5.7 dB

Level + TPR, -12.7 dB

See Table 10.4B.5-2.

	10.4C TDD RSTD Measurement Accuracy for Carrier Aggregation for 10 MHz+5 MHz Bandwidth
	Same as 10.3B
	Same as 10.3B
	Same as 10.4B


<< End of changes >>
