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Change 1 
	Function name
	f_ExecutionGuideline_InterBand

	Reason for change
	The prose CR R5-150123 to update the test case execution guideline for CA test case 8.2.4.19.2 has not been implemented correctly. Normal CA inter-band combination has been used instead of reverse CA band combination..

	Summary of change
	The primary and secondary bands for reverse CA band combination are corrected

	TTCN module
	LTE_36523_SelectionExpressions.ttcn


Before change

	  function f_ExecutionGuideline_InterBand (charstring p_TestCase ) return boolean

  {  /* Set the execution to TRUE or FALSE according to 36.523-3 clause 11.3 */

    var boolean v_ExecutionGuideline := true;

    if ((px_ePrimaryFrequencyBand == 12 and px_ePrimaryBandChannelBandwidth == n50 ) or

        (px_ePrimaryFrequencyBand == 13) or

        (px_ePrimaryFrequencyBand == 17 and px_ePrimaryBandChannelBandwidth == n50 ) or

        (px_ePrimaryFrequencyBand == 18) or

        (px_ePrimaryFrequencyBand == 31)) //@sic R5-135000 sic@

    { // Test cases using more than one radio frequency (acc to 36.523-3 cl 11.3)

        select (p_TestCase) {

          case ("TC_6_1_2_15a", "TC_8_1_3_12" ) { v_ExecutionGuideline := false;}

        }

      };

    if ((px_eSecondaryFrequencyBand == 12 and px_eSecondaryBandChannelBandwidth == n50 ) or

        (px_eSecondaryFrequencyBand == 13) or

        (px_eSecondaryFrequencyBand == 17 and px_eSecondaryBandChannelBandwidth == n50 ) or

        (px_eSecondaryFrequencyBand == 18) or

        (px_ePrimaryFrequencyBand == 31)) //@sic R5-135000 sic@

    { // Test cases using more than one radio frequency (acc to 36.523-3 cl 11.3)

        select (p_TestCase) {

          case (

            "TC_6_1_1_1a",

            "TC_6_1_1_3a",

            "TC_6_1_1_4a",

            "TC_6_1_2_16",

            "TC_8_1_3_11a",

            "TC_8_1_3_12b",

            "TC_8_2_4_13a",

            "TC_8_2_4_14a",

            "TC_8_3_1_12a",

            "TC_8_3_1_14a",

            "TC_8_6_4_4"

            ) { v_ExecutionGuideline := false;}

        }

      };

    // ----------------------------------------------------------------------

    // REPLACEMENT OF TC EXECUTION cl 11.3.3

    // ----------------------------------------------------------------------

    if (not((px_ePrimaryFrequencyBand == 12 and px_ePrimaryBandChannelBandwidth == n50 ) or

        (px_ePrimaryFrequencyBand == 13) or

        (px_ePrimaryFrequencyBand == 17 and px_ePrimaryBandChannelBandwidth == n50 ) or

        (px_ePrimaryFrequencyBand == 18) or

        (px_ePrimaryFrequencyBand == 31))) //@sic R5-135000 sic@

    { // Test cases using more than one radio frequency (acc to 36.523-3 cl 11.3)

        select (p_TestCase) {

          case ("TC_8_1_3_12b" ) { v_ExecutionGuideline := false;}

        }

      };

    return v_ExecutionGuideline;

  }

    function f_ExecutionGuideline_EUTRA_CA (charstring p_TestCase ) return boolean

  {  /* Set the execution to TRUE or FALSE according to 36.523-3 clause 11.4 */

    var boolean v_ExecutionGuideline := true;

    // CA contiguous Intra-band operation (acc to 36.523-3 cl 11.4.1)

    //@sic R5-150123 sic@

    if (  (px_ePrimaryFrequencyBand == 38) or

          (px_ePrimaryFrequencyBand == 39))

    {

      // Test cases using more than one radio frequency

        select (p_TestCase) { //@sic R5-141113 sic@

          case (

            "TC_7_1_2_10_3",

            "TC_7_1_2_11_3",

            "TC_8_2_2_7_3",

            "TC_8_2_4_19_1",

            "TC_8_2_4_21_1" ) { v_ExecutionGuideline := false;}

        }

    };

    // CA Inter-band operation (acc to 36.523-3 cl 11.4.2)

    // @sic R5-150123 sic@

    if (    ((px_ePrimaryFrequencyBand == 8) and (px_eSecondaryFrequencyBand == 18) ) or

            ((px_ePrimaryFrequencyBand == 11) and (px_eSecondaryFrequencyBand == 18) ) or

            ((px_ePrimaryFrequencyBand == 18) and (px_eSecondaryFrequencyBand == 28) ) or

            ((px_ePrimaryFrequencyBand == 1) and (px_eSecondaryFrequencyBand == 18) ) or

            ((px_ePrimaryFrequencyBand == 1) and (px_eSecondaryFrequencyBand == 19) ) or

            ((px_ePrimaryFrequencyBand == 1) and (px_eSecondaryFrequencyBand == 21) ) or

            ((px_ePrimaryFrequencyBand == 3) and (px_eSecondaryFrequencyBand == 19) ) or

            ((px_ePrimaryFrequencyBand == 8) and (px_eSecondaryFrequencyBand == 11) ) or

            ((px_ePrimaryFrequencyBand == 4) and (px_eSecondaryFrequencyBand == 12) ) or

            ((px_ePrimaryFrequencyBand == 4) and (px_eSecondaryFrequencyBand == 13) ) or

            ((px_ePrimaryFrequencyBand == 2) and (px_eSecondaryFrequencyBand == 17) ) or

            ((px_ePrimaryFrequencyBand == 4) and (px_eSecondaryFrequencyBand == 17) ) or

            ((px_ePrimaryFrequencyBand == 5) and (px_eSecondaryFrequencyBand == 12) ) or

            ((px_ePrimaryFrequencyBand == 5) and (px_eSecondaryFrequencyBand == 17) ) or

            ((px_ePrimaryFrequencyBand == 11) and (px_eSecondaryFrequencyBand == 18) ) or

            ((px_ePrimaryFrequencyBand == 18) and (px_eSecondaryFrequencyBand == 28) ) or

            ((px_ePrimaryFrequencyBand == 19) and (px_eSecondaryFrequencyBand == 21) )
        ) //@sic R5-140787 R5-142985 sic@

    { // Test case using more than one radio frequency on the primary band, i.e. using the radio frequency f2 specified in TS 36.508 [3], shall avoid to be executed on E-UTRA CA Configuration:

        select (p_TestCase) {

          case (

            "TC_8_2_4_19_2"

            ) { v_ExecutionGuideline := false;}

        }

    };

    // CA Inter-band operation (acc to 36.523-3 cl 11.4.2)

    if (    ((px_ePrimaryFrequencyBand == 2) and (px_eSecondaryFrequencyBand == 29) ) or

            ((px_ePrimaryFrequencyBand == 4) and (px_eSecondaryFrequencyBand == 29))

        ) //@sic R5-140787 R5-142985 sic@

    { // Test case using more than one radio frequency on the primary band (acc to 36.523-3 cl 11.4.2)

        select (p_TestCase) {

          case (

            "TC_7_1_2_10_2",

            "TC_7_1_2_11_2",

            "TC_7_1_4_20_2",

            "TC_8_2_2_7_2",

            "TC_8_2_4_17_2",

            "TC_8_2_4_20_2",

            "TC_8_2_4_21_2",

            "TC_8_2_4_23_2",   //@sic R5-144219 sic@

            "TC_8_3_1_17_2",  //@sic R5-144399 sic@

            "TC_8_3_1_18_2"  //@sic R5-144399 sic@

            ) { v_ExecutionGuideline := false;}

        }

    };

    // CA non-contiguous Intra-band operation cl 11.4.3 @sic R5-150123 sic@

    // Test case using more than two radio frequencies, i.e. using the radio frequencies f3 specified in TS 36.508 [3], shall avoid to be executed on E-UTRA CA Configuration

    if ( px_ePrimaryFrequencyBand == 23 ) // CA_23A-23A

    {

        select (p_TestCase) {

          case (

            "TC_8_2_4_19_3",

            "TC_8_2_4_21_3"

            ) { v_ExecutionGuideline := false;}

        }

    }

    return v_ExecutionGuideline;

  }


After change
	  function f_ExecutionGuideline_InterBand (charstring p_TestCase ) return boolean

  {  /* Set the execution to TRUE or FALSE according to 36.523-3 clause 11.3 */

    var boolean v_ExecutionGuideline := true;

    if ((px_ePrimaryFrequencyBand == 12 and px_ePrimaryBandChannelBandwidth == n50 ) or

        (px_ePrimaryFrequencyBand == 13) or

        (px_ePrimaryFrequencyBand == 17 and px_ePrimaryBandChannelBandwidth == n50 ) or

        (px_ePrimaryFrequencyBand == 18) or

        (px_ePrimaryFrequencyBand == 31)) //@sic R5-135000 sic@

    { // Test cases using more than one radio frequency (acc to 36.523-3 cl 11.3)

        select (p_TestCase) {

          case ("TC_6_1_2_15a", "TC_8_1_3_12" ) { v_ExecutionGuideline := false;}

        }

      };

    if ((px_eSecondaryFrequencyBand == 12 and px_eSecondaryBandChannelBandwidth == n50 ) or

        (px_eSecondaryFrequencyBand == 13) or

        (px_eSecondaryFrequencyBand == 17 and px_eSecondaryBandChannelBandwidth == n50 ) or

        (px_eSecondaryFrequencyBand == 18) or

        (px_ePrimaryFrequencyBand == 31)) //@sic R5-135000 sic@

    { // Test cases using more than one radio frequency (acc to 36.523-3 cl 11.3)

        select (p_TestCase) {

          case (

            "TC_6_1_1_1a",

            "TC_6_1_1_3a",

            "TC_6_1_1_4a",

            "TC_6_1_2_16",

            "TC_8_1_3_11a",

            "TC_8_1_3_12b",

            "TC_8_2_4_13a",

            "TC_8_2_4_14a",

            "TC_8_3_1_12a",

            "TC_8_3_1_14a",

            "TC_8_6_4_4"

            ) { v_ExecutionGuideline := false;}

        }

      };

    // ----------------------------------------------------------------------

    // REPLACEMENT OF TC EXECUTION cl 11.3.3

    // ----------------------------------------------------------------------

    if (not((px_ePrimaryFrequencyBand == 12 and px_ePrimaryBandChannelBandwidth == n50 ) or

        (px_ePrimaryFrequencyBand == 13) or

        (px_ePrimaryFrequencyBand == 17 and px_ePrimaryBandChannelBandwidth == n50 ) or

        (px_ePrimaryFrequencyBand == 18) or

        (px_ePrimaryFrequencyBand == 31))) //@sic R5-135000 sic@

    { // Test cases using more than one radio frequency (acc to 36.523-3 cl 11.3)

        select (p_TestCase) {

          case ("TC_8_1_3_12b" ) { v_ExecutionGuideline := false;}

        }

      };

    return v_ExecutionGuideline;

  }

    function f_ExecutionGuideline_EUTRA_CA (charstring p_TestCase ) return boolean

  {  /* Set the execution to TRUE or FALSE according to 36.523-3 clause 11.4 */

    var boolean v_ExecutionGuideline := true;

    // CA contiguous Intra-band operation (acc to 36.523-3 cl 11.4.1)

    //@sic R5-150123 sic@

    if (  (px_ePrimaryFrequencyBand == 38) or

          (px_ePrimaryFrequencyBand == 39))

    {

      // Test cases using more than one radio frequency

        select (p_TestCase) { //@sic R5-141113 sic@

          case (

            "TC_7_1_2_10_3",

            "TC_7_1_2_11_3",

            "TC_8_2_2_7_3",

            "TC_8_2_4_19_1",

            "TC_8_2_4_21_1" ) { v_ExecutionGuideline := false;}

        }

    };

    // CA Inter-band operation (acc to 36.523-3 cl 11.4.2)

    // @sic R5-150123 sic@

    if (    ((px_ePrimaryFrequencyBand == 8) and (px_eSecondaryFrequencyBand == 18) ) or

            ((px_ePrimaryFrequencyBand == 11) and (px_eSecondaryFrequencyBand == 18) ) or

            ((px_ePrimaryFrequencyBand == 18) and (px_eSecondaryFrequencyBand == 28) ) or

            ((px_ePrimaryFrequencyBand == 18) and (px_eSecondaryFrequencyBand == 1) ) or

            ((px_ePrimaryFrequencyBand == 19) and (px_eSecondaryFrequencyBand == 1) ) or

            ((px_ePrimaryFrequencyBand == 21) and (px_eSecondaryFrequencyBand == 1) ) or

            ((px_ePrimaryFrequencyBand == 19) and (px_eSecondaryFrequencyBand == 3) ) or

            ((px_ePrimaryFrequencyBand == 11) and (px_eSecondaryFrequencyBand == 8) ) or

            ((px_ePrimaryFrequencyBand == 12) and (px_eSecondaryFrequencyBand == 4) ) or

            ((px_ePrimaryFrequencyBand == 13) and (px_eSecondaryFrequencyBand == 4) ) or

            ((px_ePrimaryFrequencyBand == 17) and (px_eSecondaryFrequencyBand == 2) ) or

            ((px_ePrimaryFrequencyBand == 17) and (px_eSecondaryFrequencyBand == 4) ) or

            ((px_ePrimaryFrequencyBand == 12) and (px_eSecondaryFrequencyBand == 5) ) or

            ((px_ePrimaryFrequencyBand == 17) and (px_eSecondaryFrequencyBand == 5) ) or

            ((px_ePrimaryFrequencyBand == 18) and (px_eSecondaryFrequencyBand == 11) ) or

            ((px_ePrimaryFrequencyBand == 28) and (px_eSecondaryFrequencyBand == 18) ) or

            ((px_ePrimaryFrequencyBand == 21) and (px_eSecondaryFrequencyBand == 19) )
        ) //@sic R5-140787 R5-142985 sic@

    { // Test case using more than one radio frequency on the primary band, i.e. using the radio frequency f2 specified in TS 36.508 [3], shall avoid to be executed on E-UTRA CA Configuration:

        select (p_TestCase) {

          case (

            "TC_8_2_4_19_2"

            ) { v_ExecutionGuideline := false;}

        }

    };

    // CA Inter-band operation (acc to 36.523-3 cl 11.4.2)

    if (    ((px_ePrimaryFrequencyBand == 2) and (px_eSecondaryFrequencyBand == 29) ) or

            ((px_ePrimaryFrequencyBand == 4) and (px_eSecondaryFrequencyBand == 29))

        ) //@sic R5-140787 R5-142985 sic@

    { // Test case using more than one radio frequency on the primary band (acc to 36.523-3 cl 11.4.2)

        select (p_TestCase) {

          case (

            "TC_7_1_2_10_2",

            "TC_7_1_2_11_2",

            "TC_7_1_4_20_2",

            "TC_8_2_2_7_2",

            "TC_8_2_4_17_2",

            "TC_8_2_4_20_2",

            "TC_8_2_4_21_2",

            "TC_8_2_4_23_2",   //@sic R5-144219 sic@

            "TC_8_3_1_17_2",  //@sic R5-144399 sic@

            "TC_8_3_1_18_2"  //@sic R5-144399 sic@

            ) { v_ExecutionGuideline := false;}

        }

    };

    // CA non-contiguous Intra-band operation cl 11.4.3 @sic R5-150123 sic@

    // Test case using more than two radio frequencies, i.e. using the radio frequencies f3 specified in TS 36.508 [3], shall avoid to be executed on E-UTRA CA Configuration

    if ( px_ePrimaryFrequencyBand == 23 ) // CA_23A-23A

    {

        select (p_TestCase) {

          case (

            "TC_8_2_4_19_3",

            "TC_8_2_4_21_3"

            ) { v_ExecutionGuideline := false;}

        }

    }

    return v_ExecutionGuideline;

  }


