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Change 1
	Template name
	cr_UeCapabilitiesRAT_Container_r11

	Reason for change
	As per 36.331 or 36.106, it is not mandatory for the UE to report category 9 or 10 for rel-11 UE. Also, as per 36.331, 
ue-Category-v1170 INTEGER (9..10) OPTIONAL,

Hence, ue-Category-v1170 may be omitted

	Summary of change
	ue-Category-v1170 may have a value or not present.

	TTCN module
	8_5/RRC_OtherFunctions.ttcn


Before change

	template (present) UE_EUTRA_Capability cr_UeCapabilitiesRAT_Container_r11 := // @sic R5s130195 sic@

  { /* @status    APPROVED (LTE) */

    accessStratumRelease := ?,

    ue_Category := ?,

    pdcp_Parameters := ?,

    phyLayerParameters := {

      ue_TxAntennaSelectionSupported := ?,

      ue_SpecificRefSigsSupported := ?

    },

    rf_Parameters := {

      supportedBandListEUTRA := ?

    },

    measParameters := {

      bandListEUTRA := ?

    },

    featureGroupIndicators := f_DeriveFeatrGrpCapFromPics(),

    interRAT_Parameters := {

      utraFDD := *,

      utraTDD128 := *,

      utraTDD384 := *,

      utraTDD768 := *,

      geran := *,

      cdma2000_HRPD := *,

      cdma2000_1xRTT := *

    },

    nonCriticalExtension := {

      phyLayerParameters_v920  := ?,

      interRAT_ParametersGERAN_v920  := ?,

      interRAT_ParametersUTRA_v920  := *,

      interRAT_ParametersCDMA2000_v920 := *,

      deviceType_r9 := *,

      csg_ProximityIndicationParameters_r9 := ?,

      neighCellSI_AcquisitionParameters_r9 := ?,

      son_Parameters_r9  := ?,

      nonCriticalExtension := {

        lateNonCriticalExtension := *,

        nonCriticalExtension  := {

          ue_Category_v1020  := *,

          phyLayerParameters_v1020 := *,

          rf_Parameters_v1020 := *,

          measParameters_v1020 := *,

          featureGroupIndRel10_r10 := *,

          interRAT_ParametersCDMA2000_v1020 := *,

          ue_BasedNetwPerfMeasParameters_r10 := *,

          interRAT_ParametersUTRA_TDD_v1020 := *,

          nonCriticalExtension  := {

            fdd_Add_UE_EUTRA_Capabilities_v1060 := *,

            tdd_Add_UE_EUTRA_Capabilities_v1060 := *,

            rf_Parameters_v1060 := *,

            nonCriticalExtension := {

              rf_Parameters_v1090 := *,

              nonCriticalExtension := {

                pdcp_Parameters_v1130 := ?,

                phyLayerParameters_v1130 := *,

                rf_Parameters_v1130 := ?,

                measParameters_v1130 := ?,

                interRAT_ParametersCDMA2000_v1130 := ?,

                otherParameters_r11 := ?,

                fdd_Add_UE_EUTRA_Capabilities_v1130 := *,

                tdd_Add_UE_EUTRA_Capabilities_v1130 := *,

                nonCriticalExtension := {  // @sic R5-142724 sic@

                  phyLayerParameters_v1170 := *,

                  ue_Category_v1170 := ?,
                  nonCriticalExtension := *

                }

              }

            }

          }

        }

      }

    }

  };




After change

	emplate (present) UE_EUTRA_Capability cr_UeCapabilitiesRAT_Container_r11 := // @sic R5s130195 sic@

  { /* @status    APPROVED (LTE) */

    accessStratumRelease := ?,

    ue_Category := ?,

    pdcp_Parameters := ?,

    phyLayerParameters := {

      ue_TxAntennaSelectionSupported := ?,

      ue_SpecificRefSigsSupported := ?

    },

    rf_Parameters := {

      supportedBandListEUTRA := ?

    },

    measParameters := {

      bandListEUTRA := ?

    },

    featureGroupIndicators := f_DeriveFeatrGrpCapFromPics(),

    interRAT_Parameters := {

      utraFDD := *,

      utraTDD128 := *,

      utraTDD384 := *,

      utraTDD768 := *,

      geran := *,

      cdma2000_HRPD := *,

      cdma2000_1xRTT := *

    },

    nonCriticalExtension := {

      phyLayerParameters_v920  := ?,

      interRAT_ParametersGERAN_v920  := ?,

      interRAT_ParametersUTRA_v920  := *,

      interRAT_ParametersCDMA2000_v920 := *,

      deviceType_r9 := *,

      csg_ProximityIndicationParameters_r9 := ?,

      neighCellSI_AcquisitionParameters_r9 := ?,

      son_Parameters_r9  := ?,

      nonCriticalExtension := {

        lateNonCriticalExtension := *,

        nonCriticalExtension  := {

          ue_Category_v1020  := *,

          phyLayerParameters_v1020 := *,

          rf_Parameters_v1020 := *,

          measParameters_v1020 := *,

          featureGroupIndRel10_r10 := *,

          interRAT_ParametersCDMA2000_v1020 := *,

          ue_BasedNetwPerfMeasParameters_r10 := *,

          interRAT_ParametersUTRA_TDD_v1020 := *,

          nonCriticalExtension  := {

            fdd_Add_UE_EUTRA_Capabilities_v1060 := *,

            tdd_Add_UE_EUTRA_Capabilities_v1060 := *,

            rf_Parameters_v1060 := *,

            nonCriticalExtension := {

              rf_Parameters_v1090 := *,

              nonCriticalExtension := {

                pdcp_Parameters_v1130 := ?,

                phyLayerParameters_v1130 := *,

                rf_Parameters_v1130 := ?,

                measParameters_v1130 := ?,

                interRAT_ParametersCDMA2000_v1130 := ?,

                otherParameters_r11 := ?,

                fdd_Add_UE_EUTRA_Capabilities_v1130 := *,

                tdd_Add_UE_EUTRA_Capabilities_v1130 := *,

                nonCriticalExtension := {  // @sic R5-142724 sic@

                  phyLayerParameters_v1170 := *,

                  ue_Category_v1170 := *,
                  nonCriticalExtension := *

                }

              }

            }

          }

        }

      }

    }

  };




