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	Other comments:
	


Change 1
	Function name
	fl_TC_9_2_3_2_17_Body

	Reason for change
	With the TTCN implementation, request for SRB/DRB reset for a cell first releases the SRB/DRB and then creates the SRB/DRB. So, the first request for SRB/DRB reset for a cell releases the DRB which is not yet created.

With the following the CR R5s150429, changes has been done to create DRB at every step before releasing it. But DRB creation is not need as DRB is created automatically on reset. Function f_EUTRA_SS_SRBs_DRB1_Reset, release the SRB/DRB and then creates the SRB/DRB. But DRB should not be released before creation. Hence request for release of DRB should not sent on first reset of SRB/DRB for the cell.

	Summary of change
	Function f_EUTRA_SS_SRBs_DRB1_Reset has been modified to accept the DRB list so that DRBs shall not be released before creating it.

	TTCN module
	\LTE\9_2\NAS_TrackingArea_EOnly.ttcn


Before change

function fl_TC_9_2_3_2_17_Body() runs on EUTRA_PTC

  {

    var template (value) CellPowerList_Type v_CellPowerList;

    var RRC_TransactionIdentifier v_RRC_TI := tsc_RRC_TI_Def;

    var NAS_MSG_Indication_Type v_NasInd;

    var template (omit) EPS_BearerContextStatus v_EpsBearerCtxtStatus;

    var GutiParameters_Type v_Guti1_Params := f_EUTRA_CellInfo_GetGuti(eutra_CellA);

    var GutiParameters_Type v_Guti2_Params := f_EUTRA_CellInfo_GetGuti(eutra_CellB);

    var NAS_PlmnId v_PLMN := f_Asn2Nas_PlmnId (v_Guti1_Params.PLMN_Identity);

    var NAS_Tac v_Tac1 := bit2oct(f_EUTRA_CellInfo_GetTAC(eutra_CellA)); // @sic R5s110346 sic@

    var NAS_Lac v_LAC := f_EUTRA_CellInfo_GetLocationAreaCode ( eutra_CellA );

    var template (omit) LocAreaId v_LAI := f_GetLAI ( v_PLMN, v_LAC, Combined); // @sic R5s110176 sic@ @sic R5s120125 sic@

    var template (omit) MobileIdentity v_MSId := f_GetMSId (Combined); // @sic R5s110176 sic@ @sic R5s120125 sic@

    var template AdditionalUpdateType v_AdditionalUpdateType := f_GetAdditionalUpdateType (Combined); // @sic R5s120125 sic@

    var EPS_UpdateTypeValue v_UpdateType := f_GetEPSTAUType(Combined); // @sic R5s110176 sic@ @sic R5s120125 sic@

    var float v_T3430plusT3411 := f_EUTRA_SetTimerToleranceMin( eutra_CellB, nasTimer, 25.0 );

    var float v_T3402 := f_EUTRA_SetTimerToleranceMin( eutra_CellB, nasTimer, 720.0);    

    //@siclog "Step 1" siclog@

    // Set the cell type of cell A to the "Non-Suitable cell"

    // Set the cell type of cell B to the "Serving cell".

    v_CellPowerList := {

      cs_CellPower ( eutra_CellA, tsc_NonSuitableCellRS_EPRE ),

      cs_CellPower ( eutra_CellB, tsc_ServingCellRS_EPRE )

    };

    f_EUTRA_SetCellPowerList ( v_CellPowerList );

    //@siclog "Step 2" siclog@

    // Check: Does the UE transmits a TRACKING AREA UPDATE REQUEST message?

    v_NasInd := f_EUTRA_RRC_ConnEst_DefWithNas(eutra_CellB,

                                               v_RRC_TI,

                                               cr_EstablishmentCause_Any,

                                               cr_NAS_Indication(tsc_SHT_IntegrityProtected,

                                               cdr_TAU_RequestOldGutiLaiTmsiStatus(tsc_EpsUpdate_Combined_TaLaUpdate,

                                                                                   f_EUTRA_SecurityKSIasme_Get(),

                                                                                   cr_DRXparameter_Any ('5C'O) ifpresent, // @sic R5s120210, R5-123117 sic@

                                                                                   v_AdditionalUpdateType,

                                                                                   f_GutiParameters2MobileIdentity(omit, v_Guti1_Params),

                                                                                   v_LAI,

                                                                                   cr_TAI(v_PLMN, v_Tac1),

                                                                                   omit)));

    f_EUTRA_PreliminaryPass(__FILE__, __LINE__, "Step 2");

    //@siclog "Step 3" siclog@

    // Wait for 25s to ensure that T3430 and T3411 expire.

    // NOTE 1: The tracking area updating attempt counter is 1.

    f_Delay(v_T3430plusT3411);

    f_EUTRA_SS_CommonRadioBearerConfig_SingleDRB(eutra_CellB, cs_OneDRB_ConfigAM);
    f_EUTRA_SS_SRBs_DRB1_Reset (eutra_CellB); // @sic R5s110346; R5s110423 additional comments sic@
    //@siclog "Step 4" siclog@

    // Check: Does the UE transmits a TRACKING AREA UPDATE REQUEST message?

    v_NasInd := f_EUTRA_RRC_ConnEst_DefWithNas(eutra_CellB,

                                               tsc_RRC_TI_Def,

                                               cr_EstablishmentCause_Any,

                                               cr_NAS_Indication (tsc_SHT_IntegrityProtected,

                                                                  cdr_TAU_RequestOldGutiLaiTmsiStatus(tsc_EpsUpdate_Combined_TaLaUpdate,

                                                                                                      f_EUTRA_SecurityKSIasme_Get(),

                                                                                                      cr_DRXparameter_Any ('5C'O) ifpresent, // @sic R5s120210, R5-123117 sic@

                                                                                                      v_AdditionalUpdateType,

                                                                                                      f_GutiParameters2MobileIdentity(omit, v_Guti1_Params),

                                                                                                      v_LAI,

                                                                                                      cr_TAI_Any,

                                                                                                      omit)));

    f_EUTRA_PreliminaryPass(__FILE__, __LINE__, "Step 4");

    //@siclog "Step 5" siclog@

    // Wait for 25s to ensure that T3430 and T3411 expire.

    // NOTE 2: The tracking area updating attempt counter is 2

    f_Delay(v_T3430plusT3411);

    f_EUTRA_SS_CommonRadioBearerConfig_SingleDRB(eutra_CellB, cs_OneDRB_ConfigAM);
    f_EUTRA_SS_SRBs_DRB1_Reset(eutra_CellB);   // @sic R5s110346; R5s110423 additional comments sic@

    //@siclog "Step 6" siclog@

    // Check: Does the UE transmits a TRACKING AREA UPDATE REQUEST message?

    v_NasInd := f_EUTRA_RRC_ConnEst_DefWithNas(eutra_CellB,

                                               tsc_RRC_TI_Def,

                                               cr_EstablishmentCause_Any,

                                               cr_NAS_Indication (tsc_SHT_IntegrityProtected,

                                                                  cdr_TAU_RequestOldGutiLaiTmsiStatus(tsc_EpsUpdate_Combined_TaLaUpdate,

                                                                                                      f_EUTRA_SecurityKSIasme_Get(),

                                                                                                      cr_DRXparameter_Any ('5C'O) ifpresent, // @sic R5s120210, R5-123117 sic@

                                                                                                      v_AdditionalUpdateType,

                                                                                                      f_GutiParameters2MobileIdentity(omit, v_Guti1_Params),

                                                                                                      v_LAI,

                                                                                                      cr_TAI_Any,

                                                                                                      omit)));

    f_EUTRA_PreliminaryPass(__FILE__, __LINE__, "Step 6");

    //@siclog "Step 7" siclog@

    // Wait for 25s to ensure that T3430 and T3411 expire.

    // NOTE 3: The tracking area updating attempt counter is 3.

    f_Delay(v_T3430plusT3411);

    f_EUTRA_SS_CommonRadioBearerConfig_SingleDRB(eutra_CellB, cs_OneDRB_ConfigAM);
    f_EUTRA_SS_SRBs_DRB1_Reset(eutra_CellB);   // @sic R5s110346; R5s110423 additional comments sic@

    //@siclog "Step 8" siclog@

    // Check: Does the UE transmits a TRACKING AREA UPDATE REQUEST message?

    v_NasInd := f_EUTRA_RRC_ConnEst_DefWithNas(eutra_CellB,

                                               tsc_RRC_TI_Def,

                                               cr_EstablishmentCause_Any,

                                               cr_NAS_Indication (tsc_SHT_IntegrityProtected,

                                                                  cdr_TAU_RequestOldGutiLaiTmsiStatus(tsc_EpsUpdate_Combined_TaLaUpdate,

                                                                                                      f_EUTRA_SecurityKSIasme_Get(),

                                                                                                      cr_DRXparameter_Any ('5C'O) ifpresent, // @sic R5s120210, R5-123117 sic@

                                                                                                      v_AdditionalUpdateType,

                                                                                                      f_GutiParameters2MobileIdentity(omit, v_Guti1_Params),

                                                                                                      v_LAI,

                                                                                                      cr_TAI_Any,

                                                                                                      omit)));

    f_EUTRA_PreliminaryPass(__FILE__, __LINE__, "Step 8");

    //@siclog "Step 9" siclog@

    // Wait for 25s to ensure that T3430 and T3411 expire.

    // NOTE 4: The tracking area updating attempt counter is 4.

    f_Delay(v_T3430plusT3411);

    f_EUTRA_SS_CommonRadioBearerConfig_SingleDRB(eutra_CellB, cs_OneDRB_ConfigAM);
    f_EUTRA_SS_SRBs_DRB1_Reset(eutra_CellB);   // @sic R5s110346; R5s110423 additional comments sic@

    //@siclog "Step 10" siclog@

    // Check: Does the UE transmits a TRACKING AREA UPDATE REQUEST message?

    v_NasInd := f_EUTRA_RRC_ConnEst_DefWithNas(eutra_CellB,

                                               tsc_RRC_TI_Def,

                                               cr_EstablishmentCause_Any,

                                               cr_NAS_Indication (tsc_SHT_IntegrityProtected,

                                                                  cdr_TAU_RequestOldGutiLaiTmsiStatus(tsc_EpsUpdate_Combined_TaLaUpdate,

                                                                                                      f_EUTRA_SecurityKSIasme_Get(),

                                                                                                      cr_DRXparameter_Any ('5C'O) ifpresent, // @sic R5s120210, R5-123117 sic@

                                                                                                      v_AdditionalUpdateType,

                                                                                                      f_GutiParameters2MobileIdentity(omit, v_Guti1_Params),

                                                                                                      v_LAI,

                                                                                                      cr_TAI_Any,

                                                                                                      omit)));

    f_EUTRA_PreliminaryPass(__FILE__, __LINE__, "Step 10");

//@siclog "Step 11" siclog@
…

…    

  }// end function fl_TC_9_2_3_2_17_Body
After change

    function fl_TC_9_2_3_2_17_Body() runs on EUTRA_PTC

  {

    var template (value) CellPowerList_Type v_CellPowerList;

    var RRC_TransactionIdentifier v_RRC_TI := tsc_RRC_TI_Def;

    var NAS_MSG_Indication_Type v_NasInd;

    var template (omit) EPS_BearerContextStatus v_EpsBearerCtxtStatus;

    var GutiParameters_Type v_Guti1_Params := f_EUTRA_CellInfo_GetGuti(eutra_CellA);

    var GutiParameters_Type v_Guti2_Params := f_EUTRA_CellInfo_GetGuti(eutra_CellB);

    var NAS_PlmnId v_PLMN := f_Asn2Nas_PlmnId (v_Guti1_Params.PLMN_Identity);

    var NAS_Tac v_Tac1 := bit2oct(f_EUTRA_CellInfo_GetTAC(eutra_CellA)); // @sic R5s110346 sic@

    var NAS_Lac v_LAC := f_EUTRA_CellInfo_GetLocationAreaCode ( eutra_CellA );

    var template (omit) LocAreaId v_LAI := f_GetLAI ( v_PLMN, v_LAC, Combined); // @sic R5s110176 sic@ @sic R5s120125 sic@

    var template (omit) MobileIdentity v_MSId := f_GetMSId (Combined); // @sic R5s110176 sic@ @sic R5s120125 sic@

    var template AdditionalUpdateType v_AdditionalUpdateType := f_GetAdditionalUpdateType (Combined); // @sic R5s120125 sic@

    var EPS_UpdateTypeValue v_UpdateType := f_GetEPSTAUType(Combined); // @sic R5s110176 sic@ @sic R5s120125 sic@

    var float v_T3430plusT3411 := f_EUTRA_SetTimerToleranceMin( eutra_CellB, nasTimer, 25.0 );

    var float v_T3402 := f_EUTRA_SetTimerToleranceMin( eutra_CellB, nasTimer, 720.0);    

    var DRB_IdentityList_Type p_DrbList := {};
    //@siclog "Step 1" siclog@

    // Set the cell type of cell A to the "Non-Suitable cell"

    // Set the cell type of cell B to the "Serving cell".

    v_CellPowerList := {

      cs_CellPower ( eutra_CellA, tsc_NonSuitableCellRS_EPRE ),

      cs_CellPower ( eutra_CellB, tsc_ServingCellRS_EPRE )

    };

    f_EUTRA_SetCellPowerList ( v_CellPowerList );

    //@siclog "Step 2" siclog@

    // Check: Does the UE transmits a TRACKING AREA UPDATE REQUEST message?

    v_NasInd := f_EUTRA_RRC_ConnEst_DefWithNas(eutra_CellB,

                                               v_RRC_TI,

                                               cr_EstablishmentCause_Any,

                                               cr_NAS_Indication(tsc_SHT_IntegrityProtected,

                                               cdr_TAU_RequestOldGutiLaiTmsiStatus(tsc_EpsUpdate_Combined_TaLaUpdate,

                                                                                   f_EUTRA_SecurityKSIasme_Get(),

                                                                                   cr_DRXparameter_Any ('5C'O) ifpresent, // @sic R5s120210, R5-123117 sic@

                                                                                   v_AdditionalUpdateType,

                                                                                   f_GutiParameters2MobileIdentity(omit, v_Guti1_Params),

                                                                                   v_LAI,

                                                                                   cr_TAI(v_PLMN, v_Tac1),

                                                                                   omit)));

    f_EUTRA_PreliminaryPass(__FILE__, __LINE__, "Step 2");

    //@siclog "Step 3" siclog@

    // Wait for 25s to ensure that T3430 and T3411 expire.

    // NOTE 1: The tracking area updating attempt counter is 1.

    f_Delay(v_T3430plusT3411);

    //f_EUTRA_SS_CommonRadioBearerConfig_SingleDRB(eutra_CellB, cs_OneDRB_ConfigAM);

    f_EUTRA_SS_SRBs_DRB1_Reset (eutra_CellB,-,p_DrbList);   // @sic R5s110346; R5s110423 additional comments sic@
    //@siclog "Step 4" siclog@

    // Check: Does the UE transmits a TRACKING AREA UPDATE REQUEST message?

    v_NasInd := f_EUTRA_RRC_ConnEst_DefWithNas(eutra_CellB,

                                               tsc_RRC_TI_Def,

                                               cr_EstablishmentCause_Any,

                                               cr_NAS_Indication (tsc_SHT_IntegrityProtected,

                                                                  cdr_TAU_RequestOldGutiLaiTmsiStatus(tsc_EpsUpdate_Combined_TaLaUpdate,

                                                                                                      f_EUTRA_SecurityKSIasme_Get(),

                                                                                                      cr_DRXparameter_Any ('5C'O) ifpresent, // @sic R5s120210, R5-123117 sic@

                                                                                                      v_AdditionalUpdateType,

                                                                                                      f_GutiParameters2MobileIdentity(omit, v_Guti1_Params),

                                                                                                      v_LAI,

                                                                                                      cr_TAI_Any,

                                                                                                      omit)));

    f_EUTRA_PreliminaryPass(__FILE__, __LINE__, "Step 4");

    //@siclog "Step 5" siclog@

    // Wait for 25s to ensure that T3430 and T3411 expire.

    // NOTE 2: The tracking area updating attempt counter is 2

    f_Delay(v_T3430plusT3411);

    //f_EUTRA_SS_CommonRadioBearerConfig_SingleDRB(eutra_CellB, cs_OneDRB_ConfigAM);
    f_EUTRA_SS_SRBs_DRB1_Reset(eutra_CellB);   // @sic R5s110346; R5s110423 additional comments sic@

    //@siclog "Step 6" siclog@

    // Check: Does the UE transmits a TRACKING AREA UPDATE REQUEST message?

    v_NasInd := f_EUTRA_RRC_ConnEst_DefWithNas(eutra_CellB,

                                               tsc_RRC_TI_Def,

                                               cr_EstablishmentCause_Any,

                                               cr_NAS_Indication (tsc_SHT_IntegrityProtected,

                                                                  cdr_TAU_RequestOldGutiLaiTmsiStatus(tsc_EpsUpdate_Combined_TaLaUpdate,

                                                                                                      f_EUTRA_SecurityKSIasme_Get(),

                                                                                                      cr_DRXparameter_Any ('5C'O) ifpresent, // @sic R5s120210, R5-123117 sic@

                                                                                                      v_AdditionalUpdateType,

                                                                                                      f_GutiParameters2MobileIdentity(omit, v_Guti1_Params),

                                                                                                      v_LAI,

                                                                                                      cr_TAI_Any,

                                                                                                      omit)));

    f_EUTRA_PreliminaryPass(__FILE__, __LINE__, "Step 6");

    //@siclog "Step 7" siclog@

    // Wait for 25s to ensure that T3430 and T3411 expire.

    // NOTE 3: The tracking area updating attempt counter is 3.

    f_Delay(v_T3430plusT3411);

    //f_EUTRA_SS_CommonRadioBearerConfig_SingleDRB(eutra_CellB, cs_OneDRB_ConfigAM);
    f_EUTRA_SS_SRBs_DRB1_Reset(eutra_CellB);   // @sic R5s110346; R5s110423 additional comments sic@

    //@siclog "Step 8" siclog@

    // Check: Does the UE transmits a TRACKING AREA UPDATE REQUEST message?

    v_NasInd := f_EUTRA_RRC_ConnEst_DefWithNas(eutra_CellB,

                                               tsc_RRC_TI_Def,

                                               cr_EstablishmentCause_Any,

                                               cr_NAS_Indication (tsc_SHT_IntegrityProtected,

                                                                  cdr_TAU_RequestOldGutiLaiTmsiStatus(tsc_EpsUpdate_Combined_TaLaUpdate,

                                                                                                      f_EUTRA_SecurityKSIasme_Get(),

                                                                                                      cr_DRXparameter_Any ('5C'O) ifpresent, // @sic R5s120210, R5-123117 sic@

                                                                                                      v_AdditionalUpdateType,

                                                                                                      f_GutiParameters2MobileIdentity(omit, v_Guti1_Params),

                                                                                                      v_LAI,

                                                                                                      cr_TAI_Any,

                                                                                                      omit)));

    f_EUTRA_PreliminaryPass(__FILE__, __LINE__, "Step 8");

    //@siclog "Step 9" siclog@

// Wait for 25s to ensure that T3430 and T3411 expire.

    // NOTE 4: The tracking area updating attempt counter is 4.

    f_Delay(v_T3430plusT3411);

    //f_EUTRA_SS_CommonRadioBearerConfig_SingleDRB(eutra_CellB, cs_OneDRB_ConfigAM);
    f_EUTRA_SS_SRBs_DRB1_Reset(eutra_CellB);   // @sic R5s110346; R5s110423 additional comments sic@

    //@siclog "Step 10" siclog@

    // Check: Does the UE transmits a TRACKING AREA UPDATE REQUEST message?

    v_NasInd := f_EUTRA_RRC_ConnEst_DefWithNas(eutra_CellB,

                                               tsc_RRC_TI_Def,

                                               cr_EstablishmentCause_Any,

                                               cr_NAS_Indication (tsc_SHT_IntegrityProtected,

                                                                  cdr_TAU_RequestOldGutiLaiTmsiStatus(tsc_EpsUpdate_Combined_TaLaUpdate,

                                                                                                      f_EUTRA_SecurityKSIasme_Get(),

                                                                                                      cr_DRXparameter_Any ('5C'O) ifpresent, // @sic R5s120210, R5-123117 sic@

                                                                                                      v_AdditionalUpdateType,

                                                                                                      f_GutiParameters2MobileIdentity(omit, v_Guti1_Params),

                                                                                                      v_LAI,

                                                                                                      cr_TAI_Any,

                                                                                                      omit)));

    f_EUTRA_PreliminaryPass(__FILE__, __LINE__, "Step 10");

    //@siclog "Step 11" siclog@

…

…

  }// end function fl_TC_9_2_3_2_17_Body

Change 2
	Function name
	fl_TC_9_2_1_1_20_Body()

	Reason for change
	With the TTCN implementation, request for SRB/DRB reset for a cell first releases the SRB/DRB and then creates the SRB/DRB. So, the first request for SRB/DRB reset for a cell releases the DRB which is not yet created.

With the following the CR R5s150429, changes has been done to create DRB at every step before releasing it. But DRB creation is not need as DRB is created automatically on reset. Function f_EUTRA_SS_SRBs_DRB1_Reset, release the SRB/DRB and then creates the SRB/DRB. But DRB should not be released before creation. Hence request for release of DRB should not sent on first reset of SRB/DRB for the cell.

	Summary of change
	Function f_EUTRA_SS_SRBs_DRB1_Reset has been modified to accept the DRB list so that DRBs shall not be released before creating it.

	TTCN module
	\LTE\9_2\NAS_Attach_EOnly.ttcn


Before change
        function fl_TC_9_2_1_1_20_Body() runs on EUTRA_PTC

  {

    // ==========================================================================

    // initialize test case data structures

    // ==========================================================================

    var RRC_TransactionIdentifier v_RRC_TI := tsc_RRC_TI_Def;

    var NAS_MSG_Indication_Type v_NasInd;

    var GutiParameters_Type v_Guti_Params := f_EUTRA_CellInfo_GetGuti(eutra_CellI);

    var ProcedureTransactionIdentifier v_EPS_TI := tsc_PTI_1;

    var AccessPointName v_APN;

    var boolean v_EIT_Flag := false;

    var template (omit) ProtocolConfigOptions v_Pco := omit;

    var template AdditionalUpdateType v_AdditionalUpdateType := f_GetAdditionalUpdateType (EPS_Only); // @sic R5s110176 sic@

    var NAS_AttDetValue_Type v_AttachType := f_GetEAttachType(EPS_Only); // @sic R5s110176 sic@

    var NAS_PlmnId v_PLMN := f_Asn2Nas_PlmnId (v_Guti_Params.PLMN_Identity);

    var TrackingAreaCode v_TAC := f_EUTRA_CellInfo_GetTAC(eutra_CellI);

    var template (value) CellPowerList_Type v_CellPowerList;

    timer t_Wait_RRCConnectReject := f_EUTRA_SetTimerToleranceMin( eutra_CellI, rrcTimer, 10.0 );

    //@siclog "Step 1" siclog@

    //+ The SS set the cell type of cell I to the ''Serving cell'', set the cell type of cell K to the '' Non- Suitable cell'',
    << Text Skipped>

    //@siclog "Step 6" siclog@

    //+ SS responds with RRCConnectionReject message with IE waitTime set to 10 seconds(Max Value).

    SRB.send ( cas_SRB0_RrcPdu_REQ ( eutra_CellI,

                                     cs_TimingInfo_Now,

                                     cs_RRCConnectionReject ) );

    //@siclog "Step 7" siclog@

    //+ Check: for 10 seconds if UE initiates Attach procedure and hence transmits RRC Connection Request? (2, F)

    t_Wait_RRCConnectReject.start;

    f_EUTRA_SS_CommonRadioBearerConfig_SingleDRB(eutra_CellI, cs_OneDRB_ConfigAM);

    f_EUTRA_SS_SRBs_DRB1_Reset (eutra_CellI, 500); // @sic R5s100803: 500ms delay before the reset sic@
    alt {

      []  SRB.receive(car_SRB0_RrcPdu_IND(eutra_CellI, cr_RRCConnectionRequest(?)))

        {

          t_Wait_RRCConnectReject.stop;

          f_EUTRA_SetVerdictFailOrInconc(__FILE__, __LINE__, "Step 7"); // @sic R5-104796 sic@

        }

      []  t_Wait_RRCConnectReject.timeout {}

    }

    //@siclog "Step 8" siclog@

    //+ Check: Does the UE transmit an ATTACH REQUEST message including a PDN CONNECTIVITY REQUEST message? (3, P)

    v_NasInd:= f_EUTRA_RRC_ConnEst_DefWithNas(eutra_CellI,

                                            v_RRC_TI,

                                            cr_EstablishmentCause_Any,

                                            cr_NAS_IndicationWithPiggybacking(tsc_SHT_IntegrityProtected,

                                                                              cr_508_ATTACH_REQUEST(v_AttachType, v_AdditionalUpdateType),

                                                                              cr_508_PDN_CONNECTIVITY_REQUEST(tsc_PdnRequest_InitialAttach,

                                                                                                              f_GetPdnType())));

    << Text Skipped>
  }// function fl_tc_9_2_1_1_20_Body
After change
        function fl_TC_9_2_1_1_20_Body() runs on EUTRA_PTC

  {

    // ==========================================================================

    // initialize test case data structures

    // ==========================================================================

    var RRC_TransactionIdentifier v_RRC_TI := tsc_RRC_TI_Def;

    var NAS_MSG_Indication_Type v_NasInd;

    var GutiParameters_Type v_Guti_Params := f_EUTRA_CellInfo_GetGuti(eutra_CellI);

    var ProcedureTransactionIdentifier v_EPS_TI := tsc_PTI_1;

    var AccessPointName v_APN;

    var boolean v_EIT_Flag := false;

    var template (omit) ProtocolConfigOptions v_Pco := omit;

    var template AdditionalUpdateType v_AdditionalUpdateType := f_GetAdditionalUpdateType (EPS_Only); // @sic R5s110176 sic@

    var NAS_AttDetValue_Type v_AttachType := f_GetEAttachType(EPS_Only); // @sic R5s110176 sic@

    var NAS_PlmnId v_PLMN := f_Asn2Nas_PlmnId (v_Guti_Params.PLMN_Identity);

    var TrackingAreaCode v_TAC := f_EUTRA_CellInfo_GetTAC(eutra_CellI);

    var template (value) CellPowerList_Type v_CellPowerList;

    var DRB_IdentityList_Type p_DrbList := {};
    timer t_Wait_RRCConnectReject := f_EUTRA_SetTimerToleranceMin( eutra_CellI, rrcTimer, 10.0 );

    //@siclog "Step 1" siclog@

    //+ The SS set the cell type of cell I to the ''Serving cell'', set the cell type of cell K to the '' Non- Suitable cell'',

<< Text Skipped>
    //@siclog "Step 6" siclog@

    //+ SS responds with RRCConnectionReject message with IE waitTime set to 10 seconds(Max Value).

    SRB.send ( cas_SRB0_RrcPdu_REQ ( eutra_CellI,

                                     cs_TimingInfo_Now,

                                     cs_RRCConnectionReject ) );

    //@siclog "Step 7" siclog@

    //+ Check: for 10 seconds if UE initiates Attach procedure and hence transmits RRC Connection Request? (2, F)

    t_Wait_RRCConnectReject.start;

    //f_EUTRA_SS_CommonRadioBearerConfig_SingleDRB(eutra_CellI, cs_OneDRB_ConfigAM);

    //f_EUTRA_SS_SRBs_DRB1_Reset (eutra_CellI, 500); // @sic R5s100803: 500ms delay before the reset sic@

    f_EUTRA_SS_SRBs_DRB1_Reset (eutra_CellI,-,p_DrbList);
    alt {

      []  SRB.receive(car_SRB0_RrcPdu_IND(eutra_CellI, cr_RRCConnectionRequest(?)))

        {

          t_Wait_RRCConnectReject.stop;

          f_EUTRA_SetVerdictFailOrInconc(__FILE__, __LINE__, "Step 7"); // @sic R5-104796 sic@

        }

      []  t_Wait_RRCConnectReject.timeout {}

    }

    //@siclog "Step 8" siclog@

    //+ Check: Does the UE transmit an ATTACH REQUEST message including a PDN CONNECTIVITY REQUEST message? (3, P)

    v_NasInd:= f_EUTRA_RRC_ConnEst_DefWithNas(eutra_CellI,

                                            v_RRC_TI,

                                            cr_EstablishmentCause_Any,

                                            cr_NAS_IndicationWithPiggybacking(tsc_SHT_IntegrityProtected,

                                                                              cr_508_ATTACH_REQUEST(v_AttachType, v_AdditionalUpdateType),

                                                                              cr_508_PDN_CONNECTIVITY_REQUEST(tsc_PdnRequest_InitialAttach,

                                                                                                              f_GetPdnType())));

<< Text Skipped>
  }// function fl_tc_9_2_1_1_20_Body     

Change 3
	Function name
	fl_TC_9_2_3_1_25_Body()

	Reason for change
	With the TTCN implementation, request for SRB/DRB reset for a cell first releases the SRB/DRB and then creates the SRB/DRB. So, the first request for SRB/DRB reset for a cell releases the DRB which is not yet created.

With the following the CR R5s150429, changes has been done to create DRB at every step before releasing it. But DRB creation is not need as DRB is created automatically on reset. Function f_EUTRA_SS_SRBs_DRB1_Reset, release the SRB/DRB and then creates the SRB/DRB. But DRB should not be released before creation. Hence request for release of DRB should not sent on first reset of SRB/DRB for the cell.

	Summary of change
	Function f_EUTRA_SS_SRBs_DRB1_Reset has been modified to accept the DRB list so that DRBs shall not be released before creating it.

	TTCN module
	\LTE\9_2\NAS_TrackingArea_EOnly.ttcn


Before change
    function fl_TC_9_2_3_1_25_Body() runs on EUTRA_PTC

  { // @sic R5s110028 sic@

    var template (value) CellPowerList_Type v_CellPowerList;

    var NAS_MSG_Indication_Type v_NasInd;

    var GutiParameters_Type v_GutiParams := f_EUTRA_CellInfo_GetGuti(eutra_CellA);

    var GutiParameters_Type v_GutiParams_C := f_EUTRA_CellInfo_GetGuti(eutra_CellC);

    var template (omit) EPS_BearerContextStatus v_EpsBearerCtxtStatus;

    var HalfOctet_Type v_EpsBearerId := tsc_EpsDefaultBearerId;

    var ProcedureTransactionIdentifier v_EPS_TI := '00'O;

    var template (omit) ProtocolConfigOptions v_Pco := omit;

    var boolean v_EIT_Flag := false;

    var template (value) AccessPointName v_APN;

    var boolean v_IPallocationViaNasFlag;

    var RRC_TransactionIdentifier v_RRC_TI := tsc_RRC_TI_Def;

    var NAS_PlmnId v_PLMN := f_Asn2Nas_PlmnId (v_GutiParams.PLMN_Identity);

    var NAS_PlmnId v_PLMN_C := f_Asn2Nas_PlmnId (v_GutiParams_C.PLMN_Identity);

    var TrackingAreaCode v_Tac := f_EUTRA_CellInfo_GetTAC ( eutra_CellA );

    var TrackingAreaCode v_Tac_C := f_EUTRA_CellInfo_GetTAC ( eutra_CellC );

    var template (omit) MobileIdentity v_MSId := f_GetMSId (EPS_Only); // @sic R5s110176 sic@ @sic R5s120264 sic@

    var template (value) TrackingAreaIdList v_TaiList := cds_TAIListNonConsecutive_tlv ( v_PLMN, { bit2oct(v_Tac) } );

    var template (value) TrackingAreaIdList v_TaiList_C := cds_TAIListNonConsecutive_tlv ( v_PLMN_C, { bit2oct(v_Tac_C) } );

    var template AdditionalUpdateType v_AdditionalUpdateType := f_GetAdditionalUpdateType ();

    var NAS_AttDetValue_Type v_AttachType := f_GetEAttachType(EPS_Only); // @sic R5s110176 sic@ @sic R5s120264 sic@

    var EPS_UpdateTypeValue v_UpdateType := f_GetEPSTAUType(EPS_Only); // @sic R5s110176 sic@ @sic R5s120264 sic@

    var float v_T3412 := f_EUTRA_SetTimerToleranceMin( eutra_CellA, nasTimer, 360.0);

    var float v_T3402 := f_EUTRA_SetTimerToleranceMin( eutra_CellA, nasTimer, 720.0 );

    var float v_T3430plusT3411 := f_EUTRA_SetTimerToleranceMin( eutra_CellA, nasTimer, 25.0);  /* @sic R5s110282 sic@ */

    <<Text Skipped>>

    //@siclog "Step 14" siclog@

    f_Delay(v_T3430plusT3411);

    f_EUTRA_SS_CommonRadioBearerConfig_SingleDRB(eutra_CellA, cs_OneDRB_ConfigAM);

    f_EUTRA_SS_SRBs_DRB1_Reset(eutra_CellA);   // @sic R5s110423 additional comments sic@
    //@siclog "Step 15" siclog@

    // The UE transmits a TRACKING AREA UPDATE REQUEST message with the EPS update type value

    // set to 'Periodic updating'.

    v_NasInd := f_EUTRA_RRC_ConnEst_DefWithNas(eutra_CellA,

                                               tsc_RRC_TI_Def,

                                               cr_EstablishmentCause_Any,

                                               cr_NAS_Indication(tsc_SHT_IntegrityProtected,

                                                                 cdr_TAU_Request_OldGuti(tsc_EpsUpdate_Periodic,

                                                                                         f_EUTRA_SecurityKSIasme_Get(),

                                                                                         cr_DRXparameter_Any ('5C'O) ifpresent, // @sic R5s120210, R5-123117 sic@

                                                                                         v_AdditionalUpdateType,

                                                                                         f_GutiParameters2MobileIdentity(omit, v_GutiParams),

                                                                                         cr_TAI(v_PLMN, tsc_TAC1))));

    // Wait for 25s to ensure that T3430 and T3411 expire.

    //          NOTE 3: The tracking area updating attempt counter is 2

    //@siclog "Step 16" siclog@

    f_Delay(v_T3430plusT3411);

    f_EUTRA_SS_CommonRadioBearerConfig_SingleDRB(eutra_CellA, cs_OneDRB_ConfigAM);

    f_EUTRA_SS_SRBs_DRB1_Reset(eutra_CellA);   // @sic R5s110423 additional comments sic@
    //@siclog "Step 17" siclog@

    // The UE transmits a TRACKING AREA UPDATE REQUEST message with the EPS update type value

    // set to 'Periodic updating'.

    v_NasInd := f_EUTRA_RRC_ConnEst_DefWithNas(eutra_CellA,

                                               tsc_RRC_TI_Def,

                                               cr_EstablishmentCause_Any,

                                               cr_NAS_Indication(tsc_SHT_IntegrityProtected,

                                                                 cdr_TAU_Request_OldGuti(tsc_EpsUpdate_Periodic,

                                                                                         f_EUTRA_SecurityKSIasme_Get(),

                                                                                         cr_DRXparameter_Any ('5C'O) ifpresent, // @sic R5s120210, R5-123117 sic@

                                                                                         v_AdditionalUpdateType,

                                                                                         f_GutiParameters2MobileIdentity(omit, v_GutiParams),

                                                                                         cr_TAI(v_PLMN, tsc_TAC1))));

    //  Wait for 25s to ensure that T3430 and T3411 expire.

    //          NOTE 4: The tracking area updating attempt counter is 3

    //@siclog "Step 18" siclog@

    f_Delay(v_T3430plusT3411);

    f_EUTRA_SS_CommonRadioBearerConfig_SingleDRB(eutra_CellA, cs_OneDRB_ConfigAM);

    f_EUTRA_SS_SRBs_DRB1_Reset(eutra_CellA);   // @sic R5s110423 additional comments sic@
    //@siclog "Step 19" siclog@

    // The UE transmits a TRACKING AREA UPDATE REQUEST message with the EPS update type value

    // set to 'Periodic updating'.

    v_NasInd := f_EUTRA_RRC_ConnEst_DefWithNas(eutra_CellA,

                                               tsc_RRC_TI_Def,

                                               cr_EstablishmentCause_Any,

                                               cr_NAS_Indication(tsc_SHT_IntegrityProtected,

                                                                 cdr_TAU_Request_OldGuti(tsc_EpsUpdate_Periodic,

                                                                                         f_EUTRA_SecurityKSIasme_Get(),

                                                                                         cr_DRXparameter_Any ('5C'O) ifpresent, // @sic R5s120210, R5-123117 sic@

                                                                                         v_AdditionalUpdateType,

                                                                                         f_GutiParameters2MobileIdentity(omit, v_GutiParams),

                                                                                         cr_TAI(v_PLMN, tsc_TAC1))));

    // Wait for 25s to ensure that T3430 and T3411 expire.

    //          NOTE 5: The tracking area updating attempt counter is 4

    //@siclog "Step 20" siclog@

    f_Delay(v_T3430plusT3411);

    f_EUTRA_SS_CommonRadioBearerConfig_SingleDRB(eutra_CellA, cs_OneDRB_ConfigAM);

    f_EUTRA_SS_SRBs_DRB1_Reset(eutra_CellA);   // @sic R5s110168 change 2.17; R5s110423 additional comments sic@

    //@siclog "Step 21" siclog@

    // The UE transmits a TRACKING AREA UPDATE REQUEST message with the EPS update type value

    // set to 'Periodic updating'.

    v_NasInd := f_EUTRA_RRC_ConnEst_DefWithNas(eutra_CellA,

                                               tsc_RRC_TI_Def,

                                               cr_EstablishmentCause_Any,

                                               cr_NAS_Indication(tsc_SHT_IntegrityProtected,

                                                                 cdr_TAU_Request_OldGuti(tsc_EpsUpdate_Periodic,

                                                                                         f_EUTRA_SecurityKSIasme_Get(),

                                                                                         cr_DRXparameter_Any ('5C'O) ifpresent, // @sic R5s120210, R5-123117 sic@

                                                                                         v_AdditionalUpdateType,

                                                                                         f_GutiParameters2MobileIdentity(omit, v_GutiParams),

                                                                                         cr_TAI(v_PLMN, tsc_TAC1))));

    // The SS releases the RRC connection.

    // NOTE 6: The tracking area updating attempt counter is 5.

    //@siclog "Step 22" siclog@

    f_EUTRA_RRC_ConnectionRelease(eutra_CellA);

    //  Wait for 12 min to ensure that T3402 expires

    //@siclog "Step 23" siclog@

    f_Delay(v_T3402);

    //@siclog "Step 24" siclog@

    // Check: Does the UE transmit a TRACKING AREA UPDATE REQUEST message with the EPS update type value

    // set to 'TA updating'?

    // NOTE 7: The tracking area updating attempt counter is reset.

    v_NasInd := f_EUTRA_RRC_ConnEst_DefWithNas(eutra_CellA,

                                               tsc_RRC_TI_Def,

                                               cr_EstablishmentCause_Any,

                                               cr_NAS_Indication(tsc_SHT_IntegrityProtected,

                                                                 cdr_TAU_Request_OldGuti(tsc_EpsUpdate_TaUpdate,

                                                                                         f_EUTRA_SecurityKSIasme_Get(),

                                                                                         cr_DRXparameter_Any ('5C'O) ifpresent, // @sic R5s120210, R5-123117 sic@

                                                                                         v_AdditionalUpdateType,

                                                                                         f_GutiParameters2MobileIdentity(omit, v_GutiParams),

                                                                                         cr_TAI(v_PLMN, tsc_TAC1))));

    f_EUTRA_PreliminaryPass(__FILE__, __LINE__, "Step 24: TAU Request sent by UE");

    v_EpsBearerCtxtStatus := v_NasInd.Pdu.Msg.tRACKING_AREA_UPDATE_REQUEST.epsBearerContextStatus;

    //  The SS transmits a TRACKING AREA UPDATE ACCEPT message.

    //@siclog "Step 25" siclog@

    SRB.send ( cas_SRB1_NasPdu_REQ ( eutra_CellA,

                                     cs_TimingInfo_Now,

                                     cs_NAS_Request ( tsc_SHT_IntegrityProtected_Ciphered,

                                                      cs_508_TAU_Accept(v_UpdateType,

                                                                        omit, // Guti

                                                                        v_TaiList,

                                                                        v_EpsBearerCtxtStatus,

                                                                        omit, // LAI

                                                                        v_MSId,

                                                                        f_GetAdditionalUpdateResult(v_NasInd.Pdu.Msg.tRACKING_AREA_UPDATE_REQUEST.addUpdateType)))));

    //@siclog "Step 26" siclog@

    // Set the cell type of Cell A to the "non-Suitable cell". Set the cell type of Cell B to the "Serving cell".

    v_CellPowerList := {

      cs_CellPower ( eutra_CellA, tsc_NonSuitableCellRS_EPRE ),

      cs_CellPower ( eutra_CellB, tsc_ServingCellRS_EPRE )

    };

    f_EUTRA_SetCellPowerList ( v_CellPowerList );

    //@siclog "Step 27" siclog@

    // The UE transmits a TRACKING AREA UPDATE REQUEST message with the EPS update type value set to 'TA updating'.

    // NOTE 8: The tracking area updating attempt counter is reset.

    v_NasInd := f_EUTRA_RRC_ConnEst_DefWithNas(eutra_CellB,

                                               tsc_RRC_TI_Def,

                                               cr_EstablishmentCause_Any,

                                               cr_NAS_Indication(tsc_SHT_IntegrityProtected,

                                                                 cdr_TAU_Request_OldGuti(tsc_EpsUpdate_TaUpdate,

                                                                                         f_EUTRA_SecurityKSIasme_Get(),

                                                                                         cr_DRXparameter_Any ('5C'O) ifpresent, // @sic R5s120210, R5-123117 sic@

                                                                                         v_AdditionalUpdateType,

                                                                                         f_GutiParameters2MobileIdentity(omit, v_GutiParams),

                                                                                         cr_TAI(v_PLMN, tsc_TAC1))));

    //@siclog "Step 28" siclog@

    // Wait for 25s to ensure that T3430 and T3411 expire.

    // NOTE 9: The tracking area updating attempt counter is 1.

    f_Delay(v_T3430plusT3411);

    f_EUTRA_SS_CommonRadioBearerConfig_SingleDRB(eutra_CellB, cs_OneDRB_ConfigAM);

    f_EUTRA_SS_SRBs_DRB1_Reset (eutra_CellB);   // @sic R5s110423 additional comments sic@
    //@siclog "Step 29" siclog@

    // The UE transmits a TRACKING AREA UPDATE REQUEST message with the EPS update type value set to 'TA updating'.

    v_NasInd := f_EUTRA_RRC_ConnEst_DefWithNas(eutra_CellB,

                                               tsc_RRC_TI_Def,

                                               cr_EstablishmentCause_Any,

                                               cr_NAS_Indication(tsc_SHT_IntegrityProtected,

                                                                 cdr_TAU_Request_OldGuti(tsc_EpsUpdate_TaUpdate,

                                                                                         f_EUTRA_SecurityKSIasme_Get(),

                                                                                         cr_DRXparameter_Any ('5C'O) ifpresent, // @sic R5s120210, R5-123117 sic@

                                                                                         v_AdditionalUpdateType,

                                                                                         f_GutiParameters2MobileIdentity(omit, v_GutiParams),

                                                                                         cr_TAI(v_PLMN, tsc_TAC1))));

    //@siclog "Step 30" siclog@
    // Wait for 25s to ensure that T3430 and T3411 expire.

    // NOTE 10: The tracking area updating attempt counter is 2.

    f_Delay(v_T3430plusT3411);

    f_EUTRA_SS_CommonRadioBearerConfig_SingleDRB(eutra_CellB, cs_OneDRB_ConfigAM);
    f_EUTRA_SS_SRBs_DRB1_Reset(eutra_CellB);   // @sic R5s110423 additional comments sic@

    //@siclog "Step 31" siclog@

    // The UE transmits a TRACKING AREA UPDATE REQUEST message with the EPS update type value set to 'TA updating'.

    v_NasInd := f_EUTRA_RRC_ConnEst_DefWithNas(eutra_CellB,

                                               tsc_RRC_TI_Def,

                                               cr_EstablishmentCause_Any,

                                               cr_NAS_Indication(tsc_SHT_IntegrityProtected,

                                                                 cdr_TAU_Request_OldGuti(tsc_EpsUpdate_TaUpdate,

                                                                                         f_EUTRA_SecurityKSIasme_Get(),

                                                                                         cr_DRXparameter_Any ('5C'O) ifpresent, // @sic R5s120210, R5-123117 sic@

                                                                                         v_AdditionalUpdateType,

                                                                                         f_GutiParameters2MobileIdentity(omit, v_GutiParams),

                                                                                         cr_TAI(v_PLMN, tsc_TAC1))));

    //@siclog "Step 32" siclog@

    // Wait for 25s to ensure that T3430 and T3411 expire.

    // NOTE 11: The tracking area updating attempt counter is 3.

    f_Delay(v_T3430plusT3411);

    f_EUTRA_SS_CommonRadioBearerConfig_SingleDRB(eutra_CellB, cs_OneDRB_ConfigAM);
    f_EUTRA_SS_SRBs_DRB1_Reset(eutra_CellB);   // @sic R5s110423 additional comments sic@

    //@siclog "Step 33" siclog@

    // The UE transmits a TRACKING AREA UPDATE REQUEST message with the EPS update type value set to 'TA updating'.

    v_NasInd := f_EUTRA_RRC_ConnEst_DefWithNas(eutra_CellB,

                                               tsc_RRC_TI_Def,

                                               cr_EstablishmentCause_Any,

                                               cr_NAS_Indication(tsc_SHT_IntegrityProtected,

                                                                 cdr_TAU_Request_OldGuti(tsc_EpsUpdate_TaUpdate,

                                                                                         f_EUTRA_SecurityKSIasme_Get(),

                                                                                         cr_DRXparameter_Any ('5C'O) ifpresent, // @sic R5s120210, R5-123117 sic@

                                                                                         v_AdditionalUpdateType,

                                                                                         f_GutiParameters2MobileIdentity(omit, v_GutiParams),

                                                                                         cr_TAI(v_PLMN, tsc_TAC1))));

    //@siclog "Step 34" siclog@

    // Wait for 25s to ensure that T3430 and T3411 expire.

    // NOTE 12: The tracking area updating attempt counter is 4.

    f_Delay(v_T3430plusT3411);

    f_EUTRA_SS_CommonRadioBearerConfig_SingleDRB(eutra_CellB, cs_OneDRB_ConfigAM);
    f_EUTRA_SS_SRBs_DRB1_Reset(eutra_CellB);   // @sic R5s110423 additional comments sic@

    //@siclog "Step 35" siclog@

<<Text Skipped>>
  }// end function fl_TC_9_2_3_1_25_Body
After change
      function fl_TC_9_2_3_1_25_Body() runs on EUTRA_PTC

  { // @sic R5s110028 sic@

    var template (value) CellPowerList_Type v_CellPowerList;

    var NAS_MSG_Indication_Type v_NasInd;

    var GutiParameters_Type v_GutiParams := f_EUTRA_CellInfo_GetGuti(eutra_CellA);

    var GutiParameters_Type v_GutiParams_C := f_EUTRA_CellInfo_GetGuti(eutra_CellC);

    var template (omit) EPS_BearerContextStatus v_EpsBearerCtxtStatus;

    var HalfOctet_Type v_EpsBearerId := tsc_EpsDefaultBearerId;

    var ProcedureTransactionIdentifier v_EPS_TI := '00'O;

    var template (omit) ProtocolConfigOptions v_Pco := omit;

    var boolean v_EIT_Flag := false;

    var template (value) AccessPointName v_APN;

    var boolean v_IPallocationViaNasFlag;

    var RRC_TransactionIdentifier v_RRC_TI := tsc_RRC_TI_Def;

    var NAS_PlmnId v_PLMN := f_Asn2Nas_PlmnId (v_GutiParams.PLMN_Identity);

    var NAS_PlmnId v_PLMN_C := f_Asn2Nas_PlmnId (v_GutiParams_C.PLMN_Identity);

    var TrackingAreaCode v_Tac := f_EUTRA_CellInfo_GetTAC ( eutra_CellA );

    var TrackingAreaCode v_Tac_C := f_EUTRA_CellInfo_GetTAC ( eutra_CellC );

    var template (omit) MobileIdentity v_MSId := f_GetMSId (EPS_Only); // @sic R5s110176 sic@ @sic R5s120264 sic@

    var template (value) TrackingAreaIdList v_TaiList := cds_TAIListNonConsecutive_tlv ( v_PLMN, { bit2oct(v_Tac) } );

    var template (value) TrackingAreaIdList v_TaiList_C := cds_TAIListNonConsecutive_tlv ( v_PLMN_C, { bit2oct(v_Tac_C) } );

    var template AdditionalUpdateType v_AdditionalUpdateType := f_GetAdditionalUpdateType ();

    var NAS_AttDetValue_Type v_AttachType := f_GetEAttachType(EPS_Only); // @sic R5s110176 sic@ @sic R5s120264 sic@

    var EPS_UpdateTypeValue v_UpdateType := f_GetEPSTAUType(EPS_Only); // @sic R5s110176 sic@ @sic R5s120264 sic@

    var DRB_IdentityList_Type p_DrbList := {};
    var float v_T3412 := f_EUTRA_SetTimerToleranceMin( eutra_CellA, nasTimer, 360.0);

    var float v_T3402 := f_EUTRA_SetTimerToleranceMin( eutra_CellA, nasTimer, 720.0 );

    var float v_T3430plusT3411 := f_EUTRA_SetTimerToleranceMin( eutra_CellA, nasTimer, 25.0);  /* @sic R5s110282 sic@ */    

    <<Text Skipped>>
    //@siclog "Step 14" siclog@

    f_Delay(v_T3430plusT3411);

    //f_EUTRA_SS_CommonRadioBearerConfig_SingleDRB(eutra_CellA, cs_OneDRB_ConfigAM);

    //f_EUTRA_SS_SRBs_DRB1_Reset (eutra_CellA);   // @sic R5s110423 additional comments sic@

    f_EUTRA_SS_SRBs_DRB1_Reset (eutra_CellA,-,p_DrbList);
    //@siclog "Step 15" siclog@

    // The UE transmits a TRACKING AREA UPDATE REQUEST message with the EPS update type value

    // set to 'Periodic updating'.

    v_NasInd := f_EUTRA_RRC_ConnEst_DefWithNas(eutra_CellA,

                                               tsc_RRC_TI_Def,

                                               cr_EstablishmentCause_Any,

                                               cr_NAS_Indication(tsc_SHT_IntegrityProtected,

                                                                 cdr_TAU_Request_OldGuti(tsc_EpsUpdate_Periodic,

                                                                                         f_EUTRA_SecurityKSIasme_Get(),

                                                                                         cr_DRXparameter_Any ('5C'O) ifpresent, // @sic R5s120210, R5-123117 sic@

                                                                                         v_AdditionalUpdateType,

                                                                                         f_GutiParameters2MobileIdentity(omit, v_GutiParams),

                                                                                         cr_TAI(v_PLMN, tsc_TAC1))));

    // Wait for 25s to ensure that T3430 and T3411 expire.

    //          NOTE 3: The tracking area updating attempt counter is 2

    //@siclog "Step 16" siclog@

    f_Delay(v_T3430plusT3411);

    //f_EUTRA_SS_CommonRadioBearerConfig_SingleDRB(eutra_CellA, cs_OneDRB_ConfigAM);
    f_EUTRA_SS_SRBs_DRB1_Reset(eutra_CellA);   // @sic R5s110423 additional comments sic@

    //@siclog "Step 17" siclog@

    // The UE transmits a TRACKING AREA UPDATE REQUEST message with the EPS update type value

    // set to 'Periodic updating'.

    v_NasInd := f_EUTRA_RRC_ConnEst_DefWithNas(eutra_CellA,

                                               tsc_RRC_TI_Def,

                                               cr_EstablishmentCause_Any,

                                               cr_NAS_Indication(tsc_SHT_IntegrityProtected,

                                                                 cdr_TAU_Request_OldGuti(tsc_EpsUpdate_Periodic,

                                                                                         f_EUTRA_SecurityKSIasme_Get(),

                                                                                         cr_DRXparameter_Any ('5C'O) ifpresent, // @sic R5s120210, R5-123117 sic@

                                                                                         v_AdditionalUpdateType,

                                                                                         f_GutiParameters2MobileIdentity(omit, v_GutiParams),

                                                                                         cr_TAI(v_PLMN, tsc_TAC1))));

    //  Wait for 25s to ensure that T3430 and T3411 expire.

    //          NOTE 4: The tracking area updating attempt counter is 3

    //@siclog "Step 18" siclog@

    f_Delay(v_T3430plusT3411);

    //f_EUTRA_SS_CommonRadioBearerConfig_SingleDRB(eutra_CellA, cs_OneDRB_ConfigAM);
    f_EUTRA_SS_SRBs_DRB1_Reset(eutra_CellA);   // @sic R5s110423 additional comments sic@

    //@siclog "Step 19" siclog@

    // The UE transmits a TRACKING AREA UPDATE REQUEST message with the EPS update type value

    // set to 'Periodic updating'.

    v_NasInd := f_EUTRA_RRC_ConnEst_DefWithNas(eutra_CellA,

                                               tsc_RRC_TI_Def,

                                               cr_EstablishmentCause_Any,

                                               cr_NAS_Indication(tsc_SHT_IntegrityProtected,

                                                                 cdr_TAU_Request_OldGuti(tsc_EpsUpdate_Periodic,

                                                                                         f_EUTRA_SecurityKSIasme_Get(),

                                                                                         cr_DRXparameter_Any ('5C'O) ifpresent, // @sic R5s120210, R5-123117 sic@

                                                                                         v_AdditionalUpdateType,

                                                                                         f_GutiParameters2MobileIdentity(omit, v_GutiParams),

                                                                                         cr_TAI(v_PLMN, tsc_TAC1))));

    // Wait for 25s to ensure that T3430 and T3411 expire.

    //          NOTE 5: The tracking area updating attempt counter is 4

    //@siclog "Step 20" siclog@

    f_Delay(v_T3430plusT3411);

    //f_EUTRA_SS_CommonRadioBearerConfig_SingleDRB(eutra_CellA, cs_OneDRB_ConfigAM);
    f_EUTRA_SS_SRBs_DRB1_Reset(eutra_CellA);   // @sic R5s110168 change 2.17; R5s110423 additional comments sic@

    //@siclog "Step 21" siclog@

    // The UE transmits a TRACKING AREA UPDATE REQUEST message with the EPS update type value

    // set to 'Periodic updating'.

    v_NasInd := f_EUTRA_RRC_ConnEst_DefWithNas(eutra_CellA,

                                               tsc_RRC_TI_Def,

                                               cr_EstablishmentCause_Any,

                                               cr_NAS_Indication(tsc_SHT_IntegrityProtected,

                                                                 cdr_TAU_Request_OldGuti(tsc_EpsUpdate_Periodic,

                                                                                         f_EUTRA_SecurityKSIasme_Get(),

                                                                                         cr_DRXparameter_Any ('5C'O) ifpresent, // @sic R5s120210, R5-123117 sic@

                                                                                         v_AdditionalUpdateType,

                                                                                         f_GutiParameters2MobileIdentity(omit, v_GutiParams),

                                                                                         cr_TAI(v_PLMN, tsc_TAC1))));

    // The SS releases the RRC connection.

    // NOTE 6: The tracking area updating attempt counter is 5.

    //@siclog "Step 22" siclog@

    f_EUTRA_RRC_ConnectionRelease(eutra_CellA);

    //  Wait for 12 min to ensure that T3402 expires

    //@siclog "Step 23" siclog@

    f_Delay(v_T3402);

    //@siclog "Step 24" siclog@

    // Check: Does the UE transmit a TRACKING AREA UPDATE REQUEST message with the EPS update type value

    // set to 'TA updating'?

    // NOTE 7: The tracking area updating attempt counter is reset.

    v_NasInd := f_EUTRA_RRC_ConnEst_DefWithNas(eutra_CellA,

                                               tsc_RRC_TI_Def,

                                               cr_EstablishmentCause_Any,

                                               cr_NAS_Indication(tsc_SHT_IntegrityProtected,

                                                                 cdr_TAU_Request_OldGuti(tsc_EpsUpdate_TaUpdate,

                                                                                         f_EUTRA_SecurityKSIasme_Get(),

                                                                                         cr_DRXparameter_Any ('5C'O) ifpresent, // @sic R5s120210, R5-123117 sic@

                                                                                         v_AdditionalUpdateType,

                                                                                         f_GutiParameters2MobileIdentity(omit, v_GutiParams),

                                                                                         cr_TAI(v_PLMN, tsc_TAC1))));

    f_EUTRA_PreliminaryPass(__FILE__, __LINE__, "Step 24: TAU Request sent by UE");

    v_EpsBearerCtxtStatus := v_NasInd.Pdu.Msg.tRACKING_AREA_UPDATE_REQUEST.epsBearerContextStatus;

    //  The SS transmits a TRACKING AREA UPDATE ACCEPT message.

    //@siclog "Step 25" siclog@

    SRB.send ( cas_SRB1_NasPdu_REQ ( eutra_CellA,

                                     cs_TimingInfo_Now,

                                     cs_NAS_Request ( tsc_SHT_IntegrityProtected_Ciphered,

                                                      cs_508_TAU_Accept(v_UpdateType,

                                                                        omit, // Guti

                                                                        v_TaiList,

                                                                        v_EpsBearerCtxtStatus,

                                                                        omit, // LAI

                                                                        v_MSId,

                                                                        f_GetAdditionalUpdateResult(v_NasInd.Pdu.Msg.tRACKING_AREA_UPDATE_REQUEST.addUpdateType)))));

    //@siclog "Step 26" siclog@

    // Set the cell type of Cell A to the "non-Suitable cell". Set the cell type of Cell B to the "Serving cell".

    v_CellPowerList := {

      cs_CellPower ( eutra_CellA, tsc_NonSuitableCellRS_EPRE ),

      cs_CellPower ( eutra_CellB, tsc_ServingCellRS_EPRE )

    };

    f_EUTRA_SetCellPowerList ( v_CellPowerList );

    //@siclog "Step 27" siclog@

    // The UE transmits a TRACKING AREA UPDATE REQUEST message with the EPS update type value set to 'TA updating'.

    // NOTE 8: The tracking area updating attempt counter is reset.

    v_NasInd := f_EUTRA_RRC_ConnEst_DefWithNas(eutra_CellB,

                                               tsc_RRC_TI_Def,

                                               cr_EstablishmentCause_Any,

                                               cr_NAS_Indication(tsc_SHT_IntegrityProtected,

                                                                 cdr_TAU_Request_OldGuti(tsc_EpsUpdate_TaUpdate,

                                                                                         f_EUTRA_SecurityKSIasme_Get(),

                                                                                         cr_DRXparameter_Any ('5C'O) ifpresent, // @sic R5s120210, R5-123117 sic@

                                                                                         v_AdditionalUpdateType,

                                                                                         f_GutiParameters2MobileIdentity(omit, v_GutiParams),

                                                                                         cr_TAI(v_PLMN, tsc_TAC1))));

    //@siclog "Step 28" siclog@

    // Wait for 25s to ensure that T3430 and T3411 expire.

    // NOTE 9: The tracking area updating attempt counter is 1.

    f_Delay(v_T3430plusT3411);

    //f_EUTRA_SS_CommonRadioBearerConfig_SingleDRB(eutra_CellB, cs_OneDRB_ConfigAM);

    //f_EUTRA_SS_SRBs_DRB1_Reset(eutra_CellB);   // @sic R5s110423 additional comments sic@

    f_EUTRA_SS_SRBs_DRB1_Reset(eutra_CellB,-,p_DrbList);
    //@siclog "Step 29" siclog@

    // The UE transmits a TRACKING AREA UPDATE REQUEST message with the EPS update type value set to 'TA updating'.

    v_NasInd := f_EUTRA_RRC_ConnEst_DefWithNas(eutra_CellB,

                                               tsc_RRC_TI_Def,

                                               cr_EstablishmentCause_Any,

                                               cr_NAS_Indication(tsc_SHT_IntegrityProtected,

                                                                 cdr_TAU_Request_OldGuti(tsc_EpsUpdate_TaUpdate,

                                                                                         f_EUTRA_SecurityKSIasme_Get(),

                                                                                         cr_DRXparameter_Any ('5C'O) ifpresent, // @sic R5s120210, R5-123117 sic@

                                                                                         v_AdditionalUpdateType,

                                                                                         f_GutiParameters2MobileIdentity(omit, v_GutiParams),

                                                                                         cr_TAI(v_PLMN, tsc_TAC1))));

    //@siclog "Step 30" siclog@

    // Wait for 25s to ensure that T3430 and T3411 expire.

    // NOTE 10: The tracking area updating attempt counter is 2.

    f_Delay(v_T3430plusT3411);

    //f_EUTRA_SS_CommonRadioBearerConfig_SingleDRB(eutra_CellB, cs_OneDRB_ConfigAM);
    f_EUTRA_SS_SRBs_DRB1_Reset(eutra_CellB);   // @sic R5s110423 additional comments sic@

    //@siclog "Step 31" siclog@

    // The UE transmits a TRACKING AREA UPDATE REQUEST message with the EPS update type value set to 'TA updating'.

    v_NasInd := f_EUTRA_RRC_ConnEst_DefWithNas(eutra_CellB,

                                               tsc_RRC_TI_Def,

                                               cr_EstablishmentCause_Any,

                                               cr_NAS_Indication(tsc_SHT_IntegrityProtected,

                                                                 cdr_TAU_Request_OldGuti(tsc_EpsUpdate_TaUpdate,

                                                                                         f_EUTRA_SecurityKSIasme_Get(),

                                                                                         cr_DRXparameter_Any ('5C'O) ifpresent, // @sic R5s120210, R5-123117 sic@

                                                                                         v_AdditionalUpdateType,

                                                                                         f_GutiParameters2MobileIdentity(omit, v_GutiParams),

                                                                                         cr_TAI(v_PLMN, tsc_TAC1))));

    //@siclog "Step 32" siclog@

    // Wait for 25s to ensure that T3430 and T3411 expire.

    // NOTE 11: The tracking area updating attempt counter is 3.

    f_Delay(v_T3430plusT3411);

    //f_EUTRA_SS_CommonRadioBearerConfig_SingleDRB(eutra_CellB, cs_OneDRB_ConfigAM);
    f_EUTRA_SS_SRBs_DRB1_Reset(eutra_CellB);   // @sic R5s110423 additional comments sic@

    //@siclog "Step 33" siclog@

    // The UE transmits a TRACKING AREA UPDATE REQUEST message with the EPS update type value set to 'TA updating'.

    v_NasInd := f_EUTRA_RRC_ConnEst_DefWithNas(eutra_CellB,

                                               tsc_RRC_TI_Def,

                                               cr_EstablishmentCause_Any,

                                               cr_NAS_Indication(tsc_SHT_IntegrityProtected,

                                                                 cdr_TAU_Request_OldGuti(tsc_EpsUpdate_TaUpdate,

                                                                                         f_EUTRA_SecurityKSIasme_Get(),

                                                                                         cr_DRXparameter_Any ('5C'O) ifpresent, // @sic R5s120210, R5-123117 sic@

                                                                                         v_AdditionalUpdateType,

                                                                                         f_GutiParameters2MobileIdentity(omit, v_GutiParams),

                                                                                         cr_TAI(v_PLMN, tsc_TAC1))));

    //@siclog "Step 34" siclog@

    // Wait for 25s to ensure that T3430 and T3411 expire.

    // NOTE 12: The tracking area updating attempt counter is 4.

    f_Delay(v_T3430plusT3411);

    //f_EUTRA_SS_CommonRadioBearerConfig_SingleDRB(eutra_CellB, cs_OneDRB_ConfigAM);
    f_EUTRA_SS_SRBs_DRB1_Reset(eutra_CellB);   // @sic R5s110423 additional comments sic@

    //@siclog "Step 35" siclog@
<<Text Skipped>>
  }// end function fl_TC_9_2_3_1_25_Body
Change 4
	Function name
	f_EUTRA_SS_SRBs_DRB1_Reset

	Reason for change
	With the TTCN implementation, request for SRB/DRB reset for a cell first releases the SRB/DRB and then creates the SRB/DRB. So, the first request for SRB/DRB reset for a cell releases the DRB which is not yet created.

With the following the CR R5s150429, changes has been done to create DRB at every step before releasing it. But DRB creation is not need as DRB is created automatically on reset. Function f_EUTRA_SS_SRBs_DRB1_Reset, release the SRB/DRB and then creates the SRB/DRB. But DRB should not be released before creation. Hence request for release of DRB should not sent on first reset of SRB/DRB for the cell.

	Summary of change
	Function f_EUTRA_SS_SRBs_DRB1_Reset has been modified to accept the DRB list so that DRBs shall not be released before creating it.

	TTCN module
	\LTE_IWD_15wk18\Common\EUTRA\EUTRA_ConfigurationSteps.ttcn


Before change
    function f_EUTRA_SS_SRBs_DRB1_Reset(EUTRA_CellId_Type  p_CellId,

                                      integer p_DelayBeforeResetInMilliSec := 0) runs on EUTRA_PTC
  { /* Note: this function shall use timing info "Now" only otherwise between release and config there have to be at least 5ms */

    /* @sic R5s100803: new parameter for the delay sic@ */

    if (p_DelayBeforeResetInMilliSec > 0) {

      f_Delay (int2float(p_DelayBeforeResetInMilliSec) / 1000.0);

    }

    f_EUTRA_SS_SRBs_DRBs_Release(p_CellId);
    f_EUTRA_SS_SRBs_DRBs_Config(p_CellId);

  }
After change
    function f_EUTRA_SS_SRBs_DRB1_Reset(EUTRA_CellId_Type  p_CellId,

                                      integer p_DelayBeforeResetInMilliSec := 0,

                                      DRB_IdentityList_Type p_DrbList := tsc_DrbList_Def) runs on EUTRA_PTC

  { /* Note: this function shall use timing info "Now" only otherwise between release and config there have to be at least 5ms */

    /* @sic R5s100803: new parameter for the delay sic@ */

    if (p_DelayBeforeResetInMilliSec > 0) {

      f_Delay (int2float(p_DelayBeforeResetInMilliSec) / 1000.0);

    }

    f_EUTRA_SS_SRBs_DRBs_Release(p_CellId,-, p_DrbList);

    f_EUTRA_SS_SRBs_DRBs_Config(p_CellId);

  }

