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4.3.1.1.12
FDD reference test frequencies for operating band 12

Table 4.3.1.1.12-1: Test frequencies for E-UTRA channel bandwidth for operating band 12

	Test Frequency ID
	Bandwidth

[MHz]
	NUL
	Frequency of Uplink [MHz]
	NDL
	Frequency of Downlink [MHz]

	Low Range
	1.4
	23017
	699.7
	5017
	729.7

	
	3
	23025
	700.5
	5025
	730.5

	
	5 [1]
	23035
	701.5
	5035
	731.5

	
	10 [1]
	23060
	704
	5060
	734

	Mid Range
	1.4/3 

5 [1]/10 [1]
	23095
	707.5
	5095
	737.5

	High Range
	1.4
	23173
	715.3
	5173
	745.3

	
	3
	23165
	714.5
	5165
	744.5

	
	5 [1]
	23155
	713.5
	5155
	743.5

	
	10 [1]
	23130
	711
	5130
	741

	NOTE 1:
Bandwidth for which a relaxation of the specified UE receiver sensitivity requirement (TS 36.101 [27] Clause 7.3) is allowed.


4.3.1.1.12A
FDD reference test frequencies for CA in operating band 12

Table 4.3.1.1.12A-1: Test frequencies for CA_12B
	Range
	CC-Combo /
NRB_agg
[RB]
	
	
	CC1
Note1
	
	
	
	
	CC2
Note1
	
	

	
	
	BW
[RB]
	NUL
	fUL
[MHz]
	NDL
	fDL
[MHz]
	BW
[RB]
	NUL
	fUL
[MHz]
	NDL
	fDL
[MHz]

	Low
	25+25
	25
	23035
	701.5
	5035
	731.5
	25
	23083
	706.3
	5083
	736.3

	
	25+50
	25
	23035
	701.5
	5035
	731.5
	50
	23107
	708.7
	5107
	738.7

	
	
	50
	23060
	704
	5060
	734
	25
	23132
	711.2
	5132
	741.2

	Mid
	25+25
	25
	23070
	705
	5070
	735
	25
	23118
	709.8
	5118
	739.8

	
	25+50
	25
	23045
	702.5
	5045
	732.5
	50
	23117
	709.7
	5117
	739.7

	
	
	50
	23070
	705
	5070
	735
	25
	23142
	712.2
	5142
	742.2

	High
	25+25
	25
	23107
	708.7
	5107
	738.7
	25
	23155
	713.5
	5155
	743.5

	
	25+50
	25
	23058
	703.8
	5058
	733.8
	50
	23130
	711
	5130
	741

	
	
	50
	23083
	706.3
	5083
	736.3
	25
	23155
	713.5
	5155
	743.5

	Note 1:
Carriers in increasing frequency order.


4.3.1.1.13
FDD reference test frequencies for operating band 13

Table 4.3.1.1.13-1: Test frequencies for E-UTRA channel bandwidth for operating band 13

	Test Frequency ID
	Bandwidth

[MHz]
	NUL
	Frequency of Uplink [MHz]
	NDL
	Frequency of Downlink [MHz]

	Low Range
	5 [1]
	23205
	779.5
	5205
	748.5

	
	10 [1]
	23230
	782
	5230
	751

	Mid Range
	5 [1]/10 [1]
	23230
	782
	5230
	751

	High Range
	5 [1]
	23255
	784.5
	5255
	753.5

	
	10 [1]
	23230
	782
	5230
	751

	NOTE 1:
Bandwidth for which a relaxation of the specified UE receiver sensitivity requirement (TS 36.101 [27] Clause 7.3) is allowed.
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