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A.4
CQI reference measurement channels
This section defines the DL signal applicable to the reporting of channel quality information (Clause 9.2, 9.3 and 9.5).

In Table A.4-1 are specified the reference channels. Table A.4-13 specifies the mapping of CQI index to modulation coding scheme, which complies with the CQI definition specified in Section 7.2.3 of [10].

Table A.4-0: Void

Table A.4-1: CSI reference measurement channels

	RMC Name
	Duplex
	CH-BW
	Alloc. RB-s
	UL/DL Config
	Alloc. SF-s
	MCS Scheme
	Nr. HARQ Proc.
	Max. nr HARQ Trans.
	Notes

	1 CRS Port

	RC.1 FDD
	FDD
	10
	50
	-
	
	MCS.1
	8
	1
	

	RC.1 TDD
	TDD
	10
	50
	Note 3
	
	MCS.1
	10
	1
	

	RC.3 FDD
	FDD
	10
	6
	-
	
	MCS.10
	8
	1
	

	RC.3 TDD
	TDD
	10
	6
	Note 3
	
	MCS.10
	10 or 7

(Note 8)
	1
	

	RC.4 FDD
	FDD
	10
	15
	-
	
	MCS.15
	8
	1
	Note 6

	RC.4 TDD
	TDD
	10
	15
	Note 3
	
	MCS.15
	10
	1
	Note 6

	RC.5 FDD
	FDD
	10
	3
	-
	
	MCS.17
	8
	1
	

	RC.5 TDD
	TDD
	10
	3
	Note 3
	
	MCS.17
	10
	1
	

	RC.14 FDD
	FDD
	5
	25
	-
	
	MCS.14
	8
	1
	

	RC.15 FDD
	FDD
	5
	15
	-
	
	MCS.15
	8
	1
	Note 6

	2 CRS Ports

	RC.2 FDD
	FDD
	10
	50
	-
	
	MCS.2
	8
	1
	

	RC.2 TDD
	TDD
	10
	50
	Note 3
	
	MCS.2
	7
	1
	

	RC.6 FDD
	FDD
	10
	15
	-
	
	MCS.16
	8
	1
	Note 6

	RC.6 TDD
	TDD
	10
	15
	Note 3
	
	MCS.16
	7
	1
	Note 6

	1 CRS Port + CSI-RS

	RC.8 FDD
	FDD
	10
	6
	-
	Non
CSI-RS
	MCS.11
	8
	1
	

	
	
	
	
	
	2 CSI-RS
	MCS.12
	
	
	

	RC.8 TDD
	TDD
	10
	6
	Note 3
	Non
CSI-RS
	MCS.11
	10
	1
	

	
	
	
	
	
	2 CSI-RS
	MCS.12
	
	
	

	RC.9 FDD
	FDD
	10
	50
	-
	Non
CSI-RS
	MCS.3
	8
	1
	

	
	
	
	
	
	2 CSI-RS
	MCS.4
	
	
	

	RC.9 TDD
	TDD
	10
	50
	Note 3
	Non
CSI-RS
	MCS.3
	7
	1
	

	
	
	
	
	
	2 CSI-RS
	MCS.4
	
	
	

	2 CRS Port + CSI-RS

	RC.7 FDD
	FDD
	10
	50
	-
	Non
CSI-RS
	MCS.5
	8
	1
	

	
	
	
	
	
	4 CSI-RS
	MCS.7
	
	
	

	RC.7 TDD
	TDD
	10
	50
	Note 3
	Non
CSI-RS
	MCS.5
	10
	1
	

	
	
	
	
	
	8 CSI-RS
	MCS.8
	
	
	

	RC.11 FDD
	FDD
	10
	50
	-
	Non
CSI-RS
	MCS.5
	8
	1
	

	
	
	
	
	
	2 CSI-RS
	MCS.6
	
	
	

	RC.11 TDD
	TDD
	10
	50
	Note 3
	Non
CSI-RS
	MCS.5
	10
	1
	

	
	
	
	
	
	2 CSI-RS
	MCS.6
	
	
	

	1 CRS Port + CSI-RS + CSI-IM

	RC.13 FDD
	FDD
	10
	50
	-
	Non CSI-RS/IM
	MCS.3
	8
	1
	

	
	
	
	
	
	CSI-RS/IM
	N/A
	
	
	

	RC.13 TDD
	TDD
	10
	50
	Note 3
	Non CSI-RS/IM
	MCS.3
	10
	1
	

	
	
	
	
	
	CSI-RS/IM
	N/A
	
	
	

	2 CRS Port + CSI-RS + CSI-IM

	RC.10 FDD
	FDD
	10
	50
	-
	Non
CSI-RS
	MCS.5
	8
	1
	

	
	
	
	
	
	4 CSI-RS, 
1 CSI process
	MCS.8
	
	
	

	RC.10 TDD
	TDD
	10
	50
	Note 3
	Non
CSI-RS
	MCS.5
	10
	1
	

	
	
	
	
	
	8 CSI-RS,
1 CSI process
	MCS.9
	
	
	

	RC.12 FDD
	FDD
	10
	6
	-
	Non CSI-RS/IM
	MCS.13
	8
	1
	

	
	
	
	
	
	CSI-RS/IM
	N/A
	
	
	

	RC.12 TDD
	TDD
	10
	6
	Note 3
	Non CSI-RS/IM
	MCS.13
	10
	1
	

	
	
	
	
	
	CSI-RS/IM
	N/A
	
	
	

	Note 1:
3 symbols allocated to PDCCH.

Note 2:
For FDD only subframes 1, 2, 3, 4, 6, 7, 8 and 9 are allocated to avoid PBCH and synchronization signal overhead.

Note 3:
TDD UL-DL configuration as specified in the individual tests.

Note 4:
For TDD when UL-DL configuration 1 is used only subframes 4 and 9 are allocated to avoid PBCH and synchronization signal overhead. 

Note 5:
For TDD when UL-DL configuration 2 is used only subframes 3, 4, 8, and 9 are allocated to avoid PBCH and synchronization signal overhead.

Note 6:
Centred within the Transmission Bandwidth Configuration (Figure 5.4.2-1).

Note 7:
Only subframes 2, 3, 4, 7, 8 and 9 are allocated to avoid PBCH and synchronization signal overhead.
Note 8: 
The number of HARQ processes is 10 for TDD UL/DL configuration 2 and 7 for TDD UL/DL configuration 1.


