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ProSe direct discovery announcement.
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4.1
Functional Split

The eNB hosts the following functions: 

-
Functions for Radio Resource Management: Radio Bearer Control, Radio Admission Control, Connection Mobility Control, Dynamic allocation of resources to UEs in uplink, downlink and sidelink (scheduling);

-
IP header compression and encryption of user data stream;

-
Selection of an MME at UE attachment when no routing to an MME can be determined from the information provided by the UE;

-
Routing of User Plane data towards Serving Gateway;

-
Scheduling and transmission of paging messages (originated from the MME);

-
Scheduling and transmission of broadcast information (originated from the MME or O&M);

-
Measurement and measurement reporting configuration for mobility and scheduling;

-
Scheduling and transmission of PWS (which includes ETWS and CMAS) messages (originated from the MME);

-
CSG handling;

-
Transport level packet marking in the uplink;

-
S-GW relocation without UE mobility, as defined in TS 23.401 [17];

-
SIPTO@LN handling;

-
Optionally registering with the X2 GW (if used).

Next change
11.1
Basic Scheduler Operation

MAC in eNB includes dynamic resource schedulers that allocate physical layer resources for the DL-SCH, UL-SCH and SL-SCH transport channels. Different schedulers operate for the DL-SCH, UL-SCH and SL-SCH.

The scheduler should take account of the traffic volume and the QoS requirements of each UE and associated radio bearers, when sharing resources between UEs. Only "per UE" grants are used to grant the right to transmit on the UL-SCH (i.e. there are no "per UE per RB" grants).

Schedulers may assign resources taking account the radio conditions at the UE identified through measurements made at the eNB and/or reported by the UE.

Radio resource allocations can be valid for one or multiple TTIs.
Next change
23.11
Support for ProSe Direct Discovery

23.11.3
Radio resource allocation

There are two types of resource allocation for discovery message announcement.

-
UE autonomous resource selection: A resource allocation procedure where resources for announcing of discovery message are allocated on a non UE specific basis, further characterized by:

-
The eNB provides the UE(s) with the resource pool configuration used for announcing of discovery message. The configuration may be signalled in broadcast or dedicated signalling;

-
The UE autonomously selects radio resource(s) from the indicated resource pool and announces discovery message;

-
The UE can announce discovery message on a randomly selected discovery resource during each discovery period.

-
Scheduled resource allocation: A resource allocation procedure where resources for announcing of discovery message are allocated on per UE specific basis, further characterized by:

-
The UE in RRC_CONNECTED may request resource(s) for announcing of discovery message from the eNB via RRC;

-
The eNB assigns resource(s) via RRC;

-
The resources are allocated within the resource pool that is configured in UEs for announcement.

For UEs in RRC_IDLE:

-
The eNB may select one of the following options:

-
The eNB may provide a resource pool for UE autonomous resource selection based discovery message announcement in SIB 19. UEs that are authorized for Prose Direct Discovery use these resources for announcing discovery message in RRC_IDLE;

-
The eNB may indicate in SIB 19 that it supports ProSe Direct Discovery but does not provide resources for discovery message announcement. UEs need to enter RRC_CONNECTED in order to request resources for discovery message announcement.

For UEs in RRC_CONNECTED:

-
A UE authorized to perform ProSe Direct Discovery announcement indicates to the eNB that it wants to perform ProSe Direct Discovery announcement;

-
The eNB validates whether the UE is authorized for ProSe Direct Discovery announcement using the UE context received from MME;

-
The eNB may configure the UE with resource pool for UE autonomous resource selection for discovery message announcement via dedicated signalling;

-
The eNB may configure resource pool along with dedicated resource in the form of time and frequency indices for discovery message announcement via dedicated RRC signalling;

-
The resources allocated by the eNB via dedicated signalling are valid until;

-
The eNB re-configures the resource(s) by RRC signalling or;

-
The UE enters RRC_IDLE.

Authorised receiving UEs in RRC_IDLE and RRC_CONNECTED monitor resource pools used for UE autonomous resource selection and resource pools for scheduled resource allocation. The eNB provides the resource pool configuration used for discovery message monitoring in SIB 19. The SIB 19 may contain detailed ProSe Direct Discovery configuration used for announcing in neighbour cells of intra-frequency as well.

Synchronous and asynchronous deployments are supported. Discovery resources can be overlapping or non-overlapping across cells.

A UE if authorised by the NW can announce discovery message only on serving cell. The UE can monitor discovery resources in the same as well as other frequencies than the serving cell, in same or different PLMNs.
· The serving cell may provide in SIB 19 a list of frequencies along with PLMN ID on which the UE may aim to monitor discovery message;

· The serving cell does not provide detailed ProSe Discovery configuration for other carrier frequencies. The UE shall read SIB19 and other relevant SIBs on other carriers if it wants to perform discovery message monitoring on those carriers;

· Obtaining ProSe Direct Discovery configuration by reading SIB19 (and other SIBs) of an inter-frequency and/or inter-PLMN cell shall not affect the UE’s Uu reception on the serving cell(s);

-
The UE performs intra-frequency ProSe Direct Discovery announcement in subframes in which a ProSe Direct Discovery resource pool is configured. The ProSe Direct Discovery announcement shall not affect Uu transmission and/or reception;
-
The UE shall not create autonomous gaps.

· Intra-frequency, inter-frequency and inter-PLMN ProSe Direct Discovery monitoring shall not affect Uu reception.

-
The UE uses DRX occasions in RRC_IDLE and RRC_CONNECTED or second RX chain if it is available, for intra- frequency, inter-frequency and inter-PLMN discovery message monitoring;

-
The UE shall not create autonomous gaps.

· An RRC_CONNECTED UE sends a UE Information indication to the serving cell if it is interested or no longer interested in intra-frequency, inter-frequency or inter-PLMN discovery message monitoring.
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