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	Reason for change:
	There are two purposes of the SeNB Reconfiguration Complete procedure:

· to indicate to the SeNB that the UE has been successfully configured with the requested SeNB radio configuration;
· to indicate that the MeNB finally decided to not request the UE to apply the radio configuration requested by the SeNB.
However, the existing definition of the SENB RECONFIGURATION COMPLETE message does not reflect the second purpose.



	
	

	Summary of change:
	The definition of the SENB RECONFIGURATION COMPLETE message is corrected to include the second purpose.
Impact assessment towards the previous version of the specification (same release):
This CR has an isolated impact towards the previous version of the specification (same release).

This CR has an impact under a functional point of view. The impact can be considered isolated since it only affects the usage of SeNB Reconfiguration Complete procedure.
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<<<<<<<<<<<<<<<<<<<< Start of Change >>>>>>>>>>>>>>>>>>>>
9.1.3.4
SENB RECONFIGURATION COMPLETE

This message is sent by the MeNB to the SeNB to indicate whether the configuration requested by the SeNB was applied by the UE.

Direction: MeNB ( SeNB.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.13
	
	YES
	ignore

	MeNB UE X2AP ID
	M
	
	eNB UE X2AP ID

9.2.24
	Allocated at the MeNB
	YES
	reject

	SeNB UE X2AP ID
	M
	
	eNB UE X2AP ID

9.2.24
	Allocated at the SeNB
	YES
	reject

	Response Information
	M
	
	
	
	YES
	ignore

	>CHOICE Response Type
	M
	
	
	
	
	

	>>Configuration successfully applied
	
	
	
	
	
	

	>>>MeNB to SeNB Container 
	O
	
	OCTET STRING
	Includes the SCG-ConfigInfo message as defined in TS 36.331 [9]
	-
	-

	>>Configuration rejected by the MeNB
	
	
	
	
	
	

	>>>Cause
	M
	
	9.2.6
	
	-
	-

	>>>MeNB to SeNB Container
	O
	
	OCTET STRING
	Includes the SCG-ConfigInfo message as defined in TS 36.331 [9]
	-
	-


<<<<<<<<<<<<<<<<<<<< End of Change>>>>>>>>>>>>>>>>>>>>
