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	Reason for change:
	The current implementation of emergency attach in test case 11.2.4 calls the function f_EUTRA_NAS_AttachComplete() with 2nd parameter set to tsc_EpsDefaultBearerId (=5), this is the bearer id that will be expected in ACTIVATE DEFAULT EPS BEARER CONTEXT ACCEPT from the UE. But if a UE is configured for multi-PDN operation with IMS as the 2nd PDN, the id 12 (tsc_EpsDefaultBearerId2ndPDN) would actually have been used for the default bearer (this is determined inside f_EUTRA_IdleUpdated_Step14_15() using function f_EUTRA_InitialRegistrationEpsBearerId()).


	
	

	Summary of change:
	Derive the bearer id using the function f_EUTRA_InitialRegistrationEpsBearerId(), to ensure it matches the value that would have been sent in the default bearer activation request.
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	A comformant UE configured for mutli-PDN operation may fail the test case.
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	Other comments:
	


Change 1
	Function name
	fl_TC_11_2_4_Body ()

	Reason for change
	The current implementation of emergency attach in test case 11.2.4 calls the function f_EUTRA_NAS_AttachComplete with 2nd parameter set to tsc_EpsDefaultBearerId (=5), this is the bearer id that will be expected in ACTIVATE DEFAULT EPS BEARER CONTEXT ACCEPT from the UE. But if a UE is configured for multi-PDN operation with IMS as the 2nd PDN, the id 12 (tsc_EpsDefaultBearerId2ndPDN) would actually have been used for the default bearer (this is determined inside f_EUTRA_IdleUpdated_Step14_15() using function f_EUTRA_InitialRegistrationEpsBearerId()).


	Summary of change
	Derive the bearer id using the function f_EUTRA_InitialRegistrationEpsBearerId(), to ensure it matches the value that would have been sent in the default bearer activation request.

	TTCN module
	LTE\11\IMS_EmergencyCall.ttcn

	MCC160 Comment
	


Before change

function fl_TC_11_2_4_Body()runs on EUTRA_PTC

  {

    const UInt8_Type tsc_MaxEmerNumList := 7;

    var RRC_TransactionIdentifier v_RRC_TI := tsc_RRC_TI_Def;

    var NAS_MSG_Indication_Type v_NasInd;

    var NAS_UL_Message_Type v_PdnConnectivityRequest;

    var ProcedureTransactionIdentifier v_EPS_TI := '00'O;

    var template AdditionalUpdateType v_AdditionalUpdateType := f_GetAdditionalUpdateType ();

    var float v_T3412Value := f_EUTRA_SetTimerToleranceMax(eutra_CellA, nasTimer, 360.0); // 6min

    var template (value) GPRS_Timer v_T3412 := cs_GprsTimer_v(tsc_GprsTimerUnit_6min, '00001'B); // 6min

    var integer i;

    var CharStringList_Type v_EmergencyNumList;

     timer t_WatchDog := 5.0;
…

// Steps 5a1 to 15 of the generic test procedure for IMS Emergency call establishment in EUTRA: Limited Service (TS 36.508 4.5A.5.3-1).  @sic R5-142979 sic@

    //@siclog "Step 6-14" siclog@

    f_EUTRA_508_IMSEmergencyCallLimitedService_Steps5a1_15(eutra_CellA, // @sic R5-134733r1 sic@ @sic R5s130989 sic@

                                                           v_NasInd,

                                                           -,

                                                           false,

                                                           v_T3412);  // @sic R5s130758 sic@

    // EXCEPTION: (IP address allocation), steps 1 - 5 of annex C.22 should be performed in parallel

    //@siclog "Step 15-16" siclog@

    // Void //@sic R5-134733r1 sic@

    //@siclog "Step 17" siclog@

    f_EUTRA_NAS_AttachComplete (eutra_CellA, v_ tsc_EpsDefaultBearerId, dontWaitForIMS);

    f_EUTRA_PreliminaryPass(__FILE__, __LINE__, "Step 17");

    // The SS transmits an ACTIVATE DEDICATED EPS BEARER CONTEXT REQUEST with

    // particular settings (use Reference dedicated EPS bearer context #1 - see table 6.6.2-1 in TS 36.508) (See Note 1).

    //@siclog "Step 18-19" siclog@

    // The UE transmits an ACTIVATE DEDICATED EPS BEARER CONTEXT ACCEPT message as specified.

    //@siclog "Step 20" siclog@

After change

     function fl_TC_11_2_4_Body()runs on EUTRA_PTC

  {

    const UInt8_Type tsc_MaxEmerNumList := 7;

    var RRC_TransactionIdentifier v_RRC_TI := tsc_RRC_TI_Def;

    var NAS_MSG_Indication_Type v_NasInd;

    var NAS_UL_Message_Type v_PdnConnectivityRequest;

    var ProcedureTransactionIdentifier v_EPS_TI := '00'O;

    var template AdditionalUpdateType v_AdditionalUpdateType := f_GetAdditionalUpdateType ();

    var float v_T3412Value := f_EUTRA_SetTimerToleranceMax(eutra_CellA, nasTimer, 360.0); // 6min

    var template (value) GPRS_Timer v_T3412 := cs_GprsTimer_v(tsc_GprsTimerUnit_6min, '00001'B); // 6min

    var integer i;

    var CharStringList_Type v_EmergencyNumList;

     var EPS_BearerIdentity v_EpsBearerId;
    timer t_WatchDog := 5.0;
…

// Steps 5a1 to 15 of the generic test procedure for IMS Emergency call establishment in EUTRA: Limited Service (TS 36.508 4.5A.5.3-1).  @sic R5-142979 sic@

    //@siclog "Step 6-14" siclog@

    f_EUTRA_508_IMSEmergencyCallLimitedService_Steps5a1_15(eutra_CellA, // @sic R5-134733r1 sic@ @sic R5s130989 sic@

                                                           v_NasInd,

                                                           -,

                                                           false,

                                                           v_T3412);  // @sic R5s130758 sic@

    // EXCEPTION: (IP address allocation), steps 1 - 5 of annex C.22 should be performed in parallel

    //@siclog "Step 15-16" siclog@

    // Void //@sic R5-134733r1 sic@

    v_EpsBearerId := f_EUTRA_InitialRegistrationEpsBearerId();
    //@siclog "Step 17" siclog@

    f_EUTRA_NAS_AttachComplete (eutra_CellA, v_EpsBearerId, dontWaitForIMS);

    f_EUTRA_PreliminaryPass(__FILE__, __LINE__, "Step 17");

    // The SS transmits an ACTIVATE DEDICATED EPS BEARER CONTEXT REQUEST with

    // particular settings (use Reference dedicated EPS bearer context #1 - see table 6.6.2-1 in TS 36.508) (See Note 1).

    //@siclog "Step 18-19" siclog@

    // The UE transmits an ACTIVATE DEDICATED EPS BEARER CONTEXT ACCEPT message as specified.

    //@siclog "Step 20" siclog@

