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Table 4-1: Applicability of tests and additional information for testing

	Clause
	TC Title
	Release
	Applicability
	
	Additional Information
	
	
	

	
	
	
	Condition
	Comment
	Specific ICS
	Specific IXIT
	Number of TC Executions
	Release other RAT

	
	IDLE MODE
	
	
	
	
	
	
	

	6.1.1.1
	PLMN selection of RPLMN, HPLMN/EHPLMN, UPLMN and OPLMN / Automatic mode
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	Either TC 6.1.1.1 or TC 6.1.1.1b shall be executed.

(Note 4)
	

	
	
	
	
	
	pc_eTDD
	
	
	

	6.1.1.1a
	PLMN selection / Automatic mode/ between FDD and TDD
	Rel-8
	C142
	UEs supporting E-UTRA FDD and E-UTRA TDD
	
	
	
	

	<Unchanged Items Skipped>

	7.1.2.9
	MAC backoff indicator
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	7.1.2.10.1
	CA / Random access procedure / SCell / Intra-band Contiguous CA
	Rel-11
	C190
	UEs supporting E-UTRA and Intra-band contiguous Uplink Carrier Aggregation and multiple timing advances
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	7.1.2.10.2
	CA / Random access procedure / SCell / Inter-band CA
	Rel-12
	C191
	UEs supporting E-UTRA and Inter-band Uplink Carrier Aggregation and multiple timing advances
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	7.1.2.10.3
	CA / Random access procedure / SCell / Intra-band non-contiguous CA
	Rel-12
	C192
	UEs supporting E-UTRA and Intra-band non-contiguous Uplink Carrier Aggregation and multiple timing advances
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	7.1.2.11.1
	CA / Maintenance of uplink time alignment / Multiple TA / Intra-band Contiguous CA
	Rel-11
	C190
	UEs supporting E-UTRA and Intra-band contiguous Uplink Carrier Aggregation and multiple timing advances
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	7.1.2.11.2
	CA / Maintenance of uplink time alignment / Multiple TA / Inter-band CA
	Rel-12
	C191
	UEs supporting E-UTRA and Inter-band Uplink Carrier Aggregation and multiple timing advances
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	7.1.2.11.3
	CA / Maintenance of uplink time alignment / Multiple TA / Intra-band non-contiguous CA
	Rel-12
	C192
	UEs supporting E-UTRA and Intra-band non-contiguous Uplink Carrier Aggregation and multiple timing advances
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	7.1.2.11.4
	FDD-TDD CA / Maintenance of uplink time alignment / Multiple TA
	[Rel-12]
	C2xx
	UEs supporting E-UTRA FDD and TDD and 3DL CA and 3UL CA with tdd-FDD-CA-PCellDuplex-r12 with the first and/or second bit set to “1”and multiple timing advances
	
	
	
	

	7.1.3.1
	Correct handling of DL assignment / Dynamic case 
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	7.1.3.2
	Correct handling of DL assignment / Semi-persistent case
	Rel-8
	C100F
	UEs supporting E-UTRA and semi-persistence scheduling and Feature Group Indicator 7
	pc_eFDD
	
	
	

	
	
	
	C100T
	
	pc_eTDD
	
	
	

	7.1.3.3
	MAC PDU header handling
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	7.1.3.4
	Correct HARQ process handling / DCCH and DTCH
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	7.1.3.5
	Correct HARQ process handling / CCCH
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	7.1.3.6
	Correct HARQ process handling / BCCH
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	7.1.3.7
	MAC padding
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	7.1.3.9
	MAC reset DL
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	7.1.3.11.1
	CA / Correct HARQ process handling / DCCH and DTCH / Pcell and Scell / Intra-band Contiguous CA
	Rel-10
	C132
	UEs supporting E-UTRA and Intra-band contiguous Carrier Aggregation
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	7.1.3.11.2
	CA / Correct HARQ process handling / DCCH and DTCH / Pcell and Scell / Inter-band CA
	Rel-10
	C151
	UEs supporting E-UTRA and Inter-band Carrier Aggregation
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	7.1.3.11.3
	CA / Correct HARQ process handling / DCCH and DTCH / Pcell and Scell / Intra-band non-Contiguous CA
	Rel-11
	C132a
	UEs supporting E-UTRA and Downlink Intra-band non-contiguous CA
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	7.1.3.11.4
	FDD-TDD CA / Correct HARQ process handling / DCCH and DTCH / FDD PCell and TDD SCell
	Rel-12
	C2xz
	UE supporting E-UTRA FDD and TDD and 2DL CA and 2UL CA with tdd-FDD-CA-PCellDuplex-r12 with the second bit set to “1”
	
	
	
	

	7.1.3.11.5
	FDD-TDD CA / Correct HARQ process handling / DCCH and DTCH / TDD PCell and FDD SCell
	Rel-12
	C2xy
	UE supporting E-UTRA FDD and TDD and 2DL CA and 2UL CA with tdd-FDD-CA-PCellDuplex-r12 with the first bit set to “1”
	
	
	
	

	7.1.3.12
	TDD additional special subframe configuration / Special subframe pattern 9 with Normal Cyclic Prefix / CRS based transmission scheme
	Rel-11
	C175
	UEs supporting E-UTRA TDD and TDD special subframe config
	pc_eTDD
	
	Note 7
	

	7.1.3.12a
	TDD additional special subframe configuration / Special subframe pattern 7 with Extended Cyclic Prefix / CRS based transmission scheme
	Rel-11
	C175
	UEs supporting E-UTRA TDD and TDD special subframe config
	pc_eTDD
	
	Note 7
	

	7.1.3.13
	TDD additional special subframe configuration / Special subframe pattern 9 with Normal Cyclic Prefix / UE-specific reference signals based transmission scheme
	Rel-11
	C175
	UEs supporting E-UTRA TDD and TDD special subframe config
	pc_eTDD
	
	Note 7
	

	7.1.3.13a
	TDD additional special subframe configuration / Special subframe pattern 7 with Extended Cyclic Prefix / UE-specific reference signals based transmission scheme
	Rel-11
	C175
	UEs supporting E-UTRA TDD and TDD special subframe config
	pc_eTDD
	
	Note 7
	

	7.1.3.14
	Correct handling of DL assignment / Dynamic case / EPDCCH
	Rel-11
	C188
	UEs supporting E-UTRA and ePDCCH
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	7.1.3.15
	Correct handling of DL assignment / Semi-persistent case / EPDCCH
	Rel-11
	C188
	UEs supporting E-UTRA and ePDCCH
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	7.1.4.1
	Correct handling of UL assignment / Dynamic case
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	7.1.4.2
	Correct handling of UL assignment / Semi-persistent case
	Rel-8
	C100F
	UEs supporting E-UTRA and semi-persistence scheduling and Feature Group Indicator 7
	pc_eFDD
	
	
	

	
	
	
	C100T
	
	pc_eTDD
	
	
	

	7.1.4.3
	Logical channel prioritization handling
	Rel-8
	C19F
	UEs supporting E-UTRA and Feature Group Indicator 6 and Feature Group Indicator 7
	pc_eFDD
	
	
	

	
	
	
	C19T
	
	pc_eTDD
	
	
	

	7.1.4.4
	Correct handling of MAC control information / Scheduling requests and PUCCH
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	7.1.4.5
	Correct handling of MAC control information / Scheduling requests / Random access procedure
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	7.1.4.6
	Correct handling of MAC control information / Buffer status / UL data arrive in the UE Tx buffer / Regular BSR
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	7.1.4.7
	Correct handling of MAC control information / Buffer status / UL resources are allocated / Padding BSR
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	7.1.4.7a
	Correct handling of MAC control information / Buffer status / UL resources are allocated / Cancellation of Padding BSR
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	7.1.4.8
	Correct handling of MAC control information / Buffer status / Periodic BSR timer expires
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	7.1.4.10
	MAC padding 
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	7.1.4.11
	Correct HARQ process handling
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	7.1.4.12
	MAC reset UL
	Rel-8
	C16F
	UEs supporting E-UTRA and Feature Group Indicator 7
	pc_eFDD
	
	
	

	
	
	
	C16T
	
	pc_eTDD
	
	
	

	7.1.4.13
	MAC PDU header handling
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	7.1.4.14
	Correct HARQ process handling / TTI bundling
	Rel-8
	C99F
	UEs supporting E-UTRA and TTI bundling and Feature Group Indicator 7
	pc_eFDD
	
	
	

	
	
	
	C99T
	
	pc_eTDD
	
	
	

	7.1.4.15
	UE power headroom reporting / Periodic reporting
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	7.1.4.16
	UE power headroom Reporting / DL pathloss change reporting
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	7.1.4.18
	Correct handling of MAC control information / Buffer Status / UL data arrive in the UE Tx buffer / Extended buffer size es not eu in Table 6.1.3.1-2
	Rel-10
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	7.1.4.19.1
	CA / UE power headroom reporting / SCell activation and DL pathloss change reporting / Extended PHR / Intra-band Contiguous CA
	Rel-10
	C133
	UEs supporting E-UTRA and Intra-band contiguous Uplink Carrier Aggregation
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	7.1.4.19.2
	CA / UE power headroom reporting / SCell activation and DL pathloss change reporting / Extended PHR / Inter-band CA
	Rel-12
	C162
	UEs supporting E-UTRA and Inter-band Uplink Carrier Aggregation
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	7.1.4.19.3
	CA / UE power headroom reporting / SCell activation and DL pathloss change reporting / Extended PHR / Intra-band non-Contiguous CA
	Rel-12
	C207
	UEs supporting E-UTRA and Uplink Intra-band non-Contiguous CA
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	7.1.4.20.1
	CA / Correct handling of MAC control information / Buffer status / Intra-band Contiguous CA
	Rel-10
	C133
	UEs supporting E-UTRA and Intra-band contiguous Uplink Carrier Aggregation
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	7.1.4.20.2
	CA / Correct handling of MAC control information / Buffer status / Inter-band CA
	Rel-12
	C162
	UEs supporting E-UTRA and Inter-band Uplink Carrier Aggregation
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	7.1.4.20.3
	CA / Correct handling of MAC control information / Buffer status / Intra-band non-Contiguous CA
	Rel-12
	C207
	UEs supporting E-UTRA and Uplink Intra-band non-Contiguous CA
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	7.1.4.21
	UE power headroom reporting / Extended PHR
	Rel-10
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	7.1.4.22
	Correct HARQ process handling / UL MIMO
	Rel-10
	C158
	UE supporting E-UTRA and UL MIMO
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	7.1.4.25.1
	FDD-TDD CA / Correct HARQ process handling / PUSCH / FDD PCell and TDD SCell
	Rel-12
	C2xz
	UE supporting E-UTRA FDD and TDD and 2DL CA and 2UL CA with tdd-FDD-CA-PCellDuplex-r12 with the second bit set to “1”
	
	
	
	

	7.1.4.25.2
	FDD-TDD CA / Correct HARQ process handling / PUSCH / TDD PCell and FDD SCell
	Rel-12
	C2xy
	UE supporting E-UTRA FDD and TDD and 2DL CA and 2UL CA with tdd-FDD-CA-PCellDuplex-r12 with the first bit set to “1”
	
	
	
	

	7.1.5.1
	Inter-TTI PUSCH hopping by uplink grant
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	7.1.5.2
	Predefined intra-TTI PUSCH hopping (N_sb=1)
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	7.1.5.3
	Predefined intra-TTI PUSCH hopping (N_sb=2/3/4)
	Rel-8
	C58F
	UEs supporting E-UTRA and Feature Group Indicator 21
	pc_eFDD
	
	
	

	
	
	
	C58T
	
	pc_eTDD
	
	
	

	7.1.5.4
	Predefined inter-TTI PUSCH hopping (N_sb=1)
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	7.1.5.5
	Predefined inter-TTI PUSCH hopping (N_sb=2/3/4)
	Rel-8
	C58F
	UEs supporting E-UTRA and Feature Group Indicator 21
	pc_eFDD
	
	
	

	
	
	
	C58T
	
	pc_eTDD
	
	
	

	7.1.6.1
	DRX operation / Short cycle not configured / Parameters configured by RRC 
	Rel-8
	C08F
	UEs supporting E-UTRA and Feature Group 5.
	pc_eFDD
	
	
	

	
	
	
	C08T
	
	pc_eTDD
	
	
	

	7.1.6.2
	DRX operation / Short cycle not configured / DRX command MAC control element reception
	Rel-8
	C08F
	UEs supporting E-UTRA and Feature Group 5.
	pc_eFDD
	
	
	

	
	
	
	C08T
	
	pc_eTDD
	
	
	

	7.1.6.3
	DRX operation / Short cycle configured / Parameters configured by RRC
	Rel-8
	C216F
	UEs supporting E-UTRA and Feature Group 4 and Feature Group 5.
	pc_eFDD
	
	
	

	
	
	
	C216T
	
	pc_eTDD
	
	
	

	7.1.6.4
	DRX Operation / Short cycle configured / DRX command MAC control element reception
	Rel-8
	C216F
	UEs supporting E-UTRA and Feature Group 4 and Feature Group 5.
	pc_eFDD
	
	
	

	
	
	
	C216T
	
	pc_eTDD
	
	
	

	7.1.7.1.1
	DL-SCH transport block size selection / DCI format 1 / RA type 0
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	7.1.7.1.2
	DL-SCH transport block size selection / DCI format 1 / RA type 1
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	7.1.7.1.3
	DL-SCH transport block size selection / DCI format 1A / RA type 2 / Localised VRB
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	7.1.7.1.4
	DL-SCH transport block size selection / DCI format 1A / RA type 2 / Distributed VRB
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	7.1.7.1.5
	DL-SCH transport block size selection / DCI format 2A / RA type 0 / Two transport blocks enabled / Transport block to codeword swap flag value set to 0
	Rel-8
	C56
	UEs supporting E-UTRA and (UE Category 2 to UE Category 10)
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	7.1.7.1.6
	DL-SCH transport block size selection / DCI format 2A / RA type 1 / Two transport blocks enabled / Transport block to codeword swap flag value set to 1
	Rel-8
	C56
	UEs supporting E-UTRA and (UE Category 2 to UE Category 10)
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	7.1.7.2.1
	UL-SCH transport block size selection / DCI format 0
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	7.1.8.1
	Periodic RI reporting using PUCCH / Category 1 UE / Transmission mode 3/4
	Rel-8
	C103
	UEs supporting E-UTRA and UE Category 1
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	7.1.9
	Activation/Deactivation of SCells
	
	
	
	
	
	
	

	7.1.9.1.1
	CA / Activation/Deactivation of SCells / Activation/Deactivation MAC control element reception / sCellDeactivationTimer/ Intra-band Contiguous CA
	Rel-10
	C132
	UEs supporting E-UTRA and Intra-band Contiguous Carrier Aggregation
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	7.1.9.1.2
	CA / Activation/Deactivation of SCells / Activation/Deactivation MAC control element reception / sCellDeactivationTimer/ Inter-band CA
	Rel-10
	C151
	UEs supporting E-UTRA and Inter-band  Carrier Aggregation
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	7.1.9.1.3
	CA / Activation/Deactivation of SCells / Activation/Deactivation MAC control element reception / sCellDeactivationTimer / Intra-band non-Contiguous CA
	Rel-11
	C132a
	UEs supporting E-UTRA and Downlink Intra-band non-Contiguous CA Carrier Aggregation
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	7.1.10
	Coordinated Multi-Point Operation (CoMP) for LTE
	
	
	
	
	
	
	

	7.1.10.1
	Sending SR on PUCCH with DMRS generated by using virtual cell identity / nPUCCH-Identity
	Rel-11
	C208
	UEs supporting E-UTRA and UL CoMP
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	7.1.10.2
	Transmitting data on PUSCH with DMRS generated by using virtual cell identity / nPUSCH-Identity
	Rel-11
	C208
	UEs supporting E-UTRA and UL CoMP
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	


Table 4-1a: Applicability of tests Conditions

	C01
IF A.4.1-1/6 THEN R ELSE N/A

	C01a
IF [8]A.1/1 THEN R ELSE N/A

	<Unchanged Items Skipped>

	C218
IF A.4.1-1/6 AND A.4.4-1/33 AND [45] A.12/39 AND [45] A.12/40 THEN R ELSE N/A

	C219
IF A.4.1-1/7 AND A.4.4-1/33 AND [45] A.12/39 THEN R ELSE N/A

	C220
IF A.4.1-1/7 AND A.4.4-1/33 AND [45] A.12/39 AND [45] A.12/40 THEN R ELSE N/A

	C221
IF (A.4.1-1/1 OR A.4.1-1/2) AND ((A.4.3.3.1-1/1 OR A.4.3.3.1-1/2) OR A.4.3.3.2-1/1 OR A.4.3.3.3-1/1) AND A.4.4-1/101 AND (NOT A.4.4-1/102)) THEN R ELSE N/A

	C222
IF (A.4.1-1/1 OR A.4.1-1/2) AND ((A.4.3.3.1-1/1 OR A.4.3.3.1-1/2) OR A.4.3.3.2-1/1 OR A.4.3.3.3-1/1) AND A.4.4-1/101 AND A.4.4-1/102) THEN R ELSE N/A

	C2xx
IF (A.4.1-1/1 AND A.4.1-1/2) AND A.4.3.3-1/2 AND A.4.3.3-2/2 AND (A.4.4-1/1xx AND/OR A.4.4-1/1xy) AND A.4.4-1A/3 THEN R ELSE N/A

	C2xy
IF (A.4.1-1/1 AND A.4.1-1/2) AND A.4.3.3-1/1 AND A.4.3.3-2/1 AND A.4.4-1/1xx THEN R ELSE N/A

	C2xz
IF (A.4.1-1/1 AND A.4.1-1/2) AND A.4.3.3-1/1 AND A.4.3.3-2/1 AND A.4.4-1/1xy THEN R ELSE N/A


Table 4-1b: Number of TC Executions - Notes

	Note 1:
The TC contains multi-RAT branches not all mandatory in the scope of the TC. The E-UTRA/EPC branch will be executed always; the TC will go through any other RAT branch depending on the UE capability. Execution only of the E-UTRA/EPC branch regardless of the UE capabilities can also be imposed by setting the IXIT px_RATComb_Tested= EUTRA_only. For UEs supporting both UTRA AND GERAN the TC should be executed once only for the E-UTRA/EPC AND UTRA combination by setting the px_RATComb_Tested= EUTRA_UTRA.

	Note 2:
The TC contains multi-RAT branches mandatory in the scope of the TC. The TC shall be executed once per supported by the UE RAT combination i.e. once if the UE supports E-UTRA/EPC AND UTRA, or, once if the UE supports E-UTRA/EPC AND GERAN. For UEs supporting both UTRA AND GERAN the TC should be executed once only for the E-UTRA/EPC AND UTRA combination by setting the px_RATComb_Tested= EUTRA_UTRA.

	Note 3:
This TC can optionally be executed by Rel-8 UE and onwards till the release indicated in the Release column.

	Note 4:
The two TCs verify the same core spec requirement(s) however in a different cell configuration to address different network deployments i.e. with different cells operating on multiple (different) or single (the same) frequency. It is recommended that the multi frequency test should be run by default. For exceptions to this recommendation depending on the band of operation see TS 36.523-3 [20] section 11.

	Note 5:
For UEs that can be configured in at least one of the CS/PS modes (CS/PS mode 1 or CS/PS mode 2), AND, at least one of the PS modes (PS mode 1 or PS mode 2), this TC shall be run with the UE configured either in PS mode 1 or PS mode 2. Otherwise not all of the test's TPs will be verified.

	Note 6:
For UEs that can be configured in both CS/PS modes (CS/PS mode 1 and CS/PS mode 2), OR, both PS modes (PS mode 1 and PS mode 2), this TC shall be run 2 times: once per configurable mode. Otherwise not all of the test's TPs will be verified. (Example: if the UE can be configured in CS/PS mode 1 and CS/PS mode 2 then the test case should be run once with UE configured in CS/PS mode 1 and once configured in CS/PS mode 2).

	Note 7:
This TC can optionally be executed by Rel-9 UE and onwards till the release indicated in the Release column.

	Note 8:
The two TCs verify the same core spec requirement(s) however in a different cell configuration to address different network deployments i.e. with different cells where the neighbour cell is operating on an inter-frequency or inter-band frequency. It is recommended that the inter-frequency test should be run by default. For exceptions to this recommendation depending on the band of operation see TS 36.523-3 [20] section 11.

	Note 9:
The two TCs verify the same core spec requirement(s) however in a different cell configuration to address different network deployments i.e. with different cells operating on UTRA interRAT or GERAN interRAT. It is recommended that the UTRA interRAT test should be run by default.


<Unchanged Sections Skipped>
A.4.4
Additional information

Table A.4.4-1: Additional information

	Item
	Additional information
	Ref.
	Release
	Mnemonic
	Comments

	1
	Support of USIM removal without power down
	
	Rel-8
	pc_USIM_Removal
	

	2
	Support of Allowed CSG list
	36.331 Annex B.2
	Rel-8
	pc_Allowed_CSG_list
	For Rel-8: CSG autonomous search is optional.

For Rel-9 or later releases: CSG autonomous search is mandatory for UEs supporting CSG full functionality.

	<Unchanged Items Skipped>

	106
	Support of ProSe direct discovery announcing
	24.334, 6.2.2
	Rel-12
	pc_ProSe_DD_Announcing
	

	107
	Support of enhanced HARQ pattern for TTI bundling operation for FDD
	36.306 4.3.4.27
	Rel-12
	pc_eHARQ_Pattern_for_TTI_bundling
	

	1xx
	Support of tdd-FDD-CA-PCellDuplex-r12 with the first bit setting to “1”
	36.306, 4.3.4.28
	Rel-12
	pc_tdd_FDD_CA_TDD_PCell
	

	1xy
	Support of tdd-FDD-CA-PCellDuplex-r12 with the second bit setting to “1”
	36.306, 4.3.4.28
	Rel-12
	pc_tdd_FDD_CA_FDD_PCell
	


