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<<Unchanged sections omitted >>
4.3.1.1.2
FDD reference test frequencies for operating band 2

Table 4.3.1.1.2-1: Test frequencies for E-UTRA channel bandwidth for operating band 2

	Test Frequency ID
	Bandwidth

[MHz]
	NUL
	Frequency of Uplink [MHz]
	NDL
	Frequency of Downlink [MHz]

	Low Range
	1.4
	18607
	1850.7
	607
	1930.7

	
	3
	18615
	1851.5
	615
	1931.5

	
	5
	18625
	1852.5
	625
	1932.5

	
	10
	18650
	1855
	650
	1935

	
	15 [1]
	18675
	1857.5
	675
	1937.5

	
	20 [1]
	18700
	1860
	700
	1940

	Mid Range
	1.4/3/5/10

15 [1]/20 [1]
	18900
	1880
	900
	1960

	High Range
	1.4 
	19193
	1909.3
	1193
	1989.3

	
	3 
	19185
	1908.5
	1185
	1988.5

	
	5 
	19175
	1907.5
	1175
	1987.5

	
	10 
	19150
	1905
	1150
	1985

	
	15 [1]
	19125
	1902.5
	1125
	1982.5

	
	20 [1]
	19100
	1900
	1100
	1980

	NOTE 1:
Bandwidth for which a relaxation of the specified UE receiver sensitivity requirement (TS 36.101 [27] Clause 7.3) is allowed.


4.3.1.1.2A
FDD reference test frequencies for CA in operating band 2

Table 4.3.1.1.2A-1: Test frequencies for CA_2A-2A

	Range
	CC-Combo /
NRB_agg
[RB]
	
	
	CC1
Note1
	
	
	Wgap
[MHz]
	
	
	CC2
Note1
	
	

	
	
	BW
[RB]
	NUL
	fUL
[MHz]
	NDL
	fDL
[MHz]
	
	BW
[RB]
	NUL
	fUL
[MHz]
	NDL
	fDL
[MHz]

	N/A
	25+25
	25
	18625
	1852.5
	625
	1932.5
	50
	25
	19175
	1907.5
	1175
	1987.5

	
	25+50
	25
	18625
	1852.5
	625
	1932.5
	45
	50
	19150
	1905
	1150
	1985

	
	
	50
	18650
	1855
	650
	1935
	45
	25
	19175
	1907.5
	1175
	1987.5

	
	25+75
	25
	18625
	1852.5
	625
	1932.5
	40
	75
	19125
	1902.5
	1125
	1982.5

	
	
	75
	18675
	1857.5
	675
	1937.5
	40
	25
	19175
	1907.5
	1175
	1987.5

	
	50+50
	50
	18650
	1855
	650
	1935
	40
	50
	19150
	1905
	1150
	1985

	
	25+100
	25
	18625
	1852.5
	625
	1932.5
	35
	100
	19100
	1900
	1100
	1980

	
	
	100
	18700
	1860
	700
	1940
	35
	25
	19175
	1907.5
	1175
	1987.5

	
	50+75
	50
	18650
	1855
	650
	1935
	35
	75
	19125
	1902.5
	1125
	1982.5

	
	
	75
	18675
	1857.5
	675
	1937.5
	35
	50
	19150
	1905
	1150
	1985

	
	50+100
	50
	18650
	1855
	650
	1935
	30
	100
	19100
	1900
	1100
	1980

	
	
	100
	18700
	1860
	700
	1940
	30
	50
	19150
	1905
	1150
	1985

	
	75+75
	75
	18675
	1857.5
	675
	1937.5
	30
	75
	19125
	1902.5
	1125
	1982.5

	
	75+100
	75
	18675
	1857.5
	675
	1937.5
	25
	100
	19100
	1900
	1100
	1980

	
	
	100
	18700
	1860
	700
	1940
	25
	75
	19125
	1902.5
	1125
	1982.5

	
	100+100
	100
	18700
	1860
	700
	1940
	20
	100
	19100
	1900
	1100
	1980

	Note 1:
Carriers in increasing frequency order.


Table 4.3.1.1.2A-2: Test frequencies for CA_2C

	Range
	CC-Combo /
NRB_agg
[RB]
	
	
	CC1
Note1
	
	
	
	
	CC2
Note1
	
	

	
	
	BW
[RB]
	NUL
	fUL
[MHz]
	NDL
	fDL
[MHz]
	BW
[RB]
	NUL
	fUL
[MHz]
	NDL
	fDL
[MHz]

	Low
	25+100
	25
	18633
	1853.3
	633
	1933.3
	100
	18750
	1865
	750
	1945

	
	
	100
	18700
	1860
	700
	1940
	25
	18817
	1871.7
	817
	1951.7

	
	50+75
	50
	18653
	1855.3
	653
	1935.3
	75
	18773
	1867.3
	773
	1947.3

	
	
	75
	18675
	1857.5
	675
	1937.5
	50
	18795
	1869.5
	795
	1949.5

	
	50+100
	50
	18655
	1855.5
	655
	1935.5
	100
	18799
	1869.9
	799
	1949.9

	
	
	100
	18700
	1860
	700
	1940
	50
	18844
	1874.4
	844
	1954.4

	
	75+75
	75
	18675
	1857.5
	675
	1937.5
	75
	18825
	1872.5
	825
	1952.5

	
	75+100
	75
	18678
	1857.8
	678
	1937.8
	100
	18849
	1874.9
	849
	1954.9

	
	
	100
	18700
	1860
	700
	1940
	75
	18871
	1877.1
	871
	1957.1

	
	100+100
	100
	18700
	1860
	700
	1940
	100
	18898
	1879.8
	898
	1959.8

	Mid
	25+100
	25
	18808
	1870.8
	808
	1950.8
	100
	18925
	1882.5
	925
	1962.5

	
	
	100
	18875
	1877.5
	875
	1957.5
	25
	18992
	1889.2
	992
	1969.2

	
	50+75
	50
	18829
	1872.9
	829
	1952.9
	75
	18949
	1884.9
	949
	1964.9

	
	
	75
	18851
	1875.1
	851
	1955.1
	50
	18971
	1887.1
	971
	1967.1

	
	50+100
	50
	18806
	1870.6
	806
	1950.6
	100
	18950
	1885
	950
	1965

	
	
	100
	18851
	1875.1
	851
	1955.1
	50
	18995
	1889.5
	995
	1969.5

	
	75+75
	75
	18825
	1872.5
	825
	1952.5
	75
	18975
	1887.5
	975
	1967.5

	
	75+100
	75
	18803
	1870.3
	803
	1950.3
	100
	18974
	1887.4
	974
	1967.4

	
	
	100
	18826
	1872.6
	826
	1952.6
	75
	18997
	1889.7
	997
	1969.7

	
	100+100
	100
	18801
	1870.1
	801
	1950.1
	100
	18999
	1889.9
	999
	1969.9

	High
	25+100
	25
	18983
	1888.3
	983
	1968.3
	100
	19100
	1900
	1100
	1980

	
	
	100
	19050
	1895
	1050
	1975
	25
	19167
	1906.7
	1167
	1986.7

	
	50+75
	50
	19005
	1890.5
	1005
	1970.5
	75
	19125
	1902.5
	1125
	1982.5

	
	
	75
	19027
	1892.7
	1027
	1972.7
	50
	19147
	1904.7
	1147
	1984.7

	
	50+100
	50
	18956
	1885.6
	956
	1965.6
	100
	19100
	1900
	1100
	1980

	
	
	100
	19001
	1890.1
	1001
	1970.1
	50
	19145
	1904.5
	1145
	1984.5

	
	75+75
	75
	18975
	1887.5
	975
	1967.5
	75
	19125
	1902.5
	1125
	1982.5

	
	75+100
	75
	18929
	1882.9
	929
	1962.9
	100
	19100
	1900
	1100
	1980

	
	
	100
	18951
	1885.1
	951
	1965.1
	75
	19122
	1902.2
	1122
	1982.2

	
	100+100
	100
	18902
	1880.2
	902
	1960.2
	100
	19100
	1900
	1100
	1980

	Note 1:
Carriers in increasing frequency order.


4.3.1.1.3
FDD reference test frequencies for operating band 3
<<Unchanged sections omitted >>
