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<< Start of Change #1 >>
A.9.1.18
FDD RSRP for E-UTRAN Carrier Aggregation for 10MHz + 5MHz

The test case in this section are applicable to carrier aggregation capable UEs which have been configured with a downlink Scell.
A.9.1.18.1
Test Purpose and Environment

The purpose of this test case is the same as for the test defined in subclause A.9.1.6.1. 

A.9.1.18.2
Test parameters

The test parameters are the same except those described in the following section. The listed parameter values in Tables A.9.1.18.2-1 will replace the values of corresponding parameters in Tables A.9.1.6.2-1.
Table A.9.1.18.2-1: RSRP FDD carrier aggregation test parameters

	Parameter
	Unit
	Test 1

	
	
	Cell 1
	Cell 2
	Cell 3

	BWchannel Note 1
	MHz
	10
	5

	Measurement bandwidth
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	22-27
	10-15

	PDSCH Reference measurement channel defined in A.3.1.1.1
	
	R.0 FDD
	R.5 FDD
	N/A

	PDSCH allocation
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	13-36
	7-17
	N/A

	PDCCH/PCFICH/PHICH Reference measurement channel defined in A.3.1.2.1
	
	R.6 FDD
	R.11 FDD

	OCNG Patterns defined in A.3.2.1 (FDD)
	
	OP.1 FDD
	OP.15 FDD
	OP.16 FDD
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Note2
	Bands FDD_A
	dBm/15 kHz
	-117
	(
[image: image4.wmf]oc

N

 for Channel 1 +1dB)

	
	Bands FDD_C
	
	-116
	

	
	Bands FDD_D
	
	-115.5
	

	
	Bands FDD_E, FDD_F 
	
	-115
	

	
	Bands FDD_G
	
	-114
	

	
	Bands FDD_H
	
	-113.5
	

	
	Bands FDD_N
	
	N/A
	

	RSRPNote2
	Bands FDD_A
	dBm/15 kHz
	-121
	(RSRP for Cell 1 +8dB)
	(RSRP for Cell 1 +4dB)

	
	Bands FDD_C
	
	-120
	
	

	
	Bands FDD_D
	
	-119.5
	
	

	
	Bands FDD_E, FDD_F 
	
	-119
	
	

	
	Bands FDD_G
	
	-118
	
	

	
	Bands FDD_H
	
	-117.5
	
	

	
	Bands FDD_N
	
	N/A
	
	

	IoNote2
	Bands FDD_A
	dBm/9 MHz
	-87.76
	N/A

	
	Bands FDD_C
	
	-86.76
	

	
	Bands FDD_D
	
	-86.26
	

	
	Bands FDD_E, FDD_F 
	
	-85.76
	

	
	Bands FDD_G
	
	-84.76
	

	
	Bands FDD_H
	
	-84.26
	

	
	Bands FDD_A
	dBm/4.5 MHz
	N/A
	(Io for Channel 1 +2.32dB)

	
	Bands FDD_C
	
	
	

	
	Bands FDD_D
	
	
	

	
	Bands FDD_E, FDD_F 
	
	
	

	
	Bands FDD_G
	
	
	

	
	Bands FDD_H
	
	
	

	
	Bands FDD_N
	
	
	

	Note 1:
This test verifies the RRM requirement which is independent of channel bandwidth and is performed according to the principle defined in section A.3.6.1.

Note 2:
RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.

Note 3:
See Table A.9.1.6.2-1 for the other parameters.


A.9.1.18.3
Test Requirements

The test requirements defined in section A.9.1.6.3 shall apply to this test case.

<< End of Change #1>>
<< Start of Change #2 >>
A.9.1.20
FDD RSRP for E-UTRAN Carrier Aggregation for 5MHz + 5MHz bandwidth
The test case in this section are applicable to carrier aggregation capable UEs which have been configured with a downlink Scell.
A.9.1.20.1
Test Purpose and Environment

The purpose of this test case is the same as for the test defined in subclause A.9.1.6.1. 

A.9.1.20.2
Test parameters

The test parameters are the same except those described in the following section. The listed parameter values in Tables A.9.1.20.2-1 will replace the values of corresponding parameters in Tables A.9.1.6.2-1.
Table A.9.1.20.2-1: RSRP FDD carrier aggregation test parameters

	Parameter
	Unit
	Test 1

	
	
	Cell 1
	Cell 2
	Cell 3

	BWchannel Note 1
	MHz
	5
	5
	5

	Measurement bandwidth
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	10-15
	10-15
	10-15

	PDSCH Reference measurement channel defined in A.3.1.1.1
	
	R.0 FDD
	R.5 FDD
	N/A

	PDSCH allocation
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	7-17 
	7-17
	-

	PDCCH/PCFICH/PHICH Reference measurement channel defined in A.3.1.2.1
	
	R.11 FDD
	R.11 FDD
	R.11 FDD

	OCNG Patterns defined in A.3.2.1.15 (OP.15 FDD) and A.3.2.1.26 (OP.16 FDD)
	
	OP.15 FDD
	OP.15 FDD
	OP.16 FDD
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Note2
	Bands FDD_A
	dBm/15 kHz
	-117
	(
[image: image8.wmf]oc

N

 for Channel 1 +1dB)

	
	Bands FDD_C
	
	-116
	

	
	Bands FDD_D
	
	-115.5
	

	
	Bands FDD_E, FDD_F 
	
	-115
	

	
	Bands FDD_G 
	
	-114
	

	
	Bands FDD_H
	
	-113.5
	

	
	Bands FDD_N
	
	-110.5
	

	RSRPNote2
	Bands FDD_A
	dBm/15 kHz
	-121
	(RSRP for Cell 1 +8dB)
	(RSRP for Cell 1 +4dB)

	
	Bands FDD_C
	
	-120
	
	

	
	Bands FDD_D
	
	-119.5
	
	

	
	Bands FDD_E, FDD_F 
	
	-119
	
	

	
	Bands FDD_G
	
	-118
	
	

	
	Bands FDD_H
	
	-117.5
	
	

	
	Bands FDD_N
	
	-114.5
	
	

	IoNote2
	Bands FDD_A Note 5 
	dBm/4.5 MHz 
	-90.76
	(Io for Channel 1 +5.33dB)

	
	Bands FDD_C Note 5
	
	-89.76
	

	
	Bands FDD_D Note 5
	
	-89.26
	

	
	Bands FDD_E, FDD_F Note 5
	
	-88.76
	

	
	Bands FDD_G Note 5
	
	-87.76
	

	
	Bands FDD_H Note 5
	
	-87.26
	

	
	Bands FDD_N Note 5
	
	-84.26
	

	Note 1:
This test verifies the RRM requirement which is independent of channel bandwidth and is performed according to the principle defined in section A.3.6.1.

Note 2:
RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.

Note 3:
See Table A.9.1.6.2-1 for the other parameters.
Note 4:
E-UTRA operating band groups are as defined in Section 3.5.

Note 5:
The test applies for E-UTRA operating bands in this band group which are supporting 5MHz + 5MHz channel bandwidth.


<< End of Change #2>>
<< Start of Change #3 >>
A.9.2.21
FDD RSRQ for E-UTRAN Carrier Aggregation for 10MHz+5MHz
The test case in this section are applicable to carrier aggregation capable UEs which have been configured with a downlink SCell.

A.9.2.21.1
Test Purpose and Environment

The purpose of this test is the same as defined in Subclause A.9.2.5.1.

A.9.2.21.2
Test parameters

The parameters of this test are the same as defined in Subclause A.9.2.5.2 except that the values of the parameters in the Table A.9.2.21.2-1 will replace the values of the corresponding parameters in A.9.2.5.2-1.

Table A.9.2.21.2-1: FDD RSRQ Carrier Aggregation test parameters

	Parameters
	Test 1

	
	Units
	Cell 1
	Cell 2
	Cell 3

	BWchannel_CA Note 1
	MHz
	10
	5

	Measurement bandwidth
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	22-27
	10-15

	PDSCH Reference measurement channel defined in A.3.1.1.1
	
	R.0 FDD
	R.5 FDD
	-

	PDSCH allocation
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	13-36
	7-17
	-

	PDCCH/PCFICH/PHICH Reference measurement channel defined in A.3.1.2.1
	
	R.6 FDD
	R.11 FDD

	OCNG Patterns defined in A.3.2.1.1 (OP.1 FDD),

 A.3.2.1.15 (OP.15 FDD) and

A.3.2.1.16 (OP.16 FDD)
	
	OP.1 FDD
	OP.15 FDD
	OP.16 FDD
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	Bands FDD_A
	dBm/15 kHz
	-119.5
	-116
	-116

	
	Bands FDD_C
	
	-118.5
	-115
	-115

	
	Bands FDD_D
	
	-118
	-114.5
	-114.5

	
	Bands FDD_E, FDD_F 
	
	-117.5
	-114
	-114

	
	Bands FDD_G 
	
	-116.5
	-113
	-113

	
	Bands FDD_H
	
	-116
	-112.5
	-112.5

	
	Bands FDD_N
	
	N/A
	-109.5
	-109.5

	RSRPNote2
	Bands FDD_A
	dBm/15 kHz
	-123.5
	-120
	-120

	
	Bands FDD_C
	
	-122.5
	-119
	-119

	
	Bands FDD_D
	
	-122
	-118.5
	-118.5

	
	Bands FDD_E, FDD_F 
	
	-121.5
	-118
	-118

	
	Bands FDD_G
	
	-120.5
	-117
	-117

	
	Bands FDD_H
	
	-120
	-116.5
	-116.5

	
	Bands FDD_N
	
	N/A
	-113.5
	-113.5

	RSRQNote2
	Bands FDD_A
	dB
	-16.25
	-17.34
	-17.34

	
	Bands FDD_C
	
	
	
	

	
	Bands FDD_D
	
	
	
	

	
	Bands  FDD_E, FDD_F 
	
	
	
	

	
	Bands FDD_G
	
	
	
	

	
	Bands FDD_H
	
	
	
	

	
	Bands FDD_N
	
	
	
	

	IoNote2
	Bands FDD_A
	dBm/9MHz
	-90.26
	N/A

	
	Bands FDD_C
	
	-89.26
	

	
	Bands FDD_D
	
	-88.76
	

	
	Bands FDD_E, FDD_F 
	
	-88.26
	

	
	Bands FDD_G
	
	-87.26
	

	
	Bands FDD_H
	
	-86.76
	

	
	Bands FDD_A
	dBm/4.5MHz
	N/A
	-88.67

	
	Bands FDD_C
	
	
	-87.67

	
	Bands FDD_D
	
	
	-87.17

	
	Bands FDD_E, FDD_F 
	
	
	-86.67

	
	Bands FDD_G
	
	
	-85.67

	
	Bands FDD_H
	
	
	-85.17

	
	Bands FDD_N
	
	
	-82.17

	Note 1:
This test verifies the RRM requirement which is independent of channel bandwidth and is performed according to the principle defined in section A.3.6.1.
Note 2:
RSRQ, RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves. 

Note 3:
See Table A.9.2.5.2-1 for the other parameters


A.9.2.21.3
Test Requirements

The test requirements defined in section A.9.2.5.3 shall apply in this test case.

<< End of Change #3>>
<< Start of Change #4 >>
A.9.2.23
FDD RSRQ for E-UTRA Carrier Aggregation (5MHz + 5MHz bandwidth)

The test case in this section are applicable to carrier aggregation capable UEs which have been configured with a downlink SCell.

A.9.2.23.1
Test Purpose and Environment

The purpose of this test is the same as defined in Subclause A.9.2.5.1.

A.9.2.23.2
Test parameters

The parameters of this test are the same as defined in Subclause A.9.2.5.2 except that the values of the parameters in the Table A.9.2.23.2-1 will replace the values of the corresponding parameters in A.9.2.5.2-1.

Table A.9.2.23.2-1: FDD RSRQ Carrier Aggregation test parameters

	Parameters
	Test 1

	
	Units
	Cell 1
	Cell 2
	Cell 3

	BWchannel_CA Note 1
	MHz
	5
	5
	5

	Measurement bandwidth
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	10-15
	10-15
	10-15

	PDSCH Reference measurement channel defined in A.3.1.1.1
	
	R.5 FDD
	R.5 FDD
	N/A

	PDSCH allocation
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	7-17 
	7-17
	-

	PDCCH/PCFICH/PHICH Reference measurement channel defined  in A.3.1.2.1
	
	R.11 FDD
	R.11 FDD
	R.11  FDD

	OCNG Patterns defined in A.3.2.1.15 (OP.15 FDD) and A.3.2.1.16 (OP.16 FDD)
	
	OP.15 FDD
	OP.15 FDD
	OP.16FDD
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Note2
	Bands FDD_A
	dBm/15 kHz
	-119.5
	-116
	-116

	
	Bands FDD_C
	
	-118.5
	-115
	-115

	
	Bands FDD_D
	
	-118
	-114.5
	-114.5

	
	Bands FDD_E, FDD_F 
	
	-117.5
	-114
	-114

	
	Bands FDD_G 
	
	-116.5
	-113
	-113

	
	Bands FDD_H
	
	-116
	-112.5
	-112.5

	
	Bands FDD_N
	
	-113
	-109.5
	-109.5

	RSRPNote2
	Bands FDD_A
	dBm/15 kHz
	-123.5
	-120
	-120

	
	Bands FDD_C
	
	-122.5
	-119
	-119

	
	Bands FDD_D
	
	-122
	-118.5
	-118.5

	
	Bands FDD_E, FDD_F 
	
	-121.5
	-118
	-118

	
	Bands FDD_G
	
	-120.5
	-117
	-117

	
	Bands FDD_H
	
	-120
	-116.5
	-116.5

	
	Bands FDD_N
	
	-117
	-113.5
	-113.5

	RSRQNote2
	Bands FDD_A
	dB
	-16.25
	-17.34
	-17.34

	
	Bands FDD_C
	
	
	
	

	
	Bands FDD_D
	
	
	
	

	
	Bands  FDD_E, FDD_F 
	
	
	
	

	
	Bands FDD_G
	
	
	
	

	
	Bands FDD_H
	
	
	
	

	
	Bands FDD_N
	
	
	
	

	IoNote2
	Bands FDD_A Note 5
	dBm/4.5MHz 
	-93.26
	-88.67

	
	Bands FDD_C Note 5
	
	-92.26
	-87.67

	
	Bands FDD_D Note 5
	
	-91.76
	-87.17

	
	Bands FDD_E, FDD_F Note 5
	
	-91.26
	-86.67

	
	Bands FDD_G Note 5
	
	-90.26
	-85.67

	
	Bands FDD_H Note 5
	
	-89.76
	-85.17

	
	Bands FDD_N Note 5
	
	-86.76
	-82.76

	Note 1:
This test verifies the RRM requirement which is independent of channel bandwidth and is performed according to the principle defined in section A.3.6.1.
Note 2:
RSRQ, RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.

Note 3:
See Table A.9.2.5.2-1 for the other parameters

Note 4:
E-UTRA operating band groups are as defined in Section 3.5.

Note 5:
The test applies for E-UTRA operating bands in this band group which are supporting 5MHz + 5MHz channel bandwidth.


A.9.2.23.3
Test Requirements

The test requirements defined in section A.9.2.5.3 shall apply in this test case.

<< End of Change #4>>
_1283632910.unknown

_1425128857.unknown

_1425128858.unknown

_1383008226.unknown

_1283202745.unknown

