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	Reason for change:
	Number of TC executions required for the test case 8.1.5.7 is not defined and the applicability does not reflect that the UE must support either (CS bearer service + CS call establishment) or PS bearer service.

	
	

	Summary of change:
	Added a definition for the number of executions expected for the test which checks UE capability information which is used as part of PTCRB certification. The correct applicability condition – i.e. C01d – is applied to the Test Case.
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Table 1: Applicability of tests

	Clause
	Title
	Release
	Applicability
	Comments
	Number of TC Executions (informative)
	Release RAT

	
	<Unchanged rows skipped>
	
	
	
	
	

	8.1.5.5
	RRC / UE Capability in CELL_FACH state: Success after T304 timeout
	R99
	C06
	UEs supporting FDD and supporting PS bearer service
	
	

	
	
	
	C52
	UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option or 7.68 Mcps TDD option and supporting PS bearer service
	
	

	8.1.5.6
	UE Capability Information/ Reporting Of InterRAT Specific UE RadioAccessCapability.
	R99
	C05
	UEs supporting FDD and GSM.
	
	

	8.1.5.7
	UE Capability Information/ Audit Of UE Capabilities.
	R99
	C01d
	UEs supporting FDD and ((CS bearer service and CS call establishment) or PS bearer service)
	1 or 2 Executions: CS ( only if CS call establishment is supported ), PS
	

	8.1.6.1
	Direct Transfer in CELL_DCH state (invalid message reception and no signalling connection exists)
	R99
	C01d
	UEs supporting FDD and ((CS bearer service and CS call establishment) or PS bearer service)
	1 or 2 Executions: CS ( only if CS call establishment is supported ), PS
	

	
	
	
	C02
	UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option or 7.68 Mcps TDD option.
	
	

	8.1.6.2
	Direct Transfer in CELL_FACH state (invalid message reception and no signalling connection exists)
	R99
	C01
	UEs supporting FDD.
	
	

	
	
	
	C02
	UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option or 7.68 Mcps TDD option.
	
	


