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7.3.2.2.12a
CPHY_HS_DPCCH_AckNack (Rel-5 or later)

	ASN.1 ASP Type Definition

	Type Name
	CPHY_HS_DPCCH_AckNack_CNF

	PCO Type
	CSAP

	Comment
	Applicable Rel-5 or later
To Confirm CPHY_HS_DPCCH_AckNack_REQ

	Type Definition

	SEQUENCE
{




cellId



INTEGER(0..63)

}


	ASN.1 ASP Type Definition

	Type Name
	CPHY_HS_DPCCH_AckNack_REQ

	PCO Type
	CSAP

	Comment
	Applicable Rel-5 or later

To request for start or stop reporting Ack/Nack received on the HS-DPCCH for the HARQ process hARQProcessId. Harq Process ID 0..15 represent the respective process Id with HS-SCCH type 1 operation. Value 31 represents all HARQ process IDs.

E.g. HS-SCCH less/HS-SCCH Type 2 operation uses value 31.

At the initialization the SS is at the "sTOPRep" state without reporting any Ack/Nack

	Type Definition

	SEQUENCE
{




cellId




INTEGER(0..63),




ratType




RatType,




ackNackReportReq

AckNackReportReq,




hARQProcessId


INTEGER(0..15|31)

}


	ASN.1 Type Definition

	Type Name
	AckNackReportReq

	Comment
	Applicable Rel-5 or later

startRep: The SS shall start reporting the HARQ-ACK information received on HS-DPCCH by primitive CPHY_HS_DPCCH_AckNack_IND on CPHY PCO.

stopRep: The SS shall stop reporting.

	Type Definition

	ENUMERATED
{




startRep (0),




stopRep  (1)

}


	ASN.1 ASP Type Definition

	Type Name
	CPHY_HS_DPCCH_AckNack_IND

	PCO Type
	CSAP

	Comment
	Applicable Rel-5 or later

SS reportes the HARQ-ACK information received on HS_DPCCH,

each received Ack/Nack generates a CPHY_HS_DPCCH_AckNack_IND

Harq Process ID 0..15 represent the process Id with HS-SCCH type 1 operation. Value 31 represents all HARQ process IDs.

E.g. HS-SCCH less/HS-SCCH Type 2 operation uses value 31.

	Type Definition

	SEQUENCE
{




cellId





INTEGER(0..63),




ratType





RatType,




hARQ_ACKInfo



ENUMERATED {ack(0), nack (1)},




hARQProcessId



INTEGER(0..15|31)

}


