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	Title:

	Correction of RRM Condition C77
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	Work item code:
	TEI9_Test
	
	Date:
	2015-10-15

	
	
	
	
	

	Category:
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	Reason for change:
	RRM test case Condition C77(:=IF (A.4.1-1/1 AND A.4.1-1/4 AND A.4.4-1/15 AND A.4.4-1/39) THEN R ELSE N/A) (which is defined in table Table 4.2-1a: Applicability of RRM conformance test cases Conditions)  contains undefined item: A.4.4-1/39. According to the prose description of C77 A.4.4-1/39 should stand for Feature Group Indicator 39. This is a mistake because Feature Group Indicator 39 is defined in table A.4.4-2 by item A.4.4-2/39.

	
	

	Summary of change:
	Replaced in RRM condition C77 (from table 4.2-1a) A.4.4-1/39 by A.4.4-2/39

	
	

	Consequences if not approved:
	Test case will not appear in Test Plan and thus not tested if it comes to GCF/PTCRB certification testing.
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	Other comments:
	


Table 4.2-1a: Applicability of RRM conformance test cases Conditions

	C01
IF A.4.1-1/1 THEN R ELSE N/A

	……………………………………………………………………………………………………

……………………………………………………………………………………………………

	C77
IF (A.4.1-1/1 AND A.4.1-1/4 AND A.4.4-1/15 AND A.4.4-2/39) THEN R ELSE N/A

	……………………………………………………………………………………………………

……………………………………………………………………………………………………

	C83
IF (A.4.1-1/2 AND (A.4.1-1/4 AND NOT A.4.1-1/3) AND A.4.4-1/15 AND A.4.4-1/25) THEN R ELSE N/A

	C84
IF (A.4.1-1/2 AND (A.4.1-1/4 AND NOT A.4.1-1/3) AND A.4.4-1/5 AND A.4.4-1/15 AND A.4.4-1/25) THEN R ELSE N/A

	C85
IF (A.4.1-1/1 AND (A.4.1-1/4 AND NOT A.4.1-1/3) AND A.4.4-1/15 AND A.4.4-1/22) THEN R ELSE N/A

	C86
IF (A.4.1-1/2 AND (A.4.1-1/4 AND NOT A.4.1-1/3) AND A.4.4-1/22 AND A.4.4-1/25) THEN R ELSE N/A

	C87
IF (A.4.1-1/2 AND (A.4.1-1/4 AND NOT A.4.1-1/3) AND A.4.4-1/15) THEN R ELSE N/A


……………………………………………………………………………………………………

………………………………………………………………………………………….
