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Change 1 
	Function name
	function f_TC_9_4_10_UTRAN

	Reason for change
	After Preamble the UE is in connected state. The RRC connection release procedure is not handled by the function ‘f_UT_SwitchOffUE’ while switching off the UE.
Same changes are also applicable for TC 9.4.10, 12.2.1.13, 12.2.1.14, 12.2.1.15

	Summary of change
	f_UTRAN34_SwitchPower_Off is used instead of f_UT_SwitchOffUE.

	TTCN module
	SSNITZ/9and12/NITZ.ttcn

	MCC160 Comment
	


Before change

  function f_TC_9_4_10_UTRAN()runs on UTRAN_PTC

  { /* NITZ / MM / Time zone, Time and DST Handling */

    //Initialise UTRAN cells according to 34.108

    f_UTRAN34_Init();
//…

    //Send default system information

    f_UTRAN34_SendDefSysInfo(utran34_CellA);

    f_UTRAN34_Preamble(utran34_CellA);  //@sic R5s150611 add. change sic@

    f_UT_SwitchOffUE(UT, false);
    // Initial condition: The UE is switched off with a valid USIM inserted

    f_UTRAN_TestBody_Set(true);
//….

    }

  };
 After change

  function f_TC_9_4_10_UTRAN()runs on UTRAN_PTC

  { /* NITZ / MM / Time zone, Time and DST Handling */

    //Initialise UTRAN cells according to 34.108

    f_UTRAN34_Init();
//…

        //Send default system information

    f_UTRAN34_SendDefSysInfo(utran34_CellA);

    f_UTRAN34_Preamble(utran34_CellA);  //@sic R5s150611 add. change sic@

    f_UTRAN34_SwitchPower_Off(utran34_CellA, U1_IDLE, NotSpecified);
    // Initial condition: The UE is switched off with a valid USIM inserted

    f_UTRAN_TestBody_Set(true);
//….

    }

  };
