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	Reason for change:
	In the current TTCN implementation, in the Step 3 in the Activate PDP Context Reject message, the value of T3396 is being set as 10s. As per the latest 34.123-1 Sec 11.1.3.4.4, expected sequence Step 3 this needs to be set as 60s.

This needs to be changed.

	
	

	Summary of change:
	Instead of sending cs_GPRS_Timer2_3_IEI('37'O, tsc_Gprs3TimerUnit_2sec, '00101'B) sent cs_GPRS_Timer2_3_IEI('37'O, tsc_Gprs3TimerUnit_2sec, '11110'B) in the Activate PDP Context REJ message. Please see screenshot.
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2 Correction to test case 11.1.3.4
2.1 fl_TC_11_1_3_4_Body()
	Object name 
	fl_TC_11_1_3_4_Body()

	Reason for change
	In the current TTCN implementation, in the Step 3 in the Activate PDP Context Reject message, the value of T3396 is being set as 10s. As per the latest 34.123-1 Sec 11.1.3.4.4, expected sequence Step 3 this needs to be set as 60s.

This needs to be changed.

	Summary of change
	Instead of sending cs_GPRS_Timer2_3_IEI('37'O, tsc_Gprs3TimerUnit_2sec, '00101'B) sent cs_GPRS_Timer2_3_IEI('37'O, tsc_Gprs3TimerUnit_2sec, '11110'B) in the Activate PDP Context REJ message. Please see screenshot.

	Module
	UTRAN34_SM_NIMTC.ttcn

	Label
	WA#


Before change: 

	<SKIPPED CODE>>
.

.

U_Dc.send(cas_DataReq_PS(utran_CellDedicated,
                             tsc_RB3,
                             cs_U_ActivatePDPContextReject(cs_ActPDPContextReject(v_TI_S,
                                                                                  '1A'O, //  value #26 "insufficient resources"
                                                                                  cs_GPRS_Timer2_3_IEI('37'O, tsc_Gprs3TimerUnit_2sec, '00101'B))))); // Set to 10 sec @sic R5s150329 Baseline Moving sic@
    


After change: 

	<SKIPPED CODE>>

.

.

U_Dc.send(cas_DataReq_PS(utran_CellDedicated,
                             tsc_RB3,
                             cs_U_ActivatePDPContextReject(cs_ActPDPContextReject(v_TI_S,
                                                                                  '1A'O, //  value #26 "insufficient resources"
                                                                                  cs_GPRS_Timer2_3_IEI('37'O, tsc_Gprs3TimerUnit_2sec, '11110'B /*WA#11_1_3_4 '00101'B*/)))));     


