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	Reason for change:
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2 Correction to test case 11.9.1
2.1 f_TC_11_9_1_UTRAN()
	Object name 
	f_TC_11_9_1_UTRAN()

	Reason for change
	In the current TTCN implementation, the function f_UTRAN34_RRC_ConnRel is being called before the function f_UTRAN34_Postamble. This is not required since the function f_UTRAN34_Postamble includes a rrc connection release procedure.

This needs to be corrected.

	Summary of change
	Removed the call to function f_UTRAN34_RRC_ConnRel. Please see screenshot

	Module
	UTRAN34_NISPC.ttcn

	Label
	WA#


Before change: 

	function f_TC_11_9_1_UTRAN() runs on UTRAN_PTC
  {
    //Initialise UTRAN cells according to 34.108
    f_UTRAN34_Init();
    // Cell1 started switched on with default power level
    f_UTRAN34_SS_CreateCellDCH(utran34_Cell1);
    //Send default system information
    f_UTRAN34_SendDefSysInfo(utran34_Cell1);
    //Idle update to bring UE to Cell_DCH state to register and to release connection again
    f_UTRAN34_Preamble(utran34_Cell1);
    f_UTRAN_TestBody_Set(true);
    fl_TC_11_9_1_Body();
    f_UTRAN_TestBody_Set(false);
    //Release RRC Connection
    f_UTRAN34_RRC_ConnRel(utran34_Cell1, cell_Dch);

    //Release UTRAN Cell
    f_UTRAN34_Postamble(utran34_Cell1, U1_IDLE);
  }


After change: 

	function f_TC_11_9_1_UTRAN() runs on UTRAN_PTC
  {
    //Initialise UTRAN cells according to 34.108
    f_UTRAN34_Init();
    // Cell1 started switched on with default power level
    f_UTRAN34_SS_CreateCellDCH(utran34_Cell1);
    //Send default system information
    f_UTRAN34_SendDefSysInfo(utran34_Cell1);
    //Idle update to bring UE to Cell_DCH state to register and to release connection again
    f_UTRAN34_Preamble(utran34_Cell1);
    f_UTRAN_TestBody_Set(true);
    fl_TC_11_9_1_Body();
    f_UTRAN_TestBody_Set(false);
    //Release RRC Connection
    //WA#11_9_1 f_UTRAN34_RRC_ConnRel(utran34_Cell1, cell_Dch);
    //Release UTRAN Cell
    f_UTRAN34_Postamble(utran34_Cell1, U1_IDLE);
  }


