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Change 1 
	Function name
	f_IMS_MOCallSetup_AnnexC21_Step3_4

	Reason for change
	As per TS 34.229-1 Annex C21 message 183 Session progress in Step 4 should contain precondition attributes. Current implementation does not provide this attributes and the UEs fail the MTSI MO call TCs. The default behavior of this procedure should be to include precondition attributes.

	Summary of change
	Changed the default value of p_IsC44 in f_IMS_MOCallSetup_AnnexC21_Step3_4 to TRUE.

	TTCN module
	\Common\IMS\IMS_Procedures_CallControl.ttcn

	MCC160 Comment
	


Before change

  function f_IMS_MOCallSetup_AnnexC21_Step3_4(IMS_InviteRequestWithSdp_Type p_InviteRequestWithSdp,

                                              charstring p_ContactUri := px_IMS_CalleeContactUri,

                                              template (omit) SemicolonParam_List p_AditionalContactParams := omit,

                                              IMS_Emergency_Type p_EmergencyType := NO_EMERGENCY,

                                              boolean p_IsC44 := false,
                                              charstring p_CodecName := "AMR-8000") runs on IMS_PTC return MessageHeader

  { /* @sic R5s130756 additional changes: p_IsGIBA removed sic@ */

    /* @sic R5w140112: p_InviteRequestWithSdp instead of p_RoutingInfo_DL, p_InviteRequest sic@ */

    /* @sic R5s140359 - Additional Changes: split (f_IMS_MOCallSetup_AnnexC21_Step3, f_IMS_MOCallSetup_AnnexC21_Step4) sic@ */

    /* @sic R5-151968: p_IsC44 sic@ */

    /* @sic R5s150692 change 12: parameter p_EmergencyType sic@ */

    /* @sic R5s153535, R5-153950 parameter p_CodecName sic@ */

    var MessageHeader v_MessageHeader_Response183;

    // Step 3. SS sends a 100 Trying provisional response.

    f_IMS_MOCallSetup_AnnexC21_Step3(p_InviteRequestWithSdp);

    // Step 4. Send 183 Session In Progress.

    v_MessageHeader_Response183 := f_IMS_MOCallSetup_AnnexC21_Step4(p_InviteRequestWithSdp, p_ContactUri, p_AditionalContactParams, p_EmergencyType, p_IsC44, p_CodecName);  /* @sic R5s150692 change 12 sic@  @sic R5s153535, R5-153950 sic@*/

    return v_MessageHeader_Response183;

  }
 After change

function f_IMS_MOCallSetup_AnnexC21_Step3_4(IMS_InviteRequestWithSdp_Type p_InviteRequestWithSdp,

                                              charstring p_ContactUri := px_IMS_CalleeContactUri,

                                              template (omit) SemicolonParam_List p_AditionalContactParams := omit,

                                              IMS_Emergency_Type p_EmergencyType := NO_EMERGENCY,

                                              boolean p_IsC44 := true,
                                              charstring p_CodecName := "AMR-8000") runs on IMS_PTC return MessageHeader

  { /* @sic R5s130756 additional changes: p_IsGIBA removed sic@ */

    /* @sic R5w140112: p_InviteRequestWithSdp instead of p_RoutingInfo_DL, p_InviteRequest sic@ */

    /* @sic R5s140359 - Additional Changes: split (f_IMS_MOCallSetup_AnnexC21_Step3, f_IMS_MOCallSetup_AnnexC21_Step4) sic@ */

    /* @sic R5-151968: p_IsC44 sic@ */

    /* @sic R5s150692 change 12: parameter p_EmergencyType sic@ */

    /* @sic R5s153535, R5-153950 parameter p_CodecName sic@ */

    var MessageHeader v_MessageHeader_Response183;

    // Step 3. SS sends a 100 Trying provisional response.

    f_IMS_MOCallSetup_AnnexC21_Step3(p_InviteRequestWithSdp);

    // Step 4. Send 183 Session In Progress.

    v_MessageHeader_Response183 := f_IMS_MOCallSetup_AnnexC21_Step4(p_InviteRequestWithSdp, p_ContactUri, p_AditionalContactParams, p_EmergencyType, p_IsC44, p_CodecName);  /* @sic R5s150692 change 12 sic@  @sic R5s153535, R5-153950 sic@*/

    return v_MessageHeader_Response183;

  }

