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	Reason for change:
	f_IMS_PTC_ImsInfo_GetSipUriTX is used to get the dialog information based on dialog id, port and dialog index. When no dialog index is passed, default (omit) value is used which leads to incorrect dialog information and further leads to a Fatal Error when trying to retrieve the desired URI.

	
	

	Summary of change:
	p_DialogIndex is explicitly passed to the function f_IMS_PTC_ImsInfo_GetSipUriTX to get the correct dialog information.

	
	

	Consequences if not approved:
	Conformant UE will fail the test case, as test case aborts with Fatal Error when getting the URI information for the dialog.
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	Other comments:
	


Change 1 – f_IMS_RequestInDialog_FromHeaderTX
	Function name
	 f_IMS_RequestInDialog_FromHeaderTX

	Reason for change
	If no dialog Index is passed  f_IMS_PTC_ImsInfo_GetSipUriTX, the function used default value which leads to FATAL error as the dialog info is not relevant when Default dialog Index is used

	Summary of change
	p_DialogIndex  is passed when calling the function  f_IMS_PTC_ImsInfo_GetSipUriTX

	TTCN module
	\Common\IMS\IMS_Procedures_Common.ttcn

	MCC160 Comment
	


Before change
	  function f_IMS_RequestInDialog_ToHeaderTX(template (omit) IMS_PTC_DialogIndex_Type p_DialogIndex := omit) runs on IMS_PTC return template (value) To
  { /* @sic R5s140017 MCC160 implementation sic@ */
    var charstring v_ToTag := valueof(f_IMS_PTC_ImsInfo_DialogGetRemoteTag(p_DialogIndex));     // will cause a runtime error when to-tag has not been set before
    var template (value) SipUrl v_SipUrl :=

f_IMS_PTC_ImsInfo_GetSipUriTX(dialogRemoteId);
    return cs_ToWithTag(v_SipUrl, v_ToTag);
  }


After change
	  function f_IMS_RequestInDialog_ToHeaderTX(template (omit) IMS_PTC_DialogIndex_Type p_DialogIndex := omit) runs on IMS_PTC return template (value) To
  { /* @sic R5s140017 MCC160 implementation sic@ */
    var charstring v_ToTag := valueof(f_IMS_PTC_ImsInfo_DialogGetRemoteTag(p_DialogIndex));     // will cause a runtime error when to-tag has not been set before
    var template (value) SipUrl v_SipUrl := f_IMS_PTC_ImsInfo_GetSipUriTX(dialogRemoteId,-, p_DialogIndex);
    return cs_ToWithTag(v_SipUrl, v_ToTag);
  }


Change 2 – f_IMS_RequestInDialog_FromHeaderTX
	Function name
	 f_IMS_RequestInDialog_FromHeaderTX

	Reason for change
	If no dialog Index is passed  f_IMS_PTC_ImsInfo_GetSipUriTX, the function used fefault value which leads to FATAL error as the dialog info is not relevant when Default dialog Index is used

	Summary of change
	p_DialogIndex  is passed when calling the function  f_IMS_PTC_ImsInfo_GetSipUriTX 

	TTCN module
	\Common\IMS\IMS_Procedures_Common.ttcn

	MCC160 Comment
	


Before change
	function f_IMS_RequestInDialog_FromHeaderTX(template (omit) IMS_PTC_DialogIndex_Type p_DialogIndex := omit) runs on IMS_PTC return template (value) From
  { /* @sic R5s140017 MCC160 implementation sic@ */
    /* @sic R5s140121 change 4.1: "runs on" added sic@ */
    var charstring v_FromTag := valueof(f_IMS_PTC_ImsInfo_DialogGetLocalTag(p_DialogIndex));     // will cause a runtime error when to-tag has not been set before
    var template (value) SipUrl v_SipUrl := f_IMS_PTC_ImsInfo_GetSipUriTX(dialogLocalId);
    return cs_From(v_SipUrl, v_FromTag);
  }


 After change
	function f_IMS_RequestInDialog_FromHeaderTX(template (omit) IMS_PTC_DialogIndex_Type p_DialogIndex := omit) runs on IMS_PTC return template (value) From
  { /* @sic R5s140017 MCC160 implementation sic@ */
    /* @sic R5s140121 change 4.1: "runs on" added sic@ */
    var charstring v_FromTag := valueof(f_IMS_PTC_ImsInfo_DialogGetLocalTag(p_DialogIndex));     // will cause a runtime error when to-tag has not been set before
    var template (value) SipUrl v_SipUrl := f_IMS_PTC_ImsInfo_GetSipUriTX(dialogLocalId,-, p_DialogIndex);
    return cs_From(v_SipUrl, v_FromTag);
  }


