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	Reason for change:
	Some functions like :

f_IMS_RequestInDialog_FromHeaderRX

f_IMS_RequestInDialog_FromHeaderTX

f_IMS_RequestInDialog_ToHeaderTX

f_IMS_RequestInDialog_ToHeaderRX

f_IMS_PTC_ImsInfo_DialogGetCallId

f_IMS_PTC_ImsInfo_DialogGetSessionId

needs to have a input parameter p_DialogIndex or later passed it the the function f_IMS_PTC_ImsInfo_GetSipUriTX, otherwise it will be cause TTCN error "Invalid URI or URI not initialised" or runtime TTCN crash

   

	
	

	Summary of change:
	Pass the p_DialogIndex ammeter like the input parameter to the function above mentioned functions
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	Other comments:
	


Change 1 
	Function name
	f_IMS_RequestInDialog_FromHeaderRX

f_IMS_RequestInDialog_FromHeaderTX

function f_IMS_RequestInDialog_ToHeaderTX

	Reason for change
	The parameter p_DialogIndex needs to be passed as input to the function f_IMS_PTC_ImsInfo_GetSipUriTX, otherwise it will be omitted and later cause TTCN error: "Invalid URI or URI not initialised"

	Summary of change
	Pass the p_DialogIndex ammeter like the input parameter to the function f_IMS_PTC_ImsInfo_GetSipUriRX

	TTCN module
	Common\IMS\IMS_Procedures_Common.ttcn

	MCC160 Comment
	


Before change

  function f_IMS_RequestInDialog_FromHeaderRX(template (omit) IMS_PTC_DialogIndex_Type p_DialogIndex := omit) runs on IMS_PTC return template (present) From

  { /* @sic R5s140017 MCC160 implementation sic@ */

    /* @sic R5s140121 change 2.1: "runs on" added sic@ */

    var charstring v_FromTag := valueof(f_IMS_PTC_ImsInfo_DialogGetRemoteTag(p_DialogIndex));     // will cause a runtime error when to-tag has not been set before

    var template (present) SipUrl v_SipUrl := f_IMS_PTC_ImsInfo_GetSipUriRX(dialogRemoteId);

    return cr_FromWithTag(v_SipUrl, v_FromTag);

  }
…

…

  function f_IMS_RequestInDialog_FromHeaderTX(template (omit) IMS_PTC_DialogIndex_Type p_DialogIndex := omit) runs on IMS_PTC return template (value) From

  { /* @sic R5s140017 MCC160 implementation sic@ */

    /* @sic R5s140121 change 4.1: "runs on" added sic@ */

    var charstring v_FromTag := valueof(f_IMS_PTC_ImsInfo_DialogGetLocalTag(p_DialogIndex));     // will cause a runtime error when to-tag has not been set before

    var template (value) SipUrl v_SipUrl := f_IMS_PTC_ImsInfo_GetSipUriTX(dialogLocalId);

    return cs_From(v_SipUrl, v_FromTag);

  }

…

…

  function f_IMS_RequestInDialog_ToHeaderTX(template (omit) IMS_PTC_DialogIndex_Type p_DialogIndex := omit) runs on IMS_PTC return template (value) To

  { /* @sic R5s140017 MCC160 implementation sic@ */

    var charstring v_ToTag := valueof(f_IMS_PTC_ImsInfo_DialogGetRemoteTag(p_DialogIndex));     // will cause a runtime error when to-tag has not been set before

    var template (value) SipUrl v_SipUrl := f_IMS_PTC_ImsInfo_GetSipUriTX(dialogRemoteId);

    return cs_ToWithTag(v_SipUrl, v_ToTag);

  }

 After change

  function f_IMS_RequestInDialog_FromHeaderRX(template (omit) IMS_PTC_DialogIndex_Type p_DialogIndex := omit) runs on IMS_PTC return template (present) From

  { /* @sic R5s140017 MCC160 implementation sic@ */

    /* @sic R5s140121 change 2.1: "runs on" added sic@ */

    var charstring v_FromTag := valueof(f_IMS_PTC_ImsInfo_DialogGetRemoteTag(p_DialogIndex));     // will cause a runtime error when to-tag has not been set before

    var template (present) SipUrl v_SipUrl := f_IMS_PTC_ImsInfo_GetSipUriRX(dialogRemoteId,-,p_DialogIndex); 

    return cr_FromWithTag(v_SipUrl, v_FromTag);

  }
…

…

  function f_IMS_RequestInDialog_FromHeaderTX(template (omit) IMS_PTC_DialogIndex_Type p_DialogIndex := omit) runs on IMS_PTC return template (value) From

  { /* @sic R5s140017 MCC160 implementation sic@ */

    /* @sic R5s140121 change 4.1: "runs on" added sic@ */

    var charstring v_FromTag := valueof(f_IMS_PTC_ImsInfo_DialogGetLocalTag(p_DialogIndex));     // will cause a runtime error when to-tag has not been set before

    var template (value) SipUrl v_SipUrl := f_IMS_PTC_ImsInfo_GetSipUriTX(dialogLocalId,-,p_DialogIndex); 

    return cs_From(v_SipUrl, v_FromTag);

  }

…

…

  function f_IMS_RequestInDialog_ToHeaderTX(template (omit) IMS_PTC_DialogIndex_Type p_DialogIndex := omit) runs on IMS_PTC return template (value) To

  { /* @sic R5s140017 MCC160 implementation sic@ */

    var charstring v_ToTag := valueof(f_IMS_PTC_ImsInfo_DialogGetRemoteTag(p_DialogIndex));     // will cause a runtime error when to-tag has not been set before

    var template (value) SipUrl v_SipUrl := f_IMS_PTC_ImsInfo_GetSipUriTX(dialogRemoteId,-,p_DialogIndex); 

    return cs_ToWithTag(v_SipUrl, v_ToTag);

  }

Change 2 
	Function name
	f_IMS_SubscribeRequest_MessageHeaderRX_C30

	Reason for change
	The parameter p_DialogIndex needs to be passed as input to the functions

f_IMS_RequestInDialog_FromHeaderRX

f_IMS_RequestInDialog_ToHeaderRX

f_IMS_PTC_ImsInfo_DialogGetCallId
f_IMS_PTC_ImsInfo_DialogGetSessionId, 
otherwise it will be omitted and later cause runtime TTCN crash.

	Summary of change
	Pass the p_DialogIndex ammeter like the input parameter to the functions:
f_IMS_RequestInDialog_FromHeaderRX

f_IMS_RequestInDialog_ToHeaderRX

f_IMS_PTC_ImsInfo_DialogGetCallId
f_IMS_PTC_ImsInfo_DialogGetSessionId

	TTCN module
	Common\IMS\IMS_Procedures_Registration.ttcn

	MCC160 Comment
	


Before change

    function f_IMS_SubscribeRequest_MessageHeaderRX_C30(IMS_PTC_DialogIndex_Type p_DialogIndex) runs on IMS_PTC return template (present) MessageHeader

  { /* !!!! PROSE ISSUE:

       !!!! R5-153756 has specified for SUBSCRIBE (step 0A)

       !!!! "Use the default message 'SUBSCRIBE for reg-event package' in annex A.1.4 or 

       !!!! 'SUBSCRIBE for conference event package' in annex A.5.1 or 

       !!!! 'SUBSCRIBE for message-summary event package' in annex A.6.1 with the following exceptions ..."

       !!!! => at least for reg-event package and message-summary event package this does not work as there will be a To-tag.

       !!!! Furthermore it should be clearly specified up to which degree the SUBSCRIBE shall be checked

       !!!! => for now we keep it simple but check for the To-tag to be absent to force a fail */

    var template (present) MessageHeader v_MessageHeader_Subscribe := cr_MessageHeader_Dummy;

    var template (present) integer v_CSeqValue := f_IMS_RequestInDialog_CSeqValueRX(dialogRemote, p_DialogIndex);

    var EventType v_EventType;

    select (p_DialogIndex) {

      case (confEventDialog) { v_EventType := "conference"; }

      case (regEventDialog)  { v_EventType := "reg"; }

      case (msgSummayDialog) { v_EventType := "message-summary"; }

      case else              { FatalError(__FILE__, __LINE__, "invalid dialog"); }

    }

    v_MessageHeader_Subscribe.cSeq        := cr_CseqDef(v_CSeqValue, "SUBSCRIBE");

    v_MessageHeader_Subscribe.fromField   := f_IMS_RequestInDialog_FromHeaderRX();             // !!!! PROSE ISSUE !!!!

    v_MessageHeader_Subscribe.toField     := f_IMS_RequestInDialog_ToHeaderRX();               // !!!! PROSE ISSUE !!!!

    v_MessageHeader_Subscribe.callId      := f_IMS_PTC_ImsInfo_DialogGetCallId();              // !!!! PROSE ISSUE !!!!

    v_MessageHeader_Subscribe.sessionId   := f_IMS_PTC_ImsInfo_DialogGetSessionId();           // !!!! PROSE ISSUE !!!!

    v_MessageHeader_Subscribe.expires     := cr_Expires("0");

    v_MessageHeader_Subscribe.event       := cr_EventDef(v_EventType);

    return v_MessageHeader_Subscribe;

  }
 After change

  function f_IMS_SubscribeRequest_MessageHeaderRX_C30(IMS_PTC_DialogIndex_Type p_DialogIndex) runs on IMS_PTC return template (present) MessageHeader

  { /* !!!! PROSE ISSUE:

       !!!! R5-153756 has specified for SUBSCRIBE (step 0A)

       !!!! "Use the default message 'SUBSCRIBE for reg-event package' in annex A.1.4 or 

       !!!! 'SUBSCRIBE for conference event package' in annex A.5.1 or 

       !!!! 'SUBSCRIBE for message-summary event package' in annex A.6.1 with the following exceptions ..."

       !!!! => at least for reg-event package and message-summary event package this does not work as there will be a To-tag.

       !!!! Furthermore it should be clearly specified up to which degree the SUBSCRIBE shall be checked

       !!!! => for now we keep it simple but check for the To-tag to be absent to force a fail */

    var template (present) MessageHeader v_MessageHeader_Subscribe := cr_MessageHeader_Dummy;

    var template (present) integer v_CSeqValue := f_IMS_RequestInDialog_CSeqValueRX(dialogRemote, p_DialogIndex);

    var EventType v_EventType;

    select (p_DialogIndex) {

      case (confEventDialog) { v_EventType := "conference"; }

      case (regEventDialog)  { v_EventType := "reg"; }

      case (msgSummayDialog) { v_EventType := "message-summary"; }

      case else              { FatalError(__FILE__, __LINE__, "invalid dialog"); }

    }

    v_MessageHeader_Subscribe.cSeq        := cr_CseqDef(v_CSeqValue, "SUBSCRIBE");

    v_MessageHeader_Subscribe.fromField   := f_IMS_RequestInDialog_FromHeaderRX(p_DialogIndex);             // !!!! PROSE ISSUE !!!!          
    v_MessageHeader_Subscribe.toField     := f_IMS_RequestInDialog_ToHeaderRX(p_DialogIndex);               // !!!! PROSE ISSUE !!!!          
    v_MessageHeader_Subscribe.callId      := f_IMS_PTC_ImsInfo_DialogGetCallId(p_DialogIndex);              // !!!! PROSE ISSUE !!!!          
    v_MessageHeader_Subscribe.sessionId   := f_IMS_PTC_ImsInfo_DialogGetSessionId(p_DialogIndex);           // !!!! PROSE ISSUE !!!!         

    v_MessageHeader_Subscribe.expires     := cr_Expires("0");

    v_MessageHeader_Subscribe.event       := cr_EventDef(v_EventType);

    return v_MessageHeader_Subscribe;

  }
