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Change 1
	Function name
	f_TC_8_2_4_16_Common

	Reason for change
	At step 2 and 4 in RRC Connection Reconfiguration message, currently antennaPortsCount is configured as “an1” with TM2 which is not a valid configuration. At both these steps, the RRC Connection Reconfiguration message should also include configuration as per 2TX defined in 36.508

Note:- A draft prose CR attached

	Summary of change
	At both steps 2 and 4, updated the RRCConnectionReconfiguration message contents with 2TX configuration as per 36.508

	TTCN module
	RRC_Handover_CA.ttcn

	MCC160 Comment
	


Before change
	  function f_TC_8_2_4_16_Common(EUTRA_CellId_Type p_PCellId,

                                EUTRA_CellId_Type p_SCellId,

                                CA_Tested_Type p_CA_Type) runs on EUTRA_PTC

  {

….

….

    v_RRCConnectionReconfiguration := cs_508_RRCConnectionReconfiguration_SCell_AddModRelease(tsc_RRC_TI_Def,

                                                                                              cs_SCellToAddMod_r10(1,     //@sic R5s150263 sic@

                                                                                              v_PhysicalCellIdentity_Scell,

                                                                                              v_Arfcn_SCell,

                                                                                              cs_508_RadioResourceConfigCommonSCell_r10_DEFAULT(v_SCell_DL_Bandwidth, tsc_P_b_1Tx,v_CommonSCell_UL_Configuration,v_TDD_Config, -,omit,omit),

                                                                                              cs_RadioResourceConfigDedicatedSCell_r10(cs_PhysicalConfigDedicatedSCell_r10_DEFAULT(v_DedicatedSCell_UL_Configuration, cds_AntennaInfoDedicated_TM2_r10))),

                                                                                              v_PUCCH_ConfigDedicated,

                                                                                              -,

                                                                                              -,

                                                                                              v_AdditionalSpectrumEmissionCA_r10,

                                                                                              cs_MeasConfig(omit, omit, omit, omit, omit, omit, omit, cs_MeasGapConfig_release), //release GAP @sic R5s140010 R5s140205 sic@

                                                                                              -,

                                                                                              -,

                                                                                              -,

                                                                                              -,

                                                                                              -,

                                                                                              cs_AntennaInfo_r10_Explicit(cds_AntennaInfoDedicated_TM3_r10));

    //@siclog "Step 2 - 3" siclog@

    //Transmit RRCConnectionReconfiguration

    //Receive RRCConnectionReconfigurationComplete

    f_EUTRA_508RRC_AddModRel_Scell_MIMO(p_PCellId,

                                        p_SCellId,

                                        v_RRCConnectionReconfiguration,

                                        v_Scell_Capability);  // UL CA desired

    //* @verdict RRCConnectionReconfigurationComplete received on PCell

    f_EUTRA_PreliminaryPass(__FILE__, __LINE__, "Test Case 8.2.4.16 Step 3");

    v_RRCConnectionReconfiguration := cs_508_RRCConnectionReconfiguration_SCell_AddModRelease(tsc_RRC_TI_Def,

                                                                                              cs_SCellToAddMod_r10(1,   //@sic R5s150263 sic@

                                                                                                                   v_PhysicalCellIdentity_Scell,

                                                                                                                   v_Arfcn_SCell,

                                                                                                                   cs_508_RadioResourceConfigCommonSCell_r10_DEFAULT(v_SCell_DL_Bandwidth,tsc_P_b_1Tx,

v_CommonSCell_UL_Configuration,v_TDD_Config,-,omit,omit),

                                                                                                                  cs_RadioResourceConfigDedicatedSCell_r10(cs_PhysicalConfigDedicatedSCell_r10_DEFAULT(v_DedicatedSCell_UL_Configuration, cds_AntennaInfoDedicated_TM3_r10))),

                                                                                              v_PUCCH_ConfigDedicated,

                                                                                              -,

                                                                                              -,

                                                                                              v_AdditionalSpectrumEmissionCA_r10,

                                                                                              cs_MeasConfig(omit, omit, omit, omit, omit, omit, omit, cs_MeasGapConfig_release), //release GAP @sic R5s140010 R5s140205 sic@

                                                                                              -,

                                                                                              -,

                                                                                              -,

                                                                                              -,

                                                                                              -,

                                                                                              cs_AntennaInfo_r10_Explicit(cds_AntennaInfoDedicated_TM2_r10));

    //@siclog "Step 4 - 5" siclog@

….

….

  }


After change
	  function f_TC_8_2_4_16_Common(EUTRA_CellId_Type p_PCellId,

                                EUTRA_CellId_Type p_SCellId,

                                CA_Tested_Type p_CA_Type) runs on EUTRA_PTC

  {

…..

…..

    v_RRCConnectionReconfiguration := cs_508_RRCConnectionReconfiguration_SCell_AddModRelease(tsc_RRC_TI_Def,

                                                                                              cs_SCellToAddMod_r10(1,     //@sic R5s150263 sic@

                                                                                              v_PhysicalCellIdentity_Scell,

                                                                                              v_Arfcn_SCell,

                                                                                              cs_508_RadioResourceConfigCommonSCell_r10_DEFAULT(v_SCell_DL_Bandwidth, tsc_P_b_2Tx,v_CommonSCell_UL_Configuration,v_TDD_Config, cs_AntennaInfoCommon_2Port,omit,omit),

                                                                                              cs_RadioResourceConfigDedicatedSCell_r10(cs_PhysicalConfigDedicatedSCell_r10_DEFAULT(v_DedicatedSCell_UL_Configuration, cds_AntennaInfoDedicated_TM2_r10))),

                                                                                              v_PUCCH_ConfigDedicated,

                                                                                              -,

                                                                                              -,

                                                                                              v_AdditionalSpectrumEmissionCA_r10,

                                                                                              cs_MeasConfig(omit, omit, omit, omit, omit, omit, omit, cs_MeasGapConfig_release), //release GAP @sic R5s140010 R5s140205 sic@

                                                                                              -,

                                                                                              -,

                                                                                              -,

                                                                                              -,

                                                                                              -,

                                                                                              cs_AntennaInfo_r10_Explicit(cds_AntennaInfoDedicated_TM3_r10));

    //@siclog "Step 2 - 3" siclog@

    //Transmit RRCConnectionReconfiguration

    //Receive RRCConnectionReconfigurationComplete

    f_EUTRA_508RRC_AddModRel_Scell_MIMO(p_PCellId,

                                        p_SCellId,

                                        v_RRCConnectionReconfiguration,

                                        v_Scell_Capability);  // UL CA desired

    //* @verdict RRCConnectionReconfigurationComplete received on PCell

    f_EUTRA_PreliminaryPass(__FILE__, __LINE__, "Test Case 8.2.4.16 Step 3");

    v_RRCConnectionReconfiguration := cs_508_RRCConnectionReconfiguration_SCell_AddModRelease(tsc_RRC_TI_Def,

                                                                                              cs_SCellToAddMod_r10(1,   //@sic R5s150263 sic@

                                                                                                                   v_PhysicalCellIdentity_Scell,

                                                                                                                   v_Arfcn_SCell,

                                                                                                                   cs_508_RadioResourceConfigCommonSCell_r10_DEFAULT(v_SCell_DL_Bandwidth,tsc_P_b_2Tx,

v_CommonSCell_UL_Configuration,v_TDD_Config,cs_AntennaInfoCommon_2Port,omit,omit),

                                                                                                                  cs_RadioResourceConfigDedicatedSCell_r10(cs_PhysicalConfigDedicatedSCell_r10_DEFAULT(v_DedicatedSCell_UL_Configuration, cds_AntennaInfoDedicated_TM3_r10))),

                                                                                              v_PUCCH_ConfigDedicated,

                                                                                              -,

                                                                                              -,

                                                                                              v_AdditionalSpectrumEmissionCA_r10,

                                                                                              cs_MeasConfig(omit, omit, omit, omit, omit, omit, omit, cs_MeasGapConfig_release), //release GAP @sic R5s140010 R5s140205 sic@

                                                                                              -,

                                                                                              -,

                                                                                              -,

                                                                                              -,

                                                                                              -,

                                                                                              cs_AntennaInfo_r10_Explicit(cds_AntennaInfoDedicated_TM2_r10));

…..

…..

  }


