Page 1



3GPP TSG-RAN WG5 Testing
R5s150838 
01 Jan – 31 Dec 2015
	CR-Form-v11.1

	CHANGE REQUEST

	

	
	36.523-3
	CR
	2950
	rev
	-
	Current version:
	12.3.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	
	Core Network
	


	

	Title:

	Correction to UTRAN function f_UTRAN_GMM_ServReq

	
	

	Source to WG:
	Anritsu Ltd

	Source to TSG:
	R5

	
	

	Work item code:
	TEI8_Test
	
	Date:
	2015-09-19

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-12

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)
Rel-14
(Release 14)

	
	

	Reason for change:
	In current implementation is using the same InitDirectTransfer template for PS and CS domain. This template is primary only for CS domain. For PS there is another template.

CS - car_InitDirectTransfer

PS - car_PS_InitDirectTransfer

	
	

	Summary of change:
	Use separate Direct transfer messages for sending Service Request for PS and CS domain

	
	

	Consequences if not approved:
	A conformant UE may fail the test cases

	
	

	Clauses affected:
	All LTE-UTRAN testacses using f_UTRAN_GMM_ServRer with PS domain

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications

	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	

	
	


Change 1 
	Function name
	function f_UTRAN_GMM_ServReq

	Reason for change
	In current implementation is using the same InitDirectTransfer template for PS and CS domain. This template is primary only for CS domain. For PS there is another template.
CS - car_InitDirectTransfer

PS - car_PS_InitDirectTransfer

	Summary of change
	Use separate Direct transfer messages for sending Service Request for PS and CS domain

	TTCN module
	Common\UTRAN\UTRAN_RAB_Functions.ttcn

	MCC160 Comment
	


Before change

    function f_UTRAN_GMM_ServReq(CN_DomainIdentity p_CN_Domain,

                               template (present) B3_Type p_Type := ?,

                               octetstring p_PTMSI_Def := px_PTMSI_Def) //@sic R5s150680 change 4.6 sic@

    runs on UTRAN_PTC

  {

    var START_Value v_START_Value := '00000000000000000000'B;

    var RRC_DATA_IND v_RRC_DataInd;

    var UTRAN_SecurityInfo_Type v_SecurityInfo := f_UTRAN_Security_Get();

    var KeySeq v_KeySeqPs := v_SecurityInfo.authKeys.AuthPS.KeySeq;

    var template (present) RRCDataIndType v_ServiceRequest;  /* @sic R5s150684 sic@ */

    select (p_CN_Domain) {

      case (cs_domain) {

        v_ServiceRequest := cr_U_ServReqAny(p_Type);

      }

      case (ps_domain) {

        v_ServiceRequest := cr_U_ServiceRequest(cr_ServiceType(p_Type),

                                                cs_MobileIdTMSIorPTMSI(omit, p_PTMSI_Def), // @sic R5s110466 R5s150680 change 4.6 sic@

                                                v_KeySeqPs);

      }

    }

    U_Dc.receive(car_InitDirectTransfer(utran_CellDedicated, // @sic R5s110465 sic@

                                        tsc_RB3,

                                        v_ServiceRequest)) -> value v_RRC_DataInd;  /* @sic R5s150684: v_ServiceRequest sic@ */
    v_START_Value := v_RRC_DataInd.ttcn_start;

    f_UTRAN_SS_SecurityDownloadStart(p_CN_Domain, v_START_Value);

  }
 After change

function f_UTRAN_GMM_ServReq(CN_DomainIdentity p_CN_Domain,

                               template (present) B3_Type p_Type := ?,

                               octetstring p_PTMSI_Def := px_PTMSI_Def) //@sic R5s150680 change 4.6 sic@

    runs on UTRAN_PTC

  {

    var START_Value v_START_Value := '00000000000000000000'B;

    var RRC_DATA_IND v_RRC_DataInd;

    var UTRAN_SecurityInfo_Type v_SecurityInfo := f_UTRAN_Security_Get();

    var KeySeq v_KeySeqPs := v_SecurityInfo.authKeys.AuthPS.KeySeq;

    var template (present) RRCDataIndType v_ServiceRequest;  /* @sic R5s150684 sic@ */

    select (p_CN_Domain) {

      case (cs_domain) {

        v_ServiceRequest := cr_U_ServReqAny(p_Type);

        U_Dc.receive(car_InitDirectTransfer(utran_CellDedicated, // @sic R5s110465 sic@

                                        tsc_RB3,

                                        v_ServiceRequest)) -> value v_RRC_DataInd;  /* @sic R5s150684: v_ServiceRequest sic@ */
      }

      case (ps_domain) {

        v_ServiceRequest := cr_U_ServiceRequest(cr_ServiceType(p_Type),

                                                cs_MobileIdTMSIorPTMSI(omit, p_PTMSI_Def), // @sic R5s110466 R5s150680 change 4.6 sic@

                                                v_KeySeqPs); 

        U_Dc.receive(car_PS_InitDirectTransfer(utran_CellDedicated, // @sic R5s110465 sic@

                                        tsc_RB3,

                                        v_ServiceRequest)) -> value v_RRC_DataInd;  /* @sic R5s150684: v_ServiceRequest sic@ */
      }

    }

    v_START_Value := v_RRC_DataInd.ttcn_start;

    f_UTRAN_SS_SecurityDownloadStart(p_CN_Domain, v_START_Value);

  }  
