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1. Overview

This document lists TTCN changes needed to correct issues in the ATS ‘iwd-TTCN3-B2015-03_D15wk38’.
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3. Correction to IMS Emergency Call test case 11.2.10
Change 1 – Correction to function ‘f_TC_11_2_10_UTRAN’
	Function name
	f_TC_11_2_10_UTRAN ()

	Reason for change
	Timer tWait in function f_TC_11_2_10_UTRAN() is never stopped. If the UE is not fast enough for selecting UTRAN, the test will not end before the timer expiry and the UE will be failed.

	Summary of change
	Timer tWait in function f_TC_11_2_10_UTRAN() is stopped after the UE has selected UTRAN.

	TTCN module
	LTE_IRAT\11\IMS_EmergencyCall_UGC_UTRAN.ttcn

	MCC160 Comment
	


Before change

...
function f_TC_11_2_10_UTRAN() runs on UTRAN_PTC

  {

…

    timer t_Wait := v_Wait ; // Local wait Timer

…    

    t_Wait.start;

    alt {

      //@siclog "Step 4" siclog@

      //Check: Does the UE transmit an RRC CONNECTION REQUEST message on Cell 5 with Establishment cause: Emergency Call in the next [60] seconds?

      [] U_TM.receive(car_RRC_ConnReq(utran_Cell5,

                                      tsc_RB0,

                                      cr_108_RRC_ConnReq_r8(v_EstCause))) -> value v_RLC_TR_DATA_IND {

        f_UTRAN_PreliminaryPass(__FILE__, __LINE__, "Step 4");

        v_InitialUE_Id := v_RLC_TR_DATA_IND.data.tM_message.uL_CCCH_Message.message_.rrcConnectionRequest.initialUE_Identity;  // @sic R5-150124 sic@

        f_UTRAN_CheckReleaseIndicator(v_RLC_TR_DATA_IND.data.tM_message.uL_CCCH_Message.message_.rrcConnectionRequest.v3d0NonCriticalExtensions.v4b0NonCriticalExtensions.rrcConnectionRequest_v4b0ext.accessStratumReleaseIndicator); // @sic R5-150124 sic@

      }

      [] t_Wait.timeout {

        f_UTRAN_SetVerdictFailOrInconc(__FILE__, __LINE__, "Step 4: RRC Connection Request not received within wait time");

      }

    }

...
After change

...
    function f_TC_11_2_10_UTRAN() runs on UTRAN_PTC

  {

…

    timer t_Wait := v_Wait ; // Local wait Timer

…    

    t_Wait.start;

    alt {

      //@siclog "Step 4" siclog@

      //Check: Does the UE transmit an RRC CONNECTION REQUEST message on Cell 5 with Establishment cause: Emergency Call in the next [60] seconds?

      [] U_TM.receive(car_RRC_ConnReq(utran_Cell5,

                                      tsc_RB0,

                                      cr_108_RRC_ConnReq_r8(v_EstCause))) -> value v_RLC_TR_DATA_IND {

        f_UTRAN_PreliminaryPass(__FILE__, __LINE__, "Step 4");

        v_InitialUE_Id := v_RLC_TR_DATA_IND.data.tM_message.uL_CCCH_Message.message_.rrcConnectionRequest.initialUE_Identity;  // @sic R5-150124 sic@

        f_UTRAN_CheckReleaseIndicator(v_RLC_TR_DATA_IND.data.tM_message.uL_CCCH_Message.message_.rrcConnectionRequest.v3d0NonCriticalExtensions.v4b0NonCriticalExtensions.rrcConnectionRequest_v4b0ext.accessStratumReleaseIndicator); // @sic R5-150124 sic@

        t_Wait.stop;
      }

      [] t_Wait.timeout {

        f_UTRAN_SetVerdictFailOrInconc(__FILE__, __LINE__, "Step 4: RRC Connection Request not received within wait time");

      }

    }

... 
