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Change 1 
	Function name
	f_SS_Config_ConvSpeech_RAB

	Reason for change
	Names of the variable v_UL_TrChConfig_FDD  and v_DL_TrChConfig_FDD  are replaced

	Summary of change
	Replace the name of the variables v_UL_TrChConfig_FDD  and v_DL_TrChConfig_FDD

	TTCN module
	Common\UTRAN\UTRAN_RAB_Functions.ttcn

	MCC160 Comment
	


Before change

  function f_SS_Config_ConvSpeech_RAB(UTRAN_CellId_Type p_CellId,

                                      template (value) SS_ActivationTime p_ActTime := cs_ActivateNow) runs on UTRAN_PTC

  { /* @sic R5s150684: restructuring (nested functions/templates) sic@ */

    var UL_ScramblingCode v_UL_ScramblingCode;

    var UTRAN_FDD_TDD_Type v_FDD_TDD_Mode := f_UTRAN_CellInfo_GetFDD_TDD(p_CellId);

    var UTRAN_FddTddMessageClass_Type v_FddTddMessageClass := f_UTRAN_ConfigurationInfo_TestCaseRelease_Get();

    var template (value) CphyTrchConfigReq      v_UL_TrChConfig_FDD;

    var template (value) CphyTrchConfigReq      v_DL_TrChConfig_FDD;

    var template (value) TrCHInfo               v_UL_TrCHInfo_FDD;

    var template (value) TrCHInfo               v_DL_TrCHInfo_FDD;

    var template (value) TrCH_LogCHMappingList1 v_UL_TrLogMapping_FDD;

    var template (value) TrCH_LogCHMappingList1 v_DL_TrLogMapping_FDD;

    var template (value) CphyTrchConfigReq_TDD  v_UL_TrChConfig_TDD;

    var template (value) CphyTrchConfigReq_TDD  v_DL_TrChConfig_TDD;

    var template (value) TrCHInfo_TDD           v_UL_TrCHInfo_TDD;

    var template (value) TrCHInfo_TDD           v_DL_TrCHInfo_TDD;

    var template (value) TrCH_LogCHMappingList1_TDD v_UL_TrLogMapping_TDD;

    var template (value) TrCH_LogCHMappingList1_TDD v_DL_TrLogMapping_TDD;

    var template (value) DPCHInfo_r5OrLater_FDD v_UL_DPCHInfo_FDD;

    var template (value) DPCHInfo_r5OrLater_FDD v_DL_DPCHInfo_FDD;

    var template (value) DPCHInfo_r5OrLater_TDD v_UL_DPCHInfo_TDD;

    var template (value) DPCHInfo_r5OrLater_TDD v_DL_DPCHInfo_TDD;

    if (v_FDD_TDD_Mode == UTRAN_FDD) {

      v_UL_ScramblingCode := f_UTRAN_CellInfo_GetULScrmCode_FDD(p_CellId);

      v_UL_TrChConfig_FDD := cs_CphyTrchConfigReq_DL_TrCh_FDD(p_ActTime,

                                                              cs_DCH_81_103_60_148_DL_FDD,

                                                              cs_TFCS_Cmpl0_1_11_12_13_23_Tx(cs_PowerOffsetInfoBelow64k));

      v_DL_TrChConfig_FDD := cs_CphyTrchConfigReq_UL_TrCh_FDD(p_ActTime,

                                                              cs_DCH_81_103_60_148_UL_FDD,

                                                              cs_TFCS_Cmpl0_1_11_12_13_23_Rx);

      v_UL_TrCHInfo_FDD := cs_TrChInfoUL_122_AMR_FDD;

      v_DL_TrCHInfo_FDD := cs_TrChInfoDL_122_AMR_FDD;

      v_UL_TrLogMapping_FDD := cs_TrLogMappingUL_4DCCH_3DTCH;

      v_DL_TrLogMapping_FDD := cs_TrLogMappingDL_4DCCH_3DTCH;
 After change

  function f_SS_Config_ConvSpeech_RAB(UTRAN_CellId_Type p_CellId,

                                      template (value) SS_ActivationTime p_ActTime := cs_ActivateNow) runs on UTRAN_PTC

  { /* @sic R5s150684: restructuring (nested functions/templates) sic@ */

    var UL_ScramblingCode v_UL_ScramblingCode;

    var UTRAN_FDD_TDD_Type v_FDD_TDD_Mode := f_UTRAN_CellInfo_GetFDD_TDD(p_CellId);

    var UTRAN_FddTddMessageClass_Type v_FddTddMessageClass := f_UTRAN_ConfigurationInfo_TestCaseRelease_Get();

    var template (value) CphyTrchConfigReq      v_UL_TrChConfig_FDD;

    var template (value) CphyTrchConfigReq      v_DL_TrChConfig_FDD;

    var template (value) TrCHInfo               v_UL_TrCHInfo_FDD;

    var template (value) TrCHInfo               v_DL_TrCHInfo_FDD;

    var template (value) TrCH_LogCHMappingList1 v_UL_TrLogMapping_FDD;

    var template (value) TrCH_LogCHMappingList1 v_DL_TrLogMapping_FDD;

    var template (value) CphyTrchConfigReq_TDD  v_UL_TrChConfig_TDD;

    var template (value) CphyTrchConfigReq_TDD  v_DL_TrChConfig_TDD;

    var template (value) TrCHInfo_TDD           v_UL_TrCHInfo_TDD;

    var template (value) TrCHInfo_TDD           v_DL_TrCHInfo_TDD;

    var template (value) TrCH_LogCHMappingList1_TDD v_UL_TrLogMapping_TDD;

    var template (value) TrCH_LogCHMappingList1_TDD v_DL_TrLogMapping_TDD;

    var template (value) DPCHInfo_r5OrLater_FDD v_UL_DPCHInfo_FDD;

    var template (value) DPCHInfo_r5OrLater_FDD v_DL_DPCHInfo_FDD;

    var template (value) DPCHInfo_r5OrLater_TDD v_UL_DPCHInfo_TDD;

    var template (value) DPCHInfo_r5OrLater_TDD v_DL_DPCHInfo_TDD;

    if (v_FDD_TDD_Mode == UTRAN_FDD) {

      v_UL_ScramblingCode := f_UTRAN_CellInfo_GetULScrmCode_FDD(p_CellId);

      v_DL_TrChConfig_FDD := cs_CphyTrchConfigReq_DL_TrCh_FDD(p_ActTime,                     

                                                              cs_DCH_81_103_60_148_DL_FDD,

                                                              cs_TFCS_Cmpl0_1_11_12_13_23_Tx(cs_PowerOffsetInfoBelow64k));

      v_UL_TrChConfig_FDD := cs_CphyTrchConfigReq_UL_TrCh_FDD(p_ActTime,                    

                                                              cs_DCH_81_103_60_148_UL_FDD,

                                                              cs_TFCS_Cmpl0_1_11_12_13_23_Rx);

      v_UL_TrCHInfo_FDD := cs_TrChInfoUL_122_AMR_FDD;

      v_DL_TrCHInfo_FDD := cs_TrChInfoDL_122_AMR_FDD;

      v_UL_TrLogMapping_FDD := cs_TrLogMappingUL_4DCCH_3DTCH;

      v_DL_TrLogMapping_FDD := cs_TrLogMappingDL_4DCCH_3DTCH;  
Change 2 
	Function name
	cs_DCH_148_81_103_60_336_UL_FDD

	Reason for change
	configuration of transport channel is not align with configuration for radioBearerSetup message

	Summary of change
	Align the configuration between UTRAN SS and radioBearerSetup message sending to the UE

	TTCN module
	Common\UTRAN\UTRAN_ASN1_ASP_RAB_Templates.ttcn

	MCC160 Comment
	


Before change

template (value) CphyUlConnectedTrCHList_Type cs_DCH_148_81_103_60_336_UL_FDD :=

  { /* @status    APPROVED (IMS_IRAT, LTE_A, LTE_IRAT, SSNITZ) */

    cs_CphyUlConnectedTrCH_FDD_DCH(tsc_UL_DCH1, cs_DCH_148_TFS_FDD),

    cs_CphyUlConnectedTrCH_FDD_DCH(tsc_UL_DCH2, cs_DCH_81_TFS_FDD),

    cs_CphyUlConnectedTrCH_FDD_DCH(tsc_UL_DCH3, cs_DCH_103_TFS_FDD),

    cs_CphyUlConnectedTrCH_FDD_DCH(tsc_UL_DCH4, cs_DCH_60_TFS_FDD),

    cs_CphyUlConnectedTrCH_FDD_DCH(tsc_UL_DCH5, cs_DCH_336_TFS_FDD)

  };
 After change

template (value) CphyUlConnectedTrCHList_Type cs_DCH_81_103_60_336_148_UL_FDD := 

  { /* @status    APPROVED (IMS_IRAT, LTE_A, LTE_IRAT, SSNITZ) */

    cs_CphyUlConnectedTrCH_FDD_DCH(tsc_UL_DCH1, cs_DCH_81_TFS_FDD),

    cs_CphyUlConnectedTrCH_FDD_DCH(tsc_UL_DCH2, cs_DCH_103_TFS_FDD),

    cs_CphyUlConnectedTrCH_FDD_DCH(tsc_UL_DCH3, cs_DCH_60_TFS_FDD),

    cs_CphyUlConnectedTrCH_FDD_DCH(tsc_UL_DCH4, cs_DCH_336_TFS_FDD),

    cs_CphyUlConnectedTrCH_FDD_DCH(tsc_UL_DCH5, cs_DCH_148_TFS_FDD)

  };
Change 3 
	Function name
	cs_DCH_148_81_103_60_336_DL_FDD

	Reason for change
	configuration of transport channel is not align with configuration for radioBearerSetup message

	Summary of change
	Align the configuration between UTRAN SS and radioBearerSetup message sending to the UE

	TTCN module
	Common\UTRAN\UTRAN_ASN1_ASP_RAB_Templates.ttcn

	MCC160 Comment
	


Before change

template (value) CphyDlConnectedTrCHList_Type cs_DCH_148_81_103_60_336_DL_FDD :=

  { /* @status    APPROVED (IMS_IRAT, LTE_A, LTE_IRAT, SSNITZ) */

    cs_CphyDlConnectedTrCH_FDD_DCH(tsc_DL_DCH1, cs_DCH_148_TFS_FDD),

    cs_CphyDlConnectedTrCH_FDD_DCH(tsc_DL_DCH2, cs_DCH_81_TFS_FDD),

    cs_CphyDlConnectedTrCH_FDD_DCH(tsc_DL_DCH3, cs_DCH_103_TFS_FDD),

    cs_CphyDlConnectedTrCH_FDD_DCH(tsc_DL_DCH4, cs_DCH_60_TFS_FDD),

    cs_CphyDlConnectedTrCH_FDD_DCH(tsc_DL_DCH5, cs_DCH_336_TFS_FDD)

  };
 After change

  template (value) CphyDlConnectedTrCHList_Type cs_DCH_81_103_60_336_148_DL_FDD := 

  { /* @status    APPROVED (IMS_IRAT, LTE_A, LTE_IRAT, SSNITZ) */

    cs_CphyDlConnectedTrCH_FDD_DCH(tsc_DL_DCH1, cs_DCH_81_TFS_DL_FDD), 

    cs_CphyDlConnectedTrCH_FDD_DCH(tsc_DL_DCH2, cs_DCH_103_TFS_FDD), 

    cs_CphyDlConnectedTrCH_FDD_DCH(tsc_DL_DCH3, cs_DCH_60_TFS_FDD),

    cs_CphyDlConnectedTrCH_FDD_DCH(tsc_DL_DCH4, cs_DCH_336_TFS_FDD),

    cs_CphyDlConnectedTrCH_FDD_DCH(tsc_DL_DCH5, cs_DCH_148_TFS_FDD)

  };
Change 4 
	Function name
	cs_DCH_148_81_103_60_336_UL_TDD

	Reason for change
	configuration of transport channel is not align with configuration for radioBearerSetup message

	Summary of change
	Align the configuration between UTRAN SS and radioBearerSetup message sending to the UE

	TTCN module
	Common\UTRAN\UTRAN_ASN1_ASP_RAB_Templates.ttcn

	MCC160 Comment
	


Before change

template (value) CphyUlConnectedTrCHList_TDD_Type cs_DCH_148_81_103_60_336_UL_TDD :=

  { /* @status    APPROVED (IMS_IRAT, LTE_A, LTE_IRAT, SSNITZ) */

    cs_CphyUlConnectedTrCH_TDD_DCH(tsc_UL_DCH1, cs_DCH_148_TFS_UL_TDD),

    cs_CphyUlConnectedTrCH_TDD_DCH(tsc_UL_DCH2, cs_DCH_81_TFS_TDD),

    cs_CphyUlConnectedTrCH_TDD_DCH(tsc_UL_DCH3, cs_DCH_103_TFS_TDD),

    cs_CphyUlConnectedTrCH_TDD_DCH(tsc_UL_DCH4, cs_DCH_60_TFS_TDD),

    cs_CphyUlConnectedTrCH_TDD_DCH(tsc_UL_DCH5, cs_DCH_336_TFS_TDD)

  };
 After change

  template (value) CphyUlConnectedTrCHList_TDD_Type cs_DCH_81_103_60_336_148_UL_TDD :=  

  { /* @status    APPROVED (IMS_IRAT, LTE_A, LTE_IRAT, SSNITZ) */

    cs_CphyUlConnectedTrCH_TDD_DCH(tsc_UL_DCH1, cs_DCH_81_TFS_TDD), 

    cs_CphyUlConnectedTrCH_TDD_DCH(tsc_UL_DCH2, cs_DCH_103_TFS_TDD),

    cs_CphyUlConnectedTrCH_TDD_DCH(tsc_UL_DCH3, cs_DCH_60_TFS_TDD),

    cs_CphyUlConnectedTrCH_TDD_DCH(tsc_UL_DCH4, cs_DCH_336_TFS_TDD),

    cs_CphyUlConnectedTrCH_TDD_DCH(tsc_UL_DCH5, cs_DCH_148_TFS_UL_TDD)

  };
Change 5
	Function name
	cs_DCH_148_81_103_60_336_DL_TDD

	Reason for change
	configuration of transport channel is not align with configuration for radioBearerSetup message

	Summary of change
	Align the configuration between UTRAN SS and radioBearerSetup message sending to the UE

	TTCN module
	Common\UTRAN\UTRAN_ASN1_ASP_RAB_Templates.ttcn

	MCC160 Comment
	


Before change

template (value) CphyDlConnectedTrCHList_TDD_Type cs_DCH_148_81_103_60_336_DL_TDD :=

  { /* @status    APPROVED (IMS_IRAT, LTE_A, LTE_IRAT, SSNITZ) */

    cs_CphyDlConnectedTrCH_TDD_DCH(tsc_DL_DCH1, cs_DCH_148_TFS_DL_TDD),

    cs_CphyDlConnectedTrCH_TDD_DCH(tsc_DL_DCH2, cs_DCH_81_TFS_DL_TDD),

    cs_CphyDlConnectedTrCH_TDD_DCH(tsc_DL_DCH3, cs_DCH_103_TFS_TDD),

    cs_CphyDlConnectedTrCH_TDD_DCH(tsc_DL_DCH4, cs_DCH_60_TFS_TDD),

    cs_CphyDlConnectedTrCH_TDD_DCH(tsc_DL_DCH5, cs_DCH_336_TFS_TDD)

  };
 After change

    template (value) CphyDlConnectedTrCHList_TDD_Type cs_DCH_81_103_60_336_148_DL_TDD :=  

  { /* @status    APPROVED (IMS_IRAT, LTE_A, LTE_IRAT, SSNITZ) */

    cs_CphyDlConnectedTrCH_TDD_DCH(tsc_DL_DCH1, cs_DCH_81_TFS_DL_TDD),

    cs_CphyDlConnectedTrCH_TDD_DCH(tsc_DL_DCH2, cs_DCH_103_TFS_TDD),

    cs_CphyDlConnectedTrCH_TDD_DCH(tsc_DL_DCH3, cs_DCH_60_TFS_TDD),

    cs_CphyDlConnectedTrCH_TDD_DCH(tsc_DL_DCH4, cs_DCH_336_TFS_TDD),

    cs_CphyDlConnectedTrCH_TDD_DCH(tsc_DL_DCH5, cs_DCH_148_TFS_DL_TDD)

  };
Change 6
	Function name
	cs_TrChInfoTrCHListUL_148_81_103_60_336_FDD

	Reason for change
	configuration of transport channel is not align with configuration for radioBearerSetup message

	Summary of change
	Align the configuration between UTRAN SS and radioBearerSetup message sending to the UE

	TTCN module
	Common\UTRAN\UTRAN_ASN1_ASP_RAB_Templates.ttcn

	MCC160 Comment
	


Before change

template (value) UlConnectedTrCHList_Type cs_TrChInfoTrCHListUL_148_81_103_60_336_FDD :=

  { /* @status    APPROVED (IMS_IRAT, LTE_A, LTE_IRAT, SSNITZ) */

    cs_UlConnectedTrCH(tsc_UL_DCH5, cs_DCH_148_TFS_FDD),

    cs_UlConnectedTrCH(tsc_UL_DCH1, cs_DCH_81_TFS_FDD),

    cs_UlConnectedTrCH(tsc_UL_DCH2, cs_DCH_103_TFS_FDD),

    cs_UlConnectedTrCH(tsc_UL_DCH3, cs_DCH_60_TFS_FDD),

    cs_UlConnectedTrCH(tsc_UL_DCH5, cs_DCH_336_TFS_FDD)

  };
 After change

  template (value) UlConnectedTrCHList_Type cs_TrChInfoTrCHListUL_81_103_60_336_148_FDD := 

  { /* @status    APPROVED (IMS_IRAT, LTE_A, LTE_IRAT, SSNITZ) */

    cs_UlConnectedTrCH(tsc_UL_DCH1, cs_DCH_81_TFS_FDD),

    cs_UlConnectedTrCH(tsc_UL_DCH2, cs_DCH_103_TFS_FDD),

    cs_UlConnectedTrCH(tsc_UL_DCH3, cs_DCH_60_TFS_FDD),

    cs_UlConnectedTrCH(tsc_UL_DCH4, cs_DCH_336_TFS_FDD),

    cs_UlConnectedTrCH(tsc_UL_DCH5, cs_DCH_148_TFS_FDD)

  };
Change 7
	Function name
	cs_TrChInfoTrCHListDL_148_81_103_60_336_FDD

	Reason for change
	configuration of transport channel is not align with configuration for radioBearerSetup message

	Summary of change
	Align the configuration between UTRAN SS and radioBearerSetup message sending to the UE

	TTCN module
	Common\UTRAN\UTRAN_ASN1_ASP_RAB_Templates.ttcn

	MCC160 Comment
	


Before change

template (value) DlConnectedTrCHList_Type cs_TrChInfoTrCHListDL_148_81_103_60_336_FDD :=

  { /* @status    APPROVED (IMS_IRAT, LTE_A, LTE_IRAT, SSNITZ) */

    cs_DlConnectedTrCH(tsc_DL_DCH5, cs_DCH_148_TFS_FDD),

    cs_DlConnectedTrCH(tsc_DL_DCH1, cs_DCH_81_TFS_FDD),

    cs_DlConnectedTrCH(tsc_DL_DCH2, cs_DCH_103_TFS_FDD),

    cs_DlConnectedTrCH(tsc_DL_DCH3, cs_DCH_60_TFS_FDD),

    cs_DlConnectedTrCH(tsc_DL_DCH5, cs_DCH_336_TFS_FDD)

  };
 After change

  template (value) DlConnectedTrCHList_Type cs_TrChInfoTrCHListDL_81_103_60_336_148_FDD :=  

  { /* @status    APPROVED (IMS_IRAT, LTE_A, LTE_IRAT, SSNITZ) */

    cs_DlConnectedTrCH(tsc_DL_DCH1, cs_DCH_81_TFS_DL_FDD),

    cs_DlConnectedTrCH(tsc_DL_DCH2, cs_DCH_103_TFS_FDD),

    cs_DlConnectedTrCH(tsc_DL_DCH3, cs_DCH_60_TFS_FDD),

    cs_DlConnectedTrCH(tsc_DL_DCH4, cs_DCH_336_TFS_FDD),

    cs_DlConnectedTrCH(tsc_DL_DCH5, cs_DCH_148_TFS_FDD)

  };
Change 8
	Function name
	cs_TrChInfoTrCHListUL_148_81_103_60_336_TDD

	Reason for change
	configuration of transport channel is not align with configuration for radioBearerSetup message

	Summary of change
	Align the configuration between UTRAN SS and radioBearerSetup message sending to the UE

	TTCN module
	Common\UTRAN\UTRAN_ASN1_ASP_RAB_Templates.ttcn

	MCC160 Comment
	


Before change

  template (value) UlConnectedTrCHList_TDD_Type cs_TrChInfoTrCHListUL_148_81_103_60_336_TDD :=

  { /* @status    APPROVED (IMS_IRAT, LTE_A, LTE_IRAT, SSNITZ) */

    cs_UlConnectedTrCH_TDD(tsc_UL_DCH5, cs_DCH_148_TFS_UL_TDD),

    cs_UlConnectedTrCH_TDD(tsc_UL_DCH1, cs_DCH_81_TFS_TDD),

    cs_UlConnectedTrCH_TDD(tsc_UL_DCH2, cs_DCH_103_TFS_TDD),

    cs_UlConnectedTrCH_TDD(tsc_UL_DCH3, cs_DCH_60_TFS_TDD),

    cs_UlConnectedTrCH_TDD(tsc_UL_DCH5, cs_DCH_336_TFS_TDD)

  };
 After change

    template (value) UlConnectedTrCHList_TDD_Type cs_TrChInfoTrCHListUL_81_103_60_336_148_TDD := 

  { /* @status    APPROVED (IMS_IRAT, LTE_A, LTE_IRAT, SSNITZ) */

    cs_UlConnectedTrCH_TDD(tsc_UL_DCH1, cs_DCH_81_TFS_TDD),

    cs_UlConnectedTrCH_TDD(tsc_UL_DCH2, cs_DCH_103_TFS_TDD),

    cs_UlConnectedTrCH_TDD(tsc_UL_DCH3, cs_DCH_60_TFS_TDD),

    cs_UlConnectedTrCH_TDD(tsc_UL_DCH4, cs_DCH_336_TFS_TDD),

    cs_UlConnectedTrCH_TDD(tsc_UL_DCH5, cs_DCH_148_TFS_UL_TDD)

  };
Change 9
	Function name
	cs_TrChInfoTrCHListDL_148_81_103_60_336_TDD

	Reason for change
	configuration of transport channel is not align with configuration for radioBearerSetup message

	Summary of change
	Align the configuration between UTRAN SS and radioBearerSetup message sending to the UE

	TTCN module
	Common\UTRAN\UTRAN_ASN1_ASP_RAB_Templates.ttcn

	MCC160 Comment
	


Before change

  template (value) DlConnectedTrCHList_TDD_Type cs_TrChInfoTrCHListDL_148_81_103_60_336_TDD :=

  { /* @status    APPROVED (IMS_IRAT, LTE_A, LTE_IRAT, SSNITZ) */

    cs_DlConnectedTrCH_TDD(tsc_DL_DCH5, cs_DCH_148_TFS_DL_TDD),

    cs_DlConnectedTrCH_TDD(tsc_DL_DCH1, cs_DCH_81_TFS_DL_TDD),

    cs_DlConnectedTrCH_TDD(tsc_DL_DCH2, cs_DCH_103_TFS_TDD),

    cs_DlConnectedTrCH_TDD(tsc_DL_DCH3, cs_DCH_60_TFS_TDD),

    cs_DlConnectedTrCH_TDD(tsc_DL_DCH5, cs_DCH_336_TFS_TDD)

  };
 After change

    template (value) DlConnectedTrCHList_TDD_Type cs_TrChInfoTrCHListDL_81_103_60_336_148_TDD :=  

  { /* @status    APPROVED (IMS_IRAT, LTE_A, LTE_IRAT, SSNITZ) */

    cs_DlConnectedTrCH_TDD(tsc_DL_DCH1, cs_DCH_81_TFS_DL_TDD),

    cs_DlConnectedTrCH_TDD(tsc_DL_DCH2, cs_DCH_103_TFS_TDD
),

    cs_DlConnectedTrCH_TDD(tsc_DL_DCH3, cs_DCH_60_TFS_TDD),

    cs_DlConnectedTrCH_TDD(tsc_DL_DCH4, cs_DCH_336_TFS_TDD),

    cs_DlConnectedTrCH_TDD(tsc_DL_DCH5, cs_DCH_148_TFS_DL_TDD)

  };
Change 10
	Function name
	cs_TrChInfoTrCHListDL_148_81_103_60_336_TDD

	Reason for change
	1. Names of the variable v_UL_TrChConfig_FDD  and v_DL_TrChConfig_FDD  are replaced
2. configuration of transport channel is not align with configuration for radioBearerSetup message

	Summary of change
	1. Replace the name of the variables v_UL_TrChConfig_FDD  and v_DL_TrChConfig_FDD 
2. Align the configuration between UTRAN SS and radioBearerSetup message sending to the UE

	TTCN module
	Common\UTRAN\UTRAN_ASN1_ASP_RAB_Templates.ttcn

	MCC160 Comment
	


Before change

    function f_SS_5DCH_Modify_PS_and_ConvSpeech(UTRAN_CellId_Type p_CellId,

                                              template (value) SS_ActivationTime p_ActTime := cs_ActivateNow) runs on UTRAN_PTC

  {

    var UL_ScramblingCode v_UL_ScramblingCode;

    var UTRAN_FDD_TDD_Type v_FDD_TDD_Mode := f_UTRAN_CellInfo_GetFDD_TDD(p_CellId);
…

…

    if (v_FDD_TDD_Mode == UTRAN_FDD) {

      v_UL_ScramblingCode := f_UTRAN_CellInfo_GetULScrmCode_FDD(p_CellId);

      v_UL_TrChConfig_FDD := cs_CphyTrchConfigReq_DL_TrCh_FDD(p_ActTime,

                                                              cs_DCH_148_81_103_60_336_DL_FDD,

                                                              cs_TFCS_Cmpl0_To119_Tx(cs_PowerOffsetInfoHigher64k));

      v_DL_TrChConfig_FDD := cs_CphyTrchConfigReq_UL_TrCh_FDD(p_ActTime,

                                                              cs_DCH_148_81_103_60_336_UL_FDD,

                                                              cs_TFCS_Cmpl0_To119_Rx);

      v_UL_TrCHInfo_FDD := cs_TrCHInfo_UL_TrCh_FDD(cs_TrChInfoTrCHListUL_148_81_103_60_336_FDD, cs_TFCS_Cmpl0_To119_Rx);

      v_DL_TrCHInfo_FDD := cs_TrCHInfo_DL_TrCh_FDD(cs_TrChInfoTrCHListDL_148_81_103_60_336_FDD, cs_TFCS_Cmpl0_To119_Tx(cs_PowerOffsetInfoHigher64k));

      v_UL_TrLogMapping_FDD := cs_TrLogMappingUL_TM3_AM1;

      v_DL_TrLogMapping_FDD := cs_TrLogMappingDL_TM3_AM1;

…

…

       case (FDDr12) { /* @sic R5s150329 BASELINE MOVING 2015 sic@  */

           // Configure SS for cell_DCH_64kPS_RAB_SRB configuration

         v_UL_DPCHInfo_FDD := cs_DPCHInfo_Extension_FDD(cs_UL_DPCHInfo_r11_Extension_FDD(cs_UL_DPCH_Info_FDD_r11(tsc_UL_DPDCH_SF_64k_PS,

                                                                                                                 pl0_76,

                                                                                                                 v_UL_ScramblingCode)));

         v_DL_DPCHInfo_FDD := cs_DPCHInfo_Extension_FDD(cs_DL_DPCHInfo_r12_Extension_FDD(cs_DL_DPCH_FDD_r12(cs_DL_CommonInformationRB_SetUp_FDD_r12 (tsc_DL_DPCH1_SFP_64k_PS_r12, flexible),

                                                                                                            tsc_DL_DPCH1_ChC_64k_PS,

                                                                                                            tsc_DL_DPCH1_2ndScrC,

                                                                                                            tsc_DL_TxPower_DPCH_64k)));

         v_UL_TrChConfig_FDD := cs_CphyTrchConfigReq_Common_FDD(p_ActTime,

                                                                cs_DCH_148_81_103_60_336_UL_FDD,

                                                                -, -, -, -, -, -, -, -,

                                                                cs_TrCHInfo_UL_TFCS_r12(cs_TFCS_Cmpl0_To119_Rx_r12));

         v_UL_TrCHInfo_FDD := cs_TrCHInfoExtension_ULTFCS_r12(cs_TrChInfoTrCHListUL_148_81_103_60_336_FDD,

                                                              cs_TrCHInfo_UL_TFCS_r12(cs_TFCS_Cmpl0_To119_Rx_r12));

        }

        case else {

          FatalError(__FILE__, __LINE__, "Not a valid FDD release");

        }

      }

      f_SS_ConfigPS_DL_DPCH1_FDD(p_CellId, v_DL_DPCHInfo_FDD, v_DL_TrChConfig_FDD, v_DL_TrCHInfo_FDD, v_DL_TrLogMapping_FDD, p_ActTime);

      f_SS_ConfigPS_UL_DPCH1_FDD(p_CellId, v_UL_DPCHInfo_FDD, v_UL_TrChConfig_FDD, v_UL_TrCHInfo_FDD, v_UL_TrLogMapping_FDD, p_ActTime);

    }

    else if (v_FDD_TDD_Mode == UTRAN_TDD) {

      v_UL_TrChConfig_TDD := cs_CphyTrchConfigReq_UL_TrCh_TDD(p_ActTime,

                                                              cs_DCH_148_81_103_60_336_UL_TDD,

                                                              cs_TFCS_Cmpl0_To119_Rx);

      v_DL_TrChConfig_TDD := cs_CphyTrchConfigReq_DL_TrCh_TDD(p_ActTime,

                                                              cs_DCH_148_81_103_60_336_DL_TDD,

                                                              cs_TFCS_Cmpl0_To119_Tx(cs_PowerOffsetInfo_TDD));

      v_UL_TrCHInfo_TDD := cs_TrCHInfo_UL_TrCh_TDD(cs_TrChInfoTrCHListUL_148_81_103_60_336_TDD, cs_TFCS_Cmpl0_To119_Rx);

      v_DL_TrCHInfo_TDD := cs_TrCHInfo_DL_TrCh_TDD(cs_TrChInfoTrCHListDL_148_81_103_60_336_TDD, cs_TFCS_Cmpl0_To119_Tx(cs_PowerOffsetInfo_TDD));

      v_UL_TrLogMapping_TDD := cs_TrLogMappingUL_TM3_AM1_TDD;

      v_DL_TrLogMapping_TDD := cs_TrLogMappingDL_TM3_AM1_TDD;

 After change

    function f_SS_5DCH_Modify_PS_and_ConvSpeech(UTRAN_CellId_Type p_CellId,

                                              template (value) SS_ActivationTime p_ActTime := cs_ActivateNow) runs on UTRAN_PTC

  {

    var UL_ScramblingCode v_UL_ScramblingCode;

    var UTRAN_FDD_TDD_Type v_FDD_TDD_Mode := f_UTRAN_CellInfo_GetFDD_TDD(p_CellId);
…

…

    if (v_FDD_TDD_Mode == UTRAN_FDD) {

      v_UL_ScramblingCode := f_UTRAN_CellInfo_GetULScrmCode_FDD(p_CellId);

      v_DL_TrChConfig_FDD := cs_CphyTrchConfigReq_DL_TrCh_FDD(p_ActTime,      

                                                              cs_DCH_81_103_60_336_148_DL_FDD, 

                                                              cs_TFCS_Cmpl0_To119_Tx(cs_PowerOffsetInfoHigher64k));

      v_UL_TrChConfig_FDD := cs_CphyTrchConfigReq_UL_TrCh_FDD(p_ActTime,      

                                                              cs_DCH_81_103_60_336_148_UL_FDD, 

                                                              cs_TFCS_Cmpl0_To119_Rx);

      v_UL_TrCHInfo_FDD := cs_TrCHInfo_UL_TrCh_FDD(cs_TrChInfoTrCHListUL_81_103_60_336_148_FDD, cs_TFCS_Cmpl0_To119_Rx);

      v_DL_TrCHInfo_FDD := cs_TrCHInfo_DL_TrCh_FDD(cs_TrChInfoTrCHListDL_81_103_60_336_148_FDD, cs_TFCS_Cmpl0_To119_Tx(cs_PowerOffsetInfoHigher64k)); 

      v_UL_TrLogMapping_FDD := cs_TrLogMappingUL_TM3_AM1;

      v_DL_TrLogMapping_FDD := cs_TrLogMappingDL_TM3_AM1;
…

…

       case (FDDr12) { /* @sic R5s150329 BASELINE MOVING 2015 sic@  */

           // Configure SS for cell_DCH_64kPS_RAB_SRB configuration

         v_UL_DPCHInfo_FDD := cs_DPCHInfo_Extension_FDD(cs_UL_DPCHInfo_r11_Extension_FDD(cs_UL_DPCH_Info_FDD_r11(tsc_UL_DPDCH_SF_64k_PS,

                                                                                                                 pl0_76,

                                                                                                                 v_UL_ScramblingCode)));

         v_DL_DPCHInfo_FDD := cs_DPCHInfo_Extension_FDD(cs_DL_DPCHInfo_r12_Extension_FDD(cs_DL_DPCH_FDD_r12(cs_DL_CommonInformationRB_SetUp_FDD_r12 (tsc_DL_DPCH1_SFP_64k_PS_r12, flexible),

                                                                                                            tsc_DL_DPCH1_ChC_64k_PS,

                                                                                                            tsc_DL_DPCH1_2ndScrC,

                                                                                                            tsc_DL_TxPower_DPCH_64k)));

         v_UL_TrChConfig_FDD := cs_CphyTrchConfigReq_Common_FDD(p_ActTime,

                                                                cs_DCH_81_103_60_336_148_UL_FDD,    

                                                                -, -, -, -, -, -, -, -,

                                                                cs_TrCHInfo_UL_TFCS_r12(cs_TFCS_Cmpl0_To119_Rx_r12));

         v_UL_TrCHInfo_FDD := cs_TrCHInfoExtension_ULTFCS_r12(cs_TrChInfoTrCHListUL_81_103_60_336_148_FDD,       

                                                              cs_TrCHInfo_UL_TFCS_r12(cs_TFCS_Cmpl0_To119_Rx_r12));

        }

        case else {

          FatalError(__FILE__, __LINE__, "Not a valid FDD release");

        }

      }

      f_SS_ConfigPS_DL_DPCH1_FDD(p_CellId, v_DL_DPCHInfo_FDD, v_DL_TrChConfig_FDD, v_DL_TrCHInfo_FDD, v_DL_TrLogMapping_FDD, p_ActTime);

      f_SS_ConfigPS_UL_DPCH1_FDD(p_CellId, v_UL_DPCHInfo_FDD, v_UL_TrChConfig_FDD, v_UL_TrCHInfo_FDD, v_UL_TrLogMapping_FDD, p_ActTime);

    }

    else if (v_FDD_TDD_Mode == UTRAN_TDD) {

      v_UL_TrChConfig_TDD := cs_CphyTrchConfigReq_UL_TrCh_TDD(p_ActTime,

                                                              cs_DCH_81_103_60_336_148_UL_TDD, 

                                                              cs_TFCS_Cmpl0_To119_Rx);

      v_DL_TrChConfig_TDD := cs_CphyTrchConfigReq_DL_TrCh_TDD(p_ActTime,

                                                              cs_DCH_81_103_60_336_148_DL_TDD,

                                                              cs_TFCS_Cmpl0_To119_Tx(cs_PowerOffsetInfo_TDD));

      v_UL_TrCHInfo_TDD := cs_TrCHInfo_UL_TrCh_TDD(cs_TrChInfoTrCHListUL_81_103_60_336_148_TDD, cs_TFCS_Cmpl0_To119_Rx); 

      v_DL_TrCHInfo_TDD := cs_TrCHInfo_DL_TrCh_TDD(cs_TrChInfoTrCHListDL_81_103_60_336_148_TDD, cs_TFCS_Cmpl0_To119_Tx(cs_PowerOffsetInfo_TDD)); 

      v_UL_TrLogMapping_TDD := cs_TrLogMappingUL_TM3_AM1_TDD;

      v_DL_TrLogMapping_TDD := cs_TrLogMappingDL_TM3_AM1_TDD;
