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Introduction

Total Number of CRs agreed for this WI: 16. TSs being affected:

· 36.508 - 
  3 CR(s)

· 36.521-1 - 
  6 CR(s)

· 36.521-2 - 
  0 CR(s)

· 36.521-3 - 
  0 CR(s)

· 36.523-1 - 
  6 CR(s)

· 36.523-2 - 
  1 CR(s)

· 36.523-3 - 
  0 CR(s)

· 36.904 - 
  0 CR(s)

Note:
Non TTCN CRs may have impact on TTCN and therefore there may be one or more non TTCN CR(s) and one or more TTCN CR(s) 
that affect one and the same issue.
	WG Tdoc
	Spec
	CR
	R
	Cat
	Rel
	Curr Ver
	Title
	Work Item

	R5-155234
	36.508
	0644
	-
	F
	Rel-12
	12.7.0
	Introduction of combinations of system information blocks for Dual Connectivity
	LTE_SC_enh_dualC-UEConTest

	R5-155419
	36.508
	0651
	-
	F
	Rel-12
	12.7.0
	Introduction of generic test procedures for Dual Connectivity for signalling testing
	LTE_SC_enh_dualC-UEConTest

	R5-155434
	36.508
	0652
	-
	F
	Rel-12
	12.7.0
	Introduction of default messages for Dual Connectivity
	LTE_SC_enh_dualC-UEConTest

	R5-155420
	36.521-1
	2241
	-
	F
	Rel-12
	12.7.0
	Changes to general clauses for Dual Connectivity
	LTE_SC_enh_dualC-UEConTest

	R5-155425
	36.521-1
	2246
	-
	F
	Rel-12
	12.7.0
	Introduction of the reference and abbreviations for Dual Connectivity
	LTE_SC_enh_dualC-UEConTest

	R5-156016
	36.521-1
	2242
	1
	F
	Rel-12
	12.7.0
	Introduction of FDD PDSCH Closed Loop Multi-Layer Spatial Multiplexing 4x2 for Dual Connectivity
	LTE_SC_enh_dualC-UEConTest

	R5-156017
	36.521-1
	2243
	1
	F
	Rel-12
	12.7.0
	Introduction of TDD PDSCH Closed Loop Multi-Layer Spatial Multiplexing 4x2 for Dual Connectivity
	LTE_SC_enh_dualC-UEConTest

	R5-156018
	36.521-1
	2244
	1
	F
	Rel-12
	12.7.0
	Introduction of FDD sustained data rate performance for Dual Connectivity
	LTE_SC_enh_dualC-UEConTest

	R5-156019
	36.521-1
	2245
	1
	F
	Rel-12
	12.7.0
	Introduction of TDD sustained data rate performance for Dual Connectivity
	LTE_SC_enh_dualC-UEConTest

	R5-155947
	36.523-1
	3162
	1
	F
	Rel-12
	12.7.0
	New Dual Connectivity test case 7.3.7.1 for PDCP Uplink Routing /  Split DRB
	LTE_SC_enh_dualC-UEConTest

	R5-155948
	36.523-1
	3179
	1
	F
	Rel-12
	12.7.0
	Addition of TC 8.2.2.9.5  Dual Connectivity test case for RRC connection reconfiguration / SCG change without handover / Split DRB modification within the same PSCell
	LTE_SC_enh_dualC-UEConTest

	R5-155949
	36.523-1
	3224
	1
	F
	Rel-12
	12.7.0
	Addition of Dual Connectivity RRC test case 
	LTE_SC_enh_dualC-UEConTest

	R5-155950
	36.523-1
	3228
	1
	F
	Rel-12
	12.7.0
	Addition of Dual Connectivity RRC test case 8.2.4.25.2
	LTE_SC_enh_dualC-UEConTest

	R5-155951
	36.523-1
	3239
	1
	F
	Rel-12
	12.7.0
	Add test case 8.2.2.9.1 for dual connectivity
	LTE_SC_enh_dualC-UEConTest

	R5-155952
	36.523-1
	3241
	1
	F
	Rel-12
	12.7.0
	Add test case 8.2.2.9.2 for dual connectivity
	LTE_SC_enh_dualC-UEConTest

	R5-155953
	36.523-2
	0789
	1
	F
	Rel-12
	12.7.0
	Applicability of new protocol Dual Connectivity test cases
	LTE_SC_enh_dualC-UEConTest
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