

	
3GPP TSG-RAN1 Meeting #83	R1-157842
Anaheim, United States, 15th Nov 2015 - 22nd Nov 2015
	CR-Form-v11.1

	CHANGE REQUEST

	

	
	36.214
	CR
	0029
	rev
	 1
	Current version:
	12.2.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	



	Proposed change affects:
	UICC apps
	
	ME
	X
	Radio Access Network
	X
	Core Network
	



	

	Title:	
	Introduction of LAA

	
	

	Source to WG:
	Ericsson

	Source to TSG:
	R1

	
	

	Work item code:
	LTE_LAA-Core
	
	Date:
	[bookmark: _GoBack]2015-11-20

	
	
	
	
	

	Category:
	B
	
	Release:
	Rel-13

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)
Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	[bookmark: OLE_LINK1]Use one of the following releases:
Rel-8	(Release 8)
Rel-9	(Release 9)
Rel-10	(Release 10)
Rel-11	(Release 11)
Rel-12	(Release 12)
Rel-13	(Release 13)
Rel-14	(Release 14)

	
	

	Reason for change:
	Introduction of LAA.

	
	

	Summary of change:
	Adding RSSI measurement

	
	

	Consequences if not approved:
	Incomplete LAA support.

	
	

	Clauses affected:
	

	
	

	
	Y
	N
	
	

	Other specs
	X
	
	 Other core specifications	
	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	



Page 1


5.1.x	Received Signal Strength Indicator (RSSI)
	Definition
	E-UTRA Received Signal Strength Indicator (RSSI), comprises the linear average of the total received power (in [W]) observed only in the configured OFDM symbols and in the measurement bandwidth over N number of resource blocks, by the UE from all sources, including co-channel serving and non-serving cells, adjacent channel interference, thermal noise etc. 

Higher layers indicate the measurement duration and which OFDM symbol(s) should be measured by the UE.

The reference point for the RSSI shall be the antenna connector of the UE. 

If receiver diversity is in use by the UE, the reported value shall not be lower  than the corresponding RSSI of any of the individual diversity branches

	Applicable for
	RRC_CONNECTED intra-frequency,
RRC_CONNECTED inter-frequency



