Page 1



3GPP TSG-RAN2 Meeting #92 
R2-156998
Anaheim, USA, 16 - 20 November
	CR-Form-v11.1

	CHANGE REQUEST

	

	
	25.331
	CR
	5812
	rev
	1
	Current version:
	13.0.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	X
	Radio Access Network
	X
	Core Network
	


	

	Title:

	Introduction of enhanced state transition

	
	

	Source to WG:
	Huawei, HiSilicon, Nokia Networks

	Source to TSG:
	R2

	
	

	Work item code:
	UTRA_EDL_L23-Core
	
	Date:
	2015-11-19

	
	
	
	
	

	Category:
	B
	
	Release:
	Rel-13

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)
Rel-14
(Release 14)

	
	

	Reason for change:
	Introduction of enhanced state transition.


	
	

	Summary of change:
	The following changes are made:

- Actions related to using other state configuration are added in section 8.1.14.2,  8.2.2.3, 8.3.1.7 and 8.6.4.x (New).

- The options to configure an other state configuration in dedicated signalling are added in section 10.2.8, 10.2.27, 10.3.8.x (New).

- New constant for maximum number of other state configuration added in chapter 10.3.10.

- New UE variable containing the parameters to store for other state configuration added in chapter 13.4.x.

- ASN.1 changes added in chapter 11.2, 11.3 and 11.4.



	
	

	Consequences if not approved:
	Enhanced state transition is not supported.

	
	

	Clauses affected:
	8.1.14.2, 8.2.2.3, 8.3.1.7, 8.6.4.x (New), 10.2.8, 10.2.27, 10.3.8.x (New), 11.2, 11.3, 11.4, 13.4.x (New)


	
	

	
	Y
	N
	
	

	Other specs
	X
	
	 Other core specifications

	TS 25.300 CR0029

	affected:
	
	X
	 Test specifications
	

	(show related CRs)
	
	X
	 O&M Specifications
	

	
	

	Other comments:
	In the new section 10.3.8.x and 13.4.x, the IE "Retrievable configuration 10.3.8.y" is referred to the same IE as captured in the CR5807 for TS 25.331.
In the new section 10.3.8.x, 11.3 and 13.4.x, the constant "maxRetrievConfig" is referred to the same constant as captured in the CR5807 for TS 25.331.


8.1.14.2
Initiation
The UE shall, on receiving a request to release (abort) the signalling connection from upper layers for a specific CN domain:

1>
if a signalling connection in the variable ESTABLISHED_SIGNALLING_CONNECTIONS for the specific CN domain identified with the IE "CN domain identity" exists:

2>
initiate the signalling connection release indication procedure.

1>
otherwise:

2>
abort any ongoing establishment of signalling connection for that specific CN domain as specified in 8.1.3.5a.

Upon initiation of the signalling connection release indication procedure in CELL_PCH or URA_PCH state, the UE shall:

1>
if variable READY_FOR_COMMON_EDCH is set to TRUE:

2>
move to CELL_FACH state and continue with the signalling connection release indication procedure as below.

1>
else:

2>
if variable HSPA_RNTI_STORED_CELL_PCH is set to TRUE:

3>
move to CELL_FACH state and continue with the signalling connection release indication procedure as below.

2>
else:

3>
if variable H_RNTI and variable C_RNTI are set: 

4>
continue with the signalling connection release indication procedure as below.

3>
else:

4>
perform a cell update procedure, according to subclause 8.3.1, using the cause "uplink data transmission";

4>
when the cell update procedure completed successfully:

5>
continue with the signalling connection release indication procedure as below.

The UE shall:

1>
set the IE "CN Domain Identity" to the value indicated by the upper layers. The value of the IE indicates the CN domain whose associated signalling connection the upper layers are indicating to be released;

1>
if the UE includes the IE "Signalling Connection Release Indication Cause" and does not set it to "UE Requested PS Data session end";

2>
set the IE "Signalling Connection Release Indication Cause" to "any other cause";

1>
transmit a SIGNALLING CONNECTION RELEASE INDICATION message on DCCH using AM RLC.

1>
if the SIGNALLING CONNECTION RELEASE INDICATION message did not include the IE "Signalling Connection Release Indication Cause" set to "UE Requested PS Data session end".

2>
remove the signalling connection with the identity indicated by upper layers from the variable ESTABLISHED_SIGNALLING_CONNECTIONS.

When the successful delivery of the SIGNALLING CONNECTION RELEASE INDICATION message has been confirmed by RLC the procedure ends.

In addition, if the timer T323 value is stored in the IE "UE Timers and constants in connected mode" in the variable TIMERS_AND_CONSTANTS, and if there is no CS domain connection indicated in the variable ESTABLISHED_SIGNALLING_CONNECTIONS, the UE may: 

1>
if the upper layers indicate that there is no more PS data for a prolonged period:

2>
if timer T323 is not running:

3>
if the UE is in CELL_DCH state; or

3>
if the UE is in CELL_FACH state and the variable HS_DSCH_DRX_CELL_FACH_2CYCLE_STATUS is set to FALSE; or

3>
if the UE is in CELL_FACH state and the variable HS_DSCH_DRX_CELL_FACH_2CYCLE_STATUS is set to TRUE and HS-DSCH second DRX cycleFACH is shorter than the shorter CN domain specific DRX cycle length for the PS domain and CS domain; or

3>
if the UE is in CELL_FACH state and the variable HS_DSCH_DRX_CELL_FACH_2CYCLE_STATUS is set to TRUE and HS-DSCH second DRX cycleFACH is equal to or longer than the shorter CN domain specific DRX cycle length for the PS domain and CS domain, and V316 < 1; or

3>
if the UE is in CELL_PCH state or URA_PCH state and the DRX cycle length in use is shorter than the shorter CN domain specific DRX cycle length for the PS domain and CS domain; or

3>
if the UE is in CELL_PCH state or URA_PCH state and the DRX cycle length in use is equal to or longer than the shorter CN domain specific DRX cycle length for the PS domain and CS domain, and V316 < 1:

4>
if the UE is in CELL_PCH state or URA_PCH state and the DRX cycle length in use is equal to or longer than the shorter CN domain specific DRX cycle length for the PS domain and CS domain:

5>
increment V316 by 1.

4>
if the UE is in CELL_FACH state and the variable HS_DSCH_DRX_CELL_FACH_2CYCLE_STATUS is set to TRUE and HS-DSCH second DRX cycleFACH is equal to or longer than the shorter CN domain specific DRX cycle length for the PS domain and CS domain:

5>
increment V316 by 1.

4>
set the IE "CN Domain Identity" to PS domain;

4>
set the IE "Signalling Connection Release Indication Cause" to "UE Requested PS Data session end";
4>
if the UE has a stored configuration in the variable OTHER_STATE_CONFIGURATION with a value of IE "Source RRC state indicator" corresponding to the UE current UE RRC state, and the variable ORDERED_RECONFIGURATION is FALSE:

5>
transmit a SIGNALLING CONNECTION RELEASE INDICATION message on DCCH using AM RLC;
5>
start the timer T323;
5>
when the successful transmission of the SIGNALLING CONNECTION RELEASE INDICATION message has been confirmed by the lower layers:

6>
act on sub-clause 8.2.2.3 and move to the RRC state indicated by IE "Target RRC state indicator" in the corresponding configuration in variable OTHER_STATE_CONFIGURATION,
4>
else:
5>
transmit a SIGNALLING CONNECTION RELEASE INDICATION message on DCCH using AM RLC;

5>
start the timer T323;

3>
the procedure ends.
The UE shall be inhibited from sending the SIGNALLING CONNECTION RELEASE INDICATION message with the IE "Signalling Connection Release Indication Cause" set to "UE Requested PS Data session end" whilst timer T323 is running.

The UE shall not locally release the PS signalling connection after it has sent the SIGNALLING CONNECTION RELEASE INDICATION message with the IE "Signalling Connection Release Indication Cause" set to "UE Requested PS Data session end".

At transmission or reception of PS data or signalling on SRB3 or upwards, or entering RRC Connected mode, or successful SRNS relocation, the UE shall set V316 to zero.

<Next modification>
8.2.2.3
Reception of RADIO BEARER SETUP or RADIO BEARER RECONFIGURATION or RADIO BEARER RELEASE or TRANSPORT CHANNEL RECONFIGURATION or PHYSICAL CHANNEL RECONFIGURATION message, TTI switch HS-SCCH order or Target cell HS-SCCH order by the UE
The UE shall:

1>
be able to receive any of the following messages:

2>
RADIO BEARER SETUP message; or

2>
RADIO BEARER RECONFIGURATION message; or

2>
RADIO BEARER RELEASE message; or

2>
TRANSPORT CHANNEL RECONFIGURATION message; or

2>
PHYSICAL CHANNEL RECONFIGURATION message;

1>
be able to perform a hard handover and apply physical layer synchronisation procedure A as specified in [29], even if no prior UE measurements have been performed on the target cell and/or frequency.

For FDD: in case a measurement report was triggered by intra frequency event 1d and if the table "Target cell preconfigurations" in the variable TARGET_CELL_PRECONFIGURATION includes the cell that triggered the event, or in case a measurement report was triggered by intra frequency event 1c requesting the serving HS-DSCH cell change and if the table "Target cell preconfigurations" in the variable TARGET_CELL_PRECONFIGURATION includes the target cell, as per the definition of Target cell HS-SCCH order

the UE shall be able to receive:

1>
Target cell HS-SCCH order.

For FDD: in case a filtered UPH report [15] was triggered the UE shall be able to receive:

1>
TTI switch HS-SCCH order.

In case the reconfiguration procedure is used to remove all existing RL(s) in the active set while new RL(s) are established the UE shall:

1>
For FDD:

2>
if the UE has a pending "TGPS reconfiguration CFN" at the activation time received in the reconfiguration message and the reconfiguration requests a timing re-initialised hard handover (see subclause 8.3.5.1), the UE may:

3>
abort the pending CM activation;

3>
set the CM_PATTERN_ACTIVATION_ABORTED to TRUE.

2>
otherwise:

3>
set the CM_PATTERN_ACTIVATION_ABORTED to FALSE.

If the UE will enter a target RRC state as defined in the OTHER_STATE_CONFIGURATION variable after successful transmission of the SIGNALLING CONNECTION RELEASE INDICATION message; or
If the UE receives:

-
a RADIO BEARER SETUP message; or

-
a RADIO BEARER RECONFIGURATION message; or

-
a RADIO BEARER RELEASE message; or

-
a TRANSPORT CHANNEL RECONFIGURATION message; or

-
a PHYSICAL CHANNEL RECONFIGURATION message; or
-
a TTI switch HS-SCCH order; or
-
a Target cell HS-SCCH order

it shall:

1>
stop and reset timer T324 if running;

1>
stop monitoring target cell HS-SCCH;

1>
set the variable ORDERED_RECONFIGURATION to TRUE;
1>
if the UE will enter the CELL_DCH state from any state other than CELL_DCH state at the conclusion of this procedure:

2>
if COMMON_E_DCH_TRANSMISSION is set to FALSE before entering CELL_DCH state or IE "E-DCH info" is not included in the reconfiguration message:

3>
perform the physical layer synchronisation procedure A as specified in [29] (FDD only).

1>
if the UE has received a Target cell HS-SCCH order:

2>
if the IE "Serving Cell Change MAC reset" in the target cell preconfiguration is set to TRUE:

3>
reset the MAC-hs/ehs entity [15].

2>
else:

3>
determine the value for the "TPC combination index" for current cell and the cell in which the Target cell HS-SCCH order is received; 

3>
if the values of the IE "TPC combination index" for current cell and the cell in which the Target cell HS-SCCH order is received are different:

4>
reset the MAC-hs/ehs entity [15].

1>
act upon all received information elements, or Target cell preconfiguration information in the case of received Target cell HS-SCCH order, as specified in subclause 8.6, unless specified in the following and perform the actions below.
1>
in the case of received TTI switch HS-SCCH order, perform the actions as described in 8.5.86.
The UE may:

1>
maintain a list of the set of cells to which the UE has Radio Links if the IE "Cell ID" is present.

The UE may first release the physical channel configuration used at reception of the reconfiguration message. The UE shall then:

1>
enter a state according to subclause 8.6.3.3.

In case the UE receives a RADIO BEARER RECONFIGURATION message including the IE "RB information to reconfigure" that only includes the IE "RB identity", the UE shall:

1>
handle the message as if IE "RB information to reconfigure" was absent.

NOTE:

The ASN.1 "r3" version of the RADIO BEARER RECONFIGURATION message always includes the IE "RB information to reconfigure". UTRAN has to include it even if it does not require the reconfiguration of any RB.

In case the UE receives a RADIO BEARER RECONFIGURATION message with the IE "Specification mode" set to "Preconfiguration" while the message is not sent through GERAN Iu mode, the UE behaviour is unspecified.

In case the UE receives a RADIO BEARER SETUP message with the IE "Specification mode" not set to "Complete Specification", the UE behaviour is unspecified.

The UE shall:

1>
if IE "Default configuration for CELL_FACH" is set:

2>
if  the message is RADIO BEARER RECONFIGURATION:

3>
if IE "new U-RNTI" is included:

4>
act in accordance with the default parameters according to section 13.8.

3>
else:

4>
the UE behaviour is unspecified.

For FDD: in CELL_DCH state, in case the UE receives a Target cell HS-SCCH order the UE shall:

1>
ignore RADIO BEARER SETUP, RADIO BEARER RECONFIGURATION, TRANSPORT CHANNEL RECONFIGURATION or PHYSICAL CHANNEL RECONFIGURATION messages as described in subclause 8.6.3.11.

If after state transition the UE enters CELL_DCH state, the UE shall, after the state transition:

1>
in FDD; or

1>
in TDD when "Primary CCPCH Info" is included indicating a new target cell and "New C-RNTI" is not specified:

2>
remove any C-RNTI from MAC;

2>
clear the variable C_RNTI.

1>
determine the value for the READY_FOR_COMMON_EDCH variable and take the corresponding actions as described in subclause 8.5.47;

1>
determine the value for the COMMON_E_DCH_TRANSMISSION variable and take the corresponding actions as described in subclause 8.5.46;

1>
for FDD, determine the value for the READY_FOR_COMMON_ERGCH variable and take the corresponding actions as described in subclause 8.5.75;

1>
if the IE "E-DCH info" was not included in the message:

2>
for FDD:

3>
stop any E-AGCH, E-RGCH and E-HICH reception procedures;

3>
stop any E-DPCCH and E-DPDCH transmission procedures;

3>
act as if the IE "MAC-es/e reset indicator" was received and set to TRUE;

3>
release all E-DCH HARQ resources;

3>
no longer consider any radio link to be the serving E-DCH radio link.

2>
for 1.28 Mcps TDD:

3>

stop any E-AGCH and E-HICH reception procedures;

3> stop any E-RUCCH and E-PUCH transmission procedure;

3>
act as if the IE "MAC-es/e reset indicator" was received and set to TRUE;

3>
release all E-DCH HARQ resources;

3>
no longer consider any radio link to be the serving E-DCH radio link.
If after state transition the UE leaves CELL_DCH state, the UE shall, before state transition:

1>
clear any stored IE "E-DCH info";

1>
for FDD, clear any stored IE "Secondary serving E-DCH cell info" and IE "Secondary E-DCH info common";

1>
for 1.28Mcps TDD, clear any stored IE "Multi-carrier E-DCH Info for LCR TDD";

1>
determine the value for the E_DCH_TRANSMISSION variable and take the corresponding actions as described in subclause 8.5.28.

If after state transition the UE leaves CELL_DCH state, the UE shall, after the state transition:

1>
if any IEs related to HS-DSCH are stored in the UE:

2>
clear any stored IE "Downlink HS-PDSCH information";

2>
clear any stored IE "Downlink Secondary Cell Info FDD";

2>
clear all the entries from the variable TARGET_CELL_PRECONFIGURATION;
2>
for 1.28Mcps TDD, clear the IE "HS-PDSCH Midamble Configuration" and the IE "HS-SCCH Set Configuration" in the IE "DL Multi Carrier Information";
2>
determine the value for the HS_DSCH_RECEPTION variable and take the corresponding actions as described in subclause 8.5.25.

1>
if any IEs related to E-DCH are stored in the UE:

2>
clear any stored IE "E-DCH info";

2>
for FDD, clear any stored IE "Secondary serving E-DCH cell info" and IE "Secondary E-DCH info common";

2>
for 1.28Mcps TDD, clear any stored IE "Multi-carrier E-DCH Info for LCR TDD";

2>
determine the value for the E_DCH_TRANSMISSION variable and take the corresponding actions as described in subclause 8.5.28.

1>
if any of the IEs "DTX-DRX timing information" or "DTX-DRX information" are stored in the UE:

2>
determine the value for the DTX_DRX_STATUS variable and take the corresponding actions as described in subclause 8.5.34.

1>
if the IE "HS-SCCH less information" is stored in the UE:

2>
determine the value for the HS_SCCH_LESS_STATUS variable and take the corresponding actions as described in subclause 8.5.35.

1>
if any IEs related to MIMO are stored in the UE:

2>
determine the value for the MIMO_STATUS variable and take the corresponding actions as described in subclause 8.5.33.

1>
if the IE "MIMO mode with four transmit antennas" is stored in the UE:

2>
determine the value for the MIMO_MODE_WITH_FOUR_TRANSMIT_ANTENNAS_STATUS variable and take the corresponding actions as described in subclause 8.5.79.

1>
if the IE "UE Mobility State Indicator" was present in the reconfiguration message:

2>
consider the High-mobility state to have being detected.
1>
for 1.28 Mcps TDD, if the IEs "Control Channel DRX Information" is stored in the UE:

2>
determine the value for the CONTROL_CHANNEL_DRX_STATUS variable and take the corresponding actions as described in subclause 8.5.53.

1>
for 1.28 Mcps TDD, if the IE "SPS information" is stored in the UE:

2>
determine the value for the E_DCH_SPS_STATUS variable and take the corresponding actions as described in subclause 8.5.54;

2>
determine the value for the HS_DSCH_SPS_STATUS variable and take the corresponding actions as described in subclause 8.5.55.

1>
for 1.28 Mcps TDD, if the IE "MU-MIMO info" is stored in the UE:

2>
determine the value for the MU_MIMO_STATUS variable and take the corresponding actions as described in subclause 8.5.61.

1>
for FDD, if the IE "Uplink CLTD info FDD" is stored in the UE:

2>
determine the value for the UPLINK_CLTD_TRANSMISSION variable and take the corresponding actions as described in subclause 8.5.69.

1>
for FDD, if the IE "Uplink OLTD info FDD" is stored in the UE:

2>
determine the value for the UPLINK_OLTD_TRANSMISSION variable and take the corresponding actions as described in subclause 8.5.70.
1>
for FDD, clear the IE "Radio Links without DPCH/F-DPCH info", if stored;

1>
for FDD, if the IE "DPCCH2 info FDD" is stored in the UE:

2>
determine the value for the DPCCH2_TRANSMISSION variable and take the corresponding actions as described in subclause 8.5.83.
For 1.28 Mcps TDD, if the UE supports the non-rectangular resource allocation, the UE shall:

1>
determine the value for the NON_RECTANGULAR_RESOURCE_ALLOCATION_STATUS variable and take the corresponding actions as described in subclause 8.5.82.
If the UE was in CELL_DCH state upon reception of the reconfiguration message and remains in CELL_DCH state, the UE shall:

1>
if the IE "Uplink DPCH Info" is absent, not change its current UL Physical channel configuration;

1>
for FDD:

2>
determine the value for the SECONDARY_CELL_HS_DSCH_RECEPTION variable and take the corresponding actions as described in subclause 8.5.51.

2>
determine the value for the SECONDARY_CELL_E_DCH_TRANSMISSION and take the corresponding actions as described in subclause 8.5.58.

2>
if the variable SECONDARY_CELL_E_DCH_TRANSMISSION is set to TRUE:

3>
if the IE "Secondary E-DCH info common" is included and the IE "Frequency info" is different from the stored "Frequency info" in the IE "Secondary E-DCH info common"; or

3>
if the IE "Frequency info" is included in an IE other than the IE "Uplink secondary cell info FDD":

4>
consider the secondary uplink frequency as not activated and take the corresponding actions as described in subclause 8.5.58.

3>
else:

4>
if the IE "Downlink information per radio link list on secondary UL frequency" is not included in the received message:

5>
keep the current activation status of the secondary uplink frequency and take the corresponding actions as described in subclause 8.5.58.

2>
determine the value for the UPLINK_CLTD_TRANSMISSION variable and take the corresponding actions as described in subclause 8.5.69.

2>
determine the value for the UPLINK_OLTD_TRANSMISSION variable and take the corresponding actions as described in subclause 8.5.70.
2>
determine the value for the DPCCH2_TRANSMISSION variable and take the corresponding actions as described in subclause 8.5.83.
1>
in TDD:

2>
if "Primary CCPCH Info" is included indicating a new target cell and "New C-RNTI" is not specified:

3>
remove any C-RNTI from MAC;

3>
clear the variable C_RNTI.

2>
if "Primary CCPCH Info" is included indicating a new target cell and "New H-RNTI" is not specified:

3>
remove any H-RNTI from MAC;

3>
clear the variable H_RNTI;

3>
determine the value for the HS_DSCH_RECEPTION variable and take the corresponding actions as described in subclause 8.5.25.
2>
if the reconfiguration message caused a change from FDD mode to 3.84/7.68 Mcps TDD mode and provides for E-DCH/HS-DSCH operation without an uplink DPCH:

3>
the UE shall obtain timing advance for the 3.84/7.68 Mcps TDD cell according to [15].

1>
if "DPCH frame offset" is included for one or more RLs in the active set, and the reconfiguration procedure does not request a timing reinitialized hard handover (see subclause 8.3.5.1):

2>
use its value to determine the beginning of the DPCH or F-DPCH frame in accordance with the following:

3>
if the received IE "DPCH frame offset" is across the value range border compared to the DPCH or F-DPCH frame offset currently used by the UE:

4>
consider it to be a request to adjust the timing with 256 chips across the frame border (e.g. if the UE receives value 0 while the value currently used is 38144 consider this as a request to adjust the timing with +256 chips).

3>
if after taking into account value range borders, the received IE "DPCH frame offset" corresponds to a request to adjust the timing with a step exceeding 256 chips:

4>
set the variable INVALID_CONFIGURATION to TRUE.

3>
and the procedure ends.

2>
adjust the radio link timing accordingly.

If after state transition the UE enters CELL_FACH state, the UE shall, after the state transition:

1>
if the UE was in CELL_DCH state upon reception of the reconfiguration message:

2>
clear the variable E_RNTI.

1>
if the IE "new Primary E-RNTI" is included in the received reconfiguration message:

2>
store the "new Primary E-RNTI" according to subclause 8.6.3.14.

1>
determine the value for the READY_FOR_COMMON_EDCH variable and take the corresponding actions as described in subclause 8.5.47;

1>
determine the value for the COMMON_E_DCH_TRANSMISSION variable and take the corresponding actions as described in subclause 8.5.46;

1>
for FDD, determine the value for the READY_FOR_COMMON_ERGCH variable and take the corresponding actions as described in subclause 8.5.75;

1>
for 1.28 Mcps TDD, determine the value for the MU_MIMO_STATUS variable and take the corresponding actions as described in subclause 8.5.61;

1>
if the IE "Frequency info" is included in the received reconfiguration message:

2>
select a suitable UTRA cell according to [4] on that frequency;

2>
if the UE finds a suitable UTRA cell on that frequency:

3>
if the received reconfiguration message included the IE "Primary CPICH info" (for FDD) or "Primary CCPCH info" (for TDD), and the UE selects another cell than indicated by this IE or the received reconfiguration message did not include the IE "Primary CPICH info" (for FDD) or "Primary CCPCH info" (for TDD):

4>
initiate a cell update procedure according to subclause 8.3.1 using the cause "Cell reselection";

4>
when the cell update procedure completed successfully:

5>
if the UE is in CELL_PCH or URA_PCH state:

6>
if variable READY_FOR_COMMON_EDCH is set to TRUE:

7>
move to CELL_FACH state and proceed as below.

6>
else:

7>
if variable H_RNTI and variable C_RNTI are set:

8>
proceed as below.

7>
else:

8>
initiate a cell update procedure according to subclause 8.3.1 using the cause "Uplink data transmission" and proceed as below.

3>
else:

4>
for 1.28Mcps TDD, decide the working frequency according to subclause 8.6.6.1.

2>
else, if the UE can not find a suitable UTRA cell on that frequency but it finds a suitable UTRA cell on another frequency:

3>
initiate a cell update procedure according to subclause 8.3.1 using the cause "Cell reselection";

3>
when the cell update procedure completed successfully:

4>
if the UE is in CELL_PCH or URA_PCH state:

5>
if variable READY_FOR_COMMON_EDCH is set to TRUE:

6>
move to CELL_FACH state and proceed as below.

5>
else:

6>
if variable H_RNTI and variable C_RNTI are set:

7>
proceed as below.

6>
else:

7>
initiate a cell update procedure according to subclause 8.3.1 using the cause "Uplink data transmission" and proceed as below.

1>
if the IE "Frequency info" is not included in the received reconfiguration message:

2>
select a suitable UTRA cell according to [4];

2>
if the UE finds a suitable UTRA cell on the current frequency:

3>
if the received reconfiguration message included the IE "Primary CPICH info" (for FDD) or "Primary CCPCH info" (for TDD), and the UE selects another cell than indicated by this IE or the received reconfiguration message did not include the IE "Primary CPICH info" (for FDD) or "Primary CCPCH info" (for TDD):

4>
initiate a cell update procedure according to subclause 8.3.1 using the cause "Cell reselection";

4>
when the cell update procedure completed successfully:

5>
if the UE is in CELL_PCH or URA_PCH state:

6>
if variable READY_FOR_COMMON_EDCH is set to TRUE:

7>
move to CELL_FACH state and proceed as below.

6>
else:

7>
if variable H_RNTI and variable C_RNTI are set:

8>
proceed as below.

7>
else:
8>
initiate a cell update procedure according to subclause 8.3.1 using the cause "Uplink data transmission" and proceed as below.

3>
else:

4>
for 1.28Mcps TDD, decide the working frequency according to subclause 8.6.6.1.

2>
else, if the UE can not find a suitable UTRA cell on the current frequency but it finds a suitable UTRA cell on another frequency:

3>
initiate a cell update procedure according to subclause 8.3.1 using the cause "Cell reselection";

3>
when the cell update procedure completed successfully:

4>
if the UE is in CELL_PCH or URA_PCH state:

5>
if variable READY_FOR_COMMON_EDCH is set to TRUE: 

6>
move to CELL_FACH state and proceed as below.

5>
else:

6>
if variable H_RNTI and variable C_RNTI are set:

7>
proceed as below.

6>
else:

7>
initiate a cell update procedure according to subclause 8.3.1 using the cause "Uplink data transmission" and proceed as below.

1>
start timer T305 using its initial value if timer T305 is not running and if periodical update has been configured by T305 in the IE "UE Timers and constants in connected mode" set to any other value than "infinity" in the variable TIMERS_AND_CONSTANTS;

1>
if variable READY_FOR_COMMON_EDCH is set to FALSE:

2>
select PRACH according to subclause 8.5.17;

1>
else:

2>
configure the Enhanced Uplink in CELL_FACH state and Idle mode as specified in subclause 8.5.45 for FDD and 8.5.45a for 1.28 Mcps TDD.
1>
for 3.84 Mcps and 1.28 Mcps TDD; or 

1>
for FDD, if the UE does not support HS-DSCH reception in CELL_FACH state; or

1>
if the IE "HS-DSCH common system information" is not included in System Information Block type 5 or System Information Block type 5bis; or

1>
for 1.28 Mcps TDD, if the IE "Common E-DCH system info" is not included in System Information Block type 5:

2>
select Secondary CCPCH according to subclause 8.5.19;

2>
use the transport format set given in system information;

2>
take the actions related to the HS_DSCH_RECEPTION_GENERAL variable as described in subclause 8.5.37a.

1>
else:

2>
for FDD if variable READY_FOR_COMMON_EDCH is set to FALSE:

3>
if the RBs have the multiplexing option with transport channel type "HS-DSCH" for the DL and transport channel type "RACH" in the UL; and

3>
if variable H_RNTI and variable C_RNTI are set:

4>
start to receive HS-DSCH according to the procedure in subclause 8.5.36.

3>
else:

4>
clear variable C_RNTI and delete any stored C-RNTI value;

4>
clear variable H_RNTI and delete any stored H-RNTI value;

4>
clear any stored IE "HARQ Info".

2>
else:

3>
if the RBs have the multiplexing option with transport channel type "HS-DSCH" for the DL and transport channel type "E-DCH" in the UL; and

3>
if variable E_RNTI, variable H_RNTI and variable C_RNTI are set:

4>
start to receive HS-DSCH according to the procedure in subclause 8.5.36.

3>
else:

4>
clear variable C_RNTI and delete any stored C-RNTI value;

4>
clear variable H_RNTI and delete any stored H-RNTI value;

4>
clear variable E_RNTI and delete any stored E-RNTI value; 

4>
clear any stored IE "HARQ Info".

1>
if the IE "UTRAN DRX cycle length coefficient" is included in the same message:

2>
ignore that IE and stop using DRX.
1>
if the UE supports RAN-assisted WLAN interworking:

2>
stop the timer T330 if it is running;

2>
if the variable WLAN_OFFLOAD_INFO is not empty:

3>
use the information stored in the variable WLAN_OFFLOAD_INFO as specified in [4], and forward it to the upper layers.

2>
else:

3>
use the information stored in the variable SYSTEM_INFO_WLAN_OFFLOAD_INFO as specified in [4] and forward it to the upper layers.
1>
if the contents of the variable C_RNTI is empty:

2>
perform a cell update procedure according to subclause 8.3.1 using the cause "Cell reselection";

2>
when the cell update procedure completed successfully:

3>
if the UE is in CELL_PCH or URA_PCH state:

4>
initiate a cell update procedure according to subclause 8.3.1 using the cause "Uplink data transmission";

4>
proceed as below.

If the UE was in CELL_FACH state upon reception of the reconfiguration message and remains in CELL_FACH state, the UE shall:

1>
determine the value for the READY_FOR_COMMON_EDCH variable and take the corresponding actions as described in subclause 8.5.47;

1>
determine the value for the COMMON_E_DCH_TRANSMISSION variable and take the corresponding actions as described in subclause 8.5.46;

1>
for FDD, determine the value for the READY_FOR_COMMON_ERGCH variable and take the corresponding actions as described in subclause 8.5.75;

1>
for 1.28 Mcps TDD, determine the value for the MU_MIMO_STATUS variable and take the corresponding actions as described in subclause 8.5.61;
1>
if the IE "Frequency info" is included in the received reconfiguration message:

2>
select a suitable UTRA cell according to [4] on that frequency;

2>
if the UE finds a suitable UTRA cell on that frequency:

3>
if the received reconfiguration message included the IE "Primary CPICH info" (for FDD) or "Primary CCPCH info" (for TDD), and the UE selected another cell than indicated by this IE or the received reconfiguration message did not include the IE "Primary CPICH info" (for FDD) or "Primary CCPCH info" (for TDD):

4>
initiate a cell update procedure according to subclause 8.3.1 using the cause "cell reselection";

4>
when the cell update procedure completed successfully:

5>
if the UE is in CELL_PCH or URA_PCH state:

6>
if variable READY_FOR_COMMON_EDCH is set to TRUE: 

7>
move to CELL_FACH state and proceed as below.

6>
else:

7>
if variable H_RNTI and variable C_RNTI are set:

8>
proceed as below.

7>
else:

8>
initiate a cell update procedure according to subclause 8.3.1 using the cause "Uplink data transmission" and proceed as below.

2>
else, if the UE can not find a suitable UTRA cell on that frequency but it finds a suitable UTRA cell on another frequency:

3>
initiate a cell update procedure according to subclause 8.3.1 using the cause "Cell reselection";

3>
when the cell update procedure completed successfully:

4>
if the UE is in CELL_PCH or URA_PCH state:

5>
if variable READY_FOR_COMMON_EDCH is set to TRUE:

6>
move to CELL_FACH state and proceed as below.

5>
else:

6>
if variable H_RNTI and variable C_RNTI are set:

7>
proceed as below.

6>
else:

7>
initiate a cell update procedure according to subclause 8.3.1 using the cause "Uplink data transmission" and proceed as below.

1>
if the IE "Frequency info" is not included in the received reconfiguration message:

2>
if the IE "Primary CPICH info" (for FDD) or "Primary CCPCH info" (for TDD) is included the UE shall either:

3>
ignore the content of the IE "Primary CPICH info" (for FDD) or "Primary CCPCH info" (for TDD) and proceed as below;

2>
or:

3>
if the received reconfiguration message included the IE "Primary CPICH info" (for FDD) or "Primary CPCH info" (for TDD), and it is different from the current cell:

4>
initiate a cell update procedure according to subclause 8.3.1 using the cause "Cell reselection";

4>
when the cell update procedure completed successfully:

5>
if the UE is in CELL_PCH or URA_PCH state:

6>
if variable READY_FOR_COMMON_EDCH is set to TRUE: 

7>
move to CELL_FACH state and proceed as below.

6>
else:

7>
if variable H_RNTI and variable C_RNTI are set:

8>
proceed as below.

7>
else:

8>
initiate a cell update procedure according to subclause 8.3.1 using the cause "Uplink data transmission" and proceed as below.

If after state transition the UE leaves CELL_FACH state, the UE shall:

1>
stop timer T305.

If after state transition the UE enters CELL_PCH or URA_PCH state, the UE shall:

1>
if the UE enters CELL_PCH state:

2>
if the UE supports E-DCH transmission in CELL_FACH state and Idle mode and the IE "Common E-DCH system info" is included in system information block type 5 or 5bis:

3>
if variable H_RNTI or variable C_RNTI or variable E_RNTI is not set:

4>
clear variable C_RNTI and delete any stored C-RNTI value;

4>
clear variable H_RNTI and delete any stored H-RNTI value;

4>
clear variable E_RNTI and delete any stored E-RNTI value;

4>
clear any stored IE "HARQ Info";

4>
reset the MAC-ehs entity [15];

4>
reset the MAC-i/is entity [15].
1>
determine the value for the HSPA_RNTI_STORED_CELL_PCH variable and take the corresponding actions as described in subclause 8.5.56;

1>
determine the value for the READY_FOR_COMMON_EDCH variable and take the corresponding actions as described in subclause 8.5.47;

1>
determine the value for the COMMON_E_DCH_TRANSMISSION variable and take the corresponding actions as described in subclause 8.5.46;
1>
for FDD, determine the value for the READY_FOR_COMMON_ERGCH variable and take the corresponding actions as described in subclause 8.5.75;

1>
if the IE "UTRAN DRX cycle length coefficient" is not included in the same message:

2>
set the variable INVALID_CONFIGURATION to TRUE.
1>
if the UE supports RAN-assisted WLAN interworking:

2>
if timer T330 is not configured:

3>
clear the variable WLAN_OFFLOAD_INFO;

3>
use the information stored in the variable SYSTEM_INFO_WLAN_OFFLOAD_INFO as specified in [4], and forward it to the upper layers.

2>
else:

3>
if timer T330 is not running:

4>
start the timer T330;

4>
use the information stored in the variable WLAN_OFFLOAD_INFO as specified in [4], and forward it to the upper layers.
The UE shall transmit a response message as specified in subclause 8.2.2.4, setting the information elements as specified below. The UE shall:

1>
if the received reconfiguration message included the IE "Downlink counter synchronisation info"; or

1>
if the received reconfiguration message is a RADIO BEARER RECONFIGURATION and the IE "New U-RNTI" is included; or

1>
if the received reconfiguration message included the IE "SR-VCC Info":

2>
if the variable PDCP_SN_INFO is empty:

3>
configure the corresponding RLC entity for all AM and UM radio bearers and AM and UM signalling radio bearers except RB2 to "stop".

2>
else:

3>
configure the RLC entity for signalling radio bearers RB1, RB3 and RB4 to "stop";

3>
configure the RLC entity for UM and AM radio bearers for which the IE "PDCP SN Info" is not included to "stop".

2>
re-establish the RLC entity for RB2;

2>
clear all entries in the table "Processed transactions" in the variable TRANSACTIONS;

2>
for the downlink and the uplink, apply the ciphering configuration as follows:

3>
if the received re-configuation message included the IE "Ciphering Mode Info":

4> use the ciphering configuration in the received message when transmitting the response message.

3>
if the ciphering configuration for RB2 from a previously received SECURITY MODE COMMAND has not yet been applied because the activation times not having been reached:

4>
if the previous SECURITY MODE COMMAND was received due to new keys being received:

5>
consider the new ciphering configuration to include the received new keys;

5>
initialise the HFN component of the uplink COUNT-C and downlink COUNT-C of SRB2 as indicated in subclause 8.1.12.3.1.

4>
else if the ciphering configuration for RB2 from a previously received SECURITY MODE COMMAND has not yet been applied because of the corresponding activation times not having been reached and the previous SECURITY MODE COMMAND caused a change in LATEST_CONFIGURED_CN_DOMAIN:

5>
consider the new ciphering configuration to include the keys associated with the LATEST_CONFIGURED_CN_DOMAIN;

5>
initialise the HFN component of the uplink COUNT-C and downlink COUNT-C of SRB2 to the most recently transmitted IE "START list" or IE "START" for the LATEST_CONFIGURED_CN_DOMAIN at the reception of the previous SECURITY MODE COMMAND.

4>
apply the new ciphering configuration immediately following RLC re-establishment.

3>
else:

4>
continue using the current ciphering configuration.
2>
set the new uplink and downlink HFN component of COUNT-C of RB2 to MAX(uplink HFN component of COUNT-C of RB2, downlink HFN component of COUNT-C of RB2);

2>
increment by one the downlink and uplink values of the HFN of COUNT-C for RB2;

2>
calculate the START value according to subclause 8.5.9;

2>
include the calculated START values for each CN domain in the IE "START list" in the IE "Uplink counter synchronisation info";

2>

For any measurement of type CSG Proximity detection or any measurement associated with CELL_INFO_CSG_LIST (i.e.CSG Proximity detection, CSG intra-frequency measurement, CSG inter-frequency measurement and/or SI acquisition): 

3>
stop all measurements of type CSG Proximity detection and all measurements associated with CELL_INFO_CSG_LIST (i.e.CSG Proximity detection, CSG intra-frequency measurement, CSG inter-frequency measurement and/or SI acquisition);

3>
delete measurement control information for all measurements of type CSG Proximity detection and all measurements associated with CELL_INFO_CSG_LIST (i.e.CSG Proximity detection, CSG intra-frequency measurement, CSG inter-frequency measurement and/or SI acquisition);

3>
clear the variable CELL_INFO_CSG_LIST.

2>
if timer T323 value is stored in the IE "UE Timers and constants in connected mode" in the variable TIMERS_AND_CONSTANTS:

3>
stop and reset timer T323;

3>
clear any value of the timer T323 stored in the IE "UE Timers and constants in connected mode" in the variable TIMERS_AND_CONSTANTS.
2>
if after state transition the UE enters CELL_DCH state:

3>
clear the variable DSAC_PARAM, the variable PPAC_PARAM, the variable EAB_PARAM, the variable DSAC_PARAM_2, the variable PPAC_PARAM_2, the variable CONNECTED_MODE_ACCESS_CONTROL and the stored IE "Access Class Barred List" if stored.
1>
else if the received reconfiguration message included the IE "UM RLC re-establishment RB List":

2>
for each radio bearer included in the IE "UM RLC re-establishment RB List"

3>
if the radio bearer uses UM RLC:

4>
calculate the START value according to subclause 8.5.9;

4>
include the calculated START values for the CN domain associated with the radio bearer in the IE "START list" in the IE "Uplink counter synchronisation info";

3>
re-establish the UM RLC entities for the radio bearer and set the first 20 bits of all the HFN component of the respective COUNT-C values to the latest transmitted START value for the CN domain associated with the radio bearer;

3>
set the remaining bits of the HFN component of COUNT-C values of all the re-established UM RLC entities to zero.

1>
if the received reconfiguration message did not include the IE "Downlink counter synchronisation info":

2>
if the variable START_VALUE_TO_TRANSMIT is set:

3>
include and set the IE "START" to the value of that variable.

2>
if the variable START_VALUE_TO_TRANSMIT is not set and the IE "New U-RNTI" is included:

3>
calculate the START value according to subclause 8.5.9;

3>
include the calculated START values for each CN domain in the IE "START list" in the IE "Uplink counter synchronisation info".

2>
if the received reconfiguration message caused a change in the RLC PDU size, a change from flexible to fixed RLC PDU size or a change from fixed to flexible DL RLC PDU size with RLC length indicator set to 15 bits or a change of the RLC LI size for any RB using RLC-AM:

3>
calculate the START value according to subclause 8.5.9;

3>
include the calculated START values for the CN domain associated with the corresponding RB identity in the IE "START list" in the IE "Uplink counter synchronisation info".

1>
if the received reconfiguration message contained the IE "Ciphering mode info" or contained the IE "Integrity protection mode info":

2>
set the IE "Status" in the variable SECURITY_MODIFICATION for all the CN domains in the variable SECURITY_MODIFICATION to "Affected".
1>
if the received reconfiguration message contained the IE "Ciphering mode info":

2>
if the reconfiguration message is not used to perform an SRNS relocation, an SR-VCC or a handover from GERAN Iu mode with change of ciphering algorithm:

3>
the UE behaviour is not specified.
2>
if the message is used to perform a timing re-initialised hard handover:

3>
if IE "Ciphering activation time for DPCH" is included:

4>
the UE behaviour is not specified.

2>
else:

3>
if the reconfiguration message is used to setup radio bearer(s) using RLC-TM; or

3>
if radio bearer(s) using RLC-TM already exist:
4>
if IE "Ciphering activation time for DPCH" is not included:

5>
the UE behaviour is not specified.

1>
if the received reconfiguration message contained the IE "Integrity Protection mode info":

2>
if the reconfiguration message is not used to perform an SRNS relocation, an SR-VCC or a handover from GERAN Iu mode:

3>
the UE behaviour is not specified.
1>
if the received reconfiguration message did not contain the IE "Ciphering activation time for DPCH" in IE "Ciphering mode info":

2>
if prior to this procedure there exist no transparent mode RLC radio bearers:

3>
if, at the conclusion of this procedure, the UE will be in CELL_DCH state; and

3>
if, at the conclusion of this procedure, at least one transparent mode RLC radio bearer exists:

4>
include the IE "COUNT-C activation time" and specify a CFN value for this IE that is a multiple of 8 frames (CFN mod 8 = 0) and lies at least 200 frames ahead of the CFN in which the response message is first transmitted.

NOTE:
UTRAN should not include the IE "Ciphering mode info" in any reconfiguration message unless it is also used to perform an SRNS relocation with change of ciphering algorithm or it is also used to perform an SR-VCC.

1>
set the IE "RRC transaction identifier" to the value of "RRC transaction identifier" in the entry for the received message in the table "Accepted transactions" in the variable TRANSACTIONS; and

1>
clear that entry;

1>
if the variable PDCP_SN_INFO is not empty:

2>
include the IE "RB with PDCP information list" and set it to the value of the variable PDCP_SN_INFO.

1>
in TDD, if the procedure is used to perform a handover to a cell where timing advance is enabled, and the UE can calculate the timing advance value in the new cell (i.e. in a synchronous TDD network):

2>
set the IE "Uplink Timing Advance" according or the IE "Extended UL Timing Advance" to subclause 8.6.6.26.

1>
if the IE "Integrity protection mode info" was present in the received reconfiguration message:

2>
start applying the new integrity protection configuration in the uplink for signalling radio bearer RB2 from and including the transmitted response message.

1>
if IE "RRC state indicator" is set to "CELL_DCH":

2>
if the variable DEFERRED_MEASUREMENT_STATUS is set to TRUE:

3>

if System Information Block type 11 is scheduled on the BCCH and the UE has not read nor stored the IEs present in this System Information Block, or

3>
if System Information Block type 11bis is scheduled on the BCCH and the UE has not read nor stored the IEs present in this System Information Block, or

3>
if System Information Block type 11ter is scheduled on the BCCH and the UE has not read nor stored the IEs present in this System Information Block, or

3>
if System Information Block type 12 is scheduled on the BCCH and the UE has not read nor stored the IEs present in this System Information Block:

4>
include IE "Deferred measurement control reading".

If after state transition the UE enters CELL_DCH state, the UE shall, after the state transition:

1>
if the IE "Deferred measurement control reading" was included in the response message:

2>
clear the variable CELL_INFO_LIST.
1>
if the UE supports RAN-assisted WLAN interworking:

2>
stop the timer T330 if it is running;

2>
stop using the information stored in the variable SYSTEM_INFO_WLAN_OFFLOAD_INFO, and forward this indication to the upper layers;

2>
if the variable WLAN_OFFLOAD_INFO is not empty:

3>
use the information stored in the variable WLAN_OFFLOAD_INFO as specified in [4], and forward it to the upper layers.
If after state transition the UE enters URA_PCH state, the UE shall,:

1>
if the state transition was not triggered by the SIGNALLING CONNECTION RELEASE INDICATION message: 
2>
transmit the response message.
1>
enter a state according to subclause 8.6.3.3;

1>
if the IE "Frequency info" is included in the received reconfiguration message:

2>
select a suitable UTRA cell according to [4] on that frequency.

2>
if the UE can not find a suitable UTRA cell on that frequency but it finds a suitable UTRA cell on another frequency:

3>
proceed as below.
1>
if the IE "Frequency info" is not included in the received reconfiguration message:

2>
select a suitable UTRA cell according to [4].

1>
prohibit periodical status transmission in RLC;

1>
start timer T305 using its initial value if timer T305 is not running and if periodical update has been configured by T305 in the IE "UE Timers and constants in connected mode" set to any other value than "infinity" in the variable TIMERS_AND_CONSTANTS;

1>
for 3.84 Mcps and 7.68 Mcps TDD; or

1>
for FDD and 1.28 Mcps TDD, if the UE does not support HS-DSCH reception in CELL_PCH or URA_PCH state; or

1>
if the IE "HS-DSCH paging system information" is not included in System Information Block type 5 or System Information Block type 5bis:

2>
remove any C-RNTI from MAC;

2>
clear the variable C_RNTI;

2>
select Secondary CCPCH according to subclause 8.5.19;

2>
take the actions related to the HS_DSCH_RECEPTION_GENERAL variable as described in subclause 8.5.37a.

1>
else:

2>
clear variable C_RNTI and delete any stored C-RNTI value;

2>
clear variable H_RNTI and delete any stored H-RNTI value;

2>
clear any stored IE "HARQ Info";

2>
reset the MAC-ehs entity [15];

2>
for FDD; or

2>
for 1.28 Mcps TDD, if the IE "PICH info" isn’t included in IE "Secondary CCPCH system information" in System Information Block type 5 or System Information Block type 6:

3>
monitor its paging occasions on the selected PICH determined according to subclauses 8.6.3.1a, 8.6.3.2 and 8.5.39 and receive paging on the HS-DSCH mapped on the HS-PDSCH selected by the UE according to the procedures in subclause 8.5.40 for FDD and 8.5.40a for 1.28 Mcps TDD.

1>
determine the value for the HSPA_RNTI_STORED_CELL_PCH variable and take the corresponding actions as described in subclause 8.5.56;

1>
determine the value for the READY_FOR_COMMON_EDCH variable and take the corresponding actions as described in subclause 8.5.47;

1>
determine the value for the COMMON_E_DCH_TRANSMISSION variable and take the corresponding actions as described in subclause 8.5.46;

1>
for FDD, determine the value for the READY_FOR_COMMON_ERGCH variable and take the corresponding actions as described in subclause 8.5.75;

1>
if the IE "UTRAN DRX cycle length coefficient" is included in the same message:

2>
use the values in the IE "UTRAN DRX Cycle length coefficient" for calculating Paging occasion and PICH Monitoring Occasion as specified in subclause 8.6.3.2.

1>
if the criteria for URA update caused by "URA reselection" according to subclause 8.3.1 are fulfilled after cell selection:

2>
initiate a URA update procedure according to subclause 8.3.1 using the cause "URA reselection";

2>
when the URA update procedure is successfully completed:

3>
the procedure ends.

If after state transition the UE enters CELL_PCH state from CELL_DCH state, the UE shall,:

1>
if the state transition was not triggered by the SIGNALLING CONNECTION RELEASE INDICATION message:

2>
transmit the response message; 
1>
enter a state according to subclause 8.6.3.3;
1>
if the IE "Frequency info" is included in the received reconfiguration message:

2>
select a suitable UTRA cell according to [4] on that frequency.

2> 
if the UE finds a suitable UTRA cell on that frequency:

3>
if the received reconfiguration message included the IE "Primary CPICH info" (for FDD) or "Primary CCPCH info" (for TDD), and the UE selects another cell than indicated by this IE or the received reconfiguration message did not include the IE "Primary CPICH info" (for FDD) or "Primary CCPCH info" (for TDD):

4>
initiate a cell update procedure according to subclause 8.3.1 using the cause "Cell reselection";

4>
proceed as below.

2>
else, if the UE can not find a suitable UTRA cell on that frequency but it finds a suitable UTRA cell on another frequency:

3>
initiate a cell update procedure according to subclause 8.3.1 using the cause "Cell reselection";

3>
proceed as below.

1>
if the IE "Frequency info" is not included in the received reconfiguration message:

2>
select a suitable UTRA cell according to [4].

2> 
if the UE finds a suitable UTRA cell on the current frequency:

3>
if the received reconfiguration message included the IE "Primary CPICH info" (for FDD) or "Primary CCPCH info" (for TDD), and the UE selects another cell than indicated by this IE or the received reconfiguration message did not include the IE "Primary CPICH info" (for FDD) or "Primary CCPCH info" (for TDD):

4>
initiate a cell update procedure according to subclause 8.3.1 using the cause "Cell reselection";

4>
proceed as below.

2> else, if the UE can not find a suitable UTRA cell on the current frequency but it finds a suitable UTRA cell on another frequency:

3>
initiate a cell update procedure according to subclause 8.3.1 using the cause "Cell reselection";

3>
proceed as below.

1>
prohibit periodical status transmission in RLC;

1>
start timer T305 using its initial value if timer T305 is not running and if periodical update has been configured by T305 in the IE "UE Timers and constants in connected mode" set to any other value than "infinity" in the variable TIMERS_AND_CONSTANTS;

1>
for 3.84 Mcps and 7.68 Mcps TDD; or

1>
for FDD and 1.28 Mcps TDD, if the UE does not support HS-DSCH reception in CELL_PCH or URA_PCH state; or

1>
if the IE "HS-DSCH paging system information" is not included in System Information Block type 5 or System Information Block type 5bis and the variable HSPA_RNTI_STORED_CELL_PCH is set to FALSE:

2>
remove any C-RNTI from MAC;

2>
clear the variable C_RNTI;
2>
select Secondary CCPCH according to subclause 8.5.19;

2>
take the actions related to the HS_DSCH_RECEPTION_GENERAL variable as described in subclause 8.5.37a.

1>
else:

2>
if IE "New C-RNTI" is not included:

3>
clear variable H_RNTI and delete any stored H-RNTI value;

3>
clear any stored IE "HARQ Info";

3>
reset the MAC-ehs entity [15].

2>
if the variable HSPA_RNTI_STORED_CELL_PCH is set to TRUE:

3>
select Secondary CCPCH according to subclause 8.5.19;

3>
take the actions related to the HS_DSCH_RECEPTION_GENERAL variable as described in subclause 8.5.37a.

2>
else:

3>
for FDD; or

3>
for 1.28 Mcps TDD, if both variable H_RNTI and variable C_RNTI are set:

4>
monitor its paging occasions on the selected PICH determined according to subclauses 8.6.3.1a, 8.6.3.2 and 8.5.39 and receive PCCH or DCCH and DTCH on the HS-DSCH according to the procedures in subclause 8.5.40 for FDD and 8.5.40a for 1.28 Mcps TDD.

1>
determine the value for the READY_FOR_COMMON_EDCH variable and take the corresponding actions as described in subclause 8.5.47;

1>
determine the value for the COMMON_E_DCH_TRANSMISSION variable and take the corresponding actions as described in subclause 8.5.46;

1>
for FDD, determine the value for the READY_FOR_COMMON_ERGCH variable and take the corresponding actions as described in subclause 8.5.75;

1>
if the IE "UTRAN DRX cycle length coefficient" is included in the same message:

2>
use the values in the IE "UTRAN DRX Cycle length coefficient" for calculating Paging occasion and PICH Monitoring Occasion as specified in subclause 8.6.3.2.

1>
the procedure ends.

If after state transition the UE enters CELL_DCH state from CELL_FACH or from CELL_PCH state:

1>
if the IE "Default DPCH Offset Value" is not included:

2>
the UE behaviour is not specified.

If after state transition the UE enters CELL_PCH state from CELL_FACH state, the UE shall:

1>
if the state transition was not triggered by the SIGNALLING CONNECTION RELEASE INDICATION message:

2>
transmit the response message; 
1>
enter a state according to subclause 8.6.3.3;
1>
if the IE "Frequency info" is included in the received reconfiguration message:

2>
select a suitable UTRA cell according to [4] on that frequency.

2> 
if the UE finds a suitable UTRA cell on that frequency:

3>
if the received reconfiguration message included the IE "Primary CPICH info" (for FDD) or "Primary CCPCH info" (for TDD), and the UE selected another cell than indicated by this IE or the received reconfiguration message did not include the IE "Primary CPICH info" (for FDD) or "Primary CCPCH info" (for TDD):

4>
initiate a cell update procedure according to subclause 8.3.1 using the cause "cell reselection";

4>
proceed as below.

2> else, if the UE can not find a suitable UTRA cell on that frequency but it finds a suitable UTRA cell on another frequency:

3>
initiate a cell update procedure according to subclause 8.3.1 using the cause "Cell reselection";

3>
proceed as below.

1>
if the IE "Frequency info" is not included in the received reconfiguration message:

2>
if the IE "Primary CPICH info" (for FDD) or "Primary CCPCH info" (for TDD) is included the UE shall either:

3>
ignore the content of the IE "Primary CPICH info" (for FDD) or "Primary CCPCH info" (for TDD) and proceed as below;

2>
or:

3>
if the received reconfiguration message included the IE "Primary CPICH info" (for FDD) or "Primary CPCH info" (for TDD), and it is different from the current cell:

4> initiate a cell update procedure according to subclause 8.3.1 using the cause "Cell reselection";

4> proceed as below.

1>
prohibit periodical status transmission in RLC;

1>
start timer T305 using its initial value if timer T305 is not running and if periodical update has been configured by T305 in the IE "UE Timers and constants in connected mode" set to any other value than "infinity" in the variable TIMERS_AND_CONSTANTS;

1>
for 3.84 Mcps and 7.68 Mcps TDD; or

1>
for FDD and 1.28 Mcps TDD, if the UE does not support HS-DSCH reception; or

1>
if the IE "HS-DSCH paging system information" is not included in System Information Block type 5 or System Information Block type 5bis and the variable HSPA_RNTI_STORED_CELL_PCH is set to FALSE:

2>
remove any C-RNTI from MAC;

2>
clear the variable C_RNTI.

2>
select Secondary CCPCH according to subclause 8.5.19;

2>
take the actions related to the HS_DSCH_RECEPTION_GENERAL variable as described in subclause 8.5.37a.

1>
else:

2>
if IE "New C-RNTI" is not included:

3>
clear variable C_RNTI and delete any stored C-RNTI value;

3>
clear variable H_RNTI and delete any stored H-RNTI value;

3>
clear any stored IE "HARQ Info";

3>
reset the MAC-ehs entity [15].

2>
if the variable HSPA_RNTI_STORED_CELL_PCH is set to TRUE:

3>
select Secondary CCPCH according to subclause 8.5.19;

3>
take the actions related to the HS_DSCH_RECEPTION_GENERAL variable as described in subclause 8.5.37a.

2>
else:

3>
for FDD; or

3>
for 1.28 Mcps TDD, if both variable H_RNTI and variable C_RNTI are set:

4>
monitor its paging occasions on the selected PICH determined according to subclauses 8.6.3.1a, 8.6.3.2 and 8.5.39 and receive PCCH or DCCH and DTCH on the HS-DSCH according to the procedures in subclause 8.5.40 for FDD and 8.5.40a for 1.28 Mcps TDD.

1>
determine the value for the READY_FOR_COMMON_EDCH variable and take the corresponding actions as described in subclause 8.5.47;

1>
determine the value for the COMMON_E_DCH_TRANSMISSION variable and take the corresponding actions as described in subclause 8.5.46;

1>
for FDD, determine the value for the READY_FOR_COMMON_ERGCH variable and take the corresponding actions as described in subclause 8.5.75;

1>
if the IE "UTRAN DRX cycle length coefficient" is included in the same message:

2>
use the values in the IE "UTRAN DRX Cycle length coefficient" for calculating Paging occasion and PICH Monitoring Occasion as specified in subclause 8.6.3.2.

1>
the procedure ends.

<Next modification>
8.3.1.7
Transmission of a response message to UTRAN
If CELL UPDATE CONFIRM message:

-
includes the IE "RAB information to setup":

the UE shall:

1>
transmit a RADIO BEARER SETUP COMPLETE as response message using AM RLC.

If the CELL UPDATE CONFIRM message:

-
does not include the IE "RAB information for setup"; and

-
includes the IE "RB information to release list":

the UE shall:

1>
transmit a RADIO BEARER RELEASE COMPLETE as response message using AM RLC.

If the CELL UPDATE CONFIRM message:

-
does not include the IE "RAB information for setup", nor the IE "RB information to release list"; and

-
includes the IE "RB information to reconfigure list"; or

-
includes the IE "RB information to be affected list":

the UE shall:

1>
transmit a RADIO BEARER RECONFIGURATION COMPLETE as response message using AM RLC.

If the CELL UPDATE CONFIRM message:

-
includes the IE "Other state configuration info":

the UE shall:

1>
transmit a RADIO BEARER RECONFIGURATION COMPLETE as response message using AM RLC.

If the CELL UPDATE CONFIRM message:

-
does not include the IE "RAB information for setup", the IE "RB information to release list", the IE "RB information to reconfigure list", nor the IE "RB information to be affected list"; and

-
includes "Transport channel information elements":

the UE shall:

1>
transmit a TRANSPORT CHANNEL RECONFIGURATION COMPLETE as response message using AM RLC.

If the CELL UPDATE CONFIRM message:

-
does not include the IE "RAB information for setup", the IE "RB information to release list", the IE "RB information to reconfigure list", nor the IE "RB information to be affected list"; and

-
does not include "Transport channel information elements"; and

-
includes "Physical channel information elements":

the UE shall:

1>
transmit a PHYSICAL CHANNEL RECONFIGURATION COMPLETE as response message using AM RLC.

If the CELL UPDATE CONFIRM message:

-
does not include the IE "RAB information for setup", the IE "RB information to release list", the IE "RB information to reconfigure list", nor the IE "RB information to be affected list"; and

-
does not include "Transport channel information elements"; and

-
does not include "Physical channel information elements"; and

-
includes "CN information elements"; or

-
includes the IE "Ciphering mode info"; or

-
includes the IE "Integrity protection mode info"; or

-
includes the IE "New C-RNTI"; or

-
includes the IE "New U-RNTI"; or

-
includes the IE "Downlink counter synchronisation info" and the IE "New U-RNTI":

NOTE:
In the case of a cell update procedure during an ongoing reconfiguration procedure moving the UE into CELL_PCH/URA_PCH the CELL UPDATE CONFIRM message should include the IE "New C-RNTI".

the UE shall:

1>
transmit a UTRAN MOBILITY INFORMATION CONFIRM as response message using AM RLC.

If the CELL UPDATE CONFIRM message:

-
does not include "RAB information to setup": and

-
does not include "RB information elements"; and

-
does not include "Transport channel information elements"; and

-
does not include "Physical channel information elements"; and

-
does not include "CN information elements"; and

-
does not include the IE "Ciphering mode info"; and

-
does not include the IE "Integrity protection mode info"; and

-
does not include the IE "New C-RNTI"; and

-
does not include the IE "New U-RNTI":

the UE shall:

1>
transmit no response message.

If the URA UPDATE CONFIRM message:

-
includes "CN information elements"; or

-
includes the IE "Ciphering mode info"; or

-
includes the IE "Integrity protection mode info"; or

-
includes any one or both of the IEs "New C-RNTI" and "New U-RNTI"; or

-
includes the IE "Downlink counter synchronisation info" and the IE "New U-RNTI":

the UE shall:

1>
transmit a UTRAN MOBILITY INFORMATION CONFIRM as response message using AM RLC.

If the URA UPDATE CONFIRM message:

-
does not include "CN information elements"; and

-
does not include the IE "Ciphering mode info"; and

-
does not include the IE "Integrity protection mode info"; and

-
does not include the IE "New U-RNTI"; and

-
does not include the IE "New C-RNTI":

the UE shall:

1>
transmit no response message.

If the new state is CELL_DCH state, the UE shall, after the state transition:

1>
if the IE "Deferred measurement control reading" was included in the response message:

2>
 clear the variable CELL_INFO_LIST.
If the new state is CELL_DCH or CELL_FACH, the response message shall be transmitted using the new configuration after the state transition., and the UE shall:

1>
if the IE "Downlink counter synchronisation info" was included in the received CELL UPDATE CONFIRM or URA UPDATE CONFIRM message:

2>
when RLC has confirmed the successful transmission of the response message:

3>
if the variable PDCP_SN_INFO is empty:

4>
configure the RLC entity for all AM and UM radio bearers and AM and UM signalling radio bearers except RB2 to "continue".
3>
else:

4>
configure the RLC entity for signalling radio bearers RB1, RB3 and RB4 to "continue";

4>
configure the RLC entity for UM and AM radio bearers for which the IE " PDCP SN Info" is not included to "continue".
3>
re-establish all AM and UM RLC entities with RB identities larger than 4 and set the first 20 bits of all the HFN component of the respective COUNT-C values to the START value included in the response message for the corresponding CN domain;

3>
re-establish the RLC entities with RB identities 1, 3 and 4 and set the first 20 bits of all the HFN component of the respective COUNT-C values to the START value included in the response message for the CN domain stored in the variable LATEST_CONFIGURED_CN_DOMAIN;

3>
set the remaining bits of the HFN component of the COUNT-C values of all UM RLC entities to zero;

3>
if the IE "PDCP context relocation info" is not present:
>
re-initialise the PDCP header compression entities of each radio bearer in the variable ESTABLISHED_RABS as specified in [36].

3>

if the IE "PDCP context relocation info" is present:
4>
perform the actions as specified in subclause 8.6.4.13.
1>
if the variable PDCP_SN_INFO is empty:

2>
if the CELL UPDATE CONFIRM or URA UPDATE CONFIRM message contained the IE "Ciphering mode info":

3>
when RLC has confirmed the successful transmission of the response message:

4>
continue with the remainder of the procedure.

2>
if the CELL UPDATE CONFIRM or URA UPDATE CONFIRM message did not contain the IE "Ciphering mode info":

3>
when RLC has been requested to transmit the response message,

4>
continue with the remainder of the procedure.

1>
if the variable PDCP_SN_INFO is non-empty:

2>
when RLC has confirmed the successful transmission of the response message:

3>
for each radio bearer in the variable PDCP_SN_INFO:

4>
if the IE "RB started" in the variable ESTABLISHED_RABS is set to "started":

5>
configure the RLC entity for that radio bearer to "continue".

3>
continue with the remainder of the procedure.

If the new state is CELL_PCH or URA_PCH, the response message shall be transmitted in CELL_FACH state, and the UE shall:

1>
when RLC has confirmed the successful transmission of the response message:

2>
if the IE "Downlink counter synchronisation info" was included in the received CELL UPDATE CONFIRM or URA UPDATE CONFIRM message:

3>
re-establish all AM and UM RLC entities with RB identities larger than 4 and set the first 20 bits of all the HFN component of the respective COUNT-C values to the START value included in the response message for the corresponding CN domain;

3>
re-establish the RLC entities with RB identities 1, 3 and 4 and set the first 20 bits of all the HFN component of the respective COUNT-C values to the START value included in the response message for the CN domain stored in the variable LATEST_CONFIGURED_CN_DOMAIN;

3>
set the remaining bits of the HFN component of the COUNT-C values of all UM RLC entities to zero;

3>
re-initialise the PDCP header compression entities of each radio bearer in the variable ESTABLISHED_RABS as specified in [36].

2>
for each radio bearer in the variable PDCP_SN_INFO:

3>
if the IE "RB started" in the variable ESTABLISHED_RABS is set to "started":

4>
configure the RLC entity for that radio bearer to "continue".

2>
enter the new state (CELL_PCH or URA_PCH, respectively).

1>
continue with the remainder of the procedure.

<Next modification>
8.6.4.x
Other state configuration info
If the IE "Other state configuration info" is included in the reconfiguration message, the UE shall:

1>
if the IE "Other state configuration to be stored" is present, then for each configuration:
2>
set the variable INVALID_CONFIGURATION to TRUE if any of the following conditions are met
3>
there is already one stored configuration with the same value in IE "Source RRC State Indicator";
3>
if the IE "Source RRC state Indicator" is "CELL_DCH", and  the IE "Target RRC State Indicator" is other than "CELL_FACH", "CELL_PCH" or "URA_PCH";
3>
if the IE "Source RRC state Indicator" is "CELL_FACH", and the IE "Target RRC State Indicator" is other than "CELL_PCH" or "URA_PCH";

3>
if the RRC configuration in the IE "configuration" is not valid for the target state indicated by IE "Target RRC State Indicator".

2>
if variable OTHER_STATE_CONFIGURATION already contains a configuration with the same "Other state configuration identity":
3> overwrite the stored values with the values received in the reconfiguration message and store the new values in the UE variable OTHER_STATE_CONFIGURATION,
2>
else:

3>
store all values of applicable parameters with the associated identity in the variable OTHER_STATE_CONFIGURATION.
1>
if the IE "Other state configuration to be removed" is present: 
2>
for each each occurance of the IE "Other state configuration identity":
3> remove the corresponding other state configuration in the variable OTHER_STATE_CONFIGURATION.
<Next modification>
10.2.8
CELL UPDATE CONFIRM
This message confirms the cell update procedure and can be used to reallocate new RNTI information for the UE valid in the new cell.


RLC-SAP: UM


Logical channel: CCCH or DCCH


Direction: UTRAN(UE

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	Message Type
	MP
	
	Message Type
	
	

	UE Information Elements
	
	
	
	
	

	U-RNTI
	CV-CCCH
	
	U-RNTI 10.3.3.47
	
	

	RRC transaction identifier
	MP
	
	RRC transaction identifier 10.3.3.36
	
	

	Integrity check info
	CH
	
	Integrity check info 10.3.3.16
	
	

	Integrity protection mode info
	OP
	
	Integrity protection mode info 10.3.3.19
	The UTRAN should not include this IE unless it is performing an SRNS relocation or a cell reselection from GERAN Iu mode
	

	Ciphering mode info
	OP
	
	Ciphering mode info 10.3.3.5
	The UTRAN should not include this IE unless it is performing either an SRNS relocation or a cell reselection from GERAN Iu mode, and a change in ciphering algorithm.
	

	Activation time
	MD
	
	Activation time 10.3.3.1
	Default value is "now"
	

	New U-RNTI
	OP
	
	U-RNTI 10.3.3.47
	
	

	New C-RNTI
	OP
	
	C-RNTI 10.3.3.8
	
	

	New DSCH-RNTI
	OP
	
	DSCH-RNTI 10.3.3.9a
	Should not be set in FDD. If received, the UE behaviour is unspecified.
	

	New H-RNTI
	OP
	
	H-RNTI 10.3.3.14a
	
	REL-5

	New Primary E-RNTI
	OP
	
	E-RNTI 10.3.3.10a
	
	REL-6

	New Secondary E-RNTI
	OP
	
	E-RNTI 10.3.3.10a
	FDD only
	REL-6

	RRC State Indicator
	MP
	
	RRC State Indicator 10.3.3.35a
	
	

	UTRAN DRX cycle length coefficient
	OP
	
	UTRAN DRX cycle length coefficient 10.3.3.49
	
	

	Wait time
	OP
	
	Wait time 10.3.3.50
	
	

	RLC re-establish indicator (RB2, RB3 and RB4) 
	MP
	
	RLC re-establish indicator 10.3.3.35
	Should not be set to TRUE if IE "Downlink counter synchronisation info" is included in message.
	

	RLC re-establish indicator (RB5 and upwards) 
	MP
	
	RLC re-establish indicator 10.3.3.35
	Should not be set to TRUE if IE "Downlink counter synchronisation info" is included in message.
	

	CN Information Elements
	
	
	
	
	

	CN Information info
	OP
	
	CN Information info 10.3.1.3
	
	

	UTRAN Information Elements
	
	
	
	
	

	URA identity
	OP
	
	URA identity 10.3.2.6
	
	

	RNC support for change of UE capability
	OP
	
	Boolean
	Should be included if the message is used to perform an SRNS relocation
	REL-7

	RB information elements
	
	
	
	
	

	RAB information for setup
	CV-CS
	
	RAB information for setup 10.3.4.10
	RAB identity shall be identical to the one currently configured and UE behaviour is unspecified otherwise.
	

	RB information to release list
	OP
	1 to <maxRB>
	
	
	

	>RB information to release
	MP
	
	RB information to release 10.3.4.19
	
	

	RB information to reconfigure list
	OP
	1 to <maxRB>
	
	
	

	>RB information to reconfigure
	MP
	
	RB information to reconfigure 10.3.4.18
	
	

	RB information to be affected list
	OP
	1 to <maxRB>
	
	
	

	>RB information to be affected
	MP
	
	RB information to be affected 10.3.4.17
	
	

	Downlink counter synchronisation info
	OP
	
	
	
	

	>RB with PDCP information list
	OP
	1 to <maxRBallRABs>
	
	
	

	>>RB with PDCP information
	MP
	
	RB with PDCP information

10.3.4.22
	This IE is needed for each RB having PDCP in the case of lossless SRNS relocation
	

	
	OP
	
	
	
	REL-5

	>>PDCP context relocation info
	OP
	
	PDCP context relocation info 10.3.4.1a
	This IE is needed for each RB having PDCP and performing PDCP context relocation
	REL-5

	PDCP ROHC target mode
	OP
	
	PDCP ROHC target mode 10.3.4.2a
	
	REL-5

	Other state configuration info
	OP
	
	Other state configuration info 10.3.8.x
	
	REL-13

	TrCH Information Elements
	
	
	
	
	

	Uplink transport channels
	
	
	
	
	

	UL Transport channel information common for all transport channels
	OP
	
	UL Transport channel information common for all transport channels 10.3.5.24
	
	

	Deleted TrCH information list
	OP
	1 to <maxTrCH>
	
	
	

	>Deleted UL TrCH information
	MP
	
	Deleted UL TrCH information 10.3.5.5
	
	

	Added or Reconfigured TrCH 
information list
	OP
	1 to <maxTrCH>
	
	
	

	>Added or Reconfigured UL TrCH information
	MP
	
	Added or Reconfigured UL TrCH information 10.3.5.2
	
	

	Downlink transport channels
	
	
	
	
	

	DL Transport channel information common for all transport channels
	OP
	
	DL Transport channel information common for all transport channels 10.3.5.6
	
	

	Deleted TrCH information list
	OP
	1 to <maxTrCH>
	
	
	

	>Deleted DL TrCH information
	MP
	
	Deleted DL TrCH information 10.3.5.4
	
	

	Added or Reconfigured TrCH 
information list
	OP
	1 to <maxTrCH>
	
	
	

	>Added or Reconfigured DL TrCH information
	MP
	
	Added or Reconfigured DL TrCH information 10.3.5.1
	
	

	PhyCH information elements
	
	
	
	
	

	Frequency info
	OP
	
	Frequency info 10.3.6.36
	
	

	Multi-frequency Info
	OP
	
	Multi-frequency Info 10.3.6.39a
	This IE is used for 1.28 Mcps TDD only
	REL-7

	DTX-DRX timing information
	OP
	
	DTX-DRX timing information 10.3.6.34b
	
	REL-7

	DTX-DRX Information 
	OP
	
	DTX-DRX Information 10.3.6.34a
	
	REL-7

	HS-SCCH less Information 
	OP
	
	HS-SCCH less Information 10.3.6.36ab
	
	REL-7

	MIMO parameters
	OP
	
	MIMO parameters 10.3.6.41a
	
	REL-7

	MIMO mode with four transmit antennas parameters
	OP
	
	MIMO mode with four transmit antennas parameters 10.3.6.142
	
	REL-11

	DCH Enhancements info FDD
	OP
	
	DCH Enhancements info FDD 10.3.6.149
	
	REL-12

	Control Channel DRX information
	OP
	
	Control Channel DRX information 1.28 Mcps TDD 10.3.6.107
	This IE is used for 1.28 Mcps TDD only
	REL-8

	SPS Information
	OP
	
	SPS information 1.28 Mcps TDD 10.3.6.110
	This IE is used for 1.28 Mcps TDD only
	REL-8

	MU-MIMO info
	OP
	
	MU-MIMO info 1.28 Mcps TDD 10.3.6.122
	This IE is used for 1.28 Mcps TDD only
	REL-10

	Non-rectangular resource allocation indicator


	OP
	
	Enumerated(TRUE)
	For 1.28 Mcps TDD only.

The absence of this IE indicates that the non-rectangular resource allocation is not used.
	REL-12

	Non-rectangular resource specific timeslots set
	CV-Non-rectangularResourceAllocation
	
	Bit string (7)
	For 1.28 Mcps TDD only.

The value 1 of a bit indicates the corresponding timeslot in which the channelization codes are assigned by physical control channel. The value 0 of a bit indicates the corresponding timeslot in which all channelization codes are assigned when the timeslot is scheduled to the UE.

The first/leftmost bit of the bit string is for TS0.
	REL-12

	Uplink radio resources
	
	
	
	
	

	Maximum allowed UL TX power
	MD
	
	Maximum allowed UL TX power 10.3.6.39
	Default value is the existing maximum UL TX power
	

	Uplink DPCH info 
	OP
	
	Uplink DPCH info 10.3.6.88
	
	

	E-DCH Info
	OP
	
	E-DCH Info 10.3.6.97
	
	REL-6

	Uplink secondary cell info FDD
	OP
	
	Uplink secondary cell info FDD 10.3.6.115
	FDD only
	REL-9

	Multi-carrier E-DCH Info for LCR TDD
	OP
	
	Multi-carrier E-DCH Info for LCR TDD 10.3.6.97a
	1.28Mcps TDD only
	REL-10

	Uplink CLTD info FDD
	OP
	
	Uplink CLTD info FDD

10.3.6.125
	FDD only
	REL-11

	Uplink OLTD info FDD
	OP
	
	Uplink OLTD info FDD

10.3.6.126
	FDD only
	REL-11

	Other TTI E-DCH Configuration Information 


	OP
	
	Other TTI E-DCH Configuration Information
10.3.6.152
	FDD only
	REL-12

	Filtered UE power headroom reporting information
	OP
	
	Filtered UE power headroom reporting information 10.3.7.140
	FDD only
	REL-12

	Downlink radio resources
	
	
	
	
	

	Downlink HS-PDSCH Information
	OP
	
	Downlink HS_PDSCH Information 10.3.6.23a
	
	REL-5

	Downlink information common for all radio links
	OP
	
	Downlink information common for all radio links 10.3.6.24
	
	

	Downlink information per radio link list
	OP
	1 to <maxRL>
	
	Send downlink information for each radio link to be set-up
	

	>Downlink information for each radio link
	MP
	
	Downlink information for each radio link 10.3.6.27
	
	

	PhyCH information elements (Complete specification)
	
	
	
	
	

	>>DCH Enhancements info FDD
	OP
	
	DCH Enhancements info FDD 10.3.6.149
	
	REL-12

	Downlink secondary cell info FDD
	OP
	
	Downlink secondary cell info FDD 10.3.6.31a
	FDD only
	REL-8

	Additional downlink secondary cell info list FDD
	OP
	2
	
	
	REL-10

	>Downlink secondary cell info FDD
	OP
	
	Downlink secondary cell info FDD 10.3.6.31a
	FDD only
	REL-10

	Additional downlink secondary cell info list FDD 2
	OP
	4
	
	
	REL-11

	>Downlink secondary cell info FDD
	OP
	
	Downlink secondary cell info FDD 10.3.6.31a
	FDD only
	REL-11

	Common E-RGCH info FDD
	OP
	
	Common E-RGCH info FDD

10.3.6.138
	FDD only
	REL-11

	MBMS PL Service Restriction Information
	OP
	
	Enumerated (TRUE)
	
	REL-6

	CELL_DCH measurement occasion info LCR
	OP
	
	CELL_DCH measurement occasion info LCR

10.3.7.126
	
	REL-9

	WLAN Information Elements
	
	
	
	
	

	Dedicated WLAN Offload Information
	OP
	
	Dedicated WLAN Offload Information 10.3.2.10
	
	REL-12


	Condition
	Explanation

	CCCH
	This IE is mandatory present when CCCH is used and ciphering is not required and not needed otherwise.

	CS
	This IE is optionally present only if CS domain RAB mapping is reconfigured between DCH and E-DCH/HS-DSCH and shall not be present otherwise.

	Non-rectangularResourceAllocation
	This IE is optionally present if non-rectangular resource allocation is configured. Otherwise, it is not needed.


<Next modification>
10.2.27
RADIO BEARER RECONFIGURATION
This message is sent from UTRAN to reconfigure parameters related to a change of QoS or to release and setup a radio bearer used for ptp transmission of MBMS services of the broadcast type. This procedure can also change the multiplexing of MAC, reconfigure transport channels and physical channels. This message is also used to perform a handover from GERAN Iu mode to UTRAN.


RLC-SAP: AM or UM or sent through GERAN Iu mode

Logical channel: DCCH or sent through GERAN Iu mode

Direction: UTRAN ( UE

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	Message Type
	MP
	
	Message Type
	
	

	UE Information elements
	
	
	
	
	

	RRC transaction identifier
	MP
	
	RRC transaction identifier 10.3.3.36
	
	

	Integrity check info
	CH
	
	Integrity check info 10.3.3.16
	
	

	Integrity protection mode info
	OP
	
	Integrity protection mode info 10.3.3.19
	The UTRAN should not include this IE unless it is performing an SRNS relocation or a handover from GERAN Iu mode
	

	Ciphering mode info
	OP
	
	Ciphering mode info 10.3.3.5
	The UTRAN should not include this IE unless it is performing either an SRNS relocation or a handover from GERAN Iu mode and a change in ciphering algorithm
	

	Activation time
	MD
	
	Activation time 10.3.3.1
	Default value is "now"
	

	Delay restriction flag
	OP
	
	Enumerated (TRUE)
	This IE is always set to TRUE and included if the activation time is restricted according to subclause 8.6.3.1
	REL-6

	New U-RNTI
	OP
	
	U-RNTI 10.3.3.47
	
	

	New C-RNTI
	OP
	
	C-RNTI 10.3.3.8
	
	

	New DSCH-RNTI
	OP
	
	DSCH-RNTI 10.3.3.9a
	Should not be set in FDD. If received The UE behaviour is unspecified.
	

	New H-RNTI
	OP
	
	H-RNTI 10.3.3.14a
	
	REL-5

	New Primary E-RNTI
	OP
	
	E-RNTI

10.3.3.10a
	
	REL-6

	New Secondary E-RNTI
	OP
	
	E-RNTI 10.3.3.10a
	FDD only
	REL-6

	RRC State Indicator
	MP
	
	RRC State Indicator 10.3.3.35a
	
	

	UE Mobility State Indicator
	CV-FACH_PCH
	
	Enumerated (High-mobilityDetected)
	Absence of this IE implies that, according to [4], the UE shall consider itself being in the mobility state the UE has maintained in CELL_DCH state or being not in high mobility state after the state transition, if applicable.
	REL-7

	UTRAN DRX cycle length coefficient
	OP
	
	UTRAN DRX cycle length coefficient 10.3.3.49
	
	

	Access Group identity
	OP
	
	Integer (0..15)
	
	REL-12

	CN information elements
	
	
	
	
	

	CN Information info
	OP
	
	CN Information info 10.3.1.3
	
	

	UTRAN mobility information elements
	
	
	
	
	

	RNC support for change of UE capability
	OP
	
	Boolean
	Should be included if the message is used to perform an SRNS relocation
	REL-7

	Reconfiguration in response to requested change of UE capability
	OP
	
	Enumerated (TRUE)
	
	REL-7

	URA identity
	OP
	
	URA identity 10.3.2.6
	
	

	Specification mode information elements
	
	
	
	
	REL-8

	Default configuration for CELL_FACH
	CV-SRNS_RELOCATION
	
	Default configuration for CELL_FACH 10.3.4.0a
	
	REL-8

	CHOICE specification mode
	MP
	
	
	
	REL-5

	>Complete specification
	
	
	
	
	

	RB information elements
	
	
	
	
	

	>>RAB information to reconfigure list
	OP
	1 to < maxRABsetup >
	
	
	

	>>>RAB information to reconfigure
	MP
	
	RAB information to reconfigure 10.3.4.11
	
	

	>>RAB information for MBMS ptp bearer list
	OP
	1 to < maxMBMSservSelect >
	
	
	REL-6

	>>>RAB information for MBMS ptp bearer
	MP
	
	RAB information for MBMS ptp bearer 10.3.4.9a
	
	REL-6

	>>RB information to reconfigure list
	MP
	1to <maxRB>
	
	Although this IE is not always required, need is MP to align with ASN.1
	

	
	OP
	
	
	
	REL-4

	>>>RB information to reconfigure
	MP
	
	RB information to reconfigure 10.3.4.18
	
	

	>>RB information to be affected list
	OP
	1 to <maxRB>
	
	
	

	>>>RB information to be affected
	MP
	
	RB information to be affected 10.3.4.17
	
	

	>>RB with PDCP context relocation info list
	OP
	1 to <maxRBallRABs>
	
	This IE is needed for each RB having PDCP and performing PDCP context relocation
	REL-5

	>>>PDCP context relocation info
	MP
	
	PDCP context relocation info 10.3.4.1a
	
	REL-5

	>>PDCP ROHC target mode
	OP
	
	PDCP ROHC target mode 10.3.4.2a
	
	REL-5

	>>UM RLC re-establishment RB List
	OP
	1 to <maxRB>
	
	
	REL-10

	>>>RB bearer to be re-established
	MP
	
	RB identity, 10.3.4.16
	UE behaviour is unspecified if RB identity in this IE indicates a value, which is less than or equal to 4 or indicates a radio bearer, which does not use UM RLC or is not associated with PS domain.
	REL-10

	>>Other state configuration info
	OP
	
	Other state configuration info 10.3.8.x
	
	REL-13

	TrCH Information Elements
	
	
	
	
	

	Uplink transport channels
	
	
	
	
	

	>>UL Transport channel information common for all transport channels
	OP
	
	UL Transport channel information common for all transport channels 10.3.5.24
	
	

	>>Deleted TrCH information list
	OP


	1 to <maxTrCH>
	
	
	

	>>>Deleted UL TrCH information
	MP
	
	Deleted UL TrCH information 10.3.5.5
	
	

	>>Added or Reconfigured TrCH
 information list
	OP


	1 to <maxTrCH>
	
	
	

	>>>Added or Reconfigured UL TrCH information
	MP
	
	Added or Reconfigured UL TrCH information 10.3.5.2
	
	

	Downlink transport channels
	
	
	
	
	

	>>DL Transport channel information common for all transport channels
	OP
	
	DL Transport channel information common for all transport channels 10.3.5.6
	
	

	>>Deleted TrCH information list
	OP


	1 to <maxTrCH>
	
	
	

	>>>Deleted DL TrCH information
	MP
	
	Deleted DL TrCH information 10.3.5.4
	
	

	>>Added or Reconfigured TrCH
 information list
	OP


	1 to <maxTrCH>
	
	
	

	>>>Added or Reconfigured DL TrCH information
	MP
	
	Added or Reconfigured DL TrCH information 10.3.5.1
	
	

	>Preconfiguration
	
	
	
	
	REL-5

	>>CHOICE Preconfiguration mode
	MP
	
	
	This value only applies in case the message is sent through GERAN Iu mode
	

	>>>Predefined configuration identity
	MP
	
	Predefined configuration identity 10.3.4.5
	
	

	>>>Default configuration
	
	
	
	
	

	>>>>Default configuration mode
	MP
	
	Enumerated (FDD, TDD)
	Indicates whether the FDD or TDD version of the default configuration shall be used
	

	>>>>Default configuration identity
	MP
	
	Default configuration identity 10.3.4.0
	
	

	PhyCH information elements
	
	
	
	
	

	Frequency info
	OP
	
	Frequency info 10.3.6.36
	
	

	Multi-frequency Info
	OP
	
	Multi-frequency Info 10.3.6.39a
	This IE is used for 1.28 Mcps TDD only
	REL-7

	DTX-DRX timing information
	OP
	
	DTX-DRX timing information 10.3.6.34b
	
	REL-7

	DTX-DRX Information
	OP
	
	DTX-DRX Information 10.3.6.34a
	
	REL-7

	HS-SCCH less Information
	OP
	
	HS-SCCH less Information 10.3.6.36ab
	
	REL-7

	MIMO parameters
	OP
	
	MIMO parameters 10.3.6.41a
	
	REL-7

	MIMO mode with four transmit antennas parameters
	OP
	
	MIMO mode with four transmit antennas parameters 10.3.6.142
	
	REL-11

	DCH Enhancements info FDD
	OP
	
	DCH Enhancements info FDD 10.3.6.149
	
	REL-12

	Control Channel DRX information
	OP
	
	Control Channel DRX information 1.28 Mcps TDD 10.3.6.107
	This IE is used for 1.28 Mcps TDD only
	REL-8

	SPS Information
	OP
	
	SPS information 1.28 Mcps TDD 10.3.6.110
	This IE is used for 1.28 Mcps TDD only
	REL-8

	MU-MIMO info
	OP
	
	MU-MIMO info 1.28 Mcps TDD 10.3.6.122
	This IE is used for 1.28 Mcps TDD only
	REL-10

	Non-rectangular resource allocation indicator
	OP
	
	Enumerated(TRUE)
	For 1.28 Mcps TDD only.

The absence of this IE indicates that the non-rectangular resource allocation is not used.
	REL-12

	Non-rectangular resource specific timeslots set
	CV-Non-rectangularResourceAllocation
	
	Bit string (7)
	For 1.28 Mcps TDD only.

The value 1 of a bit indicates the corresponding timeslot in which the channelization codes are assigned by physical control channel. The value 0 of a bit indicates the corresponding timeslot in which all channelization codes are assigned when the timeslot is scheduled to the UE.

The first/leftmost bit of the bit string is for TS0.
	REL-12

	Uplink radio resources
	
	
	
	
	

	Maximum allowed UL TX power
	MD
	
	Maximum allowed UL TX power 10.3.6.39
	Default value is the existing maximum UL TX power
	

	Uplink DPCH info 
	OP
	
	Uplink DPCH info 10.3.6.88
	
	

	E-DCH Info
	OP
	
	E-DCH Info 10.3.6.97
	
	REL-6

	Uplink secondary cell info FDD
	OP
	
	Uplink secondary cell info FDD 10.3.6.115
	FDD only
	REL-9

	Multi-carrier E-DCH Info for LCR TDD
	OP
	
	Multi-carrier E-DCH Info for LCR TDD 10.3.6.97a
	1.28Mcps TDD only
	REL-10

	Uplink CLTD info FDD
	OP
	
	Uplink CLTD info FDD

10.3.6.125
	FDD only
	REL-11

	Uplink OLTD info FDD
	OP
	
	Uplink OLTD

info FDD

10.3.6.126
	FDD only
	REL-11

	Other TTI E-DCH Configuration Information 


	OP
	
	Other TTI E-DCH Configuration Information
10.3.6.152
	FDD only
	REL-12

	Filtered UE power headroom reporting information
	OP
	
	Filtered UE power headroom reporting information 10.3.7.140
	FDD only
	REL-12

	Downlink radio resources
	
	
	
	
	

	Downlink HS-PDSCH Information
	OP
	
	Downlink HS-PDSCH Information 10.3.6.23a
	
	REL-5

	Downlink information common for all radio links
	OP
	
	Downlink information common for all radio links 10.3.6.24
	
	

	Downlink information per radio link list
	MP


	1 to <maxRL>
	
	Although this IE is not always required, need is MP to align with ASN.1
	

	
	OP
	
	
	
	REL-4

	>Downlink information for each radio link
	MP
	
	Downlink information for each radio link 10.3.6.27
	
	

	Downlink secondary cell info FDD
	OP
	
	Downlink secondary cell info FDD 10.3.6.31a
	FDD only
	REL-8

	Additional downlink secondary cell info list FDD
	OP
	2
	
	
	REL-10

	>Downlink secondary cell info FDD
	OP
	
	Downlink secondary cell info FDD 10.3.6.31a
	FDD only
	REL-10

	Additional downlink secondary cell info list FDD 2
	OP
	4
	
	
	REL-11

	>Downlink secondary cell info FDD
	OP
	
	Downlink secondary cell info FDD 10.3.6.31a
	FDD only
	REL-11

	Common E-RGCH info FDD
	OP
	
	Common E-RGCH info FDD

10.3.6.138
	FDD only
	REL-11

	DPCCH2 info FDD
	OP
	
	DPCCH2 info FDD 10.3.6.148
	FDD only
	REL-12

	MBMS PL Service Restriction Information
	OP
	
	Enumerated (TRUE)
	
	REL-6

	CELL_DCH measurement occasion info LCR
	OP
	
	CELL_DCH measurement occasion info LCR

10.3.7.126
	
	REL-9


	Condition
	Explanation

	FACH_PCH
	This IE is mandatory default when a transition from CELL_DCH to CELL_FACH, URA_PCH or CELL_PCH is requested by the message and is not needed otherwise.

	SRNS_RELOCATION
	This IE is optional if the message is used to perform an SRNS relocation and is not needed otherwise.

	Non-rectangularResourceAllocation
	This IE is optionally present if non-rectangular resource allocation is configured. Otherwise, it is not needed.


<Next modification>
10.3.8.x
Other state configuration info
	Information element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	Other state configuration to be stored
	OP
	1 to <maxOtherStateConfig>
	
	
	REL-13

	>Other state configuration identity
	MP
	
	Integer (0.. maxOtherStateConfig-1)
	
	REL-13

	>Source RRC State Indicator
	MP
	
	RRC State Indicator 10.3.3.35a
	
	REL-13

	>Target RRC State Indicator
	MP
	
	RRC State Indicator 10.3.3.35a
	
	REL-13

	>URA identity
	CV-URA_PCH
	
	URA identity 10.3.2.6
	
	REL-13

	>CHOICE RNTIs
	MP
	
	
	
	REL-13

	>>Clear
	
	
	
	
	REL-13

	>>Continue
	
	
	
	
	REL-13

	>>New
	
	
	
	
	REL-13

	>>>New C-RNTI
	MP
	
	C-RNTI 10.3.3.8
	
	REL-13

	>>>New H-RNTI
	MP
	
	H-RNTI 10.3.3.14a
	
	REL-13

	>>>New Primary E-RNTI
	MP
	
	E-RNTI 10.3.3.10a
	
	REL-13

	>CHOICE configuration
	OP
	
	
	
	REL-13

	>>Retrievable configuration id
	
	
	Integer (0.. maxRetrievConfig-1)
	
	REL-13

	>>Retrievable configuration
	
	
	Retrievable configuration 10.3.8.y
	
	REL-13

	Other state configuration to be removed
	OP
	1 to <maxOtherStateConfig>
	
	
	REL-13

	>Other state configuration identity
	MP
	
	Integer (0.. maxOtherStateConfig-1)
	
	REL-13


	Condition
	Explanation

	URA_PCH
	This IE is optionally present when IE "Target state indicator" is set to URA_PCH. Otherwise it is not needed.


<Next modification>
10.3.10
Multiplicity values and type constraint values
The following table includes constants that are either used as multi bounds (name starting with "max") or as high or low value in a type specification (name starting with "lo" or "hi"). Constants are specified only for values appearing more than once in the RRC specification. In case a constant is related to one or more other constants, an expression is included in the "value" column instead of the actual value.

	Constant
	Explanation
	Value
	Version

	CN information
	
	
	

	maxCNdomains
	Maximum number of CN domains
	4
	

	UTRAN mobility information
	
	
	

	maxRAT
	Maximum number or Radio Access Technologies
	maxOtherRAT + 1
	

	maxOtherRAT
	Maximum number or other Radio Access Technologies
	15
	

	maxURA
	Maximum number of URAs in a cell
	8
	

	maxInterSysMessages
	Maximum number of Inter System Messages
	4
	

	maxRABsetup
	Maximum number of RABs to be established
	16
	

	maxDedicatedCSGFreq
	Maximum number of dedicated CSG frequencies
	4
	REL-8

	UE information
	
	
	

	maxtransactions
	Maximum number of parallel RRC transactions in downlink
	25
	

	maxPDCPalgoType
	Maximum number of PDCP algorithm types
	8
	

	maxMultipleFrequencyBandsFDD
	Maximum number of additional frequency bands broadcasted in SIB5, SIB6, SIB11, SIB11bis, SIB11ter, SIB12
	8
	REL-10

	maxMultipleFrequencyBandsEUTRA
	Maximum number of additional frequency bands broadcasted in SIB19
	8
	REL-10

	maxNumAccessGroups
	Maximum number of Access Groups
	16
	REL-12

	maxFreqBandsFDD
	Maximum number of frequency bands as defined in [21] and treated by RRC
	8
	

	maxFreqBandsFDD2
	Maximum number of frequency bands as defined in [21] and treated by RRC
	22
	REL-6

	maxFreqBandsFDD3
	Maximum number of frequency bands as defined in [21] and treated by RRC
	86
	REL-10

	maxFreqBandsFDD-ext
	Used in asn.1 to signal additional bands maxFreqBandsFDD2 – (maxFreqBandsFDD-1)
	15
	REL-6

	maxFreqBandsFDD-ext2
	Used in asn.1 to signal additional bands maxFreqBandsFDD3 – maxFreqBandsFDD2
	64
	REL-10

	maxFreqBandsFDD-ext3
	Used in asn.1 to signal additional bands maxFreqBandsFDD3 – maxFreqBandsFDD
	78
	REL-10

	maxFreqBandsTDD
	Maximum number of frequency bands supported by the UE as defined in [22]
	4
	

	maxFreqBandsTDD-ext
	Maximum number of frequency bands supported by the UE as defined in [22]
	16
	REL-8

	maxFreqBandsGSM
	Maximum number of frequency bands supported by the UE as defined in [45]
	16
	

	maxFreqBandsEUTRA
	Maximum number of frequency bands supported by the UE as defined in [36.101]
	16
	REL-8

	maxFreqBandsEUTRA-ext
	Maximum number of frequency bands supported by the UE as defined in [36.101]
	48
	REL-11

	maxFreqBandsIndicatorSupport
	Maximum number of frequency bands broadcasted in SIB5/5bis
	2
	REL-10

	maxPage1
	Number of UEs paged in the Paging Type 1 message
	8
	

	maxSystemCapability
	Maximum number of system specific capabilities that can be requested in one message.
	16
	

	MaxURNTIgroup
	Maximum number of U-RNTI groups in one message
	8
	REL-5

	maxCommonHRNTI
	Maximum number of common H-RNTI per cell
	4
	REL-7

	maxERNTIgroup
	Maximum number of common E-RNTI group per cell (1.28 Mcps TDD)
	32
	REL-8

	maxERNTIperGroup
	Maximum number of common E-RNTI in a group (1.28 Mcps TDD)
	2
	REL-8

	RB information
	
	
	

	maxPredefConfig
	Maximum number of predefined configurations
	16
	

	maxOtherStateConfig
	Maximum number of other state configurations
	4
	REL-13

	maxRB
	Maximum number of RBs
	32
	

	maxSRBsetup
	Maximum number of signalling RBs to be established 
	8
	

	maxRBperRAB
	Maximum number of RBs per RAB
	8
	

	maxRBallRABs
	Maximum number of non signalling RBs
	27
	

	maxRBperTrCh
	Maximum number of RB per TrCh
	16
	REL-6

	maxRBMuxOptions
	Maximum number of RB multiplexing options
	8
	

	maxLoCHperRLC
	Maximum number of logical channels per RLC entity
	2
	

	maxRLCPDUsizePerLogChan
	Maximum number of RLC PDU sizes per logical channel mapped on E-DCH
	32
	REL-6

	MaxROHC-PacketSizes
	Maximum number of packet sizes that are allowed to be produced by ROHC.
	16
	

	MaxROHC-Profiles
	Maximum number of profiles supported by ROHC on a given RB.
	8
	

	maxRFC 3095-CID
	Maximum number of available CID values per radio bearer
	16384
	REL-5

	TrCH information
	
	
	

	maxCommonQueueID
	Maximum number of common Mac-ehs queues
	2
	REL-7

	maxE-DCHMACdFlow
	Maximum number of E-DCH MAC-d flows
	8
	REL-6

	MaxHProcesses
	Maximum number of H-ARQ processes
	8
	REL-5

	MaxHSDSCH_TB_index
	Maximum number of TB set size configurations for the HS-DSCH.
	64 (FDD and 1.28 MCPS TDD); 512 (3.84 Mcps TDD);

1024 (7.68 Mcps TDD)
	REL-5

	maxMACdPDUSizes
	Maximum number of MAC-d PDU sizes per queue permitted for MAC-hs
	8
	REL-5

	maxTrCH
	Maximum number of transport channels used in one direction (UL or DL)
	32
	

	maxTrCHpreconf
	Maximum number of preconfigured Transport channels, per direction
	16
	

	maxNrOfConcatTrCH
	Maximum number of DL Transport Channels of type DCH that are subject to concatenation in the physical layer
	3
	REL-12

	maxCCTrCH
	Maximum number of CCTrCHs
	8
	

	maxQueueID
	Maximum number of Mac-hs queues
	8
	REL-5

	MaxTF
	Maximum number of different transport formats that can be included in the Transport format set for one transport channel
	32
	

	maxTFC
	Maximum number of Transport Format Combinations
	1024
	

	maxTFCsub
	Maximum number of Transport Format Combinations Subset
	1024
	

	maxSIBperMsg
	Maximum number of complete system information blocks per SYSTEM INFORMATION message
	16
	

	maxSIB
	Maximum number of references to other system information blocks.
	32
	

	maxSIB2
	Maximum number of references to other system information blocks on second system information broadcast channel.
	64
	REL-12

	maxSIB-FACH
	Maximum number of references to system information blocks on the FACH
	8
	

	PhyCH information
	
	
	

	maxHSSCCHs
	Maximum number of HSSCCH codes that can be assigned to a UE
	4
	REL-5

	maxHS-SCCHLessTrBlk
	Maximum number of HS-DSCH Transport Block Sizes used for HS-SCCH-less operation
	[4]
	REL-7

	maxTDD128Carrier
	The maximum number of carriers for 1.28 Mcps TDD
	6
	REL-7

	maxAC
	Maximum number of access classes
	16
	

	maxASC
	Maximum number of access service classes
	8
	

	maxASCmap
	Maximum number of access class to access service classes mappings
	7
	

	maxASCpersist
	Maximum number of access service classes for which persistence scaling factors are specified
	6
	

	maxPRACH
	Maximum number of PRACHs in a cell
	16
	

	maxEDCHs
	Maximum number of common E-DCH resources in a cell
	32
	REL-8

	maxPRACH_EUL
	Maximum number of PRACH preamble control parameters (for Enhanced Uplink) in a cell
	4
	REL-11

	MaxPRACH_FPACH
	Maximum number of PRACH / FPACH pairs in a cell (1.28 Mcps TDD)
	8
	REL-4

	maxFACHPCH
	Maximum number of FACHs and PCHs mapped onto one secondary CCPCHs
	8
	

	maxRL
	Maximum number of radio links
	8
	

	maxEDCHRL
	Maximum number of E-DCH radio links
	4
	REL-6

	maxSCCPCH
	Maximum number of secondary CCPCHs per cell
	16
	

	maxDPDCH-UL
	Maximum number of DPDCHs per cell
	6
	

	maxDPCH-DLchan
	Maximum number of channelisation codes used for DL DPCH


	8
	

	maxPUSCH
	Maximum number of PUSCHs
	(8)
	

	maxPDSCH
	Maximum number of PDSCHs
	8
	

	maxTS
	Maximum number of timeslots used in one direction (UL or DL)
	14 (3.84 Mcps TDD and 7.68 Mcps TDD)
	

	
	
	6 (1.28 Mcps TDD)
	REL-4

	hiPUSCHidentities
	Maximum number of PUSCH Identities
	64
	

	hiPDSCHidentities
	Maximum number of PDSCH Identities
	64
	

	maxNumE-AGCH
	Maximum number of E-AGCHs (TDD)
	4
	REL-7

	maxNumE-HICH
	Maximum number of E-HICHs (1.28 Mcps TDD)
	4
	REL-7

	maxERUCCH
	Maximum number of E-RUCCH on primary frequency (1.28Mcps TDD)
	256
	REL-8

	Measurement information
	
	
	

	maxTGPS
	Maximum number of transmission gap pattern sequences 
	6
	

	maxAdditionalMeas
	Maximum number of additional measurements for a given measurement identity
	4
	

	maxExcludedDetectedSetCells
	Maximum number of cells that can be excluded from a detected set measurement
	64
	REL-11

	maxNonContiguousMultiCellCombinations
	Maximum number of non-contiguous multi-cell HSDPA combinations in one band
	3
	REL-10

	maxMeasEvent
	Maximum number of events that can be listed in measurement reporting criteria
	8
	

	maxMeasEventOnSecULFreq
	Maximum number of events that can be listed in measurement reporting criteria on the downlink frequency associated with secondary uplink frequency
	8
	REL-9

	maxMeasIdentity
	Maximum number of measurement identities that can be removed from variable MEASUREMENT_IDENTITY
	32
	REL-12

	maxMeasParEvent
	Maximum number of measurement parameters (e.g. thresholds) per event
	2
	

	maxMeasIntervals
	Maximum number of intervals that define the mapping function between the measurements for the cell quality Q of a cell and the representing quality value
	1
	

	maxCellMeas
	Maximum number of cells to measure
	32
	

	maxCellMeas-ext
	Maximum number of cells to measure
	80
	REL-12

	maxCellMeas-ext2
	Maximum number of cells to measure in SIB11ter
	48
	REL-12

	maxMeasCSGRange
	Maximum number of ranges of cells for CSG measurement 
	4
	REL-9

	maxSIrequest
	Maximum number of cell request for reading System Information
	4
	REL-9

	maxCellMeasOnSecULFreq
	Maximum number of cells to measure on the downlink frequency associated with the secondary uplink frequency
	32
	REL-9

	maxReportedGSMCells
	Maximum number of GSM cells to be reported
	8
	

	maxReportedEUTRAFreqs
	Maximum number of E-UTRA frequencies to report
	4
	REL-8

	maxReportedEUTRAFreqs-ext
	Maximum number of E-UTRA frequencies to report
	8
	REL-12

	maxReportedEUTRACellperFreq
	Maximum number of E-UTRA cells to report per frequency
	4
	REL-8

	maxFreq
	Maximum number of frequencies to measure
	8
	

	maxFreqMeasWithoutCM
	Maximum number of inter frequencies to measure without CM
	2
	REL-10

	maxNumPrio
	Maximum number of priorities to store
	11
	REL-8

	maxPrio
	Maximum number of RAT or Frequency Priority levels
	8
	REL-8

	maxRMPfrequencies
	Maximum number of UTRA inter-frequencies that the network can request to be measured with Reduced Measurement Performance.
	8
	REL-12

	maxEUTRACellPerFreq
	Maximum number of E-UTRA cells per frequency
	16
	REL-8

	maxSat
	Maximum number of satellites to measure
	16
	

	maxGANSSSat
	Maximum number of GANSS satellites to measure
	64
	REL-7

	maxGANSS
	Maximum number of GANSS supported
	8
	REL-7

	maxSgnType
	Maximum number of additional signals in GANSS to measure
	8
	REL-7

	maxSatClockModels
	Maximum number of clock models in a GANSS
	4
	REL-7

	maxSatAlmanacStorage
	Maximum number of satellites for which to store GPS Almanac information
	32
	

	HiRM
	Maximum number that could be set as rate matching attribute for a transport channel
	256
	

	maxDCHMeasurementOccasionPatternSequence
	Maximum number of CELL_DCH measurement occasion pattern sequences
	5
	REL-9

	maxIGPInfo
	Maximum number of ionospheric grid points for BDS as defined in [86].
	320
	REL-12

	Frequency information
	
	
	

	MaxFDDFreqList
	Maximum number of FDD carrier frequencies to be stored in USIM
	4 
	

	MaxTDDFreqList
	Maximum number of TDD carrier frequencies to be stored in USIM
	4
	

	MaxFDDFreqCellList
	Maximum number of neighbouring FDD cells to be stored in USIM
	32
	

	MaxTDDFreqCellList
	Maximum number of neighbouring TDD cells to be stored in USIM
	32
	

	MaxGSMCellList
	Maximum number of GSM cells to be stored in USIM
	32
	

	Other information
	
	
	

	MaxGERANSI
	Maximum number of GERAN SI blocks that can be provided as part of NACC information
	8
	REL-5

	maxNumGSMFreqRanges
	Maximum number of GSM Frequency Ranges to store
	32
	

	MaxNumFDDFreqs
	Maximum number of FDD centre frequencies to store
	8
	

	MaxNumTDDFreqs
	Maximum number of TDD centre frequencies to store
	8
	

	maxNumCDMA200Freqs
	Maximum number of CDMA2000 centre frequencies to store
	8
	

	maxGSMTargetCells
	Maximum number of GSM target cells
	32
	REL-6

	maxNumGSMCellGroup
	Maximum number of GSM frequency groups to store
	16
	REL-8

	maxNumEUTRAFreqs
	Maximum number of EUTRA centre frequencies to store
	8
	REL-8

	maxNumEUTRAFreqs_FACH
	Maximum number of EUTRA centre frequencies to store when in CELL_FACH
	4
	REL-11

	maxNumEUTRAFreqs_FACH-ext
	Maximum number of EUTRA centre frequencies to store when in CELL_FACH
	8
	REL-12

	maxEUTRATargetFreqs
	Maximum number of target E-UTRA frequencies
	8
	REL-8

	maxHNBNameSize
	Maximum number of octets for the HNB Name
	48
	REL-8

	MBMS information
	
	
	

	maxMBMS-CommonCCTrCh
	Maximum number of CCTrCh configurations included in the MBMS COMMON P-T-M RB Information message
	32
	REL-6

	maxMBMS-CommonPhyCh
	Maximum number of PhyCh configurations included in the MBMS COMMON P-T-M RB Information message
	32
	REL-6

	maxMBMS-CommonRB
	Maximum number of RB configurations included in the MBMS COMMON P-T-M RB Information message
	32
	REL-6

	maxMBMS-CommonTrCh
	Maximum number of TrCh configurations included in the MBMS COMMON P-T-M RB Information message
	32
	REL-6

	maxMBMS-Freq
	Maximum number of MBMS preferred frequencies
	4
	REL-6

	maxMBMS-L1CP
	Maximum number of periods in which layer 1 combining applies
	4
	REL-6

	maxMBMSservCount
	Maximum number of MBMS services in a Access Info message
	8
	REL-6

	maxMBMSservModif
	Maximum number of MBMS services in a MBMS Modified Services Information message
	32
	REL-6

	maxMBMSservSched
	Maximum number of MBMS services in a MBMS Scheduling Information message
	16
	REL-6

	maxMBMSservSelect
	Maximum number of MBMS Selected Services in a CELL UPDATE or RRC CONNECTION REQUEST message
	8
	REL-6

	maxMBMSservUnmodif
	Maximum number of MBMS services in a MBMS Unmodified Services Information message
	64
	REL-6

	maxMBMSTransmis
	Maximum number of transmissions for which scheduling information is provided within a scheduling period
	4
	REL-6

	maxMBMS-Services
	Maximum number of MBMS services the UE stores in the variable MBMS_ACTIVATED_SERVICES
	64
	REL-6

	maxMBSFNclusters
	Maximum number of MBSFN clusters indicated in system information
	16
	REL-7

	Logged Measurement information
	
	
	REL-10

	MaxnumLoggedMeas
	Maximum number of Cells or Frequencies that can be listed in Logged Measurement Report.
	8
	REL-10

	MaxLoggedMeas
	Maximum number of logged measurements entries that can be stored by the UE
	4405
	REL-10

	MaxLoggedMeasReport
	Maximum number of Logged Measurment Info sent in LoggedMeasReport
	128
	REL-10

	MaxnumMDTPLMN
	Maximum number of PLMNs in PLMN list for MDT
	15
	REL-11

	ANR information
	
	
	REL-10

	MaxNumANRLoggedItems
	Maximum number of entries in Logged ANR Report info
	4
	REL-10

	WLAN information
	
	
	REL-12

	maxWLANID
	Maximum number of WLAN identifiers
	16
	REL-12


<Next modification>
11.2
PDU definitions

--**************************************************************

--

-- TABULAR: The message type and integrity check info are not

-- visible in this module as they are defined in the class module. 

-- Also, all FDD/TDD specific choices have the FDD option first 

-- and TDD second, just for consistency.

--

--**************************************************************

PDU-definitions DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

--**************************************************************

--

-- IE parameter types from other modules

--

--**************************************************************

IMPORTS

-- Core Network IEs :


CN-DomainIdentity,


CN-InformationInfo,

<partially omitted>

PDSCH-CapacityAllocationInfo-r7,


PDSCH-Identity, 

OtherStateConfig,

PrimaryCPICH-Info,


PrimaryCCPCH-TX-Power,


PUSCH-CapacityAllocationInfo,


PUSCH-CapacityAllocationInfo-r4, 


PUSCH-CapacityAllocationInfo-r7,


PUSCH-Identity,

<Next modification>
-- ***************************************************

--

-- CELL UPDATE CONFIRM

--

-- ***************************************************

CellUpdateConfirm ::= CHOICE {


r3







SEQUENCE {



cellUpdateConfirm-r3


CellUpdateConfirm-r3-IEs,



v3a0NonCriticalExtensions

SEQUENCE {




cellUpdateConfirm-v3a0ext

CellUpdateConfirm-v3a0ext,




laterNonCriticalExtensions

SEQUENCE {





-- Container for additional R99 extensions





cellUpdateConfirm-r3-add-ext
BIT STRING
OPTIONAL,





v4b0NonCriticalExtensions

SEQUENCE {






cellUpdateConfirm-v4b0ext

CellUpdateConfirm-v4b0ext-IEs,






v590NonCriticalExtenstions

SEQUENCE {







cellUpdateConfirm-v590ext

CellUpdateConfirm-v590ext-IEs,







v5d0NonCriticalExtenstions

SEQUENCE {








cellUpdateConfirm-v5d0ext

CellUpdateConfirm-v5d0ext-IEs,








v690NonCriticalExtensions

SEQUENCE {









cellUpdateConfirm-v690ext

CellUpdateConfirm-v690ext-IEs,









nonCriticalExtensions


SEQUENCE {} OPTIONAL








}

OPTIONAL







}

OPTIONAL






}

OPTIONAL





}

OPTIONAL




}

OPTIONAL



}

OPTIONAL


},


later-than-r3




SEQUENCE {



rrc-TransactionIdentifier

RRC-TransactionIdentifier,



criticalExtensions



CHOICE {




r4







SEQUENCE {





cellUpdateConfirm-r4


CellUpdateConfirm-r4-IEs,





v4d0NonCriticalExtensions

SEQUENCE {






-- Container for adding non critical extensions after freezing REL-5






cellUpdateConfirm-r4-add-ext
BIT STRING

OPTIONAL,






v590NonCriticalExtenstions

SEQUENCE {







cellUpdateConfirm-v590ext

CellUpdateConfirm-v590ext-IEs,







v5d0NonCriticalExtenstions

SEQUENCE {








cellUpdateConfirm-v5d0ext

CellUpdateConfirm-v5d0ext-IEs,








v690NonCriticalExtensions

SEQUENCE {









cellUpdateConfirm-v690ext

CellUpdateConfirm-v690ext-IEs,









nonCriticalExtensions


SEQUENCE {}

OPTIONAL








}
OPTIONAL







}
OPTIONAL






}
OPTIONAL





}
OPTIONAL




},




criticalExtensions



CHOICE {





r5







SEQUENCE {






cellUpdateConfirm-r5


CellUpdateConfirm-r5-IEs,






-- Container for adding non critical extensions after freezing REL-6






cellUpdateConfirm-r5-add-ext
BIT STRING

OPTIONAL,






v5d0NonCriticalExtenstions

SEQUENCE {







cellUpdateConfirm-v5d0ext

CellUpdateConfirm-v5d0ext-IEs,







v690NonCriticalExtensions

SEQUENCE {








cellUpdateConfirm-v690ext

CellUpdateConfirm-v690ext-IEs,








nonCriticalExtensions


SEQUENCE {}

OPTIONAL







}
OPTIONAL






}
OPTIONAL





},





criticalExtensions



CHOICE {






r6







SEQUENCE {







cellUpdateConfirm-r6


CellUpdateConfirm-r6-IEs,







-- Container for adding non critical extensions after freezing REL-7







cellUpdateConfirm-r6-add-ext
BIT STRING

OPTIONAL,







v6b0NonCriticalExtensions

SEQUENCE {








cellUpdateConfirm-v6b0ext

CellUpdateConfirm-v6b0ext-IEs,








nonCriticalExtensions


SEQUENCE {}

OPTIONAL







}
OPTIONAL






},






criticalExtensions



CHOICE {







r7







SEQUENCE {








cellUpdateConfirm-r7


CellUpdateConfirm-r7-IEs,








-- Container for adding non critical extensions after freezing REL-8








cellUpdateConfirm-r7-add-ext
BIT STRING











(CONTAINING CellUpdateConfirm-r7-add-ext-IEs)
OPTIONAL,







v780NonCriticalExtensions

SEQUENCE {









cellUpdateConfirm-v780ext

CellUpdateConfirm-v780ext-IEs,









v860NonCriticalExtensions

SEQUENCE {










cellUpdateConfirm-v860ext

CellUpdateConfirm-v860ext-IEs,










nonCriticalExtensions


SEQUENCE {}

OPTIONAL









}
OPTIONAL








}
OPTIONAL







},







criticalExtensions



CHOICE {








r8







SEQUENCE {









cellUpdateConfirm-r8


CellUpdateConfirm-r8-IEs,









-- Container for adding non critical extensions after freezing REL-9









cellUpdateConfirm-r8-add-ext
BIT STRING

OPTIONAL,









v7d0NonCriticalExtensions

SEQUENCE {










cellUpdateConfirm-v7d0ext

CellUpdateConfirm-v7d0ext-IEs,










v7f0NonCriticalExtensions

SEQUENCE {











cellUpdateConfirm-v7f0ext
CellUpdateConfirm-v7f0ext-IEs,











v890NonCriticalExtensions

SEQUENCE {












cellUpdateConfirm-v890ext
















CellUpdateConfirm-v890ext-IEs,












v7g0NonCriticalExtensions

SEQUENCE {













cellUpdateConfirm-v7g0ext
















CellUpdateConfirm-v7g0ext-IEs,













v8a0NonCriticalExtensions

SEQUENCE {














cellUpdateConfirm-v8a0ext

















CellUpdateConfirm-v8a0ext-IEs,














nonCriticalExtensions


SEQUENCE {}

OPTIONAL












}
OPTIONAL












}
OPTIONAL











}
OPTIONAL










}
OPTIONAL









}
OPTIONAL







},








criticalExtensions



CHOICE {









r9







SEQUENCE {










cellUpdateConfirm-r9


CellUpdateConfirm-r9-IEs,










-- Container for adding non critical extensions after 










-- freezing REL-10










cellUpdateConfirm-r9-add-ext
BIT STRING

OPTIONAL,










v950NonCriticalExtensions

SEQUENCE {











cellUpdateConfirm-v950ext

CellUpdateConfirm-v950ext-IEs,











v9c0NonCriticalExtensions

SEQUENCE {












cellUpdateConfirm-v9c0ext

CellUpdateConfirm-v9c0ext-IEs,












nonCriticalExtensions


SEQUENCE {}

OPTIONAL











}
OPTIONAL










}
OPTIONAL









},









criticalExtensions



CHOICE {










r10







SEQUENCE {











cellUpdateConfirm-r10


CellUpdateConfirm-r10-IEs,











-- Container for adding non critical extensions after 











-- freezing REL-11











cellUpdateConfirm-r10-add-ext
BIT STRING

OPTIONAL,











v9c0NonCriticalExtensions

SEQUENCE {












cellUpdateConfirm-v9c0ext

CellUpdateConfirm-v9c0ext-IEs,












vb50NonCriticalExtensions

SEQUENCE {













cellUpdateConfirm-vb50ext


















CellUpdateConfirm-vb50ext-IEs,













nonCriticalExtensions

SEQUENCE {}

OPTIONAL












}
OPTIONAL











}
OPTIONAL










},










criticalExtensions



CHOICE {











r11







SEQUENCE {












cellUpdateConfirm-r11


CellUpdateConfirm-r11-IEs,












-- Container for adding non critical extensions after 












-- freezing REL-12












cellUpdateConfirm-r11-add-ext





















BIT STRING
OPTIONAL,












nonCriticalExtensions


SEQUENCE {}

OPTIONAL










},










criticalExtensions



CHOICE {












r12







SEQUENCE {













cellUpdateConfirm-r12
CellUpdateConfirm-r12-IEs,













-- Container for adding non critical extensions 













-- after freezing REL-13













cellUpdateConfirm-r12-add-ext





















BIT STRING
OPTIONAL,













nonCriticalExtensions

SEQUENCE {}

OPTIONAL












},












criticalExtensions



CHOICE {













r13







SEQUENCE {














cellUpdateConfirm-r13
CellUpdateConfirm-r13-IEs,














-- Container for adding non critical extensions 














-- after freezing REL-14













cellUpdateConfirm-r13-add-ext





















BIT STRING
OPTIONAL,














nonCriticalExtensions
SEQUENCE {}
OPTIONAL













},













criticalExtensions



SEQUENCE {}












}










}










}









}








}







}






}





}




}



}


}

}

CellUpdateConfirm-r3-IEs ::= SEQUENCE {


-- User equipment IEs



rrc-TransactionIdentifier

RRC-TransactionIdentifier,



integrityProtectionModeInfo

IntegrityProtectionModeInfo


OPTIONAL,



cipheringModeInfo



CipheringModeInfo




OPTIONAL,



activationTime




ActivationTime





OPTIONAL,



new-U-RNTI





U-RNTI







OPTIONAL,



new-C-RNTI





C-RNTI







OPTIONAL,



rrc-StateIndicator



RRC-StateIndicator,



utran-DRX-CycleLengthCoeff

UTRAN-DRX-CycleLengthCoefficient
OPTIONAL,



rlc-Re-establishIndicatorRb2-3or4

BOOLEAN,



rlc-Re-establishIndicatorRb5orAbove

BOOLEAN,


-- CN information elements



cn-InformationInfo



CN-InformationInfo




OPTIONAL,


-- UTRAN mobility IEs



ura-Identity




URA-Identity





OPTIONAL,


-- Radio bearer IEs



rb-InformationReleaseList

RB-InformationReleaseList


OPTIONAL,



rb-InformationReconfigList

RB-InformationReconfigList


OPTIONAL,



rb-InformationAffectedList

RB-InformationAffectedList


OPTIONAL,



dl-CounterSynchronisationInfo
DL-CounterSynchronisationInfo

OPTIONAL,


-- Transport channel IEs



ul-CommonTransChInfo


UL-CommonTransChInfo



OPTIONAL,



ul-deletedTransChInfoList

UL-DeletedTransChInfoList


OPTIONAL,



ul-AddReconfTransChInfoList

UL-AddReconfTransChInfoList


OPTIONAL,



modeSpecificTransChInfo


CHOICE {




fdd







SEQUENCE {





-- dummy and dummy2 are not used in this version of the specification, they should





-- not be sent and if received they should be ignored.





dummy






CPCH-SetID




OPTIONAL,





dummy2






DRAC-StaticInformationList
OPTIONAL




},




tdd







NULL



},



dl-CommonTransChInfo


DL-CommonTransChInfo



OPTIONAL,



dl-DeletedTransChInfoList

DL-DeletedTransChInfoList


OPTIONAL,



dl-AddReconfTransChInfoList

DL-AddReconfTransChInfoList


OPTIONAL,


-- Physical channel IEs



frequencyInfo




FrequencyInfo





OPTIONAL,



maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power



OPTIONAL,



ul-ChannelRequirement


UL-ChannelRequirement



OPTIONAL,



modeSpecificPhysChInfo


CHOICE {




fdd







SEQUENCE {





-- dummy is not used in this version of specification, it should





-- not be sent and if received it should be ignored.





dummy






DL-PDSCH-Information

OPTIONAL




},




tdd







NULL



},



dl-CommonInformation


DL-CommonInformation



OPTIONAL,



dl-InformationPerRL-List

DL-InformationPerRL-List


OPTIONAL

}

CellUpdateConfirm-v3a0ext ::= SEQUENCE {


-- The IE "new-DSCH-RNTI" should not be included in FDD mode, and if received the UE behaviour


-- is unspecified


new-DSCH-RNTI



DSCH-RNTI







OPTIONAL

}

<partially omitted>
CellUpdateConfirm-r12-IEs ::= SEQUENCE {


-- User equipment IEs



integrityProtectionModeInfo

IntegrityProtectionModeInfo-r7

OPTIONAL,



cipheringModeInfo



CipheringModeInfo-r7



OPTIONAL,



activationTime




ActivationTime





OPTIONAL,



new-U-RNTI





U-RNTI







OPTIONAL,



new-C-RNTI





C-RNTI







OPTIONAL,



-- The IE "new-DSCH-RNTI" should not be included in FDD mode,



-- and if received the UE behaviour is unspecified



new-DSCH-RNTI




DSCH-RNTI






OPTIONAL,



new-H-RNTI





H-RNTI







OPTIONAL,



newPrimary-E-RNTI



E-RNTI







OPTIONAL,



newSecondary-E-RNTI



E-RNTI







OPTIONAL,



rrc-StateIndicator



RRC-StateIndicator,



utran-DRX-CycleLengthCoeff

UTRAN-DRX-CycleLengthCoefficient-r7
OPTIONAL,



waitTime





WaitTime






OPTIONAL,



rlc-Re-establishIndicatorRb2-3or4

BOOLEAN,



rlc-Re-establishIndicatorRb5orAbove

BOOLEAN,


-- CN information elements



cn-InformationInfo



CN-InformationInfo-r6



OPTIONAL,


-- UTRAN mobility IEs



ura-Identity




URA-Identity





OPTIONAL,



supportForChangeOfUE-Capability
BOOLEAN







OPTIONAL,


-- Specification mode information


-- Radio bearer IEs



rab-InformationSetup


RAB-InformationSetup-r8



OPTIONAL,



rb-InformationReleaseList

RB-InformationReleaseList


OPTIONAL,



rb-InformationReconfigList

RB-InformationReconfigList-r11

OPTIONAL,



rb-InformationAffectedList

RB-InformationAffectedList-r8

OPTIONAL,



dl-CounterSynchronisationInfo
DL-CounterSynchronisationInfo-r5
OPTIONAL,



pdcp-ROHC-TargetMode


PDCP-ROHC-TargetMode



OPTIONAL,


-- Transport channel IEs



ul-CommonTransChInfo


UL-CommonTransChInfo-r12



OPTIONAL,



ul-deletedTransChInfoList

UL-DeletedTransChInfoList-r6

OPTIONAL,



ul-AddReconfTransChInfoList

UL-AddReconfTransChInfoList-r8

OPTIONAL,



dl-CommonTransChInfo


DL-CommonTransChInfo-r4



OPTIONAL,



dl-DeletedTransChInfoList

DL-DeletedTransChInfoList-r7

OPTIONAL,



dl-AddReconfTransChInfoList

DL-AddReconfTransChInfoList-r11

OPTIONAL,


-- Physical channel IEs



frequencyInfo




FrequencyInfo





OPTIONAL,



multi-frequencyInfo



Multi-frequencyInfo-LCR-r7


OPTIONAL,



dtx-drx-TimingInfo



DTX-DRX-TimingInfo-r7



OPTIONAL,



dtx-drx-Info




DTX-DRX-Info-r12





OPTIONAL,



hs-scch-LessInfo



HS-SCCH-LessInfo-r7




OPTIONAL,



mimoParameters




MIMO-Parameters-r9




OPTIONAL,



mimo4x4Parameters



MIMO4x4-Parameters




OPTIONAL,



dch-Enhancements-Info-FDD

DCH-Enhancements-Info-FDD


OPTIONAL,


maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power



OPTIONAL,



ul-DPCH-Info




UL-DPCH-Info-r11




OPTIONAL,



ul-EDCH-Information



UL-EDCH-Information-r11



OPTIONAL,



ul-SecondaryCellInfoFDD


UL-SecondaryCellInfoFDD-r12


OPTIONAL,



ul-MulticarrierEDCHInfo-TDD128
UL-MulticarrierEDCHInfo-TDD128

OPTIONAL,



ul-CLTD-InfoFDD




UL-CLTD-InfoFDD





OPTIONAL,



ul-OLTD-InfoFDD




UL-OLTD-InfoFDD

OPTIONAL,


ul-OtherTTIConfiguration-Info
UL-OtherTTIConfiguration-Information
OPTIONAL,



filteredUPHReportInfo


FilteredUEPowerHeadroomReportInfo
OPTIONAL,


dl-HSPDSCH-Information


DL-HSPDSCH-Information-r12


OPTIONAL,



dl-CommonInformation


DL-CommonInformation-r12


OPTIONAL,



dl-InformationPerRL-List

DL-InformationPerRL-List-r12

OPTIONAL,



dl-SecondaryCellInfoFDD


DL-SecondaryCellInfoFDD-r11


OPTIONAL,



additionalDLSecCellInfoListFDD
AdditionalDLSecCellInfoListFDD-r11
OPTIONAL,



additionalDLSecCellInfoListFDD2
AdditionalDLSecCellInfoListFDD2

OPTIONAL,



commonERGCHInfoFDD



CommonERGCHInfoFDD




OPTIONAL,



controlChannelDRXInfo-TDD128
ControlChannelDRXInfo-TDD128-r8

OPTIONAL,



sps-Information-TDD128


SPS-Information-TDD128-r8


OPTIONAL,



mu-MIMO-Info-TDD128



MU-MIMO-Info-TDD128




OPTIONAL,



nonrectResAllocInd-TDD128

Non-rectResAllocInd-TDD128


OPTIONAL,



nonrectResSpecTSset-TDD128

Non-rectResSpecTSset-TDD128


OPTIONAL,


-- MBMS IEs



mbms-PL-ServiceRestrictInfo

MBMS-PL-ServiceRestrictInfo-r6

OPTIONAL,


-- Measurement IEs for LCR



cellDCHMeasOccasionInfo-TDD128
CellDCHMeasOccasionInfo-TDD128-r9
OPTIONAL,


-- WLAN IEs


dedicatedWLANOffloadInformation
DedicatedWLANOffloadInformation

OPTIONAL
}
CellUpdateConfirm-r13-IEs ::= SEQUENCE {


-- User equipment IEs



integrityProtectionModeInfo

IntegrityProtectionModeInfo-r7

OPTIONAL,



cipheringModeInfo



CipheringModeInfo-r7



OPTIONAL,



activationTime




ActivationTime





OPTIONAL,



new-U-RNTI





U-RNTI







OPTIONAL,



new-C-RNTI





C-RNTI







OPTIONAL,



-- The IE "new-DSCH-RNTI" should not be included in FDD mode,



-- and if received the UE behaviour is unspecified



new-DSCH-RNTI




DSCH-RNTI






OPTIONAL,



new-H-RNTI





H-RNTI







OPTIONAL,



newPrimary-E-RNTI



E-RNTI







OPTIONAL,



newSecondary-E-RNTI



E-RNTI







OPTIONAL,



rrc-StateIndicator



RRC-StateIndicator,



utran-DRX-CycleLengthCoeff

UTRAN-DRX-CycleLengthCoefficient-r7
OPTIONAL,



waitTime





WaitTime






OPTIONAL,



rlc-Re-establishIndicatorRb2-3or4

BOOLEAN,



rlc-Re-establishIndicatorRb5orAbove

BOOLEAN,


-- CN information elements



cn-InformationInfo



CN-InformationInfo-r6



OPTIONAL,


-- UTRAN mobility IEs



ura-Identity




URA-Identity





OPTIONAL,



supportForChangeOfUE-Capability
BOOLEAN







OPTIONAL,


-- Specification mode information


-- Radio bearer IEs



rab-InformationSetup


RAB-InformationSetup-r8



OPTIONAL,



rb-InformationReleaseList

RB-InformationReleaseList


OPTIONAL,



rb-InformationReconfigList

RB-InformationReconfigList-r11

OPTIONAL,



rb-InformationAffectedList

RB-InformationAffectedList-r8

OPTIONAL,



dl-CounterSynchronisationInfo
DL-CounterSynchronisationInfo-r5
OPTIONAL,



pdcp-ROHC-TargetMode


PDCP-ROHC-TargetMode



OPTIONAL,


otherStateConfig



OtherStateConfig




OPTIONAL,

-- Transport channel IEs



ul-CommonTransChInfo


UL-CommonTransChInfo-r12



OPTIONAL,



ul-deletedTransChInfoList

UL-DeletedTransChInfoList-r6

OPTIONAL,



ul-AddReconfTransChInfoList

UL-AddReconfTransChInfoList-r8

OPTIONAL,



dl-CommonTransChInfo


DL-CommonTransChInfo-r4



OPTIONAL,



dl-DeletedTransChInfoList

DL-DeletedTransChInfoList-r7

OPTIONAL,



dl-AddReconfTransChInfoList

DL-AddReconfTransChInfoList-r11

OPTIONAL,


-- Physical channel IEs



frequencyInfo




FrequencyInfo





OPTIONAL,



multi-frequencyInfo



Multi-frequencyInfo-LCR-r7


OPTIONAL,



dtx-drx-TimingInfo



DTX-DRX-TimingInfo-r7



OPTIONAL,



dtx-drx-Info




DTX-DRX-Info-r12





OPTIONAL,



hs-scch-LessInfo



HS-SCCH-LessInfo-r7




OPTIONAL,



mimoParameters




MIMO-Parameters-r9




OPTIONAL,



mimo4x4Parameters



MIMO4x4-Parameters




OPTIONAL,



dch-Enhancements-Info-FDD

DCH-Enhancements-Info-FDD


OPTIONAL,



maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power



OPTIONAL,



ul-DPCH-Info




UL-DPCH-Info-r11




OPTIONAL,



ul-EDCH-Information



UL-EDCH-Information-r11



OPTIONAL,



ul-SecondaryCellInfoFDD


UL-SecondaryCellInfoFDD-r12


OPTIONAL,



ul-MulticarrierEDCHInfo-TDD128
UL-MulticarrierEDCHInfo-TDD128

OPTIONAL,



ul-CLTD-InfoFDD




UL-CLTD-InfoFDD





OPTIONAL,



ul-OLTD-InfoFDD




UL-OLTD-InfoFDD

OPTIONAL,



ul-OtherTTIConfiguration-Info
UL-OtherTTIConfiguration-Information
OPTIONAL,



filteredUPHReportInfo


FilteredUEPowerHeadroomReportInfo
OPTIONAL,



dl-HSPDSCH-Information


DL-HSPDSCH-Information-r12


OPTIONAL,



dl-CommonInformation


DL-CommonInformation-r12


OPTIONAL,



dl-InformationPerRL-List

DL-InformationPerRL-List-r12

OPTIONAL,



dl-SecondaryCellInfoFDD


DL-SecondaryCellInfoFDD-r11


OPTIONAL,



additionalDLSecCellInfoListFDD
AdditionalDLSecCellInfoListFDD-r11
OPTIONAL,



additionalDLSecCellInfoListFDD2
AdditionalDLSecCellInfoListFDD2

OPTIONAL,



commonERGCHInfoFDD



CommonERGCHInfoFDD




OPTIONAL,



controlChannelDRXInfo-TDD128
ControlChannelDRXInfo-TDD128-r8

OPTIONAL,



sps-Information-TDD128


SPS-Information-TDD128-r8


OPTIONAL,



mu-MIMO-Info-TDD128



MU-MIMO-Info-TDD128




OPTIONAL,



nonrectResAllocInd-TDD128

Non-rectResAllocInd-TDD128


OPTIONAL,



nonrectResSpecTSset-TDD128

Non-rectResSpecTSset-TDD128


OPTIONAL,


-- MBMS IEs



mbms-PL-ServiceRestrictInfo

MBMS-PL-ServiceRestrictInfo-r6

OPTIONAL,


-- Measurement IEs for LCR



cellDCHMeasOccasionInfo-TDD128
CellDCHMeasOccasionInfo-TDD128-r9
OPTIONAL,


-- WLAN IEs



dedicatedWLANOffloadInformation
DedicatedWLANOffloadInformation

OPTIONAL
}
-- ***************************************************

--

-- CELL UPDATE CONFIRM for CCCH

--

-- ***************************************************

CellUpdateConfirm-CCCH ::= CHOICE {


r3







SEQUENCE {



-- User equipment IEs




u-RNTI





U-RNTI,



-- The rest of the message is identical to the one sent on DCCH.




cellUpdateConfirm-r3



CellUpdateConfirm-r3-IEs,




laterNonCriticalExtensions

SEQUENCE {





-- Container for additional R99 extensions





cellUpdateConfirm-CCCH-r3-add-ext


BIT STRING
OPTIONAL,





v4b0NonCriticalExtensions

SEQUENCE {






cellUpdateConfirm-v4b0ext

CellUpdateConfirm-v4b0ext-IEs,






v590NonCriticalExtensions

SEQUENCE {







cellUpdateConfirm-v590ext

CellUpdateConfirm-v590ext-IEs,







v5d0NonCriticalExtenstions

SEQUENCE {








cellUpdateConfirm-v5d0ext

CellUpdateConfirm-v5d0ext-IEs,








v690NonCriticalExtensions

SEQUENCE {









cellUpdateConfirm-v690ext

CellUpdateConfirm-v690ext-IEs,









nonCriticalExtensions


SEQUENCE {} OPTIONAL








}
OPTIONAL







}
OPTIONAL






}
OPTIONAL





}
OPTIONAL




}
OPTIONAL


},


later-than-r3




SEQUENCE {



u-RNTI






U-RNTI,



rrc-TransactionIdentifier

RRC-TransactionIdentifier,



criticalExtensions



CHOICE {




r4







SEQUENCE {





-- The rest of the message is identical to the one sent on DCCH.





cellUpdateConfirm-r4


CellUpdateConfirm-r4-IEs,





v4d0NonCriticalExtensions


SEQUENCE {






-- Container for adding non critical extensions after freezing REL-5






cellUpdateConfirm-CCCH-r4-add-ext

BIT STRING

OPTIONAL,






v590NonCriticalExtensions

SEQUENCE {







cellUpdateConfirm-v590ext

CellUpdateConfirm-v590ext-IEs,







v5d0NonCriticalExtenstions

SEQUENCE {








cellUpdateConfirm-v5d0ext

CellUpdateConfirm-v5d0ext-IEs,








v690NonCriticalExtensions

SEQUENCE {









cellUpdateConfirm-v690ext

CellUpdateConfirm-v690ext-IEs,









nonCriticalExtensions


SEQUENCE {}

OPTIONAL








}
OPTIONAL







}
OPTIONAL






}
OPTIONAL





}
OPTIONAL




},




criticalExtensions



CHOICE {





r5







SEQUENCE {






cellUpdateConfirm-r5


CellUpdateConfirm-r5-IEs,






cellUpdateConfirm-CCCH-r5-add-ext

BIT STRING

OPTIONAL,






v5d0NonCriticalExtenstions

SEQUENCE {







cellUpdateConfirm-v5d0ext

CellUpdateConfirm-v5d0ext-IEs,







v690NonCriticalExtensions

SEQUENCE {








cellUpdateConfirm-v690ext

CellUpdateConfirm-v690ext-IEs,








nonCriticalExtensions


SEQUENCE {}

OPTIONAL







}
OPTIONAL






}
OPTIONAL





},







criticalExtensions



CHOICE {






r6







SEQUENCE {







cellUpdateConfirm-r6


CellUpdateConfirm-r6-IEs,







cellUpdateConfirm-r6-add-ext
BIT STRING

OPTIONAL,







v6b0NonCriticalExtensions

SEQUENCE {








cellUpdateConfirm-v6b0ext

CellUpdateConfirm-v6b0ext-IEs,








nonCriticalExtensions


SEQUENCE {}

OPTIONAL







}
OPTIONAL






},






criticalExtensions



CHOICE {







r7







SEQUENCE {








cellUpdateConfirm-r7


CellUpdateConfirm-r7-IEs,








cellUpdateConfirm-r7-add-ext
BIT STRING











(CONTAINING CellUpdateConfirm-r7-add-ext-IEs)
OPTIONAL,







v780NonCriticalExtensions

SEQUENCE {









cellUpdateConfirm-v780ext

CellUpdateConfirm-v780ext-IEs,









v860NonCriticalExtensions

SEQUENCE {










cellUpdateConfirm-v860ext

CellUpdateConfirm-v860ext-IEs,










nonCriticalExtensions


SEQUENCE {}

OPTIONAL









}
OPTIONAL








}
OPTIONAL







},







criticalExtensions



CHOICE {








r8







SEQUENCE {









cellUpdateConfirm-r8


CellUpdateConfirm-r8-IEs,









cellUpdateConfirm-r8-add-ext
BIT STRING

OPTIONAL,









v7d0NonCriticalExtensions

SEQUENCE {










cellUpdateConfirm-v7d0ext

CellUpdateConfirm-v7d0ext-IEs,










v890NonCriticalExtensions

SEQUENCE {











cellUpdateConfirm-v890ext
















CellUpdateConfirm-v890ext-IEs,











v8a0NonCriticalExtensions

SEQUENCE {












cellUpdateConfirm-v8a0ext

















CellUpdateConfirm-v8a0ext-IEs,












v7f0NonCriticalExtensions
SEQUENCE {













cellUpdateConfirm-v7f0ext


















CellUpdateConfirm-v7f0ext-IEs,













v7g0NonCriticalExtensions
SEQUENCE {














cellUpdateConfirm-v7g0ext


















CellUpdateConfirm-v7g0ext-IEs,














nonCriticalExtensions
SEQUENCE {}

OPTIONAL













}
OPTIONAL












}
OPTIONAL











}
OPTIONAL










}
OPTIONAL









}
OPTIONAL







},








criticalExtensions



CHOICE {









r9







SEQUENCE {










cellUpdateConfirm-r9


CellUpdateConfirm-r9-IEs,










-- Container for adding non critical extensions after 










-- freezing REL-10










cellUpdateConfirm-r9-add-ext
BIT STRING

OPTIONAL,










nonCriticalExtensions


SEQUENCE {}

OPTIONAL








},









criticalExtensions



CHOICE {










r10







SEQUENCE {











cellUpdateConfirm-r10


CellUpdateConfirm-r10-IEs,











-- Container for adding non critical extensions after 











-- freezing REL-11











cellUpdateConfirm-r10-add-ext
BIT STRING

OPTIONAL,











vb50NonCriticalExtensions

SEQUENCE {












cellUpdateConfirm-vb50ext

















CellUpdateConfirm-vb50ext-IEs,












nonCriticalExtensions


SEQUENCE {}

OPTIONAL










}
OPTIONAL










},










criticalExtensions



CHOICE {











r11







SEQUENCE {












cellUpdateConfirm-r11

CellUpdateConfirm-r11-IEs,












-- Container for adding non critical extensions after 












-- freezing REL-12












cellUpdateConfirm-r11-add-ext
BIT STRING
OPTIONAL,












nonCriticalExtensions


SEQUENCE {}

OPTIONAL










},










criticalExtensions



CHOICE {












r12







SEQUENCE {













cellUpdateConfirm-r12
CellUpdateConfirm-r12-IEs,













-- Container for adding non critical extensions 













-- after freezing REL-13













cellUpdateConfirm-r12-add-ext




















BIT STRING
OPTIONAL,













nonCriticalExtensions

SEQUENCE {}

OPTIONAL












},










criticalExtensions



CHOICE {













r13







SEQUENCE {














cellUpdateConfirm-r13
CellUpdateConfirm-r13-IEs,














-- Container for adding non critical extensions 














-- after freezing REL-14













cellUpdateConfirm-r13-add-ext





















BIT STRING
OPTIONAL,














nonCriticalExtensions

SEQUENCE {}

OPTIONAL













},













criticalExtensions



SEQUENCE {}












}










}









}









}








}







}






}





}




}



}


}

}

<Next modification>
-- ***************************************************

--

-- RADIO BEARER RECONFIGURATION

--

-- ***************************************************

RadioBearerReconfiguration ::= CHOICE {


r3







SEQUENCE {



radioBearerReconfiguration-r3
RadioBearerReconfiguration-r3-IEs,



-- Prefix "v3ao" is used (in one instance) to keep alignment with R99



v3aoNonCriticalExtensions

SEQUENCE {




radioBearerReconfiguration-v3a0ext
RadioBearerReconfiguration-v3a0ext,




laterNonCriticalExtensions

SEQUENCE {





-- Container for additional R99 extensions





radioBearerReconfiguration-r3-add-ext

BIT STRING

OPTIONAL,





v4b0NonCriticalExtensions


SEQUENCE {






radioBearerReconfiguration-v4b0ext















RadioBearerReconfiguration-v4b0ext-IEs,






v590NonCriticalExtensions


SEQUENCE {







radioBearerReconfiguration-v590ext
















RadioBearerReconfiguration-v590ext-IEs,







v5d0NonCriticalExtenstions


SEQUENCE {








radioBearerReconfiguration-v5d0ext
















RadioBearerReconfiguration-v5d0ext-IEs,








v690NonCriticalExtensions

SEQUENCE {








radioBearerReconfiguration-v690ext
















RadioBearerReconfiguration-v690ext-IEs,








v770NonCriticalExtensions

SEQUENCE {










radioBearerReconfiguration-v770ext
















RadioBearerReconfiguration-v770ext-IEs,










nonCriticalExtensions


SEQUENCE {} OPTIONAL









}
OPTIONAL







}
OPTIONAL






}
OPTIONAL





}
OPTIONAL





}
OPTIONAL




}
OPTIONAL



}
OPTIONAL


},


later-than-r3




SEQUENCE {



rrc-TransactionIdentifier

RRC-TransactionIdentifier,



criticalExtensions



CHOICE {




r4







SEQUENCE {





radioBearerReconfiguration-r4
RadioBearerReconfiguration-r4-IEs,





v4d0NonCriticalExtensions


SEQUENCE {






-- Container for adding non critical extensions after freezing REL-5






radioBearerReconfiguration-r4-add-ext

BIT STRING

OPTIONAL,






v590NonCriticalExtensions


SEQUENCE {







radioBearerReconfiguration-v590ext















RadioBearerReconfiguration-v590ext-IEs,







v5d0NonCriticalExtenstions


SEQUENCE {








radioBearerReconfiguration-v5d0ext
















RadioBearerReconfiguration-v5d0ext-IEs,








v690NonCriticalExtensions

SEQUENCE {








radioBearerReconfiguration-v690ext
















RadioBearerReconfiguration-v690ext-IEs,








v770NonCriticalExtensions

SEQUENCE {










radioBearerReconfiguration-v770ext
















RadioBearerReconfiguration-v770ext-IEs,










nonCriticalExtensions


SEQUENCE {}

OPTIONAL









}
OPTIONAL








}
OPTIONAL






}
OPTIONAL





}
OPTIONAL





}
OPTIONAL




},




criticalExtensions



CHOICE {





r5








SEQUENCE {






radioBearerReconfiguration-r5

RadioBearerReconfiguration-r5-IEs,






-- Container for adding non critical extensions after freezing REL-6






radioBearerReconfiguration-r5-add-ext

BIT STRING

OPTIONAL,






v5d0NonCriticalExtenstions


SEQUENCE {







radioBearerReconfiguration-v5d0ext
RadioBearerReconfiguration-v5d0ext-IEs,







v690NonCriticalExtensions


SEQUENCE {







radioBearerReconfiguration-v690ext
















RadioBearerReconfiguration-v690ext-IEs,







v770NonCriticalExtensions


SEQUENCE {









radioBearerReconfiguration-v770ext
















RadioBearerReconfiguration-v770ext-IEs,









nonCriticalExtensions



SEQUENCE {}

OPTIONAL








}
OPTIONAL






}
OPTIONAL





}
OPTIONAL




},





criticalExtensions



CHOICE {






r6








SEQUENCE {







radioBearerReconfiguration-r6

RadioBearerReconfiguration-r6-IEs,







-- Container for adding non critical extensions after freezing REL-7







radioBearerReconfiguration-r6-add-ext

BIT STRING

OPTIONAL,







v6b0NonCriticalExtensions


SEQUENCE {








radioBearerReconfiguration-v6b0ext















RadioBearerReconfiguration-v6b0ext-IEs,








v6f0NonCriticalExtensions


SEQUENCE {









radioBearerRconfiguration-v6f0ext
















RadioBearerReconfiguration-v6f0ext-IEs,









v770NonCriticalExtensions


SEQUENCE {










radioBearerReconfiguration-v770ext
















RadioBearerReconfiguration-v770ext-IEs,










nonCriticalExtensions



SEQUENCE {}

OPTIONAL









}
OPTIONAL








}
OPTIONAL






}
OPTIONAL





},






criticalExtensions



CHOICE {







r7








SEQUENCE {








radioBearerReconfiguration-r7

RadioBearerReconfiguration-r7-IEs,








v780NonCriticalExtensions

SEQUENCE {









radioBearerReconfiguration-v780ext
















RadioBearerReconfiguration-v780ext-IEs,









v790NonCriticalExtensions

SEQUENCE {










radioBearerReconfiguration-v790ext
















RadioBearerReconfiguration-v790ext-IEs,










v7d0NonCriticalExtensions

SEQUENCE {










radioBearerReconfiguration-v7d0ext
















RadioBearerReconfiguration-v7d0ext-IEs,











v7f0NonCriticalExtensions

SEQUENCE {












radioBearerReconfiguration-v7f0ext
















RadioBearerReconfiguration-v7f0ext-IEs,












v7g0NonCriticalExtensions

SEQUENCE {













radioBearerReconfiguration-v7g0ext
















RadioBearerReconfiguration-v7g0ext-IEs,













nonCriticalExtensions

SEQUENCE {}

OPTIONAL











}
OPTIONAL











}
OPTIONAL










}
OPTIONAL








}
OPTIONAL








}
OPTIONAL







},







criticalExtensions



CHOICE {








r8







SEQUENCE {









radioBearerReconfiguration-r8
RadioBearerReconfiguration-r8-IEs,









-- Container for adding non critical extensions after freezing REL-9









radioBearerReconfiguration-r8-add-ext
BIT STRING

OPTIONAL,









v7d0NonCriticalExtensions

SEQUENCE {









radioBearerReconfiguration-v7d0ext
















RadioBearerReconfiguration-v7d0ext-IEs,










v7f0NonCriticalExtensions

SEQUENCE {











radioBearerReconfiguration-v7f0ext
















RadioBearerReconfiguration-v7f0ext-IEs,











v890NonCriticalExtensions

SEQUENCE {












radioBearerReconfiguration-v890ext
















RadioBearerReconfiguration-v890ext-IEs,












v7g0NonCriticalExtensions

SEQUENCE {













radioBearerReconfiguration-v7g0ext
















RadioBearerReconfiguration-v7g0ext-IEs,













v8a0NonCriticalExtensions

SEQUENCE {














radioBearerReconfiguration-v8a0ext
















RadioBearerReconfiguration-v8a0ext-IEs,














nonCriticalExtensions

SEQUENCE {}

OPTIONAL













}
OPTIONAL












}
OPTIONAL











}
OPTIONAL










}
OPTIONAL









}
OPTIONAL







},








criticalExtensions



CHOICE {









r9







SEQUENCE {










radioBearerReconfiguration-r9

















RadioBearerReconfiguration-r9-IEs,










-- Container for adding non critical extensions after 










-- freezing REL-10










radioBearerReconfiguration-r9-add-ext


















BIT STRING

OPTIONAL,










v950NonCriticalExtensions

SEQUENCE {











radioBearerReconfiguration-v950ext

















RadioBearerReconfiguration-v950ext-IEs,











v9c0NonCriticalExtensions

SEQUENCE {












radioBearerReconfiguration-v9c0ext

















RadioBearerReconfiguration-v9c0ext-IEs,












nonCriticalExtensions


SEQUENCE {}

OPTIONAL











}
OPTIONAL










}
OPTIONAL









},









criticalExtensions



CHOICE {










r10







SEQUENCE {











radioBearerReconfiguration-r10

















RadioBearerReconfiguration-r10-IEs,











-- Container for adding non critical extensions after 











-- freezing REL-11











radioBearerReconfiguration-r10-add-ext



















BIT STRING

OPTIONAL,











v9c0NonCriticalExtensions

SEQUENCE {












radioBearerReconfiguration-v9c0ext

















RadioBearerReconfiguration-v9c0ext-IEs,












vaa0NonCriticalExtensions

SEQUENCE {













radioBearerReconfiguration-vaa0ext
















RadioBearerReconfiguration-vaa0ext-IEs,













vb50NonCriticalExtensions

SEQUENCE {














radioBearerReconfiguration-vb50ext
















RadioBearerReconfiguration-vb50ext-IEs,














nonCriticalExtensions
SEQUENCE {}

OPTIONAL













}
OPTIONAL












}
OPTIONAL











}
OPTIONAL










},










criticalExtensions



CHOICE {











r11







SEQUENCE {












radioBearerReconfiguration-r11

















RadioBearerReconfiguration-r11-IEs,












-- Container for adding non critical extensions after 












-- freezing REL-12












radioBearerReconfiguration-r11-add-ext



















BIT STRING

OPTIONAL,












nonCriticalExtensions

SEQUENCE {}

OPTIONAL










},










criticalExtensions



CHOICE {












r12







SEQUENCE {













radioBearerReconfiguration-r12

















RadioBearerReconfiguration-r12-IEs,













-- Container for adding non critical extensions 













-- after freezing REL-13













radioBearerReconfiguration-r12-add-ext



















BIT STRING

OPTIONAL,













nonCriticalExtensions

SEQUENCE {}

OPTIONAL












},











criticalExtensions



CHOICE {













r13







SEQUENCE {














radioBearerReconfiguration-r13

















RadioBearerReconfiguration-r13-IEs,














-- Container for adding non critical extensions 














-- after freezing REL-14














radioBearerReconfiguration-r13-add-ext



















BIT STRING

OPTIONAL,














nonCriticalExtensions
SEQUENCE {}
OPTIONAL













},












criticalExtensions



SEQUENCE {}











}










}










}









}








}







}






}





}




}



}


}

}

RadioBearerReconfiguration-vaa0ext-IEs
::=
SEQUENCE
{


um-RLC-ReEstablishmentRBList

RB-IdentityList




OPTIONAL

}

<partially omitted>
RadioBearerReconfiguration-r12-IEs ::= SEQUENCE {


-- User equipment IEs



integrityProtectionModeInfo

IntegrityProtectionModeInfo-r7



OPTIONAL,



cipheringModeInfo



CipheringModeInfo-r7





OPTIONAL,



activationTime




ActivationTime







OPTIONAL,



delayRestrictionFlag


DelayRestrictionFlag





OPTIONAL,



new-U-RNTI





U-RNTI









OPTIONAL,



new-C-RNTI





C-RNTI









OPTIONAL,



-- The IE "new-DSCH-RNTI" should not be included in FDD mode,



-- and if received the UE behaviour is unspecified



new-DSCH-RNTI




DSCH-RNTI








OPTIONAL,



new-H-RNTI





H-RNTI









OPTIONAL,



newPrimary-E-RNTI



E-RNTI









OPTIONAL,



newSecondary-E-RNTI



E-RNTI









OPTIONAL,



rrc-StateIndicator



RRC-StateIndicator,



ueMobilityStateIndicator

High-MobilityDetected





OPTIONAL,



utran-DRX-CycleLengthCoeff

UTRAN-DRX-CycleLengthCoefficient-r7


OPTIONAL,


accessGroupIdentity



AccessGroupIdentity






OPTIONAL,

-- Core network IEs



cn-InformationInfo



CN-InformationInfo-r6





OPTIONAL,


-- UTRAN mobility IEs



ura-Identity




URA-Identity







OPTIONAL,



supportForChangeOfUE-Capability
BOOLEAN









OPTIONAL,



responseToChangeOfUE-Capability
ENUMERATED { true }






OPTIONAL,


-- Specification mode information



defaultConfigForCellFACH

DefaultConfigForCellFACH




OPTIONAL,



specificationMode



CHOICE {




complete





SEQUENCE {




-- Radio bearer IEs





rab-InformationReconfigList

RAB-InformationReconfigList-r8

OPTIONAL,





rab-InformationMBMSPtpList

RAB-InformationMBMSPtpList


OPTIONAL,





rb-InformationReconfigList

RB-InformationReconfigList-r11

OPTIONAL,





rb-InformationAffectedList

RB-InformationAffectedList-r8

OPTIONAL,





rb-PDCPContextRelocationList
RB-PDCPContextRelocationList

OPTIONAL,





pdcp-ROHC-TargetMode


PDCP-ROHC-TargetMode



OPTIONAL,





umRlc-ReEstablishmentRBList

RB-IdentityList





OPTIONAL,




-- Transport channel IEs





ul-CommonTransChInfo


UL-CommonTransChInfo-r12



OPTIONAL,





ul-deletedTransChInfoList

UL-DeletedTransChInfoList-r6

OPTIONAL,





ul-AddReconfTransChInfoList

UL-AddReconfTransChInfoList-r8

OPTIONAL,





dl-CommonTransChInfo


DL-CommonTransChInfo-r4



OPTIONAL,





dl-DeletedTransChInfoList

DL-DeletedTransChInfoList-r7

OPTIONAL,





dl-AddReconfTransChInfoList

DL-AddReconfTransChInfoList-r11

OPTIONAL




},




preconfiguration



SEQUENCE {




-- All IEs that include an FDD/TDD choice are split in two IEs for this message,




-- one for the FDD only elements and one for the TDD only elements, so that one




-- FDD/TDD choice in this level is sufficient.





preConfigMode




CHOICE {






predefinedConfigIdentity

PredefinedConfigIdentity,






defaultConfig




SEQUENCE {







defaultConfigMode



DefaultConfigMode,







defaultConfigIdentity 


DefaultConfigIdentity-r6






}





}




}



},


-- Physical channel IEs



frequencyInfo




FrequencyInfo







OPTIONAL,



multi-frequencyInfo



Multi-frequencyInfo-LCR-r7




OPTIONAL,



dtx-drx-TimingInfo



DTX-DRX-TimingInfo-r7





OPTIONAL,



dtx-drx-Info




DTX-DRX-Info-r12







OPTIONAL,



hs-scch-LessInfo



HS-SCCH-LessInfo-r7






OPTIONAL,



mimoParameters




MIMO-Parameters-r9






OPTIONAL,



mimo4x4Parameters



MIMO4x4-Parameters






OPTIONAL,



dch-Enhancements-Info-FDD

DCH-Enhancements-Info-FDD




OPTIONAL,


maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power





OPTIONAL,



ul-DPCH-Info




UL-DPCH-Info-r11






OPTIONAL,



ul-EDCH-Information



UL-EDCH-Information-r11





OPTIONAL,



ul-SecondaryCellInfoFDD


UL-SecondaryCellInfoFDD-r12




OPTIONAL,



ul-MulticarrierEDCHInfo-TDD128
UL-MulticarrierEDCHInfo-TDD128



OPTIONAL,



ul-CLTD-InfoFDD




UL-CLTD-InfoFDD







OPTIONAL,



ul-OLTD-InfoFDD




UL-OLTD-InfoFDD







OPTIONAL,


ul-OtherTTIConfiguration-Info
UL-OtherTTIConfiguration-Information

OPTIONAL,


filteredUPHReportInfo


FilteredUEPowerHeadroomReportInfo


OPTIONAL,


dl-HSPDSCH-Information


DL-HSPDSCH-Information-r12




OPTIONAL,



dl-CommonInformation


DL-CommonInformation-r12




OPTIONAL,



dl-InformationPerRL-List

DL-InformationPerRL-List-r12



OPTIONAL,



dl-SecondaryCellInfoFDD


DL-SecondaryCellInfoFDD-r11




OPTIONAL,



additionalDLSecCellInfoListFDD
AdditionalDLSecCellInfoListFDD-r11


OPTIONAL,



additionalDLSecCellInfoListFDD2
AdditionalDLSecCellInfoListFDD2



OPTIONAL,



commonERGCHInfoFDD



CommonERGCHInfoFDD






OPTIONAL,


dPCCH2InfoFDD




DPCCH2InfoFDD







OPTIONAL,


controlChannelDRXInfo-TDD128
ControlChannelDRXInfo-TDD128-r8



OPTIONAL,



sps-Information-TDD128


SPS-Information-TDD128-r8




OPTIONAL,



mu-MIMO-Info-TDD128



MU-MIMO-Info-TDD128






OPTIONAL,



nonrectResAllocInd-TDD128

Non-rectResAllocInd-TDD128




OPTIONAL,



nonrectResSpecTSset-TDD128

Non-rectResSpecTSset-TDD128




OPTIONAL,


-- MBMS IEs



mbms-PL-ServiceRestrictInfo

MBMS-PL-ServiceRestrictInfo-r6



OPTIONAL,


-- Measurement IEs for LCR



cellDCHMeasOccasionInfo-TDD128
CellDCHMeasOccasionInfo-TDD128-r9


OPTIONAL

}
RadioBearerReconfiguration-r13-IEs ::= SEQUENCE {


-- User equipment IEs



integrityProtectionModeInfo

IntegrityProtectionModeInfo-r7



OPTIONAL,



cipheringModeInfo



CipheringModeInfo-r7





OPTIONAL,



activationTime




ActivationTime







OPTIONAL,



delayRestrictionFlag


DelayRestrictionFlag





OPTIONAL,



new-U-RNTI





U-RNTI









OPTIONAL,



new-C-RNTI





C-RNTI









OPTIONAL,



-- The IE "new-DSCH-RNTI" should not be included in FDD mode,



-- and if received the UE behaviour is unspecified



new-DSCH-RNTI




DSCH-RNTI








OPTIONAL,



new-H-RNTI





H-RNTI









OPTIONAL,



newPrimary-E-RNTI



E-RNTI









OPTIONAL,



newSecondary-E-RNTI



E-RNTI









OPTIONAL,



rrc-StateIndicator



RRC-StateIndicator,



ueMobilityStateIndicator

High-MobilityDetected





OPTIONAL,



utran-DRX-CycleLengthCoeff

UTRAN-DRX-CycleLengthCoefficient-r7


OPTIONAL,


accessGroupIdentity



AccessGroupIdentity






OPTIONAL,

-- Core network IEs



cn-InformationInfo



CN-InformationInfo-r6





OPTIONAL,


-- UTRAN mobility IEs



ura-Identity




URA-Identity







OPTIONAL,



supportForChangeOfUE-Capability
BOOLEAN









OPTIONAL,



responseToChangeOfUE-Capability
ENUMERATED { true }






OPTIONAL,


-- Specification mode information



defaultConfigForCellFACH

DefaultConfigForCellFACH




OPTIONAL,



specificationMode



CHOICE {




complete





SEQUENCE {




-- Radio bearer IEs





rab-InformationReconfigList

RAB-InformationReconfigList-r8

OPTIONAL,





rab-InformationMBMSPtpList

RAB-InformationMBMSPtpList


OPTIONAL,





rb-InformationReconfigList

RB-InformationReconfigList-r11

OPTIONAL,





rb-InformationAffectedList

RB-InformationAffectedList-r8

OPTIONAL,





rb-PDCPContextRelocationList
RB-PDCPContextRelocationList

OPTIONAL,





pdcp-ROHC-TargetMode


PDCP-ROHC-TargetMode



OPTIONAL,





umRlc-ReEstablishmentRBList

RB-IdentityList





OPTIONAL,




otherStateConfig



OtherStateConfig




OPTIONAL,



-- Transport channel IEs





ul-CommonTransChInfo


UL-CommonTransChInfo-r12



OPTIONAL,





ul-deletedTransChInfoList

UL-DeletedTransChInfoList-r6

OPTIONAL,





ul-AddReconfTransChInfoList

UL-AddReconfTransChInfoList-r8

OPTIONAL,





dl-CommonTransChInfo


DL-CommonTransChInfo-r4



OPTIONAL,





dl-DeletedTransChInfoList

DL-DeletedTransChInfoList-r7

OPTIONAL,





dl-AddReconfTransChInfoList

DL-AddReconfTransChInfoList-r11

OPTIONAL




},




preconfiguration



SEQUENCE {




-- All IEs that include an FDD/TDD choice are split in two IEs for this message,




-- one for the FDD only elements and one for the TDD only elements, so that one




-- FDD/TDD choice in this level is sufficient.





preConfigMode




CHOICE {






predefinedConfigIdentity

PredefinedConfigIdentity,






defaultConfig




SEQUENCE {







defaultConfigMode



DefaultConfigMode,







defaultConfigIdentity 


DefaultConfigIdentity-r6






}





}




}



},


-- Physical channel IEs



frequencyInfo




FrequencyInfo







OPTIONAL,



multi-frequencyInfo



Multi-frequencyInfo-LCR-r7




OPTIONAL,



dtx-drx-TimingInfo



DTX-DRX-TimingInfo-r7





OPTIONAL,



dtx-drx-Info




DTX-DRX-Info-r12







OPTIONAL,



hs-scch-LessInfo



HS-SCCH-LessInfo-r7






OPTIONAL,



mimoParameters




MIMO-Parameters-r9






OPTIONAL,



mimo4x4Parameters



MIMO4x4-Parameters






OPTIONAL,



dch-Enhancements-Info-FDD

DCH-Enhancements-Info-FDD




OPTIONAL,


maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power





OPTIONAL,



ul-DPCH-Info




UL-DPCH-Info-r11






OPTIONAL,



ul-EDCH-Information



UL-EDCH-Information-r11





OPTIONAL,



ul-SecondaryCellInfoFDD


UL-SecondaryCellInfoFDD-r12




OPTIONAL,



ul-MulticarrierEDCHInfo-TDD128
UL-MulticarrierEDCHInfo-TDD128



OPTIONAL,



ul-CLTD-InfoFDD




UL-CLTD-InfoFDD







OPTIONAL,



ul-OLTD-InfoFDD




UL-OLTD-InfoFDD







OPTIONAL,


ul-OtherTTIConfiguration-Info
UL-OtherTTIConfiguration-Information

OPTIONAL,


filteredUPHReportInfo


FilteredUEPowerHeadroomReportInfo


OPTIONAL,


dl-HSPDSCH-Information


DL-HSPDSCH-Information-r12




OPTIONAL,



dl-CommonInformation


DL-CommonInformation-r12




OPTIONAL,



dl-InformationPerRL-List

DL-InformationPerRL-List-r12



OPTIONAL,



dl-SecondaryCellInfoFDD


DL-SecondaryCellInfoFDD-r11




OPTIONAL,



additionalDLSecCellInfoListFDD
AdditionalDLSecCellInfoListFDD-r11


OPTIONAL,



additionalDLSecCellInfoListFDD2
AdditionalDLSecCellInfoListFDD2



OPTIONAL,



commonERGCHInfoFDD



CommonERGCHInfoFDD






OPTIONAL,


dPCCH2InfoFDD




DPCCH2InfoFDD







OPTIONAL,


controlChannelDRXInfo-TDD128
ControlChannelDRXInfo-TDD128-r8



OPTIONAL,



sps-Information-TDD128


SPS-Information-TDD128-r8




OPTIONAL,



mu-MIMO-Info-TDD128



MU-MIMO-Info-TDD128






OPTIONAL,



nonrectResAllocInd-TDD128

Non-rectResAllocInd-TDD128




OPTIONAL,



nonrectResSpecTSset-TDD128

Non-rectResSpecTSset-TDD128




OPTIONAL,


-- MBMS IEs



mbms-PL-ServiceRestrictInfo

MBMS-PL-ServiceRestrictInfo-r6



OPTIONAL,


-- Measurement IEs for LCR



cellDCHMeasOccasionInfo-TDD128
CellDCHMeasOccasionInfo-TDD128-r9


OPTIONAL

}
<Next modification>
11.3
Information element definitions

InformationElements DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

IMPORTS


hiPDSCHidentities,


hiPUSCHidentities,


hiRM,


maxAC,


maxAdditionalMeas,


maxMultipleFrequencyBandsEUTRA,


maxMultipleFrequencyBandsFDD,


maxASC,


maxASCmap,


maxASCpersist,


maxCCTrCH,


maxCellMeas,


maxCellMeas-1,

maxCellMeas-ext,


maxCellMeas-ext2,

maxCellMeas-ext-1,

maxCellMeasOnSecULFreq,


maxCellMeasOnSecULFreq-1,


maxCNdomains,


maxCommonHRNTI,


maxCommonQueueID,


maxCPCHsets,


maxDedicatedCSGFreq,


maxDPCH-DLchan,


maxDPDCH-UL,


maxDRACclasses,


maxE-DCHMACdFlow,


maxE-DCHMACdFlow-1,


maxEDCHs,


maxEDCHs-1,


maxEDCHTxPattern-TDD128,


maxEDCHTxPattern-TDD128-1,


maxERNTIgroup,


maxERNTIperGroup,


maxERUCCH,


maxEUTRACellPerFreq,


maxEUTRATargetFreqs,


maxExcludedDetectedSetCells,


maxFACHPCH,


maxFreq,


maxFreqBandsEUTRA,

maxFreqBandsEUTRA-ext,


maxFreqBandsFDD,


maxFreqBandsFDD2,


maxFreqBandsFDD3,


maxFreqBandsFDD-ext,


maxFreqBandsFDD-ext2,


maxFreqBandsFDD-ext3,


maxFreqBandsIndicatorSupport,

maxFreqBandsTDD,


maxFreqBandsTDD-ext,

maxFreqBandsGSM,

maxFreqMeasWithoutCM,


maxGANSS,


maxGANSS-1,


maxGANSSSat,


maxGANSSSat-1,


maxGERAN-SI,


maxHNBNameSize,


maxHProcesses,


maxHSDSCHTBIndex,


maxHSDSCHTBIndex-tdd384,


maxHSSCCHs,


maxHSSCCHs-1,


maxHSSICH-TDD128,


maxHSSICH-TDD128-1,


maxHS-SCCHLessTrBlk,


maxIGPInfo,


maxInterSysMessages,


maxLoCHperRLC,


maxLoggedMeasReport,


maxnumLoggedMeas,


maxMAC-d-PDUsizes,


maxMBMS-CommonCCTrCh,


maxMBMS-CommonPhyCh,


maxMBMS-CommonRB,


maxMBMS-CommonTrCh,


maxMBMS-Freq,


maxMBMS-L1CP,


maxMBMSservCount,


maxMBMSservModif,


maxMBMSservSched,


maxMBMSservSelect,


maxMBMSservUnmodif,


maxMBMSTransmis,


maxMBSFNClusters,


maxMeasCSGRange,


maxMeasEvent,


maxMeasEventOnSecULFreq,


maxMeasIdentity,

maxMeasIntervals,


maxMeasParEvent,


maxNonContiguousMultiCellCombinations,


maxMeasOccasionPattern,


maxMeasOccasionPattern-1,

maxNumAccessGroups,

maxNumCDMA2000Freqs,


maxNumE-AGCH,


maxNumE-HICH,


maxNumEUTRAFreqs,

maxNumEUTRAFreqs-FACH,


maxNumEUTRAFreqs-FACH-ext,


maxNumFDDFreqs,


maxNumGSMCellGroup,

maxNumGSMFreqRanges,


maxGSMTargetCells,


maxNumMDTPLMN,


maxNumTDDFreqs,


maxNumANRLoggedItems,


maxOtherRAT,


maxOtherRAT-16,


maxPage1,


maxPCPCH-APsig,


maxPCPCH-APsubCh,


maxPCPCH-CDsig,


maxPCPCH-CDsubCh,


maxPCPCH-SF,


maxPCPCHs,


maxPDCPAlgoType,


maxPDSCH,


maxPDSCH-TFCIgroups,


maxPRACH,


maxPRACH-EUL,


maxPRACH-FPACH,


maxPredefConfig,

maxOtherStateConfig, 

maxOtherStateConfig-1,

maxPrio,

maxPrio-1,


maxPUSCH,


maxQueueIDs,


maxRABsetup,


maxRAT,


maxRB,


maxRBallRABs,


maxRBperTrCh,


maxRBMuxOptions,


maxRBperRAB,


maxReportedEUTRAFreqs,


maxReportedEUTRAFreqs-ext,

maxReportedEUTRACellPerFreq,


maxReportedGSMCells,


maxRLCPDUsizePerLogChan,

maxRMPfrequencies,

maxSRBsetup,

<partially omitted>
OpenLoopPowerControl-TDD ::=

SEQUENCE {


primaryCCPCH-TX-Power



PrimaryCCPCH-TX-Power,


-- alpha, prach-ConstantValue, dpch-ConstantValue and pusch-ConstantValue

-- shall be ignored in 1.28Mcps TDD mode.


alpha







Alpha





OPTIONAL,


prach-ConstantValue




ConstantValueTdd,


dpch-ConstantValue




ConstantValueTdd,


pusch-ConstantValue




ConstantValueTdd


OPTIONAL

}

OpenLoopPowerControl-IPDL-TDD-r4 ::=
SEQUENCE {


ipdl-alpha






Alpha,


maxPowerIncrease




MaxPowerIncrease-r4

}

OtherStateConfig ::=

SEQUENCE {


otherStateConfigList

OtherStateConfigList



OPTIONAL,


otherStateRemoveList

OtherStateRemoveList



OPTIONAL
}
OtherStateConfigList ::= 
SEQUENCE (SIZE(1..maxOtherStateConfig)) OF











OtherStateConfigData
OtherStateConfigData ::=

SEQUENCE {


otherStateConfigIdentity


OtherStateConfigIdentity,

source-rrc-StateIndicator


RRC-StateIndicator,

target-rrc-StateIndicator


RRC-StateIndicator,

ura-Identity





URA-Identity




OPTIONAL,

rntis


CHOICE {



clear



NULL,



continue


NULL,



new




SEQUENCE {






new-C-RNTI


C-RNTI,





new-H-RNTI


H-RNTI,






newPrimary-E-RNTI
E-RNTI



}


},


configuration
CHOICE {



id



INTEGER (0..maxRetrievConfig-1),


full


RetrievableConfigData


} OPTIONAL

}
OtherStateRemoveList ::=


SEQUENCE (SIZE (1..maxOtherStateConfig)) OF











OtherStateConfigIdentity
OtherStateConfigIdentity ::=

INTEGER (0..maxOtherStateConfig-1)
PagingIndicatorLength ::=


ENUMERATED {











pi4, pi8, pi16 }

PC-Preamble ::=





INTEGER (0..7)

PCCH-InformationList ::=


SEQUENCE {


paging-associatedHspdschInfo

SEQUENCE (SIZE (1.. maxSCCPCH)) OF












SEQUENCE {



hs-pdsch-MidambleConfiguration


HS-PDSCH-Midamble-Configuration-TDD128,



timeslotResourceRelatedInfo



BIT STRING (SIZE (6)),



codeResourceInformation




CodeResourceInformation-TDD128


},


paging-sub-Channel-size



INTEGER (1..3),


transportBlockSizeList



SEQUENCE (SIZE (1..2)) OF TransportBlockSizeIndex

}

<Next modification>
11.4
Constant definitions

Constant-definitions DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

hiPDSCHidentities


INTEGER ::= 64

hiPUSCHidentities


INTEGER ::= 64 
<partially omitted>
maxPDSCH




INTEGER ::= 8

maxPDSCH-TFCIgroups
 

INTEGER ::= 256

maxPRACH




INTEGER ::= 16

maxPRACH-EUL



INTEGER ::= 4

maxPRACH-FPACH



INTEGER ::= 8

maxPredefConfig



INTEGER ::= 16
maxOtherStateConfig


INTEGER ::= 4 
maxOtherStateConfig-1

INTEGER ::= 3
maxPrio





INTEGER ::= 8

maxPrio-1




INTEGER ::= 7

maxPUSCH




INTEGER ::= 8

maxQueueIDs




INTEGER ::= 8

maxRABsetup




INTEGER ::= 16

maxRAT





INTEGER ::= 16

maxRB





INTEGER ::= 32

maxRBallRABs



INTEGER ::= 27

maxRBMuxOptions



INTEGER ::= 8

maxRBperRAB




INTEGER ::= 8

maxRBperTrCh



INTEGER ::= 16

maxReportedEUTRACellPerFreq
INTEGER ::= 4

maxReportedEUTRAFreqs

INTEGER ::= 4

maxReportedEUTRAFreqs-ext
INTEGER ::= 8
maxReportedGSMCells


INTEGER ::= 8
maxRL





INTEGER ::= 8

maxRL-1





INTEGER ::= 7

maxRLCPDUsizePerLogChan

INTEGER ::= 32
maxRMPfrequencies


INTEGER ::= 8

maxRFC3095-CID



INTEGER ::= 16384

maxROHC-PacketSizes-r4

INTEGER ::= 16

maxROHC-Profile-r4


INTEGER ::= 8

maxRxPatternForHSDSCH-TDD128
INTEGER ::= 4 -- maxRxPatternForHSDSCH-TDD128
should be 3

maxRxPatternForHSDSCH-TDD128-1
INTEGER ::= 3 -- maxRxPatternForHSDSCH-TDD128-1 should be 2

maxSat





INTEGER ::= 16

maxSatClockModels


INTEGER ::= 4

maxSCCPCH




INTEGER ::= 16

maxSgnType




INTEGER ::= 8
maxSIB





INTEGER ::= 32

maxSIB2





INTEGER ::= 64
maxSIB-FACH




INTEGER ::= 8

maxSIBperMsg



INTEGER ::= 16

maxSIrequest



INTEGER ::= 4

maxSRBsetup




INTEGER ::= 8

maxSystemCapability


INTEGER ::= 16

maxTDD128Carrier


INTEGER ::= 6

maxTDD128Carrier-1


INTEGER ::= 5

maxTbsForHSDSCH-TDD128

INTEGER ::= 4

maxTbsForHSDSCH-TDD128-1
INTEGER ::= 3

maxTF





INTEGER ::= 32

maxTF-CPCH




INTEGER ::= 16

maxTFC





INTEGER ::= 1024

maxTFCsub




INTEGER ::= 1024

maxTFCI-2-Combs
 


INTEGER ::= 512

maxTGPS





INTEGER ::= 6

maxTrCH





INTEGER ::= 32

maxTrCHConcat



INTEGER ::= 3
-- maxTrCHpreconf should be 16 but has been set to 32 for compatibility

maxTrCHpreconf



INTEGER ::= 32

maxTS





INTEGER ::= 14

maxTS-1





INTEGER ::= 13 

maxTS-2





INTEGER ::= 12

maxTS-LCR




INTEGER ::= 6

maxTS-LCR-1




INTEGER ::= 5 

maxURA





INTEGER ::= 8

maxURNTI-Group



INTEGER ::= 8

maxWLANID




INTEGER ::= 16

END
<Next modification>
13.4.x
OTHER_STATE_CONFIGURATION
The variable indicates the content of an other state configuration. See subclause 8.6.4.x for actions related to the setting of this variable.

This variable shall be cleared when leaving UTRA RRC connected mode and upon successful SRNS relocation.
	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	Other state configuration information
	MP
	1 to < maxOtherStateConfig>
	
	
	REL-13

	>Other state configuration identity
	MP
	
	Integer (0.. maxOtherStateConfig-1)
	
	REL-13

	>Source RRC State Indicator
	MP
	
	RRC State Indicator 10.3.3.35a
	
	REL-13

	>Target RRC State Indicator
	MP
	
	RRC State Indicator 10.3.3.35a
	
	REL-13

	>URA identity
	OP
	
	URA identity 10.3.2.6
	
	REL-13

	>C-RNTI
	OP
	
	C-RNTI 10.3.3.8
	
	REL-13

	>H-RNTI
	OP
	
	H-RNTI 10.3.3.14a
	
	REL-13

	>Primary E-RNTI
	OP
	
	E-RNTI 10.3.3.10a
	
	REL-13

	>CHOICE configuration
	OP
	
	
	
	REL-13

	>>Retrievable configuration id
	
	
	Integer (0.. maxRetrievConfig-1)
	
	REL-13

	>>Retrievable configuration
	
	
	Retrievable configuration 10.3.8.y
	
	REL-13


