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Beginning of Text Proposal for TS 36.425
5.5.2.2
DL DATA DELIVERY STATUS (PDU Type 1)

This frame format is defined to transfer feedback to allow the receiving MeNB to control the downlink user data flow via the SeNB when the length of the PDCP SN is less than 16 bits.

	Bits
	Number of Octets

	7
	6
	5
	4
	3
	2
	1
	0
	

	PDU Type (=1)
	Spare
	Final Frame Ind.
	Lost Packet Report
	1

	Highest successfully delivered PDCP Sequence Number
	2

	Desired buffer size for the E-RAB
	4

	Minimum desired buffer size for the UE
	4

	Number of lost X2-U Sequence Number ranges reported
	1

	Start of lost X2-U Sequence Number range
	4* (Number of reported lost X2-u SN ranges)

	End of lost X2-U Sequence Number range 
	

	Spare extension
	0-4



Figure 5.5.2.2-1: DL DATA DELIVERY STATUS (PDU Type 1) Format
5.5.2.X
DL DATA DELIVERY STATUS EXTENDED (PDU Type Y)

This frame format is defined to transfer feedback to allow the receiving MeNB to control the downlink user data flow via the SeNB when the length of PDCP SN is 18 bits.

	Bits
	Number of Octets

	7
	6
	5
	4
	3
	2
	1
	0
	

	PDU Type (=Y)
	Spare
	Final Frame Ind.
	Lost Packet Report
	1

	Highest successfully delivered PDCP Sequence Number Extended
	3

	Desired buffer size for the E-RAB
	4

	Minimum desired buffer size for the UE
	4

	Number of lost X2-U Sequence Number ranges reported
	1

	Start of lost X2-U Sequence Number range Extended
	6* (Number of reported lost X2-U SN ranges)

	End of lost X2-U Sequence Number range Extended
	

	Spare extension
	1-7



Figure 5.5.2.X-1: DL DATA DELIVERY STATUS (PDU Type Y) Format
Next Change
5.5.3
Coding of information elements in frames

5.5.3.1
PDU Type

Description: The PDU Type indicates the structure of the X2 UP frame. The field takes the value of the PDU Type it identifies; i.e. "0" for PDU Type 0. The PDU type is in bit 4 to bit 7 in the first octet of the frame.

Value range: {0=DL USER DATA, 1=DL DATA DELIVERY STATUS, XX=DL DATA DELIVERY STATUS EXTENDED, YY-15=reserved for future PDU type extensions}
Field length: 4 bits

5.5.3.2
Spare

Description: The spare field is set to "0" by the sender and should not be interpreted by the receiver. This field is reserved for later versions.
Value range: (0–2n-1).

Field Length: n bits.

5.5.3.3
X2-U Sequence Number

Description: This parameter indicates the X2-U sequence number as assigned by the respective eNB.
Value range: {0..216-1}.

Field length: 2 octets.

5.5.3.4
Lost Packet Report

Description: This parameter indicates the presence of a list of lost X2-U packets in the respective X2 UP frame.

Value range: {0=Lost Frame List not present, 1=Lost Frame List present}.

Field length: 1 bit.

5.5.3.5
Final Frame Indication
Description: This parameter indicates whether the frame is the last DL status report as described in clause 5.4.2.1.

Value range: {0=Frame is not final, 1= Frame is final}.

Field length: 1 bit.
5.5.3.6
Highest successfully delivered PDCP Sequence Number

Description: This parameter indicates feedback about the in-sequence delivery status of PDCP PDUs at the SeNB towards the UE when the length of the PDCP SN is less than 16 bits.

Value range: {0..215-1}.

Field length: 2 octets.

5.5.3.7
Desired buffer size for the E-RAB

Description: This parameter indicates the desired buffer size for the concerned E-RAB as specified in clause 5.4.2.1.

Value range: {0..232-1}.

Field length: 4 octets.

5.5.3.8
Minimum desired buffer size for the UE

Description: This parameter indicates the minimum desired buffer size for all E-RABs established for the UE as specified in clause 5.4.2.1.

Value range: {0..232-1}.

Field length: 4 octets.

5.5.3.9
Number of lost X2-U Sequence Number ranges reported

Description: This parameter indicates the number of X2-U Sequence Number ranges reported to be lost.

Value range: {1..256}.

Field length: 1 octet.

5.5.3.10
Start of lost X2-U Sequence Number range

Description: This parameter indicates the start of an X2-U sequence number range.
Value range: {0..216-1}.

Field length: 2 octets.

5.5.3.11
End of lost X2-U Sequence Number range

Description: This parameter indicates the end of an X2-U sequence number range.
Value range: {0..216-1}.

Field length: 2 octets.

5.5.3.12
Spare extension

Description: The spare extension field shall not be sent. The receiver should be capable of receiving a spare extension. The spare extension should not be interpreted by the receiver, since in later versions of the present document additional new fields might be added in place of the spare extension. The spare extension can be an integer number of octets carrying new fields or additional information; the maximum length of the spare extension field (m) depends on the PDU type.

Value range: 0–2m*8-1.

Field Length: 0–m octets. For the PDU Types defined in the present document m=4.

5.5.3.Z1
Highest successfully delivered PDCP Sequence Number Extended
Description: This parameter indicates feedback about the in-sequence delivery status of PDCP PDUs at the SeNB towards the UE when the length of PDCP SN is 18 bits.
Value range: {0..218-1}.
Field length: 3 octets.

5.5.3.Z2
Start of lost X2-U Sequence Number range Extended
Description: This parameter indicates the start of an X2-U sequence number range when the length of PDCP SN is 18 bits.
Value range: {0..218-1}.

Field length: 3 octets.

5.5.3.Z3
End of lost X2-U Sequence Number range Extended
Description: This parameter indicates the end of an X2-U sequence number range when the length of PDCP SN is 18 bits.
Value range: {0..218-1}.

Field length: 3 octets.

End of Text Proposal for TS 36.425
