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RAN4 CRs to Rel-12 Closed LTE only related WIs

	Spec
	CR
	Rev
	Cat
	Phase
	Subject
	Doc-2nd-Level
	Workitem
	Source-2nd-Level

	36.307
	0591
	-
	B
	Rel-11
	[Rel-11] Introduction of dual uplink CA into 36.307
	R4-157046
	LTE_CA_2UL-A1-Core
	KDDI

	36.307
	0566
	-
	B
	Rel-11
	[Rel-11] Introduction of dual uplink CA into 36.307
	R4-156028
	LTE_CA_2UL-A4-Core
	KDDI

	36.307
	0592
	-
	B
	Rel-12
	[Rel-12] Introduction of dual uplink CA into 36.307
	R4-157047
	LTE_CA_2UL-A1-Core
	KDDI

	36.307
	0556
	-
	B
	Rel-12
	[Rel-12] Introduction of dual uplink CA into 36.307
	R4-155828
	LTE_CA_2UL-A4-Core
	KDDI

	36.133
	3222
	-
	F
	Rel-12
	Adding the title of A.8.22 in TS 36.133 R12
	R4-157438
	LTE_SC_enh_L1-Perf
	Huawei, HiSilicon

	36.133
	3223
	-
	A
	Rel-13
	Adding the title of A.8.22 in TS 36.133 R13
	R4-157439
	LTE_SC_enh_L1-Perf
	Huawei, HiSilicon

	36.133
	3167
	-
	A
	Rel-13
	Alignment of dB values for 2DL CA activation and deactivation Test cases
	R4-156231
	LTE_CA_B1_B3-Perf
	Anritsu

	36.133
	3164
	-
	A
	Rel-12
	Alignment of dB values for 2DL CA activation and deactivation Test cases
	R4-156228
	LTE_CA_B1_B3-Perf
	Anritsu

	36.133
	3161
	-
	A
	Rel-11
	Alignment of dB values for 2DL CA activation and deactivation Test cases
	R4-156225
	LTE_CA_B1_B3-Perf
	Anritsu

	36.133
	3156
	-
	F
	Rel-10
	Alignment of dB values for 2DL CA activation and deactivation Test cases
	R4-156220
	LTE_CA_B1_B3-Perf
	Anritsu

	36.133
	3278
	-
	A
	Rel-12
	Alignment of time when UE starts CSI reporting for activated SCell
	R4-158192
	LTE_CA_B1_B3-Perf
	Anritsu, NTT Docomo, ZTE

	36.133
	3277
	-
	A
	Rel-11
	Alignment of time when UE starts CSI reporting for activated SCell
	R4-158191
	LTE_CA_B1_B3-Perf
	Anritsu, NTT Docomo, ZTE

	36.133
	3276
	-
	F
	Rel-10
	Alignment of time when UE starts CSI reporting for activated SCell
	R4-158190
	LTE_CA_B1_B3-Perf
	Anritsu, NTT Docomo, ZTE

	36.133
	3279
	-
	A
	Rel-13
	Alignment of time when UE starts CSI reporting for activated SCell
	R4-158193
	LTE_CA_B1_B3-Perf
	Anritsu, NTT Docomo, ZTE

	36.133
	3118
	-
	A
	Rel-13
	Cleanup of 3DL CA RRM Test cases
	R4-155961
	LTE_CA_B1_B3_B5-Perf
	Anritsu

	36.133
	3117
	-
	F
	Rel-12
	Cleanup of 3DL CA RRM Test cases
	R4-155960
	LTE_CA_B1_B3_B5-Perf
	Anritsu

	36.133
	3136
	-
	A
	Rel-13
	Correction of definition of pTAG and psTAG
	R4-156158
	LTE_SC_enh_dualC-Perf
	NTT DOCOMO, INC.

	36.133
	3134
	-
	F
	Rel-12
	Correction of definition of pTAG and psTAG
	R4-156156
	LTE_SC_enh_dualC-Perf
	NTT DOCOMO, INC.

	36.101
	3333
	-
	F
	Rel-12
	Correction of MSD levels for 2UL inter-band CA in TS 36.101 Rel-12
	R4-157407
	LTE_CA_2UL-A4-Core
	LG Electronics, SK Telecom, Korea Telecom

	36.101
	3334
	-
	F
	Rel-13
	Correction of MSD levels for 2UL inter-band CA in TS 36.101 Rel-13
	R4-157408
	LTE_CA_2UL-A4-Core
	LG Electronics, SK Telecom, Korea Telecom

	36.101
	3192
	1
	F
	Rel-12
	Correction of TDD-FDD CA performance requirements (Rel-12)
	R4-156685
	LTE_CA_Mult-Perf
	Huawei, HiSilicon

	36.101
	3193
	1
	F
	Rel-13
	Correction of TDD-FDD CA performance requirements (Rel-13)
	R4-156686
	LTE_CA_Mult-Perf
	Huawei, HiSilicon

	36.101
	3190
	-
	F
	Rel-12
	Correction of the applicable UE categories for 256QAM UE demodulation performance requirements (Rel-12)
	R4-155639
	LTE_SC_enh_L1-Perf
	Huawei, HiSilicon

	36.101
	3191
	-
	A
	Rel-13
	Correction of the applicable UE categories for 256QAM UE demodulation performance requirements (Rel-13)
	R4-155640
	LTE_SC_enh_L1-Perf
	Huawei, HiSilicon

	36.101
	3313
	-
	F
	Rel-12
	Correction of the resource allocation in FRC for CAT0 UE demodulation tests
	R4-157250
	LC_MTC_LTE-Perf
	Ericsson, InterDigital

	36.101
	3314
	-
	A
	Rel-13
	Correction of the resource allocation in FRC for CAT0 UE demodulation tests
	R4-157251
	LC_MTC_LTE-Perf
	Ericsson, InterDigital

	36.101
	3279
	-
	F
	Rel-12
	Correction of uplink configuration for CA_18-28
	R4-156511
	LTE_CA_B18_B28-Core
	Qualcomm Incorporated

	36.101
	3278
	-
	A
	Rel-13
	Correction of uplink configuration for CA_18-28
	R4-156510
	LTE_CA_B18_B28-Core
	Qualcomm Incorporated

	36.133
	3227
	-
	A
	Rel-13
	Correction on A.8.16.17 E-UTRAN FDD activation and deactivation of known SCell in non-DRX
	R4-157470
	LTE_CA_B1_B3-Perf
	NTT DOCOMO, INC.

	36.133
	3226
	1
	F
	Rel-12
	Correction on A.8.16.17 E-UTRAN FDD activation and deactivation of known SCell in non-DRX
	R4-158392
	LTE_CA_B1_B3-Perf
	NTT DOCOMO, INC.

	36.133
	3228
	1
	F
	Rel-12
	Correction on A.8.16.18 E-UTRAN TDD activation and deactivation of known SCell in non-DRX
	R4-158394
	LTE_CA_B1_B3-Perf
	NTT DOCOMO, INC.

	36.133
	3229
	-
	A
	Rel-13
	Correction on A.8.16.18 E-UTRAN TDD activation and deactivation of known SCell in non-DRX
	R4-157473
	LTE_CA_B1_B3-Perf
	NTT DOCOMO, INC.

	36.133
	3231
	-
	A
	Rel-13
	Correction on A.8.16.35 3 DL PCell in FDD CA Activation and Deactivation of Known SCell in Non-DRX
	R4-157476
	LTE_CA_B1_B41_B41-Perf, LTE_CA_B3_B42_B42-Perf, LTE_CA_B8_B41_B41-Perf, LTE_CA_B1_B8_B40-Perf, LTE_CA_B1_B3_B40-Perf, LTE_CA_B3_B40_B40-Perf, LTE_CA_B7_B40_B40-Perf, LTE_CA_B8_B42_B42-Perf, LTE_CA_B1_B42_B42-Perf, LTE_CA_B21_B42_B42-Perf, LTE_CA_B28_B40_B
	NTT DOCOMO, INC.

	36.133
	3230
	1
	F
	Rel-12
	Correction on A.8.16.35 3 DL PCell in FDD CA Activation and Deactivation of Known SCell in Non-DRX
	R4-158395
	LTE_CA_B1_B41_B41-Perf, LTE_CA_B3_B42_B42-Perf, LTE_CA_B8_B41_B41-Perf, LTE_CA_B1_B8_B40-Perf, LTE_CA_B1_B3_B40-Perf, LTE_CA_B3_B40_B40-Perf, LTE_CA_B7_B40_B40-Perf, LTE_CA_B8_B42_B42-Perf, LTE_CA_B1_B42_B42-Perf, LTE_CA_B21_B42_B42-Perf, LTE_CA_B28_B40_B
	NTT DOCOMO, INC.

	36.133
	3232
	1
	F
	Rel-12
	Correction on A.8.16.36 3 DL PCell in TDD CA Activation and Deactivation of Known SCell in Non-DRX
	R4-158396
	LTE_CA_B1_B41_B41-Perf, LTE_CA_B3_B42_B42-Perf, LTE_CA_B8_B41_B41-Perf, LTE_CA_B1_B8_B40-Perf, LTE_CA_B1_B3_B40-Perf, LTE_CA_B3_B40_B40-Perf, LTE_CA_B7_B40_B40-Perf, LTE_CA_B8_B42_B42-Perf, LTE_CA_B1_B42_B42-Perf, LTE_CA_B21_B42_B42-Perf, LTE_CA_B28_B40_B
	NTT DOCOMO, INC.

	36.133
	3233
	-
	A
	Rel-13
	Correction on A.8.16.36 3 DL PCell in TDD CA Activation and Deactivation of Known SCell in Non-DRX
	R4-157479
	LTE_CA_B1_B41_B41-Perf, LTE_CA_B3_B42_B42-Perf, LTE_CA_B8_B41_B41-Perf, LTE_CA_B1_B8_B40-Perf, LTE_CA_B1_B3_B40-Perf, LTE_CA_B3_B40_B40-Perf, LTE_CA_B7_B40_B40-Perf, LTE_CA_B8_B42_B42-Perf, LTE_CA_B1_B42_B42-Perf, LTE_CA_B21_B42_B42-Perf, LTE_CA_B28_B40_B
	NTT DOCOMO, INC.

	36.133
	3234
	1
	F
	Rel-12
	Correction on A.8.16.37 3DL FDD CA activation and deactivation of known SCell in non-DRX
	R4-158397
	LTE_CA_B1_B3_B5-Perf, LTE_CA_B1_B3_B8-Perf, LTE_CA_B1_B3_B19-Perf, LTE_CA_B1_B3_B20-Perf, LTE_CA_B1_B3_B26-Perf, LTE_CA_B1_B5_B7-Perf, LTE_CA_B1_B7_B20-Perf, LTE_CA_B1_B18_B28-Perf, LTE_CA_B1_B19_B21-Perf, LTE_CA_B2_B2_B5-Perf, LTE_CA_B2_B2_B13-Perf, LTE_
	NTT DOCOMO, INC.

	36.133
	3235
	-
	A
	Rel-13
	Correction on A.8.16.37 3DL FDD CA activation and deactivation of known SCell in non-DRX
	R4-157482
	LTE_CA_B1_B3_B5-Perf, LTE_CA_B1_B3_B8-Perf, LTE_CA_B1_B3_B19-Perf, LTE_CA_B1_B3_B20-Perf, LTE_CA_B1_B3_B26-Perf, LTE_CA_B1_B5_B7-Perf, LTE_CA_B1_B7_B20-Perf, LTE_CA_B1_B18_B28-Perf, LTE_CA_B1_B19_B21-Perf, LTE_CA_B2_B2_B5-Perf, LTE_CA_B2_B2_B13-Perf, LTE_
	NTT DOCOMO, INC.

	36.133
	3236
	1
	F
	Rel-12
	Correction on A.8.16.38 3DL TDD CA activation and deactivation of known SCell in non-DRX
	R4-158398
	LTE_CA_B39_B41_B41-Perf, LTE_CA_B39_B39_B41-Perf, LTE_CA_B28_B40_B40_B40-Perf, LTE_CA_B39_B41_B41_B41-Perf
	NTT DOCOMO, INC.

	36.133
	3237
	-
	A
	Rel-13
	Correction on A.8.16.38 3DL TDD CA activation and deactivation of known SCell in non-DRX
	R4-157485
	LTE_CA_B39_B41_B41-Perf, LTE_CA_B39_B39_B41-Perf, LTE_CA_B28_B40_B40_B40-Perf, LTE_CA_B39_B41_B41_B41-Perf
	NTT DOCOMO, INC.

	36.101
	3262
	-
	F
	Rel-12
	Correction on CA_4A-4A-5A table reference
	R4-156392
	LTE_CA_B4_B4_B5-Core
	Alcatel-Lucent

	36.101
	3263
	-
	A
	Rel-13
	Correction on CA_4A-4A-5A table reference
	R4-156393
	LTE_CA_B4_B4_B5-Core
	Alcatel-Lucent

	36.101
	3195
	1
	F
	Rel-13
	Correction on FDD CA and TDD CA performance requirements (Rel-13)
	R4-156698
	LTE_CA_Mult-Perf
	Huawei, HiSilicon

	36.101
	3194
	-
	F
	Rel-12
	Correction on FDD CA and TDD TDD CA performance requirements (Rel-12)
	R4-155643
	LTE_CA_Mult-Perf
	Huawei, HiSilicon

	36.133
	3097
	1
	F
	Rel-12
	Correction to E-UTRAN TDD-FDD CA Event triggered reporting on deactivated SCell with PCell interruption in non-DRX with PCell in FDD R12
	R4-156677
	LTE_CA_TDD_FDD-Perf
	Huawei, HiSilicon, Anritsu

	36.133
	3098
	-
	A
	Rel-13
	Correction to E-UTRAN TDD-FDD CA Event triggered reporting on deactivated SCell with PCell interruption in non-DRX with PCell in FDD R13
	R4-155806
	LTE_CA_TDD_FDD-Perf
	Huawei, HiSilicon, Anritsu

	36.133
	3099
	1
	F
	Rel-12
	Correction to E-UTRAN TDD-FDD CA Event triggered reporting on deactivated SCell with PCell interruption in non-DRX with PCell in TDD R12
	R4-156678
	LTE_CA_TDD_FDD-Perf
	Huawei, HiSilicon, Anritsu

	36.133
	3100
	-
	A
	Rel-13
	Correction to E-UTRAN TDD-FDD CA Event triggered reporting on deactivated SCell with PCell interruption in non-DRX with PCell in TDD R13
	R4-155808
	LTE_CA_TDD_FDD-Perf
	Huawei, HiSilicon, Anritsu

	36.133
	3093
	1
	F
	Rel-12
	Correction to E-UTRAN TDD-FDD CA Event Triggered Reporting Under Deactivated SCell in Non-DRX with PCell in FDD R12
	R4-156675
	LTE_CA_TDD_FDD-Perf
	Huawei, HiSilicon, Anritsu

	36.133
	3094
	-
	A
	Rel-13
	Correction to E-UTRAN TDD-FDD CA Event Triggered Reporting Under Deactivated SCell in Non-DRX with PCell in FDD R13
	R4-155802
	LTE_CA_TDD_FDD-Perf
	Huawei, HiSilicon, Anritsu

	36.133
	3095
	1
	F
	Rel-12
	Correction to E-UTRAN TDD-FDD CA Event Triggered Reporting Under Deactivated SCell in Non-DRX with PCell in TDD R12
	R4-156676
	LTE_CA_TDD_FDD-Perf
	Huawei, HiSilicon, Anritsu

	36.133
	3096
	-
	A
	Rel-13
	Correction to E-UTRAN TDD-FDD CA Event Triggered Reporting Under Deactivated SCell in Non-DRX with PCell in TDD R13
	R4-155804
	LTE_CA_TDD_FDD-Perf
	Huawei, HiSilicon, Anritsu

	36.101
	3375
	-
	A
	Rel-13
	Correction to Pcmax for CA to include delta_T_ProSe
	R4-158055
	LTE_D2D_Prox-Core
	Qualcomm Incorporated

	36.101
	3374
	1
	F
	Rel-12
	Correction to Pcmax for CA to include delta_T_ProSe
	R4-158233
	LTE_D2D_Prox-Core
	Qualcomm Incorporated, LG Electronics

	36.133
	3101
	1
	F
	Rel-12
	Correction to RSRP for E-UTRAN TDD-FDD Carrier Aggregation with PCell in FDD R12
	R4-156679
	LTE_CA_TDD_FDD-Perf
	Huawei, HiSilicon, Anritsu

	36.133
	3102
	-
	A
	Rel-13
	Correction to RSRP for E-UTRAN TDD-FDD Carrier Aggregation with PCell in FDD R13
	R4-155810
	LTE_CA_TDD_FDD-Perf
	Huawei, HiSilicon, Anritsu

	36.133
	3103
	1
	F
	Rel-12
	Correction to RSRP for E-UTRAN TDD-FDD Carrier Aggregation with PCell in TDD R12
	R4-156680
	LTE_CA_TDD_FDD-Perf
	Huawei, HiSilicon, Anritsu

	36.133
	3104
	-
	A
	Rel-13
	Correction to RSRP for E-UTRAN TDD-FDD Carrier Aggregation with PCell in TDD R13
	R4-155812
	LTE_CA_TDD_FDD-Perf
	Huawei, HiSilicon, Anritsu

	36.133
	3105
	1
	F
	Rel-12
	Correction to RSRQ for E-UTRAN TDD-FDD Carrier Aggregation with PCell in FDD R12
	R4-156681
	LTE_CA_TDD_FDD-Perf
	Huawei, HiSilicon, Anritsu

	36.133
	3106
	-
	A
	Rel-13
	Correction to RSRQ for E-UTRAN TDD-FDD Carrier Aggregation with PCell in FDD R13
	R4-155814
	LTE_CA_TDD_FDD-Perf
	Huawei, HiSilicon, Anritsu

	36.133
	3107
	1
	F
	Rel-12
	Correction to RSRQ for E-UTRAN TDD-FDD Carrier Aggregation with PCell in TDD R12
	R4-156682
	LTE_CA_TDD_FDD-Perf
	Huawei, HiSilicon, Anritsu

	36.133
	3108
	-
	A
	Rel-13
	Correction to RSRQ for E-UTRAN TDD-FDD Carrier Aggregation with PCell in TDD R13
	R4-155816
	LTE_CA_TDD_FDD-Perf
	Huawei, HiSilicon, Anritsu

	36.101
	3216
	-
	A
	Rel-13
	Corrections to MIMO Correlation Matrices using cross polarized antennas (Rel-12)
	R4-155884
	LTE_eDL_MIMO_enh-Perf
	ZTE

	36.101
	3215
	1
	F
	Rel-12
	Corrections to MIMO Correlation Matrices using cross polarized antennas (Rel-12)
	R4-156642
	LTE_eDL_MIMO_enh-Perf
	ZTE

	36.101
	3213
	-
	F
	Rel-12
	Corrections to the CSI minimum requirement for PUSCH 3-2 (Rel-12)
	R4-155875
	LTE_eDL_MIMO_enh-Perf
	ZTE

	36.101
	3214
	-
	A
	Rel-13
	Corrections to the CSI minimum requirement for PUSCH 3-2 (Rel-13)
	R4-155876
	LTE_eDL_MIMO_enh-Perf
	ZTE

	36.101
	3255
	-
	A
	Rel-13
	CR for Rel-12 NAICS - Demodulation Test
	R4-156370
	LTE_NAICS-Perf
	MediaTek Inc.

	36.101
	3260
	-
	F
	Rel-12
	CR for Rel-12 NAICS - Demodulation Test
	R4-156375
	LTE_NAICS-Perf
	MediaTek Inc.

	36.133
	3249
	-
	F
	Rel-12
	CR on editorial and some minor changes for clarification for Rel-12 category 0 MTC requirements
	R4-157735
	LC_MTC_LTE-Core, LTE_CA-Core
	Ericsson

	36.133
	3129
	-
	A
	Rel-13
	Different TDD configurations for OTDOA in CA in release 12
	R4-156041
	LTE_CA-Core, LTE_CA_B39_B41-Core
	Ericsson, Alcatel-Lucent, Qualcomm

	36.133
	3128
	1
	F
	Rel-12
	Different TDD configurations for OTDOA in CA in release 12
	R4-156697
	LTE_CA-Core, LTE_CA_B39_B41-Core
	Ericsson, Alcatel-Lucent, Qualcomm

	36.101
	3212
	-
	B
	Rel-13
	Introduction of dual uplink CA into 36.101
	R4-155825
	LTE_CA_2UL-A4-Core
	KDDI

	36.101
	3288
	-
	B
	Rel-13
	Introduction of dual uplink CA into 36.101
	R4-157045
	LTE_CA_2UL-A1-Core
	KDDI

	36.101
	3329
	-
	A
	Rel-13
	Removal of DC channel bandwidth combination set table
	R4-157363
	LTE_SC_enh_dualC-Core
	Nokia Networks

	36.101
	3328
	1
	F
	Rel-12
	Removal of DC channel bandwidth combination set table
	R4-158235
	LTE_SC_enh_dualC-Core
	Nokia Networks

	36.133
	3089
	-
	F
	Rel-12
	Remove bracket for CSI-RSRP measurement R12
	R4-155779
	LTE_SC_enh_L1-Perf
	Huawei, HiSilicon

	36.133
	3090
	-
	A
	Rel-13
	Remove bracket for CSI-RSRP measurement R13
	R4-155780
	LTE_SC_enh_L1-Perf
	Huawei, HiSilicon

	36.101
	3372
	1
	F
	Rel-13
	Revision to CR 3256
	R4-158223
	LTE_CA_NC_B41_3DL
	Sprint, Nokia Networks

	36.101
	3185
	1
	F
	Rel-12
	Simplified CA fading Test method becomes optional
	R4-156672
	LTE_CA_B39_B41_B41-Perf, LTE_CA_B1_B41_B41-Perf
	Anritsu

	36.101
	3186
	-
	A
	Rel-13
	Simplified CA fading Test method becomes optional
	R4-155571
	LTE_CA_B39_B41_B41-Perf, LTE_CA_B1_B41_B41-Perf
	Anritsu

	36.133
	3146
	-
	A
	Rel-13
	SNR levels and Reference channels for DC RLM test cases for Rel-13
	R4-156209
	LTE_SC_enh_dualC-Perf, TEI12
	NTT DOCOMO, INC.

	36.133
	3145
	-
	A
	Rel-13
	Title of new section A.7.4 in TS36.133 for Rel-13
	R4-156208
	LTE_SC_enh_dualC-Perf
	NTT DOCOMO, INC.

	36.133
	3183
	-
	A
	Rel-13
	Update of 2DL CA activation and deactivation of unknown SCell Test cases A.8.16.19+A.8.16.20
	R4-156943
	LTE_CA_B1_B3-Perf
	Anritsu

	36.133
	3181
	-
	A
	Rel-12
	Update of 2DL CA activation and deactivation of unknown SCell Test cases A.8.16.19+A.8.16.20
	R4-156941
	LTE_CA_B1_B3-Perf
	Anritsu

	36.133
	3180
	-
	A
	Rel-11
	Update of 2DL CA activation and deactivation of unknown SCell Test cases A.8.16.19+A.8.16.20
	R4-156940
	LTE_CA_B1_B3-Perf
	Anritsu

	36.133
	3179
	1
	F
	Rel-10
	Update of 2DL CA activation and deactivation of unknown SCell Test cases A.8.16.19+A.8.16.20
	R4-158393
	LTE_CA_B1_B3-Perf
	Anritsu

	36.133
	3185
	-
	A
	Rel-13
	Update of 3DL CA activation and deactivation of unknown SCell Test cases A.8.16.41+A.8.16.42
	R4-156945
	LTE_CA_B1_B3_B5-Perf
	Anritsu

	36.133
	3184
	1
	F
	Rel-12
	Update of 3DL CA activation and deactivation of unknown SCell Test cases A.8.16.41+A.8.16.42
	R4-158399
	LTE_CA_B1_B3_B5-Perf
	Anritsu

	36.133
	3186
	1
	F
	Rel-12
	Update to RRM test case for E-UTRAN TDD-FDD 3DL CA activation and deactivation of unknown SCell in non-DRX with PCell in FDD
	R4-158400
	LTE_CA_B1_B41_B41-Perf, LTE_CA_B3_B42_B42-Perf, LTE_CA_B8_B41_B41-Perf, LTE_CA_B1_B8_B40-Perf, LTE_CA_B1_B3_B40-Perf, LTE_CA_B3_B40_B40-Perf, LTE_CA_B7_B40_B40-Perf, LTE_CA_B8_B42_B42-Perf, LTE_CA_B1_B42_B42-Perf, LTE_CA_B21_B42_B42-Perf, LTE_CA_B28_B40_B
	Nokia Networks

	36.133
	3187
	-
	A
	Rel-13
	Update to RRM test case for E-UTRAN TDD-FDD 3DL CA activation and deactivation of unknown SCell in non-DRX with PCell in FDD
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