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	Reason for change:
	Requirements on UE reporting critera defined in section 8.2 are impacted by Rel-12 feature MBSFN MDT, and the total number of reporting criteria was updated to account for one additional criterion for MBSFN measurement MDT. On the other hand, the total number of reporting criteria is defined only for a set of measurement categories, which does not include MBSFN measurements for MDT.
Specification changes for Rel-12 features DC and IncMon are done independently, and total number of reporting criteria is not defined for IncMon UE configured with PSCell. 

Reporting ciriteria requirement for PSCell should be same as for PCell or SCell, but PSCell is not mentioned in Note 1 of Table 8.2.2-1. 

	
	

	Summary of change:
	1) It is clarified that UE shall always support the total number of reporting criteria in parallel with those criteria not included in the set of measurement categories. Also the impact to total number of reporting criteria due to MBSFN measurement MDT is rolled back.    
2) Total number of reporting criteria for IncMon UE configured with PSCell is defined.
3) PSCell is added in Note 1 of Table 8.2.2-1

	
	

	Consequences if not approved:
	1) Conflicting understanding of the reuqirements regarding whether MBSFN measurement MDT should impact the total number of reporting criteria.
2) No requirement on total number of reporting criteria for IncMon UE configured with PSCell.
3) The measurement reporting cirteria requirement for PSCell is not clear.  
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---UNCHANGED SECTIONS HAVE BEEN OMITTED---
8.2.2
Requirements

In this clause a reporting criterion corresponds to either one event (in the case of event based reporting), or one periodic reporting criterion (in case of periodic reporting), or one logged measurement reporting criterion (in case of logged measurement reporting), or one no reporting criterion (in case of no reporting). For event based reporting, each instance of event, with the same or different event identities, is counted as separate reporting criterion in table 8.2.2-1.
The UE shall be able to support in parallel per category up to Ecat reporting criteria according to table 8.2.2-1. For the measurement categories belonging to measurements on: E-UTRA intra-frequency cells, E-UTRA inter-frequency cells, and inter-RAT per supported RAT (i.e. without counting other categories that the UE shall always support in parallel), the UE need not support more than the total number of reporting criteria as follows:

-
26 reporting criteria in total if the UE is not configured with any SCell or PSCell carrier frequency,

-
35 reporting criteria in total if the UE is configured with one SCell carrier frequency,

-
44 reporting criteria in total if the UE is configured with two SCell carrier frequencies and

-
35 reporting criteria in total if the UE is configured with one PSCell carrier frequency.

A UE supporting increased number of carriers to monitor beyond 3 carriers shall be able to support up to 20 reporting criteria for inter-frequency measurement category according to table 8.2.2-1. Additionally such UE shall be able to support in parallel per category up to Ecat reporting criteria according to table 8.2.2-1. For the measurement categories belonging to measurements on: E-UTRA intra-frequency cells, E-UTRA inter-frequency cells, and inter-RAT per supported RAT, the UE need not support more than the total number of reporting criteria as follows:

-
39 reporting criteria in total if the UE is not configured with any SCell carrier frequency,

-
48 reporting criteria in total if the UE is configured with one SCell carrier frequency and

-
57 reporting criteria in total if the UE is configured with two SCell carrier frequencies.
-
48 reporting criteria in total if the UE is configured with one PSCell carrier frequency.

Table 8.2.2-1: Requirements for reporting criteria per measurement category

	Measurement category
	Ecat
	Note

	Intra-frequency Note 1
	9
	E-UTRA intra-frequency cells

	Intra-frequency UE Rx-Tx time difference
	2
	Intra-frequency UE Rx-Tx time difference measurements reported to E-UTRAN via RRC and to positioning server via LPP. Applies for UE supporting both LPP and UE Rx-Tx time difference measurement.

	Intra-frequency RSTD Note 2
	1
	Intra-frequency RSTD measurement reporting for UE supporting OTDOA; 1 report capable of minimum 16 cell measurements for the intra-frequency

	Intra-frequency RSRP and RSRQ measurements for E-CID
	1
	Intra-frequency RSRP and RSRQ measurements for E-CID reported to E-SMLC via LPP [24]. One report capable of at least in total 9 intra-frequency RSRP and RSRQ measurements. Applicable to UE capable of reporting RSRP and RSRQ to E-SMLC via LPP.

	Inter-frequency
	7/20
	E-UTRA inter-frequency cells (see note 3)

	Inter-frequency RSTD Note 2
	1
	Inter-frequency RSTD measurement reporting for UE supporting OTDOA; 1 report capable of minimum 16 cell measurements for at least one inter-frequency. Only applicable as specified in Section 8.1.2.6.

	Inter-RAT (E-UTRAN FDD or TDD, GSM, cdma2000 1 x RTT and HRPD)
	5
	Only applicable for UE with this (inter-RAT) capability. This requirement (Ecat = 5) is per supported RAT.

	Inter-RAT (UTRAN FDD, UTRAN TDD)
	5 or 11
	Only applicable for UE with this (inter-RAT) capability. This requirement (Ecat = 5 or 11) is per supported RAT. For UE which indicate support for Increased UE carrier monitoring UTRA Ecat = 11.

	MBSFN measurements for MDT
	1
	MBSFN measurement reporting for UE supporting MBSFN measurements (MBSFN RSRP, MBSFN RSRQ, and MCH BLER) for MDT [2]; 1 report capable of minimum 1 MBSFN RSRP measurement [4], 1 MBSFN RSRQ measurement [4], and 1 MCH BLER measurement [4].

	Note 1:
When the UE is configured with SCell, PSCell or PCell carrier frequency, Ecat for Intra-frequency is applied per serving frequency.

Note 2:
When the UE is configured with one SCell carrier frequency, the UE shall be capable of supporting at least 2 reporting criteria for all RSTD measurements configured to be performed on PCell carrier frequency, SCell carrier frequency and inter-frequency carrier. When the UE is configured with two SCell carrier frequencies, the UE shall be capable of supporting at least 3 reporting criteria for all RSTD measurements configured to be performed on PCell carrier frequency, the two SCell carrier frequencies and inter-frequency carrier. These requirements apply when there is a single on-going LPP OTDOA location session.

Note 3: 
Support of Ecat of 20 for Measurement category Inter-frequency is applied for a UE supporting increased number of carriers to monitor beyond 3.
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