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<< Start of Change >>
9.1.7
RSRQ Measurement Report Mapping

The reporting range of RSRQ is defined from -34 dB to 2.5 dB with 0.5 dB resolution.

The mapping of measured quantity is defined in table 9.1.7-1. The range in the signalling may be larger than the guaranteed accuracy range.

Table 9.1.7-1: RSRQ measurement report mapping

	Reported value
	Measured quantity value
	Unit

	RSRQ_-30
	RSRQ ( -34
	dB

	RSRQ_-29
	-34 ( RSRQ < -33.5
	dB

	…
	…
	…

	RSRQ_-02
	-20.5 ( RSRQ < -20
	dB

	RSRQ_-01
	-20 ( RSRQ < -19.5
	dB

	RSRQ_00
	RSRQ ( -19.5
	dB

	RSRQ_01
	-19.5 ( RSRQ < -19
	dB

	RSRQ_02
	-19 ( RSRQ < -18.5
	
dB


	…
	…
	…

	RSRQ_32
	-4 ( RSRQ < -3.5
	dB

	RSRQ_33
	-3.5 ( RSRQ < -3
	dB

	RSRQ_34
	-3 ( RSRQ
	dB

	RSRQ_35
	-3 ( RSRQ < -2.5
	dB

	RSRQ_36
	-2.5 ( RSRQ < -2
	dB

	…
	…
	…

	RSRQ_45
	2 ( RSRQ < 2.5
	dB

	RSRQ_46
	2.5 ( RSRQ
	dB


Note: The ranges from RSRQ_-30 to RSRQ_-01 and from RSRQ_35 to RSRQ_46 apply for the UE who can support extended RSRQ range in [31].
<< End of Change >>
