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Agenda Item
8.1
Agenda Item
10.7.5

RP-160361
Introduction of Rel-13 eMTC feature to LTE RAN1specs
	Spec
	CR
	R
	Rel.
	Subject
	C
	Current version
	RAN1 Tdoc
	Work Item
	Remarks

	36.201
	0011
	1
	Rel-13
	Introduction of LC/EC MTC
	B
	13.0.0
	R1-161556
	Nokia Networks, Alcatel-Lucent, Alcatel-Lucent Shanghai Bell
	

	36.211
	207
	9
	Rel-13
	Introduction of LC/CE MTC
	B
	13.0.0
	R1-161563
	Ericsson
	

	36.212
	0181
	3
	Rel-13
	Introduction of Rel-13 features of eMTC in 36.212
	B
	13.0.0
	R1-161560
	Huawei
	

	36.213
	0540
	6
	Rel-13
	Introduction of further LTE Physical Layer Enhancements for MTC
	B
	13.0.1
	R1-161550
	Motorola Mobility
	


Agenda Item
10.7.7

RP-160359
CRs to 36.211 & 36.213 to take into account RAN2 agreements on sidelink discovery gaps
	Spec
	CR
	R
	Rel.
	Subject
	C
	Current version
	RAN1 Tdoc
	Work Item
	Remarks

	36.211
	0210
	-
	Rel-13
	Alignment eD2D CR for 36.211
	F
	13.0.0
	R1-160873
	LTE_eD2D_Prox-Core
	

	36.213
	0546
	-
	Rel-13
	Alignment eD2D CR for 36.213
	F
	13.0.1
	R1-160874
	LTE_eD2D_Prox-Core
	


Agenda Item
10.7.13

RP-160364
Introduction of WLAN RSSI measurements to support WLAN/LTE Radio Interworking
	Spec
	CR
	R
	Rel.
	Subject
	C
	Current version
	RAN1 Tdoc
	Work Item
	Remarks

	36.214
	0031
	1
	Rel-13
	Introduction of WLAN RSSI measurements to support WLAN/LTE Radio Interworking
	B
	13.0.0
	R1-161352
	LTE_WLAN_radio-Core
	


Agenda Item
10.7.18

RP-160362
Introduction of Rel-13 NB-IoT feature to LTE RAN1specs
	Spec
	CR
	R
	Rel.
	Subject
	C
	Current version
	RAN1 Tdoc
	Work Item
	Remarks

	36.201
	0014
	-
	Rel-13
	Introduction of NB-IoT
	B
	13.0.0
	R1-161317
	Nokia, Alcatel-Lucent, Alcatel-Lucent Shanghai Bell
	

	36.211
	0224
	1
	Rel-13
	Introduction of NB-IoT
	B
	13.0.0
	R1-161562
	Ericsson
	

	36.212
	0192
	-
	Rel-13
	Introduction of Rel-13 feature of NB-IoT in 36.212
	B
	13.0.0
	R1-161561
	Huawei, HiSilicon
	

	36.213
	0607
	-
	Rel-13
	Introduction of LTE Physical Layer Enhancements for NB-IoT
	B
	13.0.1
	R1-161564
	Motorola Mobility
	


Agenda Item
14.1.1

RP-160365
CRs to 36.212 to correct RI reporting for UE category with MIMO capability of 1 layer (Rel-11,12 & 13 only)
	Spec
	CR
	R
	Rel.
	Subject
	C
	Current version
	RAN1 Tdoc
	Work Item
	Remarks

	36.212
	0187
	-
	Rel-11
	Correction to RI reporting for UE category with MIMO capability of 1 layer
	F
	11.6.0
	R1-161508
	LTE-phys
	

	36.212
	0188
	-
	Rel-12
	Correction to RI reporting for UE category with MIMO capability of 1 layer
	A
	12.7.0
	R1-161509
	LTE-phys
	

	36.212
	0189
	-
	Rel-13
	Correction to RI reporting for UE category with MIMO capability of 1 layer
	A
	13.0.0
	R1-161510
	LTE-phys
	


Agenda Item
14.1.5

RP-160363
CRs to clarify T_threshold in dual connectivity (36.213 Rel-12 & 13)
	Spec
	CR
	R
	Rel.
	Subject
	C
	Current version
	RAN1 Tdoc
	Work Item
	Remarks

	36.213
	0583
	-
	Rel-12
	Clarification on T_threshold in dual connectivity
	F
	12.8.0
	R1-161376
	LTE_SC_enh_dualC-Core
	

	36.213
	0605
	-
	Rel-13
	Clarification on T_threshold in dual connectivity
	A
	13.0.1
	R1-161541
	LTE_SC_enh_dualC-Core
	


Agenda Item
14.1.6

RP-160356
Correction of TR 25.766
	Spec
	CR
	R
	Rel.
	Subject
	C
	Current version
	RAN1 Tdoc
	Work Item
	Remarks

	25.766
	0001
	1
	Rel-13
	Correction of TR 25.766
	D
	13.0.0
	R1-161261
	FS_UTRA_NAICS
	


Agenda Item
14.1.6

RP-160357
Maintenance of Release 13 LTE carrier aggregation enhancement beyond 5 carriers
	Spec
	CR
	R
	Rel.
	Subject
	C
	Current version
	RAN1 Tdoc
	Work Item
	Remarks

	36.211
	0213
	-
	Rel-13
	Correction on support of CA with up to 32 CCs
	F
	13.0.0
	R1-161056
	LTE_CA_enh_b5C-Core
	

	36.211
	0214
	-
	Rel-13
	Correction on PUCCH format 4 and 5
	F
	13.0.0
	R1-161057
	LTE_CA_enh_b5C-Core
	

	36.213
	0559
	-
	Rel-13
	Limit on number of periodic CSI reports
	F
	13.0.1
	R1-161136
	LTE_CA_enh_b5C-Core
	

	36.213
	0550
	1
	Rel-13
	Clarification on number of PRBs for PUCCH format 4
	F
	13.0.1
	R1-161140
	LTE_CA_enh_b5C-Core
	

	36.213
	0563
	_
	Rel-13
	Correction on aperiodic CSI only PUSCH without UL-SCH
	F
	13.0.1
	R1-161170
	LTE_CA_enh_b5C-Core
	

	36.213
	564
	-
	Rel-13
	Correction on HARQ-ACK and periodic CSI transmission
	F
	13.0.1
	R1-161211
	LTE_CA_enh_b5C-Core
	

	36.213
	565
	-
	Rel-13
	Correction on Simultaneous HARQ-ACK and P-CSI Transmission
	F
	13.0.1
	R1-161213
	LTE_CA_enh_b5C-Core
	

	36.213
	0554
	2
	Rel-13
	Clarification on code rate for periodic CSI transmission on PUCCH format 4 and 5
	F
	13.0.1
	R1-161466
	LTE_CA_enh_b5C-Core
	

	36.213
	0560
	1
	Rel-13
	Correction on Transmission Code Rate Determination
	F
	13.0.1
	R1-161506
	LTE_CA_enh_b5C-Core
	

	36.213
	0594
	-
	Rel-13
	Correction on PUCCH transmission and (E)PDCCH disabling in eCA
	F
	13.0.1
	R1-161507
	LTE_CA_enh_b5C-Core
	

	36.213
	0596
	1
	Rel-13
	Correction on shortened PUCCH format for Rel-13 CA
	F
	13.0.1
	R1-161552
	LTE_CA_enh_b5C-Core
	

	36.213
	0598
	-
	Rel-13
	Correction on HARQ-ACK bit concatenation for PUCCH format 4 and 5
	F
	13.0.1
	R1-161517
	LTE_CA_enh_b5C-Core
	

	36.213
	0589
	-
	Rel-13
	Correction on CSI transmission for eCA in 36.213
	F
	13.0.1
	R1-161479
	LTE_CA_enh_b5C-Core
	


Agenda Item
14.1.6

RP-160358
Maintenance of Release 13 elevation beamforming/full-dimension MIMO for LTE
	Spec
	CR
	R
	Rel.
	Subject
	C
	Current version
	RAN1 Tdoc
	Work Item
	Remarks

	36.211
	0220
	-
	Rel-13
	CR on CSI-RS configuration for more than eight antenna ports in 36.211
	F
	13.0.0
	R1-161337
	LTE_EBF_FDMIMO-Core
	

	36.211
	0221
	-
	Rel-13
	CR on mismatch between 36.211 and 36.331
	F
	13.0.0
	R1-161333
	LTE_EBF_FDMIMO-Core
	

	36.211
	0222
	-
	Rel-13
	Clarification on additional SC-FDMA symbols in UpPTS for SRS
	F
	13.0.0
	R1-161339
	LTE_EBF_FDMIMO-Core
	

	36.211
	0223
	-
	Rel-13
	Correction on Precoding and definition of DMRS ports
	F
	13.0.0
	R1-161487
	LTE_EBF_FDMIMO-Core
	

	36.212
	0185
	-
	Rel-13
	CR on mismatch between 36.212 and 36.331
	F
	13.0.0
	R1-161334
	LTE_EBF_FDMIMO-Core
	

	36.212
	0186
	1
	Rel-13
	Clarification on Class B CSI report
	F
	13.0.0
	R1-161477
	LTE_EBF_FDMIMO-Core
	

	36.212
	0191
	-
	Rel-13
	CR on CRI-RI payload restriction for non-eCA UE
	F
	13.0.0
	R1-161553
	LTE_EBF_FDMIMO-Core
	

	36.213
	0566
	1
	Rel-13
	CR on MR support in TM9
	F
	13.0.1
	R1-161297
	LTE_EBF_FDMIMO-Core
	

	36.213
	0568
	-
	Rel-13
	Correction on Subsampling of Class A Codebook
	F
	13.0.1
	R1-161250
	LTE_EBF_FDMIMO-Core
	

	36.213
	0578
	-
	Rel-13
	Correction on Class B CSI reporting
	F
	13.0.1
	R1-161301
	LTE_EBF_FDMIMO-Core
	

	36.213
	0579
	-
	Rel-13
	CR on CRI reporting for one CSI-RS ports (36.213)
	F
	13.0.1
	R1-161302
	LTE_EBF_FDMIMO-Core
	

	36.213
	0580
	-
	Rel-13
	Correction to the condition of CRI updating restriction
	F
	13.0.1
	R1-161304
	LTE_EBF_FDMIMO-Core
	

	36.213
	0581
	-
	Rel-13
	Correction to the additional UpPTS symbols for SRS
	F
	13.0.1
	R1-161305
	LTE_EBF_FDMIMO-Core
	

	36.213
	0582
	-
	Rel-13
	Clarification on PUCCH mode 1-1 configuration
	F
	13.0.1
	R1-161309
	LTE_EBF_FDMIMO-Core
	

	36.213
	0586
	-
	Rel-13
	Corrections to RI-inheritance
	F
	13.0.1
	R1-161465
	LTE_EBF_FDMIMO-Core
	

	36.213
	0587
	-
	Rel-13
	CR on CSI-RS resource in 36.213
	F
	13.0.1
	R1-161338
	LTE_EBF_FDMIMO-Core
	

	36.213
	0588
	-
	Rel-13
	CR on mismatch between 36.213 and 36.331
	F
	13.0.1
	R1-161335
	LTE_EBF_FDMIMO-Core
	

	36.213
	0590
	-
	Rel-13
	Clarification on joint reports of CRI
	F
	13.0.1
	R1-161488
	LTE_EBF_FDMIMO-Core
	

	36.213
	0591
	-
	Rel-13
	Correction to RI reference CSI process
	F
	13.0.1
	R1-161489
	LTE_EBF_FDMIMO-Core
	

	36.213
	0592
	-
	Rel-13
	Corrections to Class B CSI reporting on PUCCH
	F
	13.0.1
	R1-161490
	LTE_EBF_FDMIMO-Core
	

	36.213
	0595
	-
	Rel-13
	CSI-RS in DwPTS
	F
	13.0.1
	R1-161514
	LTE_EBF_FDMIMO-Core
	

	36.213
	603
	-
	Rel-13
	CR on Class B CQI measurement correction
	F
	13.0.1
	R1-161538
	LTE_EBF_FDMIMO-Core
	


Agenda Item
14.1.6

RP-160360
Maintenance of Release 13 licensed-assisted access to unlicensed spectrum
	Spec
	CR
	R
	Rel.
	Subject
	C
	Current version
	RAN1 Tdoc
	Work Item
	Remarks

	36.211
	0217
	-
	Rel-13
	Correction on DRS subframe in 36.211
	F
	13.0.0
	R1-161284
	LTE-LAA-Core
	

	36.211
	0218
	_
	Rel-13
	Correction on EPDCCH start symbol in LAA
	F
	13.0.0
	R1-161296
	LTE-LAA-Core
	

	36.211
	0219
	_
	Rel-13
	Correction to MBSFN subframe configuration
	F
	13.0.0
	R1-161300
	LTE-LAA-Core
	

	36.213
	0555
	1
	Rel-13
	Clarification on Averaging of CSI Measurements in LAA
	F
	13.0.1
	R1-161327
	LTE-LAA-Core
	

	36.213
	0562
	-
	Rel-13
	CR on LAA defer and sensing duration
	F
	13.0.1
	R1-161166
	LTE-LAA-Core
	

	36.213
	0569
	-
	Rel-13
	Draft CR on definition of LAA idle sensing for periods longer than one CCA slot
	F
	13.0.0
	R1-161282
	LTE-LAA-Core
	

	36.213
	0570
	-
	Rel-13
	Correction on total sensing and transmission time for Japan
	F
	13.0.1
	R1-160283
	LTE-LAA-Core
	

	36.213
	0571
	-
	Rel-13
	Correction on common DCI detection of LAA in 36.213
	F
	13.0.1
	R1-161285
	LTE-LAA-Core
	

	36.213
	0572
	-
	Rel-13
	CR on valid downlink subframe definition for TM9/10
	F
	13.0.1
	R1-161290
	LTE-LAA-Core
	

	36.213
	0573
	-
	Rel-13
	CR on eCCE of EPDCCH for partial subframe
	F
	13.0.1
	R1-161291
	LTE-LAA-Core
	

	36.213
	0576
	_
	Rel-13
	Correction on cross-carrier scheduling in LAA
	F
	13.0.1
	R1-161295
	LTE-LAA-Core
	

	36.213
	0577
	
	Rel-13
	Correction on QCL type B for LAA
	F
	13.0.1
	R1-161299
	LTE-LAA-Core
	

	36.213
	0584
	_
	Rel-13
	Correction on EPDCCH assignment in LAA
	F
	13.0.1
	R1-161332
	LTE-LAA-Core
	

	36.213
	0585
	-
	Rel-13
	CR for LAA CW reset per AC in case of K attempts at CWmax
	F
	13.0.0
	R1-161324
	LTE-LAA-Core
	

	36.213
	0599
	-
	Rel-13
	Corrections for LAA Energy Detection Threshold
	F
	13.0.1
	R1-161530
	LTE-LAA-Core
	

	36.213
	0600
	-
	Rel-13
	Correction on channel access procedure for DL LBT
	F
	13.0.1
	R1-161533
	LTE-LAA-Core
	

	36.213
	0601
	_
	Rel-13
	Correction on CWS adjustment in LAA
	F
	13.0.1
	R1-161534
	LTE-LAA-Core
	

	36.213
	0602
	-
	Rel-13
	Corrections for Type B Multi-channel access procedure for an LAA SCell
	F
	13.0.1
	R1-161536
	LTE-LAA-Core
	

	36.213
	0604
	1
	Rel-13
	Corrections for PDCCH and EPDCCH monitoring on an LAA SCell in 36.213
	F
	13.0.1
	R1-161542
	LTE-LAA-Core
	

	36.214
	0032
	-
	Rel-13
	Correction on RSSI definition of LAA in 36.214
	F
	13.0.0
	R1-161294
	LTE-LAA-Core
	


Agenda Item
14.1.6

RP-160366
Correction of Rel-13 Downlink TPC Enhancements
	Spec
	CR
	R
	Rel.
	Subject
	C
	Current version
	RAN1 Tdoc
	Work Item
	Remarks

	25.214
	0745
	1
	Rel-13
	Correction of Rel-13 Downlink TPC Enhancements
	F
	13.1.0
	R1-161188
	UTRA_EDL_TPC-Core
	


Agenda Item
14.1.6

RP-160367
CRs to 36.211 & 36.213 to clarify PDSCH collision with PSS/SSS/PBCH
	Spec
	CR
	R
	Rel.
	Subject
	C
	Current version
	RAN1 Tdoc
	Work Item
	Remarks

	36.211
	0212
	-
	Rel-13
	Clarification on PDSCH collision with PSS/SSS/PBCH
	F
	13.0.0
	R1-160988
	TEI-13
	

	36.213
	0548
	1
	Rel-13
	Clarification on PDSCH collision with PSS/SSS/PBCH
	F
	13.0.1
	R1-161126
	TEI-13
	


Agenda Item
14.1.6

RP-160368
CR to 25.214 to clarify the availability of the F-DPCH for Algorithm1 and 2, within the first phase of the downlink synchronization status evaluation
	Spec
	CR
	R
	Rel.
	Subject
	C
	Current version
	RAN1 Tdoc
	Work Item
	Remarks

	25.214
	0746
	1
	Rel-13
	Clarification on the availability of the F-DPCH for Algorithm1 and 2, within the first phase of the downlink synchronization status evaluation
	F
	13.1.0
	R1-161262
	RANimp-RABSE-CodeOptFDD
	See Note


Note: Rel-6 WI – RAN1 agreed to submit it under TEI13 as the implementation of the CR by an earlier release UE does not cause any inter-operability issues.
