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<< Unchanged sections omitted >>
4
Recommended test case applicability

4.1
RF conformance test casessss
Table 4.1-1: Applicability of RF conformance test cases, ref. TS 36.521-1 [1]
	Clause
	Title
	Release
	Applicability
	Tested Bands / CA-Configurations

Selection
	Additional Information

	
	
	
	Condition
	Comments
	
	

	
	Transmitter Characteristics

	6.2.2
	UE Maximum Output Power
	Rel-8
	C113
	UE supporting E-UTRA
	D01
	FDD

	
	
	
	
	
	
	TDD

	<Unchanged Sections Skipped>

	9.3.6.2_F.3
	TDD CQI Reporting under fading conditions with Four CSI processes for CoMP
	Rel-11
	C99
	UE supporting E-UTRA TDD and Maximum CSI processes of Four on a component carrier within a band with PDSCH transmission mode 10 
	Each “Test Number” to be performed once, in a chosen band supporting tested BW
	

	9.3.7.1
	FDD CQI Reporting under fading conditions - PUSCH 3-2 for eDL MIMO Enhancement
	Rel-12
	C25
	UE supporting E-UTRA FDD and eDL-MIMO Enhancement and Feature Group Indicator 103
	Each “Test Number” to be performed once, in a chosen band supporting tested BW
	

	9.3.7.2
	TDD CQI Reporting under fading conditions - PUSCH 3-2 for eDL MIMO Enhancement
	Rel-12
	C25a
	UE supporting E-UTRA TDD and eDL-MIMO Enhancement and Feature Group Indicator 103
	Each “Test Number” to be performed once, in a chosen band supporting tested BW
	

	<Unchanged Sections Skipped>

	9.4.1.3.2_D
	TDD PMI Reporting - PUSCH 3-1 (Single PMI) for eDL-MIMO
	Rel‑10
	C26
	UE supporting E-UTRA TDD and eDL-MIMO and Feature Group Indicator 104
	Each “Test Number” to be performed once, in a chosen band supporting tested BW
	

	9.4.1.4.1
	FDD PMI Reporting with 4Tx enhanced codebook – PUCCH 1-1 (Single PMI) for eDL MIMO Enhancement
	Rel-12
	C25
	UE supporting E-UTRA FDD and eDL-MIMO Enhancement and Feature Group Indicator 103
	Each “Test Number” to be performed once, in a chosen band supporting tested BW
	

	9.4.1.4.2
	TDD PMI Reporting with 4Tx enhanced codebook – PUCCH 1-1 (Single PMI) for eDL MIMO Enhancement
	Rel-12
	C25a
	UE supporting E-UTRA TDD and eDL-MIMO Enhancement and Feature Group Indicator 103
	Each “Test Number” to be performed once, in a chosen band supporting tested BW
	

	<Unchanged Sections Skipped>

	9.4.2.3.2_D
	TDD PMI Reporting - PUSCH 1-2 (Multiple PMI) for eDL-MIMO
	Rel‑10
	C26
	UE supporting E-UTRA TDD and eDL-MIMO and Feature Group Indicator 104
	Each “Test Number” to be performed once, in a chosen band supporting tested BW
	

	9.4.2.3.3
	FDD PMI Reporting with 4Tx enhanced codebook - PUSCH 1-2 (Multiple PMI) for eDL-MIMO Enhancement
	Rel-12
	C25
	UE supporting E-UTRA FDD and eDL-MIMO Enhancement and Feature Group Indicator 103
	Each “Test Number” to be performed once, in a chosen band supporting tested BW
	

	9.4.2.3.4
	TDD PMI Reporting with 4Tx enhanced codebook - PUSCH 1-2 (Multiple PMI) for eDL-MIMO Enhancement
	Rel-12
	C25a
	UE supporting E-UTRA TDD and eDL-MIMO Enhancement and Feature Group Indicator 103
	Each “Test Number” to be performed once, in a chosen band supporting tested BW
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