Page 1



3GPP TSG-RAN WG5 Meeting #70
R5-161027
St Julian’s, Malta, February 15th – 19th 2016
	CR-Form-v11.1

	CHANGE REQUEST

	

	
	36.521-2
	CR
	0363
	rev
	1
	Current version:
	13.0.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	
	Core Network
	


	

	Title:

	Applicability for new LTE_CA_Rel12_2UL test case 6.6.3.2A.3

	
	

	Source to WG:
	Cetecom GmbH

	Source to TSG:
	R5

	
	

	Work item code:
	LTE_CA_Rel12_2UL-UEConTest
	
	Date:
	2016-02-18

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-13

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)
Rel-14
(Release 14)

	
	

	Reason for change:
	New Test Case 6.6.3.2A.3 is introduced in TS 36.521-1. Consequently the applicability for newly introduced Test Case must be added in TS 36.521-2 as well.

	
	

	Summary of change:
	Applicability for new Test Case 6.6.3.2A.3 has been added in Table 4.1-1.

	
	

	Consequences if not approved:
	Work item will remain incomplete.

	
	

	Clauses affected:
	4.1

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications

	

	affected:
	X
	
	 Test specifications
	TS 36.521-1 (CR 2377)

	(show related CRs)
	
	X
	 O&M Specifications
	

	
	

	Other comments:
	This is an update of R5-160277.

Changes in this version: 
· other specs affected corrected on cover sheet


< begin of modification >
4.1
RF conformance test cases

Table 4.1-1: Applicability of RF conformance test cases, ref. TS 36.521-1 [1]

	Clause
	Title
	Release
	Applicability
	Tested Bands / CA-Configurations

Selection
	Additional Information

	
	
	
	Condition
	Comments
	
	

	
	Transmitter Characteristics

	6.2.2
	UE Maximum Output Power
	Rel-8
	C113
	UE supporting E-UTRA
	D01
	FDD

	
	
	
	
	
	
	TDD

	
	< many rows skipped >
	
	
	
	
	

	
	
	
	
	
	
	

	6.6.3.2A.2
	Spurious emission band UE co-existence for CA (inter-band DL CA and UL CA)
	Rel-11
	C116
	UE supporting E-UTRA and inter-band DL CA and UL CA
	E03
	FDD

	
	
	
	
	
	
	TDD

	6.6.3.2A.3
	Spurious emission band UE co-existence for CA (intra-band non-contiguous DL CA and UL CA)
	Rel-11
	C115
	UE supporting E-UTRA and intra-band non-contiguous DL CA and UL CA
	E02
	FDD

	
	
	
	
	
	
	TDD

	6.6.3.3
	Additional spurious emissions
	Rel-8
	C113
	UE supporting E-UTRA
	D01
	FDD

	
	
	
	
	
	
	TDD

	
	< many rows skipped >
	
	
	
	
	

	
	
	
	
	
	
	

	10.2_1
	TDD MBMS performance (Fixed Reference Channel) (Release 13 and forward)
	Rel-13
	C04
	UE supporting E-UTRA TDD and MBMS
	Performed once
	

	Note 1:
Due to UE capability signalling for UL 64QAM is introduced from Rel-12, this test case can optionally be executed with a Rel-12 UE.


< end of modification >
