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1.1 Change 1
	Object name 
	cr_SS_ForBS_Code
File: \Common\SuppServices\SS_CommonTemplates.ttcn

	Reason for change
	As per the spec 24.082, the IE ‘longFTNsupported’ should be handled, if supported.

The SS Register message sent from the UE includes the IE ‘longFTNsupported’ which is not expected by TTCN and if UE supports this IE then the test case fails incorrectly.

	Summary of change
	Changes are done in constraint ‘cr_SS_ForBS_Code’ to make IE ‘longFTNsupported’ optional.


Before change: 
template (present) SS_ForBS_Code cr_SS_ForBS_Code(template SS_Code p_SS_Code := omit,

                                                    template BasicServiceCode p_BasicServiceCode := omit) :=

  { /* @status    APPROVED (SSNITZ) */

    ss_Code             := p_SS_Code,

    basicService        := p_BasicServiceCode,

    longFTN_Supported   := omit
  };
After Change:
template (present) SS_ForBS_Code cr_SS_ForBS_Code(template SS_Code p_SS_Code := omit,

                                                    template BasicServiceCode p_BasicServiceCode := omit) :=

  { /* @status    APPROVED (SSNITZ) */

    ss_Code             := p_SS_Code,

    basicService        := p_BasicServiceCode,

    longFTN_Supported   := *
  };
