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	Reason for change:
	All SRVCC/aSRVCC/bSRVCC handover failure test cases involving RRCConnectionReestablishment procedure currently call the function f_EUTRA_SS_ConfigRachProcedure_Def() after the handover is initiated. This is not required as default RACH operation is already configured on the source cell, and the additional reconfiguration can cause test case failure if it collides with the RACH attempt from the UE.
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	Other comments:
	


Change 1
	Function name
	fl_TC_13_4_3_28_Body (example)

	Reason for change
	All SRVCC/aSRVCC/bSRVCC handover failure test cases involving RRCConnectionReestablishment procedure currently call the function f_EUTRA_SS_ConfigRachProcedure_Def() after the handover is initiated. This is not required as default RACH operation is already configured on the source cell, and the additional reconfiguration can cause test case failure if it collides with the RACH attempt from the UE.

	Summary of change
	Removed function f_EUTRA_SS_ConfigRachProcedure_Def().
Note : Similar changes will be required in test cases 13.4.3.4, 13.4.3.5 13.4.3.9,13.4.3.11, 13.4.3.26, 13.4.3.20 and 13.4.3.23

	TTCN module
	ASRVCC_EUTRA.ttcn


Before change

	  function fl_TC_13_4_3_28_Body() runs on EUTRA_PTC

  {

…..

…..

    //@siclog "Step 29 - 30 Void" siclog@

    //  @siclog "Step 31" siclog@

    // The SS transmits a MobilityFromEUTRACommand message on Cell 1.

    SRB.send(cas_SRB1_RrcPdu_REQ(eutra_Cell1,

                                 cs_TimingInfo_Now,

                                 cs_MobilityFromEutraCommand_Handover(tsc_RRC_TI_Def,

                                                                      false,//@sic R5-142880 sic@

                                                                      geran,

                                                                      v_HandoverToGeranCommand,

                                                                      v_Nas_SecurityParamFromEUTRA,

                                                                      omit,

                                                                      cs_MobilityFromEUTRACommand_v8a0_IEs(v_BandIndicatorGERAN_Cell24))));

    f_EUTRA_SS_SRBs_DRBs_Reset_StopULGrant_noPUCCHSync_PDCP_CountMaintained(eutra_Cell1);

    v_ShortMAC_I := f_Calculate_ShortMAC(eutra_Cell1, eutra_Cell1);

    f_EUTRA_SS_ConfigRachProcedure_Def(eutra_Cell1, tsc_C_RNTI_Def);
    //  @siclog "Step 32" siclog@

    //  The UE transmits an RRCConnectionReestablishmentRequest on Cell 1.

    SRB.receive(car_SRB0_RrcPdu_IND(eutra_Cell1,

                                    cr_508_RRCConnectionReestablishmentRequest(tsc_C_RNTI_Def,

                                                                               v_PhysicalCellIdentity_Cell1,

                                                                               cr_ReestablishmentCause_HandoverFailure, // @sic R5s140705 sic@

                                                                              v_ShortMAC_I)));

….

….

  } // function fl_TC_13_4_3_28_Body


After change

	  function fl_TC_13_4_3_28_Body() runs on EUTRA_PTC

  {

….

….

    //@siclog "Step 29 - 30 Void" siclog@

    //  @siclog "Step 31" siclog@

    // The SS transmits a MobilityFromEUTRACommand message on Cell 1.

    SRB.send(cas_SRB1_RrcPdu_REQ(eutra_Cell1,

                                 cs_TimingInfo_Now,

                                 cs_MobilityFromEutraCommand_Handover(tsc_RRC_TI_Def,

                                                                      false,//@sic R5-142880 sic@

                                                                      geran,

                                                                      v_HandoverToGeranCommand,

                                                                      v_Nas_SecurityParamFromEUTRA,

                                                                      omit,

                                                                      cs_MobilityFromEUTRACommand_v8a0_IEs(v_BandIndicatorGERAN_Cell24))));

    f_EUTRA_SS_SRBs_DRBs_Reset_StopULGrant_noPUCCHSync_PDCP_CountMaintained(eutra_Cell1);

    v_ShortMAC_I := f_Calculate_ShortMAC(eutra_Cell1, eutra_Cell1);

    //REMOVED f_EUTRA_SS_ConfigRachProcedure_Def(eutra_Cell1, tsc_C_RNTI_Def);
    //  @siclog "Step 32" siclog@

    //  The UE transmits an RRCConnectionReestablishmentRequest on Cell 1.

    SRB.receive(car_SRB0_RrcPdu_IND(eutra_Cell1,

                                    cr_508_RRCConnectionReestablishmentRequest(tsc_C_RNTI_Def,

                                                                               v_PhysicalCellIdentity_Cell1,

                                                                               cr_ReestablishmentCause_HandoverFailure, // @sic R5s140705 sic@

                                                                               v_ShortMAC_I)));

…..

…..

  } // function fl_TC_13_4_3_28_Body


