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7.8.1.5
Test requirements

The throughput shall be ≥ 95% of the maximum throughput of the reference measurement channels as specified in Annex A.3.2 with parameters specified in Table 7.8.1.5-1 for the specified wanted signal mean power in the presence of two interfering signals.

Table 7.8.1.5-1: Test parameters for Wide band intermodulation

	Rx Parameter
	Units 
	Channel bandwidth

	
	
	1.4 MHz 
	3 MHz
	5 MHz
	10 MHz
	15 MHz
	20 MHz

	Power in Transmission Bandwidth Configuration
	dBm
	REFSENS + channel bandwidth specific value below

	
	
	12
	8
	6
	6
	7
	9

	PInterferer 1
(CW)
	dBm
	-46

	PInterferer 2
(Modulated)
	dBm
	-46

	BWInterferer 2
	
	1.4
	3
	5

	FInterferer 1
(Offset)
	MHz
	-BW/2 –2.1

/

+BW/2+ 2.1
	-BW/2 –4.5

/

+BW/2 + 4.5
	-BW/2 – 7.5

/

+BW/2 + 7.5

	FInterferer 2
(Offset)
	MHz
	2*FInterferer 1

	Note 1:
The transmitter shall be set to 4dB below PCMAX_L with PCMAX_L as defined in clause 6.2.5.

Note 2:
The reference measurement channel is specified in Annex A.3.2 with one sided dynamic OCNG Pattern OP.1 FDD/TDD as described in Annex A.5.1.1/A.5.2.1.

Note 3:
The modulated interferer consists of the Reference measurement channel specified in Annex A.3.2 with one sided dynamic OCNG Pattern OP.1 FDD/TDD as described in Annex A.5.1.1/A.5.2.1 and set-up according to Annex C.3.1.The interfering modulated signal is 5MHz E-UTRA signal as described in Annex D for channel bandwidth (5MHz

Note 4:
For the UE which supports inter band CA configuration in Tables 7.3.3-1A and 7.3.3-1B, Pinterferer1 and Pinterferer2 powers are increased by the amount given by ΔRIB in  Tables 7.3.3-1A and 7.3.3-1B.


<< Unchanged sections omitted >>
7.8.1A.3.5
Test requirements

For inter-band carrier aggregation with uplink assigned to one E-UTRA band the in-band blocking requirements are defined with the uplink active on the band other than the band whose downlink is being tested, i.e., the requirements are tested only for the SCell downlink. The UE shall meet the requirement for each component carrier, when operated as SCell, while both downlink carriers are active.

The throughput measured during the test procedure for each component carrier, when operated as SCell, shall be ≥ 95% of the maximum throughput of the reference measurement channels as specified in Annex A.3.2 with parameters specified in Table 7.8.1A.3.5-1 (originated from the single carrier Table 7.8.1.5-1).

Table 7.8.1A.3.5-1: Test parameters for Wide band intermodulation

	Rx Parameter
	Units 
	Channel bandwidth

	
	
	1.4 MHz 
	3 MHz
	5 MHz
	10 MHz
	15 MHz
	20 MHz

	Pw in Transmission Bandwidth Configuration, per CC
	dBm
	REFSENS + channel bandwidth specific value below

	
	
	12
	8
	6
	6
	7
	9

	PInterferer 1
(CW)
	dBm
	-46

	PInterferer 2
(Modulated)
	dBm
	-46

	BWInterferer 2
	
	1.4
	3
	5

	FInterferer 1
(Offset from SCC)
	MHz
	-BW/2 –2.1

/

+BW/2+ 2.1
	-BW/2 –4.5

/

+BW/2 + 4.5
	-BW/2 – 7.5

/

+BW/2 + 7.5

	FInterferer 2
(Offset from SCC)
	MHz
	2*FInterferer 1

	Note 1:
The transmitter shall be set to 4dB below PCMAX_L with PCMAX_L as defined in clause 6.2.5.

Note 2:
The reference measurement channel is specified in Annex A.3.2 with one sided dynamic OCNG Pattern OP.1 FDD/TDD as described in Annex A.5.1.1/A.5.2.1.

Note 3:
The modulated interferer consists of the Reference measurement channel specified in Annex A.3.2 with one sided dynamic OCNG Pattern OP.1 FDD/TDD as described in Annex A.5.1.1/A.5.2.1 and set-up according to Annex C.3.1.The interfering modulated signal is 5MHz E-UTRA signal as described in Annex D for channel bandwidth (5MHz

Note 4:
For the UE which supports inter band CA configuration in Tables 7.3.3-1A and 7.3.3-1B, Pinterferer1 and Pinterferer2 powers are increased by the amount given by ΔRIB in  Tables 7.3.3-1A and 7.3.3-1B


<< Unchanged sections omitted >>
7.8.1A.4.5
Test requirements

The throughput measured during the test procedure for each component carrier, shall be ≥ 95% of the maximum throughput of the reference measurement channels as specified in Annex A.3.2 with parameters specified in Table 7.8.1A.4.5-1 (originated from the single carrier Table 7.8.1.5-1).

Table 7.8.1A.4.5-1: Test parameters for Wide band intermodulation

	Rx Parameter
	Units 
	Channel bandwidth

	
	
	1.4 MHz
	3 MHz
	5 MHz
	10 MHz
	15 MHz
	20 MHz

	Pw in Transmission Bandwidth Configuration, per CC
	dBm
	REFSENS + channel bandwidth specific value below

	
	
	12
	8
	6
	6
	7
	9

	PInterferer 1
(CW)
	dBm
	-46

	PInterferer 2
(Modulated)
	dBm
	-46

	BWInterferer 2
	
	1.4
	3
	5

	FInterferer 1
(Offset)
	MHz
	-BW/2 –2.1

/

+BW/2+ 2.1
	-BW/2 –4.5

/

+BW/2 + 4.5
	-BW/2 – 7.5

/

+BW/2 + 7.5

	FInterferer 2
(Offset)
	MHz
	2*FInterferer 1

	Note 1:
The transmitter shall be set to 4dB below PCMAX_L with PCMAX_L as defined in clause 6.2.5.

Note 2:
The reference measurement channel is specified in Annex A.3.2 with one sided dynamic OCNG Pattern OP.1 FDD/TDD as described in Annex A.5.1.1/A.5.2.1.

Note 3:
The modulated interferer consists of the Reference measurement channel specified in Annex A.3.2 with one sided dynamic OCNG Pattern OP.1 FDD/TDD as described in Annex A.5.1.1/A.5.2.1 and set-up according to Annex C.3.1.The interfering modulated signal is 5MHz E-UTRA signal as described in Annex D for channel bandwidth (5MHz

Note 4:
For the UE which supports inter band CA configuration in Tables 7.3.3-1A and 7.3.3-1B, Pinterferer1 and Pinterferer2 powers are increased by the amount given by ΔRIB in Tables 7.3.3-1A and 7.3.3-1B


<< Unchanged sections omitted >>
7.8.1A.5.5
Test requirement

The throughput of the carrier(s) under test shall be ≥ 95% of the maximum throughput of the reference measurement channels as specified in Annex A.3.2 with parameters specified in Table 7.8.1A.5.5-1 or Table 7.8.1A.5.5-2 for the specified wanted signal mean power in the presence of two interfering signals.

Table 7.8.1A.5.5-1: Test parameters for Wide band intermodulation

	Rx Parameter
	Units
	Channel bandwidth

	
	
	1.4 MHz 
	3 MHz
	5 MHz
	10 MHz
	15 MHz
	20 MHz

	Power in Transmission Bandwidth Configuration for each CC
	dBm
	REFSENS + channel bandwidth specific value below

	
	
	12
	8
	6
	6
	7
	9

	PInterferer 1
(CW)
	dBm
	-46

	PInterferer 2
(Modulated)
	dBm
	-46

	BWInterferer 2
	
	1.4
	3
	5

	FInterferer 1
(Offset from SCC)
	MHz
	-BW/2 –2.1

/

+BW/2+ 2.1
	-BW/2 –4.5

/

+BW/2 + 4.5
	-BW/2 – 7.5

/

+BW/2 + 7.5

	FInterferer 2
(Offset from SCC)
	MHz
	2*FInterferer 1

	Note 1:
The transmitter shall be set to 4dB below PCMAX_L with PCMAX_L as defined in clause 6.2.5.

Note 2:
The reference measurement channel is specified in Annex A.3.2 with one sided dynamic OCNG Pattern OP.1 FDD/TDD as described in Annex A.5.1.1/A.5.2.1.

Note 3:
The modulated interferer consists of the Reference measurement channel specified in Annex A.3.2 with one sided dynamic OCNG Pattern OP.1 FDD/TDD as described in Annex A.5.1.1/A.5.2.1 and set-up according to Annex C.3.1.The interfering modulated signal is 5MHz E-UTRA signal as described in Annex D for channel bandwidth (5MHz

Note 4:
For the UE which supports inter band CA configuration in Tables 7.3.3-1A and 7.3.3-1B, Pinterferer1 and Pinterferer2 powers are increased by the amount given by ΔRIB in Tables 7.3.3-1A and 7.3.3-1B
Note 5:
For intra-band non-contiguous + inter-band CA, RIBNC = 0 dB for all sub-block gaps


