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{Start of changes}
8.16.17A
E-UTRAN FDD activation and deactivation of known SCell in non-DRX for 20MHz +20MHz bandwidth
Editor’s note: This test case is incomplete. The following aspects are either missing or not yet determined:


- 
The test procedure and requirement for interruption of PCell needs further investigation
8.16.17A.1
Test purpose

Same test purpose as defined in clause 8.16.17.1.
8.16.17A.2
Test applicability

This test applies to all types of E-UTRA UE FDD release 10 and forward that support CA. Applicability requires support for FGI bit 25.

8.16.17A.3
Minimum conformance requirements

Same minimum conformance requirements as defined in clause 8.16.17.3 with the following exception:

-
The normative reference for this requirement is TS 36.133 [4] clause 7.7 and A.8.16.17A.
8.16.17A.4
Test description

8.16.17A.4.1
Initial conditions
Same initial conditions as in clause 8.16.17.4.1 with the following exceptions:

-
Channel Bandwidth to be tested: 20 MHz for both PCell and SCell

-
The listed parameter values in Table 8.16.17A.4.1-1 will replace the values of corresponding parameters in Table 8.16.17.4.1-1 other parameters keep the same.

Table 8.16.17A.4.1-1: General test parameters for known SCell activation case for 20MHz +20MHz
	Parameter
	Unit
	Value
	Comment

	PDSCH parameters
	
	DL Reference Measurement Channel R.6 FDD
	As specified in section A.1

	PCFICH/PDCCH/PHICH parameters
	
	DL Reference Measurement Channel R.10 FDD
	As specified in section A.2


8.16.17A.4.2
Test procedure
Same test procedure as in clause 8.16.17.4.2.
8.16.17A.4.3
Message contents

Same as Message contents as in clause 8.16.17.4.3.
<Unchanged Sections Skipped>
8.16.18A
E-UTRAN TDD activation and deactivation of known SCell in non-DRX for 20MHz +20MHz bandwidth 

Editor’s note: This test case is incomplete. The following aspects are either missing or not yet determined:


-
The test procedure and requirement for interruption of PCell needs further investigation

8.16.18A.1
Test purpose

Same test purpose as defined in clause 8.16.18.1.
8.16.18A.2
Test applicability

This test applies to all types of E-UTRA UE TDD release 10 and forward that support CA. Applicability requires support for FGI bit 25.

8.16.18A.3
Minimum conformance requirements

Same minimum conformance requirements as defined in clause 8.16.18.3 with the following exception:

-
The normative reference for this requirement is TS 36.133 [4] clause 7.7 and A.8.16.18A.
8.16.18A.4
Test description

8.16.18A.4.1
Initial conditions
Same initial conditions as in clause 8.16.18.4.1 with the following exceptions:

-
Channel Bandwidth to be tested: 20 MHz for both PCell and SCell

-
The listed parameter values in Table 8.16.18A.4.1-1 will replace the values of corresponding parameters in Table 8.16.18.4.1-1 other parameters keep the same.

Table 8.16.18A.4.1-1: General test parameters for known SCell activation case for 20MHz +20MHz
	Parameter
	Unit
	Value
	Comment

	PDSCH parameters
	
	DL Reference Measurement Channel R.3 TDD
	As specified in section A.1

	PCFICH/PDCCH/PHICH parameters
	
	DL Reference Measurement Channel R.10 TDD
	As specified in section A.2


8.16.18A.4.2
Test procedure
Same test procedure as in clause 8.16.18.4.2.
8.16.18A.4.3
Message contents

Same message contents as in clause 8.16.18.4.3.
8.16.18A.5
Test requirement

Table 8.16.18A.4.1-1 and Table 8.16.18A.5-1 define the primary level settings including test tolerances for E-UTRAN TDD activation and deactivation of known SCell in non-DRX test. The listed parameter values in Table 8.16.18A.5-1 will replace the values of corresponding parameters in Table 8.16.18.5-1 other parameters keep the same.
<Unchanged Sections Skipped>
Annex E (normative):
Cell configuration mapping

The cells used in TS 36.521-3 do not correspond to the cells defined in TS 36.508 [7] section 4.4.2. Tables E-1 and E-2 describes the mapping between cells described in TS 36.521-3 and those defined in TS 36.508 [7]. For each test case the cells as defined in TS 36.508 [7] section 4.4.2 are listed in one row. The test case shall apply the RF parameters as defined in TS 36.521-3 according to the column heading.

NOTE:
For example if the second cell in a test case is an inter-frequency cell then Cell3 from TS 36.508 [7] section 4.4.2 is used with the radio parameters as defined for Cell2 in TS 36.521-3.

Table E-1: Cell configuration mapping for RRM testing

	Test Case
	Description
	36.521-3 Cell1
	36.521-3 Cell2
	36.521-3 Cell3
	CA Type

(Note 2)

	4.2.1
	RRC IDLE / E-UTRAN Cell Reselection / FDD - FDD cell re-selection intra frequency case
	Cell1
	Cell11
	
	

	<Unchanged Sections Skipped>

	8.16.17
	E-UTRAN FDD activation and deactivation of known SCell in non-DRX
	Cell1
	Cell2
	
	Intra-band

	
	
	Cell1
	Cell10
	
	Inter-band

	8.16.17A
	E-UTRAN FDD activation and deactivation of known SCell in non-DRX for 20MHz +20MHz bandwidth
	Cell1
	Cell2
	
	Intra-band

	
	
	Cell1
	Cell10
	
	Inter-band

	8.16.18
	E-UTRAN TDD activation and deactivation of known SCell in non-DRX
	Cell1
	Cell2
	
	Intra-band

	
	
	Cell1
	Cell10
	
	Inter-band

	8.16.18A
	E-UTRAN TDD activation and deactivation of known SCell in non-DRX for 20MHz +20MHz bandwidth
	Cell1
	Cell2
	
	Intra-band

	
	
	Cell1
	Cell10
	
	Inter-band


{End of changes}
