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	Reason for change:
	Agreement for HARQ-ACK and periodic CSI transmission in PUCCH Format 4/5 when the UE is configured for simultaneous PUCCH and PUSCH transmissions is not captured.

	
	

	Summary of change:
	Capture the agreement that a UE transmits HARQ-ACK and periodic CSI in PUCCH format 4/5 when the UE is configured with simultaneous PUCCH and PUSCH transmission. 
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10.1.1
PUCCH format information
[…]
For FDD or for FDD-TDD and primary cell frame structure type 1, for a UE configured with PUCCH format 4 or PUCCH format 5, if the parameter simultaneousAckNackAndCQI-Format4-Format5-r13 provided by higher layers is set FALSE, and if the UE has HARQ-ACK/SR and periodic CSI reports to transmit in a subframe, the UE behaviour follows that.
For TDD or for FDD-TDD and primary cell frame structure type 2 and for a UE that is configured with more than one serving cell, in case of collision between a periodic CSI report and an HARQ-ACK in a same subframe without PUSCH, if the parameter simultaneousAckNackAndCQI provided by higher layers is set TRUE or if the parameter simultaneousAckNackAndCQI-Format3-r11 provided by higher layers is set TRUE or if the parameter simultaneousAckNackAndCQI-Format4-Format5-r13 provided by higher layers is set TRUE, the periodic CSI report is multiplexed with HARQ-ACK or dropped as described in subclause 7.3, otherwise the CSI is dropped.
In case of collision between a periodic CSI report and an HARQ-ACK in a same subframe with PUSCH, the periodic CSI is multiplexed with the HARQ-ACK in the PUSCH transmission in that subframe if the UE is not configured by higher layers for simultaneous PUCCH and PUSCH transmissions or if the UE is provided by higher layers a parameter simultaneousAckNackAndCQI-Format4-Format5-r13 that is set FALSE. If the UE is configured by higher layers for simultaneous PUCCH and PUSCH transmissions, and if the UE does not determine PUCCH format 4/5 for periodic CSI and HARQ-ACK transmission or if the UE is provided by higher layers a parameter simultaneousAckNackAndCQI-Format4-Format5-r13 that is set FALSE, the HARQ-ACK is transmitted in the PUCCH and the periodic CSI is transmitted in the PUSCH. If the UE is configured by higher layers for simultaneous PUCCH and PUSCH transmissions and if the UE determines PUCCH format 4/5 for periodic CSI and HARQ-ACK transmission and if the UE is provided by higher layers a parameter simultaneousAckNackAndCQI-Format4-Format5-r13 that is set TRUE, the periodic CSI and HARQ-ACK is transmitted in PUCCH format 4/5.
[…]

