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	Reason for change:
	When UE is configured to provide IDC indications for UL CA, it can indicate a set of victim systems to the network. It also needs to be able to indicate a change of victim system, if it happens. However, the procedural text currently does not capture this change of victim system as one of possible conditions to initiate transmission of InDeviceCoexIndication message. 


	
	

	Summary of change:
	The change of victim system is added as a condition to initiate transmission of InDeviceCoexIndication message in UE configured to provide IDC indications for UL CA.


	
	

	Consequences if not approved:
	There is no mechanism for UE configured to provide IDC indications for UL CA to initiate transmission of InDeviceCoexIndication message upon change of victim system.
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<Omitted part>
5.6.9.2
Initiation
A UE capable of providing IDC indications may initiate the procedure when it is configured to provide IDC indications and upon change of IDC problem information.

Upon initiating the procedure, the UE shall:
1>
if configured to provide IDC indications:

2>
if the UE did not transmit an InDeviceCoexIndication message since it was configured to provide IDC indications:
3>
if on one or more frequencies for which a measObjectEUTRA is configured, the UE is experiencing IDC problems that it cannot solve by itself; or

3>
if configured to provide IDC indications for UL CA; and if on one or more supported UL CA combination comprising of carrier frequencies for which a measurement object is configured, the UE is experiencing IDC problems that it cannot solve by itself:

4>
initiate transmission of the InDeviceCoexIndication message in accordance with 5.6.9.3;
2>
else:

3>
if the set of frequencies, for which a measObjectEUTRA is configured and on which the UE is experiencing IDC problems that it cannot solve by itself, is different from the set indicated in the last transmitted InDeviceCoexIndication message; or

3>
if for one or more of the frequencies in the previously reported set of frequencies, the interferenceDirection is different from the value indicated in the last transmitted InDeviceCoexIndication message; or

3>
if the TDM assistance information is different from the assistance information included in the last transmitted InDeviceCoexIndication message; or

3>
if configured to provide IDC indications for UL CA; and if the victimSystemType is different from the value indicated in the last transmitted InDeviceCoexIndication message; or

3>
if configured to provide IDC indications for UL CA; and if the set of supported UL CA combination comprising of carrier frequencies for which a measurement object is configured and on which the UE is experiencing IDC problems that it cannot solve by itself, is different from the set indicated in the last transmitted InDeviceCoexIndication message:
4>
initiate transmission of the InDeviceCoexIndication message in accordance with 5.6.9.3;
<Omitted part>
