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4.3.4
Physical layer parameters

<Text omitted>
4.3.4.42
codebook-HARQ-ACK-r13
This field defines whether HARQ ACK codebook size based on the DAI-based solution and/or the number of configured CCs as specified in TS 36.213 [22] is supported by the UE.

4.3.4.43
fdd-HARQ-TimingTDD-r13
This field defines whether FDD HARQ timing for TDD SCell when configured with TDD PCell as specified in TS 36.213 [22] is supported by the UE.
4.3.4.44
maxNumberUpdatedCSI-Proc-r13
This field defines the maximum number of CSI processes to be updated per UE for which aperiodic CSI is requested for CA with more than 5CCs as specified in TS 36.213 [22] which is supported by the UE.
4.3.4.45
pucch-Format4-r13
This field defines whether PUCCH format 4 as specified in TS 36.213 [22] is supported by the UE.
4.3.4.46
pucch-Format5-r13
This field defines whether PUCCH format 5 as specified in TS 36.213 [22] is supported by the UE.
4.3.4.47
pucch-SCell-r13
This field defines whether PUCCH transmission on SCell in CA is supported by the UE.
4.3.4.48
supportedBlindDecoding-r13
This field defines the maximum number of blind decodes in the UE specific search space per UE in one subframe for CA with more than 5CCs as specified in TS 36.213 [22] which is supported by the UE.
Next change
4.3.21
Sidelink parameters

4.3.21.1
commSupportedBands-r12

This field indicates the bands on which the UE supports sidelink communication, as defined in TS 23.303 [24] and specified in TS 36.331 [5]. If a UE supports sidelink communication on at least one band, the UE shall support sidelink communication transmission based on UE autonomous resource selection and eNB scheduled resource allocation. If a UE supports sidelink communication, the UE shall support 16 sidelink processes for reception of SL-SCH.
4.3.21.2
commSimultaneousTx-r12
This parameter indicates whether the UE supports simultaneous transmission of EUTRA and sidelink communication (on different carriers) in all bands for which the UE indicated simultaneous sidelink and EUTRA support in a band combination (using commSupportedBandsPerBC).

4.3.21.3
discSupportedBands-r12
This field indicates the bands on which the UE supports sidelink discovery, as defined in TS 23.303 [24] and specified in TS 36.331 [5].
4.3.21.4
discScheduledResourceAlloc-r12
This parameter indicates whether UE supports transmission of discovery announcements based on network scheduled resource allocation. It is mandatory for UEs of this release of the specification to support this feature if sidelink discovery is supported on at least one band (indicated by discSupportedBands-r12).

4.3.21.5
disc-UE-SelectedResourceAlloc-r12
This parameter indicates whether UE supports transmission of discovery announcements based on UE autonomous resource selection. It is mandatory for UEs of this release of the specification to support this feature if sidelink discovery is supported on at least one band (indicated by discSupportedBands-r12).

4.3.21.6
disc-SLSS-r12
This parameter indicates whether the UE supports SideLink Synchronization Signal (SLSS) transmission and reception for sidelink discovery.

4.3.21.7
discSupportedProc-r12
This parameter indicates the number of processes supported by the UE for reception of sidelink discovery. This field shall be present if sidelink discovery is supported on at least one band (indicated by discSupportedBands-r12).

4.3.21.x
discSysInfoReporting-r13
This parameter indicates whether the UE supports reporting of System Information for inter-frequency/PLMN discovery.

Next change
4.3.22
SC-PTM parameters

4.3.22.1
scptm-ParallelReception-r13
This parameter defines whether UEs supporting SC-PTM support the parallel reception of DL-SCH transport block(s) associated with G-RNTI/SC-RNTI and DL-SCH transport block(s) associated with C-RNTI/Semi-Persistent Scheduling C-RNTI as well as the parallel reception of multiple DL-SCH transport blocks associated with G-RNTI/SC-RNTI in the same subframe. In SC-PTM operation, the DL-SCH processing capability is shared between the DL-SCH transport block(s) associated with G-RNTI/SC-RNTI and the DL-SCH transport block(s) associated with C-RNTI/Semi-Persistent Scheduling C-RNTI.

4.3.23
LAA parameters
4.3.23.1
supportOfLAA-r13

This field defines whether the UE supports SCell LAA operation on DL.
Next change
6
Optional features without UE radio access capability parameters

The following subclauses list the optional UE features not having UE radio access capability.

NOTE:
This chapter does not yet contain complete analysis of all features of this release of specification.

<Text omitted>
6.11
Mobility state features

6.11.1
Mobility history information storage

It is optional for UE to support the storage of mobility history information and the reporting in UEInformationResponse message as specified in TS 36.331 [5].

6.12
SC-PTM features

It is optional for UE to support SC-PTM procedures as specified in TS 36.331 [5]. 
End
