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Title:
eMBMS enhancements for LTE
Acronym:
MBMS_LTE_enh2
Unique identifier:

NOTE:
If this is a RAN WID including Core and Perf. part, then Title, Acronym and Unique identifier refer to the feature WI. Please tick (X) the applicable box(es) in the table below:

	This WID includes a Core part
	X

	This WID includes a Performance part
	X


1
3GPP Work Area

	X
	Radio Access

	
	Core Network

	
	Services


2
Classification of WI and linked work items

2.0
Primary classification

This work item is a …

	
	Study Item (go to 2.1)

	X
	Feature (go to 2.2)

	
	Building Block (go to 2.3)

	
	Work Task (go to 2.4)


NOTE:
Core, Performance and Testing parts of RAN WIs are usually Building Blocks.
If you are in doubt, please contact MCC.

2.1
Study Item

	Related Work Item(s) (if any]

	Unique ID
	Title
	Nature of relationship

	
	
	


Go to §3.

2.2
Feature

	Related Study Item or Feature (if any)

	Unique ID
	Title
	Nature of relationship

	670010
	Study on 3GPP Enhancement for TV Video service
	SA1 study on use cases and related requirements to support TV services by 3GPP systems

	700032
	3GPP Enhancement for TV service
	Stage 1 normative requirements for 3GPP Enhancement for TV Video service


Go to §3.

2.3
Building Block

	Parent Feature (or Study Item)

	Unique ID
	Title
	TS

	
	
	


This work item is … 
	
	Stage 1 (go to 2.3.1)

	
	Stage 2 (go to 2.3.2)

	
	Stage 3 (go to 2.3.3)

	
	Test spec (go to 2.3.4)

	
	Other (go to 2.3.5)


2.3.1
Stage 1

	Source of external requirements (if any)

	Organization
	Document
	Remarks

	
	
	


Go to §3.

2.3.2
Stage 2

	Corresponding stage 1 work item

	Unique ID
	Title
	TS

	
	
	


	Other source of stage 1 information

	TS or CR(s)
	Clause
	Remarks

	
	
	



If no identified source of stage 1 information, justify: 

Go to §3.

2.3.3
Stage 3

	Corresponding stage 2 work item (if any)

	Unique ID
	Title
	TS

	
	
	


	Else, corresponding stage 1 work item

	Unique ID
	Title
	TS

	
	
	


	Other justification

	TS or CR(s) or external document
	Clause
	Remarks

	
	
	



If no identified source of stage 2 information, justify: 

Go to §3.

2.3.4
Test spec

	Related Work Item(s)

	Unique ID
	Title
	TS

	
	
	


Go to §3.

2.3.5
Other

	Related Work Item(s)

	Unique ID
	Title
	Nature of relationship
	TS / TR

	
	
	
	


Go to §3.

2.4
Work task

	Parent Building Block

	Unique ID
	Title
	TS

	
	
	


3
Justification

Evolved Multimedia Broadcast Multicast Service (eMBMS) provides an efficient way to deliver download as well as streaming content to multiple users. Especially mobile video streaming is foreseen to generate a major volume of network data traffic in the future. Commercial deployments of eMBMS or “LTE Broadcast” are generating increasing interest. In order to meet the industry and operators’ demand it is important to enhance eMBMS even further. 
SA1 developed requirements for 3GPP enhancements for TV application support [S1-160474], whereby 3GPP networks can provide unicast and broadcast transport to support distribution of TV programs. It can support the three types of TV services – Free-to-air (FTA), Free-to-view (FTV), and Subscribed services. Each type of TV service has different requirements in order to meet regulatory obligations and public service and commercial broadcaster’s requirements regarding content distribution.
Some LTE specifications support a downlink OFDM mode using 7.5 kHz subcarrier spacing and long cyclic prefix (CP) of 33.3 µs. However, there is no signalling defined indicating the use of this mode and hence it cannot be implemented. Even longer CP is required to support MBSFNs with higher spectral efficiency of 2 bps/Hz in areas with large ISDs (e.g. 15 km or larger inter-site distance), in particular in low frequency bands as in the 700 and 800 MHz bands and rural scenarios where indoor losses are smaller or for outdoor (rooftop) antennas as they are used for TV reception in many countries.
Current allocation of MBSFN subframes is limited to subframes 1, 2, 3, 6, 7, 8. There can be scenarios where a larger allocation is desirable. One such example is the use of eMBMS deployed on a supplementary downlink (SDL) carrier, in order to avoid wasting uplink capacity on an FDD uplink/downlink carrier pair. All eMBMS traffic could be concentrated on as few SDL carriers as possible.  

Legacy MBSFN subframes have a unicast control region of 1 or 2 OFDM symbols. With eMBMS on an SDL and with almost all subframes allocated to eMBMS, there is hardly any use for the control region. In conjunction with the longer OFDM symbol and cyclic prefix (CP) durations needed for MBSFN, a unicast control symbol poses an even larger overhead. 

The use case of a standalone eMBMS network, as identified by SA, also presents a new deployment scenario. In addition to the aspects discussed above, it requires self-contained signaling on an eMBMS-only cell. 
Non-colocated multi-carrier support for eMBMS / unicast is useful for a scenario where a network may not deploy eMBMS on all sites that are located in an MBSFN area, but only in a subset of sites, e.g. because the coverage of these sites is large enough. Multi-carrier UEs should be able to receive eMBMS from one or more cells in MBSFN mode on one frequency and be served on another frequency from another asynchronous cell, that is selected according to the standardized cell reselection procedure.
Another use case for such multi-carrier support is where Mobile Network Operators have agreed that UEs subscribed to one network shall be able to receive certain eMBMS service from another network. One scenario is eMBMS in a stadium where the stadium-related service should be received by UEs regardless to which network they are subscribed. Another scenario is a wide-area TV service provided over eMBMS that shall be accessible by UEs regardless of subscription. 

Reception from non-colocated cells can imply significant receive power difference at the UE. The receive power difference a UE is required to support possibly depends on the band combination that the involved cells are operating in.

As identified by SA1, the 3GPP network shall provide the ability for an MNO to meet regulatory requirements for privacy and non-identification of a receiving user by entities outside of the MNO regardless of broadcast or unicast reception. Still it should remain possible for the network to count the number of service users within a given geographical granularity so that optimal switching between broadcast and unicast mode remains possible. 
4
Objective

4.1
Objective of SI or Core part WI or Testing part WI
The objective of the work item is to evaluate and specify the following eMBMS enhancements for LTE:  

a. Specify means of using a longer cyclic prefix (e.g. greater than 33.33µs) for use in a mixed unicast/eMBMS carrier for large SFN delay spread environment (e.g. 15km or larger inter-site distance), which guarantees coexistence of the legacy and new prefixes on the same carrier, while achieving a spectral efficiency of at least 2 bps/Hz. This objective includes evaluation. (RAN1)

b. Specify means of using subframes 0, 4, 5, 9 (FS1) and 0, 1, 5, 6 (FS2) for MBSFN. (RAN2, RAN1)

· The non-MBSFN subframes for unicast can only be used as Scell

c. Specify means of configuring MBSFN subframes without a unicast control region and cell-specific reference signals. (RAN1, RAN2)

Study the following:
d. Support for standalone carrier with all DL subframes dedicated to MBSFN transmission and self-contained eMBMS signaling including information of SIB13, SIB15, SIB16. (RAN2)
e. Support for multi-carrier eMBMS/unicast operation involving reception from one or more eMBMS cells that may be non-collocated and asynchronous with one or more cells that are simultaneously used for unicast. (RAN4, RAN2)
f. Solutions where a UE can receive the TV transport service without being authenticated (RAN1, RAN2, RAN3)
No new TDD DL/UL configuration for FS2 is considered in this WI
This work will consider the outcome of the corresponding SA2 work
4.2
Objective of Performance part WI
NOTE:
Leave empty if the WI proposal does not contain a RAN performance part.

Specify necessary performance requirements related to the above mentioned core requirements
4.3
RAN time budget proposal

NOTE:
For WIs/SIs under RAN WG5 leadership this section is not filled out. Otherwise:
For a not yet approved WI/SI the rapporteur has to fill out the last row of the table(s) below up to the target date of the WI/SI (if necessary add further tables): Indicate the number of time units (1 TU ~ 2h), i.e. one value for each session/field. If no time unit is needed, leave the field empty.
For WI/SI already approved in the past, the tables below will no longer be updated in the WI/SI description (i.e. the tables reflect the status of the initial approval). But changes can be proposed in the status report of the WI/SI.

	RAN #71
Q2/2016
RAN #72

	R1L
	R1U
	R2L
	R2U
	R2J
	R3
	R4RF

Core
	R4RD Core
	R4RF

Perf
	R4RD Perf
	R1L
	R1U
	R2L
	R2U
	R2J
	R3
	R4RF

Core
	R4RD Core
	R4RF Perf
	R4RD Perf

	84bis
	84bis
	93bis
	93bis
	89bis
	91bis
	78bis
	78bis
	78bis
	78bis
	85
	85
	94
	94
	90
	92
	79
	79
	79
	79

	1.5
	
	
	
	
	0.5
	
	
	
	
	1.5
	
	0.5
	
	
	0.5
	
	
	
	


	RAN #72
Q3/2016
RAN #73

	R1L
	R1U
	R2L
	R2U
	R2J
	R3
	R4RF

Core
	R4RD Core
	R4RF

Perf
	R4RD Perf

	86
	86
	95
	95
	91
	93
	80
	80
	80
	80

	1
	
	1
	
	
	
	
	
	
	


	RAN #73
Q4/2016
RAN #74

	R1L
	R1U
	R2L
	R2U
	R2J
	R3
	R4RF

Core
	R4RD Core
	R4RF

Perf
	R4RD Perf
	R1L
	R1U
	R2L
	R2U
	R2J
	R3
	R4RF

Core
	R4RD Core
	R4RF Perf
	R4RD Perf

	86bis
	86bis
	95bis
	95bis
	91bis
	93bis
	80bis
	80bis
	80bis
	80bis
	87
	87
	96
	96
	92
	94
	81
	81
	81
	81

	1
	
	1
	
	
	
	
	
	
	
	
	
	1
	
	
	
	
	
	
	


	RAN #74
Q1/2017
RAN #75

	R1L
	R1U
	R2L
	R2U
	R2J
	R3
	R4RF

Core
	R4RD Core
	R4RF

Perf
	R4RD Perf

	88
	88
	97
	97
	89
	95
	82
	82
	82
	82

	
	
	1
	
	
	
	
	
	
	0.5


	RAN #75
Q2/2017
RAN #76

	R1L
	R1U
	R2L
	R2U
	R2J
	R3
	R4RF

Core
	R4RD Core
	R4RF

Perf
	R4RD Perf
	R1L
	R1U
	R2L
	R2U
	R2J
	R3
	R4RF

Core
	R4RD Core
	R4RF Perf
	R4RD Perf

	88bis
	88bis
	97bis
	97bis
	97bis
	95bis
	82bis
	82bis
	82bis
	82bis
	89
	89
	98
	98
	98
	96
	83
	83
	83
	83

	
	
	
	
	
	
	
	
	
	1
	
	
	
	
	
	
	
	
	
	1


L: LTE, U: UMTS, J: Joint, RD: RRM/demodulation

NOTE:
In case further explanation of the time budget proposal is needed, then please explain this below.

additional comments to the time budget proposal:

5
Service Aspects

6
MMI-Aspects

7
Charging Aspects

8
Security Aspects

9
Impacts

	Affects:
	UICC apps
	ME
	AN
	CN
	Others

	Yes
	
	X
	X
	X
	

	No
	X
	
	
	
	X

	Don't know
	
	
	
	
	


10
Expected Output and Time scale

	New specifications [If Study Item, one TR is anticipated]

	Spec No.
	Title
	1st rsp. WG
	2nd rsp. WG(s)
	Presented for information at plenary#
	Approved at plenary #
	Comments

	36.xxx
	Technical Report on eMBMS enhancements for LTE
	RAN1
	RAN2
	RAN#74
	RAN#75
	

	
	
	
	
	
	
	


NOTE:
If this is a RAN WID including Core and Perf. part, then all new Core part specs have to be listed first and then all new Perf. part specs. Indicate "Core part" or "Perf. part" under Comments for each spec.
By default a new specs can only be new for one of both parts.

	Affected existing specifications  [None in the case of Study Items]

	Spec No.
	CR
	Subject of the CR
	Approved at plenary#
	Comments

	36.211
	
	Evolved Universal Terrestrial Radio Access (E-UTRA); Physical channels and modulation
	RAN#75
	

	36.212
	
	Evolved Universal Terrestrial Radio Access (E-UTRA); Multiplexing and channel coding
	RAN#75
	

	36.213
	
	Evolved Universal Terrestrial Radio Access (E-UTRA); Physical layer procedures
	RAN#75
	

	36.302
	
	Evolved Universal Terrestrial Radio Access (E-UTRA); Services provided by the physical layer
	RAN#75
	

	36.306
	
	Evolved Universal Terrestrial Radio Access (E-UTRA); User Equipment (UE) radio access capabilities
	RAN#75
	

	36.321
	
	Evolved Universal Terrestrial Radio Access (E-UTRA); Medium Access Control (MAC) protocol specification
	RAN#75
	

	36.331
	
	Evolved Universal Terrestrial Radio Access (E-UTRA); Radio Resource Control (RRC); Protocol specification
	RAN#75
	

	36.101
	
	Evolved Universal Terrestrial Radio Access (E-UTRA); User Equipment (UE) radio transmission and reception
	RAN#76
	Performance requirements 

	
	
	
	
	


NOTE:
If this is a RAN WID including Core and Perf. part, then all new Core part specs have to be listed first and then all new Perf. part specs. Indicate "Core part" or "Perf. part" under Comments for each spec.
If an existing spec is affected by both (Core part and Perf. part), then it has to be listed twice with appropriate approval dates.

11
Work item rapporteur(s)

Joerg, Huschke
Company:
Ericsson
Email:
Joerg (dot) Huschke (at) ericsson (dot) com
12
Work item leadership

RAN WG1
NOTE:
If this is a RAN WID including Core and Perf. part, then this WG specifies the WG leading the Core part.
RAN WG4 is by default leading the Perf. part.

13
Supporting Individual Members

	Supporting IM name

	Ericsson

	Qualcomm Inc.

	Nokia Networks

	Telefonica

	EBU

	Telstra

	Sequans Communications

	Dish Network

	KT

	AT&T

	Fraunhofer IIS

	Broadcom

	Deutsche Telekom
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