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	Reason for change:
	Clause for Channel Bandwith for Dual Connectivity is missing in TS36.521-1


	
	

	Summary of change:
	Added new clause 5.4.2C “Channel Bandwidth for Dual Connectivity” aligned to a the corresponding clause in TS36.101.
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	Channel BW for Dual Connectivity will remain undefined
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	Other comments:
	


5.4.2B
Channel bandwidth for UL-MIMO
5.4.2B.1
Channel bandwidths per operating band for UL- MIMO
For UL-MIMO, the channel bandwidths specified in Table 5.4.2.1-1 in present document apply for the UL-MIMO operating bands.
5.4.2C 
Channel bandwidth for Dual Connectivity
For E-UTRA DC bands specified in 5.2C, the corresponding E-UTRA CA configurations in 5.4.A2.1, i.e., dual uplink inter-band carrier aggregation with uplink assigned to two E-UTRA bands, are applicable to Dual Connectivity. 

NOTE 1:
Requirements for the dual connectivity configurations are defined in the section corresponding E-UTRA uplink CA configurations, unless otherwise specified.

NOTE 2:
For TDD inter-band dual connectivity configurations, requirements are applicable only for synchronous operation.
5.4.2D
Channel bandwidth for ProSe

5.4.2D.1
Channel bandwidths per operating band for ProSe

