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Introduction

Total Number of CRs agreed for this WI: 42. TSs being affected:

· 36.508 - 
  4 CR(s)

· 36.521-1 - 
  6 CR(s)

· 36.521-2 - 
  1 CR(s)

· 36.521-3 - 
11 CR(s)

· 36.523-1 - 
16 CR(s)

· 36.523-2 - 
  3 CR(s)

· 36.523-3 - 
  1 CR(s)

· 36.904 - 
  0 CR(s)

Note:
Non TTCN CRs may have impact on TTCN and therefore there may be one or more non TTCN CR(s) and one or more TTCN CR(s) 
that affect one and the same issue.
	WG Tdoc
	Spec
	CR
	R
	Cat
	Rel
	Curr Ver
	Title
	Work Item

	R5-162073
	36.508
	0694
	-
	F
	Rel-12
	12.9.0
	Correction to generic default messages for Dual Connectivity
	LTE_SC_enh_dualC-UEConTest

	R5-162394
	36.508
	0710
	-
	F
	Rel-12
	12.9.0
	Introduction of test frequencies for protocol testing of Dual Connectivity 
	LTE_SC_enh_dualC-UEConTest

	R5-162883
	36.508
	0695
	1
	F
	Rel-12
	12.9.0
	Correction to generic RF procedures for Dual Connectivity
	LTE_SC_enh_dualC-UEConTest

	R5-163025
	36.508
	0704
	1
	F
	Rel-12
	12.9.0
	Correction to generic procedures for protocol testing of Dual Connectivity
	LTE_SC_enh_dualC-UEConTest

	R5-162340
	36.521-1
	2608
	-
	F
	Rel-13
	13.1.0
	Added Channel BW clause for Dual Connectivity
	LTE_SC_enh_dualC-UEConTest

	R5-162884
	36.521-1
	2599
	1
	F
	Rel-13
	13.1.0
	Update to FDD PDSCH Closed Loop Multi-Layer Spatial Multiplexing 4x2 for Dual Connectivity
	LTE_SC_enh_dualC-UEConTest

	R5-162885
	36.521-1
	2600
	1
	F
	Rel-13
	13.1.0
	Update to TDD PDSCH Closed Loop Multi-Layer Spatial Multiplexing 4x2 for Dual Connectivity
	LTE_SC_enh_dualC-UEConTest

	R5-162886
	36.521-1
	2601
	1
	F
	Rel-13
	13.1.0
	Update to sustained data rate performance for Dual Connectivity 64QAM
	LTE_SC_enh_dualC-UEConTest

	R5-162887
	36.521-1
	2641
	1
	F
	Rel-13
	13.1.0
	Addition of test case for FDD sustained data rate performance for Dual Connectivity 256QAM
	LTE_SC_enh_dualC-UEConTest

	R5-162888
	36.521-1
	2642
	1
	F
	Rel-13
	13.1.0
	Addition of test case for TDD sustained data rate performance for Dual Connectivity 256QAM
	LTE_SC_enh_dualC-UEConTest

	R5-163118
	36.521-2
	0425
	1
	F
	Rel-13
	13.1.0
	Applicability CR to 36.521-2 for new DC test cases
	LTE_SC_enh_dualC-UEConTest

	R5-162957
	36.521-3
	1426
	1
	F
	Rel-12
	12.9.0
	Update to Dual Connectivity RRM test case 8.23.4
	LTE_SC_enh_dualC-UEConTest

	R5-162958
	36.521-3
	1427
	1
	F
	Rel-12
	12.9.0
	Update to Dual Connectivity RRM test case 8.23.5
	LTE_SC_enh_dualC-UEConTest

	R5-162959
	36.521-3
	1428
	1
	F
	Rel-12
	12.9.0
	Update to Dual Connectivity RRM test case 8.23.6
	LTE_SC_enh_dualC-UEConTest

	R5-162960
	36.521-3
	1446
	1
	F
	Rel-12
	12.9.0
	Added new clause for Syncronous and Asynchronous DC test principles
	LTE_SC_enh_dualC-UEConTest

	R5-162961
	36.521-3
	1456
	1
	F
	Rel-12
	12.9.0
	Update to Dual Connectivity RRM test case 8.23.2
	LTE_SC_enh_dualC-UEConTest

	R5-162962
	36.521-3
	1467
	1
	F
	Rel-12
	12.9.0
	Update to Dual Connectivity RRM test case 8.23.3
	LTE_SC_enh_dualC-UEConTest

	R5-162963
	36.521-3
	1468
	1
	F
	Rel-12
	12.9.0
	Update of DC RLM test cases
	LTE_SC_enh_dualC-UEConTest

	R5-162964
	36.521-3
	1469
	1
	F
	Rel-12
	12.9.0
	Adding new RLM test case 7.3.41 
	LTE_SC_enh_dualC-UEConTest

	R5-162965
	36.521-3
	1470
	1
	F
	Rel-12
	12.9.0
	Adding new RLM test case 7.3.42
	LTE_SC_enh_dualC-UEConTest

	R5-162966
	36.521-3
	1471
	1
	F
	Rel-12
	12.9.0
	Adding new RLM test case 7.3.43
	LTE_SC_enh_dualC-UEConTest

	R5-163111
	36.521-3
	1455
	1
	F
	Rel-12
	12.9.0
	Update to Dual Connectivity RRM test case 8.23.1
	LTE_SC_enh_dualC-UEConTest

	R5-162146
	36.523-1
	3386
	-
	F
	Rel-13
	13.0.0
	Correction to Dual Connectivity PDCP Test Cases 7.3.7.1
	LTE_SC_enh_dualC-UEConTest

	R5-162365
	36.523-1
	3405
	-
	F
	Rel-13
	13.0.0
	Introduction of Specific Message Content for Dual Connectivity test case 8.2.4.25.3, RRC connection reconfiguration / Intra-MeNB Handover / Split DRB to Split DRB
	LTE_SC_enh_dualC-UEConTest

	R5-162366
	36.523-1
	3406
	-
	F
	Rel-13
	13.0.0
	Correction to Dual Connectivity test case 8.2.2.9.5, RRC connection reconfiguration / SCG change without handover / Split DRB modification within the same PSCell
	LTE_SC_enh_dualC-UEConTest

	R5-162454
	36.523-1
	3428
	-
	F
	Rel-13
	13.0.0
	Addition of TC 8.2.2.9.3 RRC connection reconfiguration / SCG change without handover / SCG DRB to MCG DRB and SCG DRB modification
	LTE_SC_enh_dualC-UEConTest

	R5-162536
	36.523-1
	3445
	-
	F
	Rel-13
	13.0.0
	Correction to Dual connectivity PDCP test cases
	LTE_SC_enh_dualC-UEConTest

	R5-163026
	36.523-1
	3407
	1
	F
	Rel-13
	13.0.0
	Correction to Dual Connectivity test case 8.5.1.8.1, Radio link failure on PSCell / UE supports SCG DRB
	LTE_SC_enh_dualC-UEConTest

	R5-163027
	36.523-1
	3408
	1
	F
	Rel-13
	13.0.0
	Introduction of Dual Connectivity test case 8.5.1.8.2, Radio link failure on PSCell / UE supports Split DRB
	LTE_SC_enh_dualC-UEConTest

	R5-163028
	36.523-1
	3423
	1
	F
	Rel-13
	13.0.0
	Add dual connectivity test case 8.2.4.25.4
	LTE_SC_enh_dualC-UEConTest

	R5-163029
	36.523-1
	3424
	1
	F
	Rel-13
	13.0.0
	Add dual connectivity test case 8.2.4.25.5
	LTE_SC_enh_dualC-UEConTest

	R5-163030
	36.523-1
	3425
	1
	F
	Rel-13
	13.0.0
	Add dual connectivity test case 8.2.4.25.6
	LTE_SC_enh_dualC-UEConTest

	R5-163031
	36.523-1
	3426
	1
	F
	Rel-13
	13.0.0
	Add dual connectivity test case 8.2.4.25.7
	LTE_SC_enh_dualC-UEConTest

	R5-163032
	36.523-1
	3429
	1
	F
	Rel-13
	13.0.0
	Addition of TC 8.2.2.9.4 RRC connection reconfiguration / SCG change without handover / Split DRB to MCG/SCG DRBs
	LTE_SC_enh_dualC-UEConTest

	R5-163033
	36.523-1
	3494
	1
	F
	Rel-13
	13.0.0
	Correction to Dual Connectivity PDCP Test Cases 7.3.7.2 and 7.3.7.3
	LTE_SC_enh_dualC-UEConTest

	R5-163074
	36.523-1
	3387
	1
	F
	Rel-13
	13.0.0
	Update dual connectivity test case 8.2.2.9.1
	LTE_SC_enh_dualC-UEConTest

	R5-163075
	36.523-1
	3388
	1
	F
	Rel-13
	13.0.0
	Update dual connectivity test case 8.2.2.9.2
	LTE_SC_enh_dualC-UEConTest

	R5-163076
	36.523-1
	3427
	1
	F
	Rel-13
	13.0.0
	Addition of Dual Connectivity MAC  test cases for Dual Connectivity Buffer Status Report
	LTE_SC_enh_dualC-UEConTest

	R5-162370
	36.523-2
	0850
	-
	F
	Rel-13
	13.0.0
	Applicability updates for Dual Connectivity tests 8.2.2.9.5 and 8.5.1.8.2
	LTE_SC_enh_dualC-UEConTest

	R5-162452
	36.523-2
	0855
	-
	F
	Rel-13
	13.0.0
	Applicability of new test cases 7.1.4.26.1 / 8.2.2.9.3 / 8.2.2.9.4
	LTE_SC_enh_dualC-UEConTest

	R5-163034
	36.523-2
	0853
	1
	F
	Rel-13
	13.0.0
	Add applicability for new dual connectivity test cases
	LTE_SC_enh_dualC-UEConTest

	R5-163035
	36.523-3
	3281
	1
	F
	Rel-12
	12.5.0
	Dual Connectivity: Test Model updates
	LTE_SC_enh_dualC-UEConTest
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