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Change 1 
	Function name
	fl_TC_9_2_1_1_29_Body()

	Reason for change
	As per spec 36.523-1 Table 9.2.1.1.29.3.2-1:

Step 3: Causes the UE originate an emergency bearer service (Note1).
So correct function (f_UT_RequestIMSEmergencyCall) for originating emergency bearer service need to be used (NO_CNF_REQUIRED).

In case of function f_UT_RequestIMSCall (CNF_REQUIRED) situation when CNF will came later then RRC Connection request may happen and TC will fail.

	Summary of change
	Function f_UT_RequestIMSCall reolaced with function f_UT_RequestIMSEmergencyCall in Step 3 of test body

	TTCN module
	\LTE\9_2\NAS_Attach_EOnly.ttcn

	MCC160 Comment
	


Before change

  function fl_TC_9_2_1_1_29_Body() runs on EUTRA_PTC

  {

    var template AdditionalUpdateType v_AdditionalUpdateType := f_GetAdditionalUpdateType ();

    var NAS_MSG_Indication_Type v_NasInd;

    var template(value) CellPowerList_Type v_CellPowerList;

    //@siclog "Step 1" siclog@

    // The SS configures:

    //- cell A as the "Serving cell".

    //- cell B as a "Non-Suitable cell".

    v_CellPowerList := {

      cs_CellPower(eutra_CellA, tsc_ServingCellRS_EPRE),

      cs_CellPower(eutra_CellB, tsc_NonSuitableCellRS_EPRE)

    }

    f_EUTRA_SetCellPowerList(v_CellPowerList);

    //The following messages are to be observed on cell A unless explicitly stated otherwise.

    //@siclog "Step 2" siclog@

    //The UE is switched on without a valid USIM inserted.

    f_UT_SwitchOnUE(UT, true, NO_CNF_REQUIRED);

    //@siclog "Step 3" siclog@

    //Causes the UE originate an emergency bearer service (Note1).

    f_UT_RequestIMSCall(UT, px_EmergencyCallNumber);      

    //@siclog "Step 4" siclog@

    //The UE transmits an ATTACH REQUEST message to attach for emergency bearer services, including a PDN CONNECTIVITY REQUEST message.

    v_NasInd := f_EUTRA_RRC_ConnEst_DefWithNas(eutra_CellA,

                                               tsc_RRC_TI_Def,

                                               cr_EstablishmentCause_Any,

                                               cr_NAS_IndicationWithPiggybacking(tsc_SHT_NoSecurityProtection,

                                                                                 cdr_ATTACH_REQUEST_WithIMEI(tsc_EAttachType_Emergency,

                                                                                                             v_AdditionalUpdateType),

                                                                                 cr_508_PDN_CONNECTIVITY_REQUEST(tsc_PdnRequest_Emergency,

                                                                                                                 f_GetPdnType())));

    //@siclog "Step 5" siclog@

    //The SS transmits an ATTACH REJECT message with EMM cause = " IMEI not accepted " as specified.

    SRB.send(cas_SRB1_NasPdu_REQ(eutra_CellA,

                                 cs_TimingInfo_Now,

                                 cs_NAS_Request(tsc_SHT_NoSecurityProtection,

                                                cs_508_AttachReject(cs_EMM_Cause_v(tsc_Cause_IMEINotAccepted),

                                                                    omit))));

    //@siclog "Step 6" siclog@

    //The SS releases the RRC connection.

    f_EUTRA_RRC_ConnectionRelease(eutra_CellA);

    //@siclog "Step 7" siclog@

    //The SS configures:

    //- Cell A as a "Non-Suitable cell".

    //- Cell B as the "Serving cell".

    v_CellPowerList := {

      cs_CellPower(eutra_CellA, tsc_NonSuitableCellRS_EPRE),

      cs_CellPower(eutra_CellB, tsc_ServingCellRS_EPRE)

    }

    f_EUTRA_SetCellPowerList(v_CellPowerList);

    //The following messages are to be observed on Cell B unless explicitly stated otherwise.

    //@siclog "Step 8" siclog@

    //Check: Does the UE transmit an ATTACH REQUEST message in the next 30 seconds? (F)

    //Note: Cell B belongs to the same PLMN where the UE was rejected but a different TA

    f_EUTRA_CheckNoAttachOn1Cell(eutra_CellB, 30.0, "Step 8");

  }...
After change

function fl_TC_9_2_1_1_29_Body() runs on EUTRA_PTC

  {

    var template AdditionalUpdateType v_AdditionalUpdateType := f_GetAdditionalUpdateType ();

    var NAS_MSG_Indication_Type v_NasInd;

    var template(value) CellPowerList_Type v_CellPowerList;

    //@siclog "Step 1" siclog@

    // The SS configures:

    //- cell A as the "Serving cell".

    //- cell B as a "Non-Suitable cell".

    v_CellPowerList := {

      cs_CellPower(eutra_CellA, tsc_ServingCellRS_EPRE),

      cs_CellPower(eutra_CellB, tsc_NonSuitableCellRS_EPRE)

    }

    f_EUTRA_SetCellPowerList(v_CellPowerList);

    //The following messages are to be observed on cell A unless explicitly stated otherwise.

    //@siclog "Step 2" siclog@

    //The UE is switched on without a valid USIM inserted.

    f_UT_SwitchOnUE(UT, true, NO_CNF_REQUIRED);

    //@siclog "Step 3" siclog@

    //Causes the UE originate an emergency bearer service (Note1).

    f_UT_RequestIMSEmergencyCall (UT, px_EmergencyCallNumber); 

    //@siclog "Step 4" siclog@

    //The UE transmits an ATTACH REQUEST message to attach for emergency bearer services, including a PDN CONNECTIVITY REQUEST message.

    v_NasInd := f_EUTRA_RRC_ConnEst_DefWithNas(eutra_CellA,

                                               tsc_RRC_TI_Def,

                                               cr_EstablishmentCause_Any,

                                               cr_NAS_IndicationWithPiggybacking(tsc_SHT_NoSecurityProtection,

                                                                                 cdr_ATTACH_REQUEST_WithIMEI(tsc_EAttachType_Emergency,

                                                                                                             v_AdditionalUpdateType),

                                                                                 cr_508_PDN_CONNECTIVITY_REQUEST(tsc_PdnRequest_Emergency,

                                                                                                                 f_GetPdnType())));

    //@siclog "Step 5" siclog@

    //The SS transmits an ATTACH REJECT message with EMM cause = " IMEI not accepted " as specified.

    SRB.send(cas_SRB1_NasPdu_REQ(eutra_CellA,

                                 cs_TimingInfo_Now,

                                 cs_NAS_Request(tsc_SHT_NoSecurityProtection,

                                                cs_508_AttachReject(cs_EMM_Cause_v(tsc_Cause_IMEINotAccepted),

                                                                    omit))));

    //@siclog "Step 6" siclog@

    //The SS releases the RRC connection.

    f_EUTRA_RRC_ConnectionRelease(eutra_CellA);

    //@siclog "Step 7" siclog@

    //The SS configures:

    //- Cell A as a "Non-Suitable cell".

    //- Cell B as the "Serving cell".

    v_CellPowerList := {

      cs_CellPower(eutra_CellA, tsc_NonSuitableCellRS_EPRE),

      cs_CellPower(eutra_CellB, tsc_ServingCellRS_EPRE)

    }

    f_EUTRA_SetCellPowerList(v_CellPowerList);

    //The following messages are to be observed on Cell B unless explicitly stated otherwise.

    //@siclog "Step 8" siclog@

    //Check: Does the UE transmit an ATTACH REQUEST message in the next 30 seconds? (F)

    //Note: Cell B belongs to the same PLMN where the UE was rejected but a different TA

    f_EUTRA_CheckNoAttachOn1Cell(eutra_CellB, 30.0, "Step 8");

  }

...
