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Change 1 
	Function name
	fl_TC_9_2_1_1_7_Body

	Reason for change
	The UE is previously registered on E-UTRAN, and when on E-UTRAN, the UE last attempted to register on cell I or C and received reject cause "forbidden PLMN".
This means that attach procedure was not successful and UE does not have security.

New implementation in step 3-9Jb1 expects integrity protected NAS message (attach request) what is incorrect. 

Function f_EUTRA_InitialRegistration is releasing RRC connection, but Detach request message in step 10-10a is expected from RRC_CONNECTED state. Detach request should be expected in RRC_IDLE state – step 10-10a.

	Summary of change
	Input parameter NORMAL should be replace with input parameter PREAMBLE in function f_EUTRA_InitialRegistration – step 3-9Jb1

Replace input parameter RRC_CONNECTED with RRC_IDLE in function    f_EUTRA_UE_Detach_SwitchOffUe – step 10-10a

	TTCN module
	\LTE\9_2\NAS_Attach_EOnly.ttcn

	MCC160 Comment
	


Before change

  function fl_TC_9_2_1_1_7_Body() runs on EUTRA_PTC

  {

    // ==========================================================================

    // initialize test case data structures

    // ==========================================================================

    var ProcedureTransactionIdentifier v_EPS_TI := '00'O;

    var NAS_MSG_Indication_Type v_NasInd;

    var RRC_TransactionIdentifier v_RRC_TI := tsc_RRC_TI_Def;

    var GutiParameters_Type v_Guti1_Params := f_EUTRA_CellInfo_GetGuti(eutra_CellA);

    var template AdditionalUpdateType v_AdditionalUpdateType := f_GetAdditionalUpdateType (EPS_Only); // @sic R5s110176 sic@

    var NAS_AttDetValue_Type v_AttachType := f_GetEAttachType(EPS_Only); // @sic R5s110176 sic@

    var template (omit) EPS_BearerContextStatus v_EpsBearerCtxtStatus;

    var template (value) TrackingAreaIdList v_TaiList;

    var template (value) CellPowerList_Type v_CellPowerList;

    var NasCount_Type v_NasCountUL;

    //@siclog "Step 1" siclog@

    //The SS configures: Cell A as the "Serving cell". Cell G as a "Non-Suitable cell". Cell I as a "Non-Suitable cell".

    v_CellPowerList := {

      cs_CellPower ( eutra_CellA, tsc_ServingCellRS_EPRE ),

      cs_CellPower ( eutra_CellG, tsc_NonSuitableCellRS_EPRE ),

      cs_CellPower ( eutra_CellI, tsc_NonSuitableCellRS_EPRE )

    };

    f_EUTRA_SetCellPowerList ( v_CellPowerList );

    //@siclog "Step 2" siclog@

    //+   The UE is switched on.

    f_EUTRA_SwitchOnUEandStartIP(eutra_CellA); // @sic R5s120065 sic@

    // Steps 2-18b1 of the generic procedure for UE registration specified in TS 36.508 subclause 4.5.2.3 are performed.

   //@siclog "Step 3-9Jb1" siclog@" siclog@

   // Steps 2-18b1 of the generic procedure for UE registration specified in TS 36.508 subclause 4.5.2.3 are performed.

    f_EUTRA_InitialRegistration(eutra_CellA, NORMAL, STATE2_IDLEUPDATE, NORMAL); // @sic R5-160741 sic@  @sic R5-160947 sic@
    //@siclog "Steps 10 - 10a" siclog@

    //+  The UE is switched off.

    f_EUTRA_UE_Detach_SwitchOffUe(eutra_CellA, RRC_CONNECTED, EPS_Only, -, -, true); // @sic R5s110176 sic@ @sic R5s120597r1 sic@

After change

  function fl_TC_9_2_1_1_7_Body() runs on EUTRA_PTC

  {

    // ==========================================================================

    // initialize test case data structures

    // ==========================================================================

    var ProcedureTransactionIdentifier v_EPS_TI := '00'O;

    var NAS_MSG_Indication_Type v_NasInd;

    var RRC_TransactionIdentifier v_RRC_TI := tsc_RRC_TI_Def;

    var GutiParameters_Type v_Guti1_Params := f_EUTRA_CellInfo_GetGuti(eutra_CellA);

    var template AdditionalUpdateType v_AdditionalUpdateType := f_GetAdditionalUpdateType (EPS_Only); // @sic R5s110176 sic@

    var NAS_AttDetValue_Type v_AttachType := f_GetEAttachType(EPS_Only); // @sic R5s110176 sic@

    var template (omit) EPS_BearerContextStatus v_EpsBearerCtxtStatus;

    var template (value) TrackingAreaIdList v_TaiList;

    var template (value) CellPowerList_Type v_CellPowerList;

    var NasCount_Type v_NasCountUL;

    //@siclog "Step 1" siclog@

    //The SS configures: Cell A as the "Serving cell". Cell G as a "Non-Suitable cell". Cell I as a "Non-Suitable cell".

    v_CellPowerList := {

      cs_CellPower ( eutra_CellA, tsc_ServingCellRS_EPRE ),

      cs_CellPower ( eutra_CellG, tsc_NonSuitableCellRS_EPRE ),

      cs_CellPower ( eutra_CellI, tsc_NonSuitableCellRS_EPRE )

    };

    f_EUTRA_SetCellPowerList ( v_CellPowerList );

    //@siclog "Step 2" siclog@

    //+   The UE is switched on.

    f_EUTRA_SwitchOnUEandStartIP(eutra_CellA); // @sic R5s120065 sic@

    // Steps 2-18b1 of the generic procedure for UE registration specified in TS 36.508 subclause 4.5.2.3 are performed.

   //@siclog "Step 3-9Jb1" siclog@" siclog@

   // Steps 2-18b1 of the generic procedure for UE registration specified in TS 36.508 subclause 4.5.2.3 are performed.

    f_EUTRA_InitialRegistration(eutra_CellA, PREAMBLE, STATE2_IDLEUPDATE, NORMAL); // @sic R5-160741 sic@  @sic R5-160947 sic@
    //@siclog "Steps 10 - 10a" siclog@

    //+  The UE is switched off.

    f_EUTRA_UE_Detach_SwitchOffUe(eutra_CellA, RRC_IDLE, EPS_Only, -, -, true); // @sic R5s110176 sic@ @sic R5s120597r1 sic@

Change 2 
	Function name
	fl_TC_9_2_1_1_7a_Body

	Reason for change
	According to test case specification 36.523-1 chap. 9.2.1.1.7a.3.1:

the UE is previously registered on E-UTRAN, and when on E-UTRAN, the UE last attempted to register on cell I or C and received reject cause "forbidden PLMN".
This means that attach procedure was not successful and UE does not have security.

New implementation in step 3-9Ib1 expects integrity protected NAS message (attach request) what is incorrect. 

Function f_EUTRA_InitialRegistration is releasing RRC connection, but Detach request message in step 10-10a is expected from RRC_CONNECTED state. Detach request should be expected in RRC_IDLE state – step 10-10a.

	Summary of change
	Input parameter NORMAL should be replace with input parameter PREAMBLE in function f_EUTRA_InitialRegistration – step 3-9Ib1

Replace input parameter RRC_CONNECTED with RRC_IDLE in function    f_EUTRA_UE_Detach_SwitchOffUe – step 10-10a

	TTCN module
	\LTE\9_2\NAS_Attach_EOnly.ttcn

	MCC160 Comment
	


Before change

  function fl_TC_9_2_1_1_7a_Body() runs on EUTRA_PTC

  {

    var ProcedureTransactionIdentifier v_EPS_TI := '00'O;

    var NAS_MSG_Indication_Type v_NasInd;

    var RRC_TransactionIdentifier v_RRC_TI := tsc_RRC_TI_Def;

    var GutiParameters_Type v_Guti1_Params := f_EUTRA_CellInfo_GetGuti(eutra_CellA);

    var template AdditionalUpdateType v_AdditionalUpdateType := f_GetAdditionalUpdateType (EPS_Only);

    var NAS_AttDetValue_Type v_AttachType := f_GetEAttachType(EPS_Only);

    var template (omit) EPS_BearerContextStatus v_EpsBearerCtxtStatus;

    var template (value) TrackingAreaIdList v_TaiList;

    var template (value) CellPowerList_Type v_CellPowerList;

    var NasCount_Type v_NasCountUL;

    //@siclog "Step 1" siclog@

    //The SS configures: Cell A as the "Serving cell". Cell B as a "Non-Suitable cell". Cell C as a "Non-Suitable cell".

    v_CellPowerList := {

      cs_CellPower ( eutra_CellA, tsc_ServingCellRS_EPRE ),

      cs_CellPower ( eutra_CellB, tsc_NonSuitableCellRS_EPRE ),

      cs_CellPower ( eutra_CellC, tsc_NonSuitableCellRS_EPRE )

    };

    f_EUTRA_SetCellPowerList ( v_CellPowerList );

    //@siclog "Step 2" siclog@

    //+   The UE is switched on.

    f_UT_SwitchOnUE(UT, false); // @sic R5s130100 sic@

    //@siclog "Step 3-9Ib1" siclog@

    //+  Steps 2-18b1 of the generic procedure for UE registration specified in TS 36.508 subclause 4.5.2.3 are performed.

    f_EUTRA_InitialRegistration(eutra_CellA, NORMAL, STATE2_IDLEUPDATE, NORMAL); // @sic R5-160741 sic@
    //@siclog "Steps 10 - 10a" siclog@

    //+  The UE is switched off.

    f_EUTRA_UE_Detach_SwitchOffUe(eutra_CellA, RRC_CONNECTED, EPS_Only, - , -, true); // @sic R5s120597r1 sic@
After change

    function fl_TC_9_2_1_1_7a_Body() runs on EUTRA_PTC

  {

    var ProcedureTransactionIdentifier v_EPS_TI := '00'O;

    var NAS_MSG_Indication_Type v_NasInd;

    var RRC_TransactionIdentifier v_RRC_TI := tsc_RRC_TI_Def;

    var GutiParameters_Type v_Guti1_Params := f_EUTRA_CellInfo_GetGuti(eutra_CellA);

    var template AdditionalUpdateType v_AdditionalUpdateType := f_GetAdditionalUpdateType (EPS_Only);

    var NAS_AttDetValue_Type v_AttachType := f_GetEAttachType(EPS_Only);

    var template (omit) EPS_BearerContextStatus v_EpsBearerCtxtStatus;

    var template (value) TrackingAreaIdList v_TaiList;

    var template (value) CellPowerList_Type v_CellPowerList;

    var NasCount_Type v_NasCountUL;

    //@siclog "Step 1" siclog@

    //The SS configures: Cell A as the "Serving cell". Cell B as a "Non-Suitable cell". Cell C as a "Non-Suitable cell".

    v_CellPowerList := {

      cs_CellPower ( eutra_CellA, tsc_ServingCellRS_EPRE ),

      cs_CellPower ( eutra_CellB, tsc_NonSuitableCellRS_EPRE ),

      cs_CellPower ( eutra_CellC, tsc_NonSuitableCellRS_EPRE )

    };

    f_EUTRA_SetCellPowerList ( v_CellPowerList );

    //@siclog "Step 2" siclog@

    //+   The UE is switched on.

    f_UT_SwitchOnUE(UT, false); // @sic R5s130100 sic@

    //@siclog "Step 3-9Ib1" siclog@

    //+  Steps 2-18b1 of the generic procedure for UE registration specified in TS 36.508 subclause 4.5.2.3 are performed.

    f_EUTRA_InitialRegistration(eutra_CellA, PREAMBLE, STATE2_IDLEUPDATE, NORMAL); // @sic R5-160741 sic@
    //@siclog "Steps 10 - 10a" siclog@

    //+  The UE is switched off.

    f_EUTRA_UE_Detach_SwitchOffUe(eutra_CellA, RRC_IDLE, EPS_Only, - , -, true); // @sic R5s120597r1 sic@
