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	Other comments:
	


Change 1 

	Function name
	f_TC_13_5_1a_EUTRA

	Reason for change
	Following the agreement and implementation of prose CRs R5-160920 (removal of 13.5.1b and merging into 13.5.1a), the test sequence of 13.5.1a is incorrect. The SSAC barring information is never removed from SIB2.



	Summary of change
	Correct test sequence of 13.5.1a so that test purpose is correctly tested. Note : A related prose CR will be raised at RAN5#71.



	TTCN module
	AccessControl_R12.ttcn

	MCC160 Comment
	


Before change

  function f_TC_13_5_1a_EUTRA() runs on EUTRA_PTC

  { // MTSI MO speech Call / SSAC in Connected mode / 0% access probability for MTSI MO speech call

    f_EUTRA_Init(c1);

    f_EUTRA_CellConfig_Def(eutra_Cell1, HANDLE_UM_DATA, USE_BIG_GRANTS);

    f_EUTRA_CellInfo_SetSIB2_SSAC_BarringForMMTEL_Voice (eutra_Cell1,cs_AC_BarringConfig(p00, s64, '11111'B));

    f_EUTRA_SS_ConfigureSysinfo(eutra_Cell1);

    f_EUTRA_Preamble(eutra_Cell1, STATE2_IDLEUPDATE,-, -, -, -, noRrcConnectionRelease);

    f_EUTRA_TestBody_Set(true);

    // @siclog "Step 5" siclog@

    // Make the UE attempt a MTSI MO Speech call

    f_UT_RequestIMSCall(UT, px_IMS_CalleeUri);

    // @siclog "Step 6" siclog@

    // Check: Does the UE transmit an INVITE message  within 10 s?

    f_Delay(10.0);
    // @siclog "Step 6A" siclog@

    // Make the UE attempt a MTSI MO Speech call

    f_UT_RequestIMSCall(UT, px_IMS_CalleeUri); // @sic R5-160920 sic@

    // @siclog "Step 6B" siclog@

    // Wait for 10 s (Note 1) to allow the new system information to take effect.

    f_Delay(10.0); // @sic R5-160920 sic@

    // @siclog "Step 6 - 7" siclog@

    // Check: Does the UE transmit an INVITE message with in 10s?

    f_Delay(64.0); // @sic R5-160920 sic@

    // @siclog "Step 8" siclog@

    f_UT_RequestIMSCall(UT, px_IMS_CalleeUri);

    f_IMS_IPCAN_SendCoOrdMsg(IMS[tsc_Index_PDN1]);

    // @siclog "Step 13 - 15" siclog@

    // Steps 12 to 14 of the generic procedure for MTSI MO speech call establishment (TS 36.508 table 4.5A.6.3-1).

    f_IMS_IPCAN_WaitForTrigger(IMS[tsc_Index_PDN1]);

    f_EUTRA_ActivateDedicatedEpsBearer_Speech(eutra_Cell1);

    // @siclog "Step 23" siclog@

    f_EUTRA_508Check_ConnectedState (eutra_Cell1);

    f_IMS_IPCAN_SendCoOrdMsg(IMS[tsc_Index_PDN1]);

    f_IMS_IPCAN_WaitForTrigger(IMS[tsc_Index_PDN1]);

    f_EUTRA_TestBody_Set(false);

    f_EUTRA_Postamble(eutra_Cell1, E2_CONNECTED);

  } 
After change

  function f_TC_13_5_1a_EUTRA() runs on EUTRA_PTC

  { // MTSI MO speech Call / SSAC in Connected mode / 0% access probability for MTSI MO speech call

    f_EUTRA_Init(c1);

    f_EUTRA_CellConfig_Def(eutra_Cell1, HANDLE_UM_DATA, USE_BIG_GRANTS);

    f_EUTRA_CellInfo_SetSIB2_SSAC_BarringForMMTEL_Voice (eutra_Cell1,cs_AC_BarringConfig(p00, s64, '11111'B));

    f_EUTRA_SS_ConfigureSysinfo(eutra_Cell1);

    f_EUTRA_Preamble(eutra_Cell1, STATE2_IDLEUPDATE,-, -, -, -, noRrcConnectionRelease);

    f_EUTRA_TestBody_Set(true);

    // @siclog "Step 5" siclog@

    // Make the UE attempt a MTSI MO Speech call

    f_UT_RequestIMSCall(UT, px_IMS_CalleeUri);

    // @siclog "Step 6" siclog@

    // Check: Does the UE transmit an INVITE message  within 10 s?

    f_Delay(10.0);
    f_EUTRA_CellInfo_SetSIB2_SSAC_BarringForMMTEL_Voice (eutra_Cell1, omit);

    f_EUTRA_ModifySysinfo (eutra_Cell1, -, RRC_CONNECTED)

    f_Delay(15.0);
    // @siclog "Step 6A" siclog@

    // Make the UE attempt a MTSI MO Speech call

    f_UT_RequestIMSCall(UT, px_IMS_CalleeUri); // @sic R5-160920 sic@

    // @siclog "Step 6B" siclog@

    // Wait for 10 s (Note 1) to allow the new system information to take effect.

    //REMOVED f_Delay(10.0); // @sic R5-160920 sic@

    // @siclog "Step 6 - 7" siclog@

    // Check: Does the UE transmit an INVITE message with in 10s?

    f_Delay(49.0); // @sic R5-160920 sic@

    // @siclog "Step 8" siclog@

    f_UT_RequestIMSCall(UT, px_IMS_CalleeUri);

    f_IMS_IPCAN_SendCoOrdMsg(IMS[tsc_Index_PDN1]);

    // @siclog "Step 13 - 15" siclog@

    // Steps 12 to 14 of the generic procedure for MTSI MO speech call establishment (TS 36.508 table 4.5A.6.3-1).

    f_IMS_IPCAN_WaitForTrigger(IMS[tsc_Index_PDN1]);

    f_EUTRA_ActivateDedicatedEpsBearer_Speech(eutra_Cell1);

    // @siclog "Step 23" siclog@

    f_EUTRA_508Check_ConnectedState (eutra_Cell1);

    f_IMS_IPCAN_SendCoOrdMsg(IMS[tsc_Index_PDN1]);

    f_IMS_IPCAN_WaitForTrigger(IMS[tsc_Index_PDN1]);

    f_EUTRA_TestBody_Set(false);

    f_EUTRA_Postamble(eutra_Cell1, E2_CONNECTED);

  } 
Change 2
	Function name
	f_TC_13_5_2a_EUTRA

	Reason for change
	Following the agreement and implementation of prose CRs R5-160921 (removal of 13.5.2b and merging into 13.5.2a), the test sequence of 13.5.2a is incorrect. The SSAC barring information is never removed from SIB2.



	Summary of change
	Correct test sequence of 13.5.2a so that test purpose is correctly tested. Note : A related prose CR will be raised at RAN5#71.



	TTCN module
	AccessControl_R12.ttcn

	MCC160 Comment
	


Before change

  function f_TC_13_5_2a_EUTRA() runs on EUTRA_PTC

  { // MTSI MO Video Call / SSAC in Connected mode/ 0% access probability for MTSI MO video call

    f_EUTRA_Init(c1);

    f_EUTRA_CellConfig_Def(eutra_Cell1, HANDLE_UM_DATA, USE_BIG_GRANTS);

    f_EUTRA_CellInfo_SetSIB2_SSAC_BarringForMMTEL_Video (eutra_Cell1,cs_AC_BarringConfig(p00, s64, '11111'B));

    f_EUTRA_SS_ConfigureSysinfo(eutra_Cell1);

    f_EUTRA_Preamble(eutra_Cell1, STATE2_IDLEUPDATE,-, -, -, -, noRrcConnectionRelease);

    f_EUTRA_TestBody_Set(true);

    // @siclog "Step 5" siclog@

    // Make the UE attempt a MTSI MO Video call

    f_UT_RequestIMSVideoCall(UT, px_IMS_CalleeUri);

    // @siclog "Step 6" siclog@

    // Check: Does the UE transmit an INVITE message  within 10 s?

    f_Delay(10.0);

    // @siclog "Step 6A" siclog@

    // Make the UE attempt a MTSI MO Video call

    f_UT_RequestIMSVideoCall(UT, px_IMS_CalleeUri); // @sic R5-160921 sic@

    // @siclog "Step 6B" siclog@

    // Check: Does the UE transmit an INVITE message  within 10 s?

    f_Delay(10.0); // @sic R5-160921 sic@

    // @siclog "Step 7" siclog@

    // Wait for 15 s (Note 1) to allow the new system information to take effect.

    f_Delay(64.0); // @sic R5-160921 sic@

    // @siclog "Step 8" siclog@

    // Make the UE attempt a MTSI MO Video call

    f_UT_RequestIMSVideoCall(UT, px_IMS_CalleeUri);

    f_IMS_IPCAN_SendCoOrdMsg(IMS[tsc_Index_PDN1]);

    f_IMS_IPCAN_WaitForTrigger(IMS[tsc_Index_PDN1]);

    f_EUTRA_ActivateDedicatedEpsBearer_SpeechVideo(eutra_Cell1);

    // @siclog "Step 20 - 23" siclog@

    f_EUTRA_508Check_ConnectedState (eutra_Cell1);

    f_IMS_IPCAN_SendCoOrdMsg(IMS[tsc_Index_PDN1]);

    f_IMS_IPCAN_WaitForTrigger(IMS[tsc_Index_PDN1]);

    f_EUTRA_TestBody_Set(false);

    f_EUTRA_Postamble(eutra_Cell1, E2_CONNECTED);

  } 
After change

function f_TC_13_5_2a_EUTRA() runs on EUTRA_PTC

  { // MTSI MO Video Call / SSAC in Connected mode/ 0% access probability for MTSI MO video call

    f_EUTRA_Init(c1);

    f_EUTRA_CellConfig_Def(eutra_Cell1, HANDLE_UM_DATA, USE_BIG_GRANTS);

    f_EUTRA_CellInfo_SetSIB2_SSAC_BarringForMMTEL_Video (eutra_Cell1,cs_AC_BarringConfig(p00, s64, '11111'B));

    f_EUTRA_SS_ConfigureSysinfo(eutra_Cell1);

    f_EUTRA_Preamble(eutra_Cell1, STATE2_IDLEUPDATE,-, -, -, -, noRrcConnectionRelease);

    f_EUTRA_TestBody_Set(true);

    // @siclog "Step 5" siclog@

    // Make the UE attempt a MTSI MO Video call

    f_UT_RequestIMSVideoCall(UT, px_IMS_CalleeUri);

    // @siclog "Step 6" siclog@

    // Check: Does the UE transmit an INVITE message  within 10 s?

    f_Delay(10.0);
    f_EUTRA_CellInfo_SetSIB2_SSAC_BarringForMMTEL_Video (eutra_Cell1, omit);

    f_EUTRA_ModifySysinfo (eutra_Cell1, -, RRC_CONNECTED)

    f_Delay(15.0);
    // @siclog "Step 6A" siclog@

    // Make the UE attempt a MTSI MO Video call

    f_UT_RequestIMSVideoCall(UT, px_IMS_CalleeUri); // @sic R5-160921 sic@

    // @siclog "Step 6B" siclog@

    // Check: Does the UE transmit an INVITE message  within 10 s?

    //REMOVED f_Delay(10.0); // @sic R5-160921 sic@

    // @siclog "Step 7" siclog@

    // Wait for 15 s (Note 1) to allow the new system information to take effect.

    f_Delay(49.0); // @sic R5-160921 sic@

    // @siclog "Step 8" siclog@

    // Make the UE attempt a MTSI MO Video call

    f_UT_RequestIMSVideoCall(UT, px_IMS_CalleeUri);

    f_IMS_IPCAN_SendCoOrdMsg(IMS[tsc_Index_PDN1]);

    f_IMS_IPCAN_WaitForTrigger(IMS[tsc_Index_PDN1]);

    f_EUTRA_ActivateDedicatedEpsBearer_SpeechVideo(eutra_Cell1);

    // @siclog "Step 20 - 23" siclog@

    f_EUTRA_508Check_ConnectedState (eutra_Cell1);

    f_IMS_IPCAN_SendCoOrdMsg(IMS[tsc_Index_PDN1]);

    f_IMS_IPCAN_WaitForTrigger(IMS[tsc_Index_PDN1]);

    f_EUTRA_TestBody_Set(false);

    f_EUTRA_Postamble(eutra_Cell1, E2_CONNECTED);

  } 
Change 3
	Function name
	f_TC_13_5_3a_EUTRA

	Reason for change
	A variable ‘v_EmergencyNumList’ is initialised using function f_EUTRA_MobileInfo_GetLocalEmergencyNumberList() before the preamble which causes a run-time error.

	Summary of change
	Remove the initialisation of variable v_EmergencyNumList since this variable is not used in the test case body.

	TTCN module
	AccessControl_R12.ttcn

	MCC160 Comment
	


Before change

function f_TC_13_5_3a_EUTRA() runs on EUTRA_PTC

  { // Emergency Call / Success / SSAC/ 0% access probability for MTSI MO video call

    var NAS_MSG_Indication_Type v_NasInd;

    var EmergencyNumList v_EmergencyNumList := f_EUTRA_MobileInfo_GetLocalEmergencyNumberList (); // list of locally usable emergency numbers @sic R5-125276 sic@ //Change 1
    var EPS_BearerIdentity v_EpsDefBearerId2 := '6'H;

    var EPS_BearerIdentity v_EpsDedicatedBearerId := f_EUTRA_IncrementEpsBearerId(v_EpsDefBearerId2); // the bearer id following the EPS default bearer

    f_EUTRA_Init(c1); 
…..

}
After change

function f_TC_13_5_3a_EUTRA() runs on EUTRA_PTC

  { // Emergency Call / Success / SSAC/ 0% access probability for MTSI MO video call

    var NAS_MSG_Indication_Type v_NasInd;

    //REMOVED var EmergencyNumList v_EmergencyNumList := f_EUTRA_MobileInfo_GetLocalEmergencyNumberList (); // list of locally usable emergency numbers @sic R5-125276 sic@ 
    var EPS_BearerIdentity v_EpsDefBearerId2 := '6'H;

    var EPS_BearerIdentity v_EpsDedicatedBearerId := f_EUTRA_IncrementEpsBearerId(v_EpsDefBearerId2); // the bearer id following the EPS default bearer    

    f_EUTRA_Init(c1); 
……

}
