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	Other comments:
	


{Start of changes}
7.3.5
E-UTRAN FDD Radio Link Monitoring Test for Out-of-sync in DRX

<Unchanged Sections Skipped>
7.3.5.4.3
Message contents

Message contents are according to TS 36.508 [7] clause 4.6 with the following exceptions:

<Unchanged Sections Skipped>
Table 7.3.5.4.3-3: MAC-MainConfig-RBC: E-UTRAN FDD Radio Link Monitoring test for Out-of-sync in DRX, subtest #1 requirement
	Derivation Path: TS 36.508 [7] clause  4.8.2.1.5, Table 4.8.2.1.5-1 MAC-MainConfig-RBC

	Information Element
	Value/remark
	Comment
	Condition

	MAC-MainConfig-RBC ::= SEQUENCE {
	
	
	

	  ul-SCH-Config SEQUENCE {
	
	
	

	    maxHARQ-Tx
	n5
	
	

	    periodicBSR-Timer
	sf20
	
	

	    retxBSR-Timer
	sf1280
	
	

	    ttiBundling
	FALSE
	
	

	  }
	
	
	

	  drx-Config CHOICE {
	
	
	pc_FeatrGrp_5 AND DRX_S

	    Setup SEQUENCE {
	
	
	

	      onDurationTimer
	psf2
	
	

	      drx-InactivityTimer
	psf1
	
	

	      drx-RetransmissionTimer
	psf1
	
	

	      longDRX-CycleStartOffset CHOICE {
	
	sf40 typical value in real network for real-time services.
	

	        sf40
	0
	
	

	      }
	
	
	

	      shortDRX 
	Not present
	
	

	    }
	
	
	

	  }
	
	
	

	  timeAlignmentTimerDedicated
	infinity
	
	

	}
	
	
	


Table 7.3.5.4.3-4: MAC-MainConfig-RBC: E-UTRAN FDD Radio Link Monitoring test for Out-of-sync in DRX, subtest #2 requirement
	Derivation Path: TS 36.508 [7] clause  4.8.2.1.5, Table 4.8.2.1.5-1 MAC-MainConfig-RBC

	Information Element
	Value/remark
	Comment
	Condition

	MAC-MainConfig-RBC ::= SEQUENCE {
	
	
	

	  ul-SCH-Config SEQUENCE {
	
	
	

	    maxHARQ-Tx
	n5
	
	

	    periodicBSR-Timer
	sf20
	
	

	    retxBSR-Timer
	sf1280
	
	

	    ttiBundling
	FALSE
	
	

	  }
	
	
	

	  drx-Config CHOICE {
	
	
	pc_FeatrGrp_5 AND DRX_S

	    Setup SEQUENCE {
	
	
	

	      onDurationTimer
	psf2
	
	

	      drx-InactivityTimer
	psf1
	
	

	      drx-RetransmissionTimer
	psf1
	
	

	      longDRX-CycleStartOffset CHOICE {
	
	sf1280 typical value in real network for best-effort services.
	

	        sf1280
	0
	
	

	      }
	
	
	

	      shortDRX 
	Not present
	
	

	    }
	
	
	

	  }
	
	
	

	  timeAlignmentTimerDedicated
	infinity
	
	

	}
	
	
	


<Unchanged Sections Skipped>
7.3.6
E-UTRAN FDD Radio Link Monitoring Test for In-sync in DRX

<Unchanged Sections Skipped>
7.3.6.4.3
Message contents

Message contents are according to TS 36.508 [7] clause 4.6 with the following exceptions: 

<Unchanged Sections Skipped>
Table 7.3.6.4.3-3: MAC-MainConfig-RBC: E-UTRAN FDD Radio Link Monitoring test for In-sync in DRX requirement
	Derivation Path: TS 36.508 [7] clause  4.8.2.1.5, Table 4.8.2.1.5-1 MAC-MainConfig-RBC

	Information Element
	Value/remark
	Comment
	Condition

	MAC-MainConfig-RBC ::= SEQUENCE {
	
	
	

	  ul-SCH-Config SEQUENCE {
	
	
	

	    maxHARQ-Tx
	n5
	
	

	    periodicBSR-Timer
	sf20
	
	

	    retxBSR-Timer
	sf1280
	
	

	    ttiBundling
	FALSE
	
	

	  }
	
	
	

	  drx-Config CHOICE {
	
	
	pc_FeatrGrp_5 AND DRX_S

	    Setup SEQUENCE {
	
	
	

	      onDurationTimer
	psf2
	
	

	      drx-InactivityTimer
	psf1
	
	

	      drx-RetransmissionTimer
	psf1
	
	

	      longDRX-CycleStartOffset CHOICE {
	
	sf40 typical value in real network for real-time services.
	

	        sf40
	0
	
	

	      }
	
	
	

	      shortDRX 
	Not present
	
	

	    }
	
	
	

	  }
	
	
	

	  timeAlignmentTimerDedicated
	infinity
	
	

	}
	
	
	


<Unchanged Sections Skipped>
7.3.7
E-UTRAN TDD Radio Link Monitoring Test for Out-of-sync in DRX

<Unchanged Sections Skipped>
7.3.7.4.3
Message contents

Message contents are according to TS 36.508 [7] clause 4.6 with the following exceptions:

<Unchanged Sections Skipped>
Table 7.3.7.4.3-3: MAC-MainConfig-RBC: E-UTRAN TDD Radio Link Monitoring test for Out-of-sync in DRX, subtest #1 requirement
	Derivation Path: TS 36.508 [7] clause  4.8.2.1.5, Table 4.8.2.1.5-1 MAC-MainConfig-RBC

	Information Element
	Value/remark
	Comment
	Condition

	MAC-MainConfig-RBC ::= SEQUENCE {
	
	
	

	  ul-SCH-Config SEQUENCE {
	
	
	

	    maxHARQ-Tx
	n5
	
	

	    periodicBSR-Timer
	sf20
	
	

	    retxBSR-Timer
	sf1280
	
	

	    ttiBundling
	FALSE
	
	

	  }
	
	
	

	  drx-Config CHOICE {
	
	
	pc_FeatrGrp_5 AND DRX_S

	    Setup SEQUENCE {
	
	
	

	      onDurationTimer
	psf2
	
	

	      drx-InactivityTimer
	psf1
	
	

	      drx-RetransmissionTimer
	psf1
	
	

	      longDRX-CycleStartOffset CHOICE {
	
	sf40 typical value in real network for real-time services.
	

	        sf40
	2
	
	

	      }
	
	
	

	      shortDRX 
	Not present
	
	

	    }
	
	
	

	  }
	
	
	

	  timeAlignmentTimerDedicated
	infinity
	
	

	}
	
	
	


Table 7.3.7.4.3-4: MAC-MainConfig-RBC: E-UTRAN TDD Radio Link Monitoring test for Out-of-sync in DRX, subtest #2 requirement
	Derivation Path: TS 36.508 [7] clause  4.8.2.1.5, Table 4.8.2.1.5-1 MAC-MainConfig-RBC

	Information Element
	Value/remark
	Comment
	Condition

	MAC-MainConfig-RBC ::= SEQUENCE {
	
	
	

	  ul-SCH-Config SEQUENCE {
	
	
	

	    maxHARQ-Tx
	n5
	
	

	    periodicBSR-Timer
	sf20
	
	

	    retxBSR-Timer
	sf1280
	
	

	    ttiBundling
	FALSE
	
	

	  }
	
	
	

	  drx-Config CHOICE {
	
	
	pc_FeatrGrp_5 AND DRX_DRX_L

	    Setup SEQUENCE {
	
	
	

	      onDurationTimer
	psf2
	
	

	      drx-InactivityTimer
	psf1
	
	

	      drx-RetransmissionTimer
	psf1
	
	

	      longDRX-CycleStartOffset CHOICE {
	
	sf1280 typical value in real network for best-effort services.
	

	        sf1280
	2
	
	

	      }
	
	
	

	      shortDRX 
	Not present
	
	

	    }
	
	
	

	  }
	
	
	

	  timeAlignmentTimerDedicated
	infinity
	
	

	}
	
	
	


<Unchanged Sections Skipped>
7.3.8
E-UTRAN TDD Radio Link Monitoring Test for In-sync in DRX

<Unchanged Sections Skipped>
7.3.8.4.3
Message contents

Message contents are according to TS 36.508 [7] clause 4.6 with the following exceptions: 

<Unchanged Sections Skipped>
Table 7.3.8.4.3-3: MAC-MainConfig-RBC: E-UTRAN TDD Radio Link Monitoring test for In-sync in DRX requirement
	Derivation Path: TS 36.508 [7] clause  4.8.2.1.5, Table 4.8.2.1.5-1 MAC-MainConfig-RBC

	Information Element
	Value/remark
	Comment
	Condition

	MAC-MainConfig-RBC ::= SEQUENCE {
	
	
	

	  ul-SCH-Config SEQUENCE {
	
	
	

	    maxHARQ-Tx
	n5
	
	

	    periodicBSR-Timer
	sf20
	
	

	    retxBSR-Timer
	sf1280
	
	

	    ttiBundling
	FALSE
	
	

	  }
	
	
	

	  drx-Config CHOICE {
	
	
	pc_FeatrGrp_5 AND DRX_S

	    Setup SEQUENCE {
	
	
	

	      onDurationTimer
	psf2
	
	

	      drx-InactivityTimer
	psf1
	
	

	      drx-RetransmissionTimer
	psf1
	
	

	      longDRX-CycleStartOffset CHOICE {
	
	sf40 typical value in real network for real-time services.
	

	        sf40
	2
	
	

	      }
	
	
	

	      shortDRX 
	Not present
	
	

	    }
	
	
	

	  }
	
	
	

	  timeAlignmentTimerDedicated
	infinity
	
	

	}
	
	
	


<Unchanged Sections Skipped>
7.3.28
E-UTRAN FD-FDD Radio Link Monitoring Test for Out-of-sync in DRX for UE category 0

<Unchanged Sections Skipped>
7.3.28.4.3
Message contents

Message contents are according to TS 36.508 [7] clause 4.6 with the following exceptions:

<Unchanged Sections Skipped>
Table 7.3.28.4.3-3: MAC-MainConfig-RBC: E-UTRAN FD-FDD Radio Link Monitoring test for Out-of-sync in DRX for UE category 0
	Derivation Path: TS 36.508 [7] clause  4.8.2.1.5, Table 4.8.2.1.5-1 MAC-MainConfig-RBC

	Information Element
	Value/remark
	Comment
	Condition

	MAC-MainConfig-RBC ::= SEQUENCE {
	
	
	

	  ul-SCH-Config SEQUENCE {
	
	
	

	    maxHARQ-Tx
	n5
	
	

	    periodicBSR-Timer
	sf20
	
	

	    retxBSR-Timer
	sf1280
	
	

	    ttiBundling
	FALSE
	
	

	  }
	
	
	

	  drx-Config CHOICE {
	
	
	pc_FeatrGrp_5 AND DRX_S

	    Setup SEQUENCE {
	
	
	

	      onDurationTimer
	psf2
	
	

	      drx-InactivityTimer
	psf1
	
	

	      drx-RetransmissionTimer
	psf1
	
	

	      longDRX-CycleStartOffset CHOICE {
	
	sf1280 typical value in real network for best-effort services.
	

	        sf1280
	0
	
	

	      }
	
	
	

	      shortDRX 
	Not present
	
	

	    }
	
	
	

	  }
	
	
	

	  timeAlignmentTimerDedicated
	infinity
	
	

	}
	
	
	


<Unchanged Sections Skipped>
7.3.29
E-UTRAN FD-FDD Radio Link Monitoring Test for In-sync in DRX for UE category 0

<Unchanged Sections Skipped>
7.3.29.4.3
Message contents

Message contents are according to TS 36.508 [7] clause 4.6 with the following exceptions:

<Unchanged Sections Skipped>
Table 7.3.29.4.3-3: MAC-MainConfig-RBC: E-UTRAN FD-FDD Radio Link Monitoring test for In-sync in DRX for UE category 0
	Derivation Path: TS 36.508 [7] clause  4.8.2.1.5, Table 4.8.2.1.5-1 MAC-MainConfig-RBC

	Information Element
	Value/remark
	Comment
	Condition

	MAC-MainConfig-RBC ::= SEQUENCE {
	
	
	

	  ul-SCH-Config SEQUENCE {
	
	
	

	    maxHARQ-Tx
	n5
	
	

	    periodicBSR-Timer
	sf20
	
	

	    retxBSR-Timer
	sf1280
	
	

	    ttiBundling
	FALSE
	
	

	  }
	
	
	

	  drx-Config CHOICE {
	
	
	pc_FeatrGrp_5 AND DRX_S

	    Setup SEQUENCE {
	
	
	

	      onDurationTimer
	psf2
	
	

	      drx-InactivityTimer
	psf1
	
	

	      drx-RetransmissionTimer
	psf1
	
	

	      longDRX-CycleStartOffset CHOICE {
	
	sf40 typical value in real network for real-time services.
	

	        sf40
	0
	
	

	      }
	
	
	

	      shortDRX 
	Not present
	
	

	    }
	
	
	

	  }
	
	
	

	  timeAlignmentTimerDedicated
	infinity
	
	

	}
	
	
	


<Unchanged Sections Skipped>
7.3.32
E-UTRAN HD-FDD Radio Link Monitoring Test for Out-of-sync in DRX for UE category 0

<Unchanged Sections Skipped>
7.3.32.4.3
Message contents

Message contents are according to TS 36.508 [7] clause 4.6 with the following exceptions:

<Unchanged Sections Skipped>
Table 7.3.32.4.3-3: MAC-MainConfig-RBC: E-UTRAN HD-FDD Radio Link Monitoring test for Out-of-sync in DRX for UE category 0
	Derivation Path: TS 36.508 [7] clause  4.8.2.1.5, Table 4.8.2.1.5-1 MAC-MainConfig-RBC

	Information Element
	Value/remark
	Comment
	Condition

	MAC-MainConfig-RBC ::= SEQUENCE {
	
	
	

	  ul-SCH-Config SEQUENCE {
	
	
	

	    maxHARQ-Tx
	n5
	
	

	    periodicBSR-Timer
	sf20
	
	

	    retxBSR-Timer
	sf1280
	
	

	    ttiBundling
	FALSE
	
	

	  }
	
	
	

	  drx-Config CHOICE {
	
	
	pc_FeatrGrp_5 AND DRX_S

	    Setup SEQUENCE {
	
	
	

	      onDurationTimer
	psf2
	
	

	      drx-InactivityTimer
	psf1
	
	

	      drx-RetransmissionTimer
	psf1
	
	

	      longDRX-CycleStartOffset CHOICE {
	
	sf1280 typical value in real network for best-effort services.
	

	        sf1280
	0
	
	

	      }
	
	
	

	      shortDRX 
	Not present
	
	

	    }
	
	
	

	  }
	
	
	

	  timeAlignmentTimerDedicated
	infinity
	
	

	}
	
	
	


<Unchanged Sections Skipped>
7.3.33
E-UTRAN HD-FDD Radio Link Monitoring Test for In-sync in DRX for UE category 0

<Unchanged Sections Skipped>
7.3.33.4.3
Message contents

Message contents are according to TS 36.508 [7] clause 4.6 with the following exceptions:

<Unchanged Sections Skipped>
Table 7.3.33.4.3-3: MAC-MainConfig-RBC: E-UTRAN HD-FDD Radio Link Monitoring test for In-sync in DRX for UE category 0
	Derivation Path: TS 36.508 [7] clause  4.8.2.1.5, Table 4.8.2.1.5-1 MAC-MainConfig-RBC

	Information Element
	Value/remark
	Comment
	Condition

	MAC-MainConfig-RBC ::= SEQUENCE {
	
	
	

	  ul-SCH-Config SEQUENCE {
	
	
	

	    maxHARQ-Tx
	n5
	
	

	    periodicBSR-Timer
	sf20
	
	

	    retxBSR-Timer
	sf1280
	
	

	    ttiBundling
	FALSE
	
	

	  }
	
	
	

	  drx-Config CHOICE {
	
	
	pc_FeatrGrp_5 AND DRX_S

	    Setup SEQUENCE {
	
	
	

	      onDurationTimer
	Psf5
	
	

	      drx-InactivityTimer
	psf1
	
	

	      drx-RetransmissionTimer
	psf1
	
	

	      longDRX-CycleStartOffset CHOICE {
	
	sf40 typical value in real network for real-time services.
	

	        sf40
	0
	
	

	      }
	
	
	

	      shortDRX 
	Not present
	
	

	    }
	
	
	

	  }
	
	
	

	  timeAlignmentTimerDedicated
	infinity
	
	

	}
	
	
	


<Unchanged Sections Skipped>
7.3.36
E-UTRAN TDD Radio Link Monitoring Test for Out-of-sync in DRX for UE category 0

<Unchanged Sections Skipped>
7.3.36.4.3
Message contents

Message contents are according to TS 36.508 [7] clause 4.6 with the following exceptions:

<Unchanged Sections Skipped>
Table 7.3.36.4.3-3: MAC-MainConfig-RBC: E-UTRAN TDD Radio Link Monitoring test for Out-of-sync in DRX for UE category 0
	Derivation Path: TS 36.508 [7] clause  4.8.2.1.5, Table 4.8.2.1.5-1 MAC-MainConfig-RBC

	Information Element
	Value/remark
	Comment
	Condition

	MAC-MainConfig-RBC ::= SEQUENCE {
	
	
	

	  ul-SCH-Config SEQUENCE {
	
	
	

	    maxHARQ-Tx
	n5
	
	

	    periodicBSR-Timer
	sf20
	
	

	    retxBSR-Timer
	sf1280
	
	

	    ttiBundling
	FALSE
	
	

	  }
	
	
	

	  drx-Config CHOICE {
	
	
	pc_FeatrGrp_5 AND DRX_S

	    Setup SEQUENCE {
	
	
	

	      onDurationTimer
	psf2
	
	

	      drx-InactivityTimer
	psf1
	
	

	      drx-RetransmissionTimer
	psf1
	
	

	      longDRX-CycleStartOffset CHOICE {
	
	sf1280 typical value in real network for best-effort services.
	

	        sf1280
	0
	
	

	      }
	
	
	

	      shortDRX 
	Not present
	
	

	    }
	
	
	

	  }
	
	
	

	  timeAlignmentTimerDedicated
	infinity
	
	

	}
	
	
	


<Unchanged Sections Skipped>
7.3.37
E-UTRAN TDD Radio Link Monitoring Test for In-sync in DRX for UE category 0

<Unchanged Sections Skipped>
7.3.37.4.3
Message contents

Message contents are according to TS 36.508 [7] clause 4.6 with the following exceptions:

<Unchanged Sections Skipped>
Table 7.3.37.4.3-3: MAC-MainConfig-RBC: E-UTRAN TDD Radio Link Monitoring test for In-sync in DRX for UE category 0
	Derivation Path: TS 36.508 [7] clause  4.8.2.1.5, Table 4.8.2.1.5-1 MAC-MainConfig-RBC

	Information Element
	Value/remark
	Comment
	Condition

	MAC-MainConfig-RBC ::= SEQUENCE {
	
	
	

	  ul-SCH-Config SEQUENCE {
	
	
	

	    maxHARQ-Tx
	n5
	
	

	    periodicBSR-Timer
	sf20
	
	

	    retxBSR-Timer
	sf1280
	
	

	    ttiBundling
	FALSE
	
	

	  }
	
	
	

	  drx-Config CHOICE {
	
	
	pc_FeatrGrp_5 AND DRX_S

	    Setup SEQUENCE {
	
	
	

	      onDurationTimer
	psf2
	
	

	      drx-InactivityTimer
	psf1
	
	

	      drx-RetransmissionTimer
	psf1
	
	

	      longDRX-CycleStartOffset CHOICE {
	
	sf40 typical value in real network for real-time services.
	

	        sf40
	0
	
	

	      }
	
	
	

	      shortDRX 
	Not present
	
	

	    }
	
	
	

	  }
	
	
	

	  timeAlignmentTimerDedicated
	infinity
	
	

	}
	
	
	


<Unchanged Sections Skipped>
8.22.1
E-UTRAN FDD-FDD intra-frequency event triggered reporting under fading propagation conditions in synchronous cells in DRX based on CRS based discovery signal
<Unchanged Sections Skipped>
8.22.1.4.3
Message contents

Message contents are according to TS 36.508 [7] clause 4.6 with the following exceptions:

<Unchanged Sections Skipped>
Table 8.22.1.4.3-5: MAC-MainConfig-RBC: Additional E-UTRAN FDD-FDD intra-frequency event triggered reporting under fading propagation conditions in synchronous cells in DRX based on CRS based discovery signal requirements

	Derivation Path: TS 36.508 [7] clause 4.8.2.1.5, Table 4.8.2.1.5-1 MAC-MainConfig-RBC

	Information Element
	Value/remark
	Comment
	Condition

	MAC-MainConfig-RBC ::= SEQUENCE {
	
	
	

	  ul-SCH-Config SEQUENCE {
	
	
	

	    maxHARQ-Tx
	n5
	
	

	    periodicBSR-Timer
	sf20
	
	

	    retxBSR-Timer
	sf1280
	
	

	    ttiBundling
	FALSE
	
	

	  }
	
	
	

	  drx-Config CHOICE {
	
	
	

	    Setup SEQUENCE {
	
	
	

	      onDurationTimer
	psf1
	
	

	      drx-InactivityTimer
	psf1
	
	

	      drx-RetransmissionTimer
	psf1
	
	

	      longDRX-CycleStartOffset CHOICE {
	
	
	

	        sf256
	9
	To avoid overlapping with measurement gap.
	

	      }
	
	
	

	      shortDRX 
	Not present
	
	

	    }
	
	
	

	  }
	
	
	

	  timeAlignmentTimerDedicated
	sf500
	
	

	}
	
	
	


<Unchanged Sections Skipped>
8.22.3
E-UTRAN FDD-FDD inter-frequency event triggered reporting under fading propagation conditions in DRX based on CRS based discovery signal
<Unchanged Sections Skipped>
8.22.3.4.3
Message contents

Message contents are according to TS 36.508 [7] clause 4.6 with the following exceptions:

<Unchanged Sections Skipped>
Table 8.22.3.4.3-5: MAC-MainConfig-RBC: Additional E-UTRAN FDD-FDD inter-frequency event triggered reporting under fading propagation conditions in DRX based on CRS based discovery signal test requirements
	Derivation Path: TS 36.508 [7] clause 4.8.2.1.5, Table 4.8.2.1.5-1 MAC-MainConfig-RBC

	Information Element
	Value/remark
	Comment
	Condition

	MAC-MainConfig-RBC ::= SEQUENCE {
	
	
	

	  ul-SCH-Config SEQUENCE {
	
	
	

	    maxHARQ-Tx
	n5
	
	

	    periodicBSR-Timer
	sf20
	
	

	    retxBSR-Timer
	sf1280
	
	

	    ttiBundling
	FALSE
	
	

	  }
	
	
	

	  drx-Config CHOICE {
	
	
	

	    Setup SEQUENCE {
	
	
	

	      onDurationTimer
	psf1
	
	

	      drx-InactivityTimer
	psf1
	
	

	      drx-RetransmissionTimer
	psf1
	
	

	      longDRX-CycleStartOffset CHOICE {
	
	
	

	        sf256
	9
	To avoid overlapping with measurement gap.
	

	      }
	
	
	

	      shortDRX 
	Not present
	
	

	    }
	
	
	

	  }
	
	
	

	  timeAlignmentTimerDedicated
	sf500
	
	

	}
	
	
	


<Unchanged Sections Skipped>
8.22.4
E-UTRAN TDD-TDD inter-frequency event triggered reporting under fading propagation conditions in DRX based on CRS based discovery signal
<Unchanged Sections Skipped>
8.22.4.4.3
Message contents

Message contents are according to TS 36.508 [7] clause 4.6 with the following exceptions:

<Unchanged Sections Skipped>
Table 8.22.4.4.3-3: MeasObjectEUTRA-GENERIC(Freq): Additional E-UTRAN TDD-TDD inter-frequency event triggered reporting under fading propagation conditions in DRX based on CRS based discovery signal test requirements
	Derivation Path: TS 36.508 [7] clause 4.6.6, Table 4.6.6-2: MeasObjectEUTRA-GENERIC(Freq)

	Information Element
	Value/remark
	Comment
	Condition

	MeasObjectEUTRA-GENERIC(Freq) ::= SEQUENCE {
	
	
	

	  carrierFreq 
	Downlink EARFCN for Freq
	
	

	  allowedmeasBandwidth
	25 
	
	

	  measDS-Config-r12 CHOICE {
	Not present
	
	

	    setup SEQUENCE {
	
	
	

	      dmtc-PeriodOffset-r12 CHOICE {
	
	
	

	        ms160-r12
	10
	
	

	      }
	
	
	

	      ds-OccasionDuration-r12 CHOICE {
	
	
	

	        durationFDD-r12
	2
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.22.4.4.3-4: ReportConfigEUTRA-A3: Additional E-UTRAN TDD-TDD inter-frequency event triggered reporting under fading propagation conditions in DRX based on CRS based discovery signal test requirement

	Derivation Path: TS 36.508 [7] clause 4.6.6, Table 4.6.6-6 ReportConfigEUTRA-A3

	Information Element
	Value/remark
	Comment
	Condition

	ReportConfigEUTRA-A3 ::= SEQUENCE {
	
	
	

	 triggerType CHOICE {
	
	
	

	  event SEQUENCE {
	
	
	

	    eventId CHOICE {
	
	
	

	     eventA3 SEQUENCE {
	
	
	

	       a3-Offset
	-12 (-6 dB)
	-6 is actual value in dB (-12 * 0.5 dB)
	

	       reportOnLeave
	FALSE
	
	

	      }
	
	
	

	    }
	
	
	

	    hysteresis
	0 (0 dB)
	0 is actual value in dB (0 * 0.5 dB)
	

	    timeToTrigger
	0 (0 ms)
	
	

	    }
	
	
	

	  }
	
	
	


Table 8.22.4.4.3-5: MAC-MainConfig-RBC: Additional E-UTRAN TDD-TDD inter-frequency event triggered reporting under fading propagation conditions in DRX based on CRS based discovery signal test requirements
	Derivation Path: TS 36.508 [7] clause 4.8.2.1.5, Table 4.8.2.1.5-1 MAC-MainConfig-RBC

	Information Element
	Value/remark
	Comment
	Condition

	MAC-MainConfig-RBC ::= SEQUENCE {
	
	
	

	  ul-SCH-Config SEQUENCE {
	
	
	

	    maxHARQ-Tx
	n5
	
	

	    periodicBSR-Timer
	sf20
	
	

	    retxBSR-Timer
	sf1280
	
	

	    ttiBundling
	FALSE
	
	

	  }
	
	
	

	  drx-Config CHOICE {
	
	
	

	    Setup SEQUENCE {
	
	
	

	      onDurationTimer
	psf1
	
	

	      drx-InactivityTimer
	psf1
	
	

	      drx-RetransmissionTimer
	psf1
	
	

	      longDRX-CycleStartOffset CHOICE {
	
	
	

	        sf256
	9
	To avoid overlapping with measurement gap.
	

	      }
	
	
	

	      shortDRX 
	Not present
	
	

	    }
	
	
	

	  }
	
	
	

	  timeAlignmentTimerDedicated
	sf500
	
	

	}
	
	
	


<Unchanged Sections Skipped>
8.22.5
E-UTRAN FDD-FDD intra-frequency event triggered reporting in DRX based on CSI-RS based discovery signal
<Unchanged Sections Skipped>
8.22.5.4.3
Message contents

Message contents are according to TS 36.508 [7] clause 4.6 with the following exceptions:

<Unchanged Sections Skipped>
Table 8.22.5.4.3-5: MAC-MainConfig-RBC: Additional E-UTRAN FDD-FDD intra-frequency event triggered reporting under fading propagation conditions in DRX based on CSI-RS based discovery signal requirements
	Derivation Path: TS 36.508 [7] clause 4.8.2.1.5, Table 4.8.2.1.5-1 MAC-MainConfig-RBC

	Information Element
	Value/remark
	Comment
	Condition

	MAC-MainConfig-RBC ::= SEQUENCE {
	
	
	

	  ul-SCH-Config SEQUENCE {
	
	
	

	    maxHARQ-Tx
	n5
	
	

	    periodicBSR-Timer
	sf20
	
	

	    retxBSR-Timer
	sf1280
	
	

	    ttiBundling
	FALSE
	
	

	  }
	
	
	

	  drx-Config CHOICE {
	
	
	

	    Setup SEQUENCE {
	
	
	

	      onDurationTimer
	psf1
	
	

	      drx-InactivityTimer
	psf1
	
	

	      drx-RetransmissionTimer
	psf1
	
	

	      longDRX-CycleStartOffset CHOICE {
	
	
	

	        sf256
	9
	To avoid overlapping with measurement gap.
	

	      }
	
	
	

	      shortDRX 
	Not present
	
	

	    }
	
	
	

	  }
	
	
	

	  timeAlignmentTimerDedicated
	sf500
	
	

	}
	
	
	


<Unchanged Sections Skipped>
8.22.6
E-UTRAN TDD-TDD intra-frequency event triggered reporting in DRX based on CSI-RS based discovery signal
<Unchanged Sections Skipped>
8.22.6.4.3
Message contents

Message contents are according to TS 36.508 [7] clause 4.6 with the following exceptions:
<Unchanged Sections Skipped>
Table 8.22.6.4.3-6: MAC-MainConfig-RBCs

	Derivation Path: TS 36.508 [7] clause 4.8.2.1.5, Table 4.8.2.1.5-1 MAC-MainConfig-RBC

	Information Element
	Value/remark
	Comment
	Condition

	MAC-MainConfig-RBC ::= SEQUENCE {
	
	
	

	  ul-SCH-Config SEQUENCE {
	
	
	

	    maxHARQ-Tx
	n5
	
	

	    periodicBSR-Timer
	sf20
	
	

	    retxBSR-Timer
	sf1280
	
	

	    ttiBundling
	FALSE
	
	

	  }
	
	
	

	  drx-Config CHOICE {
	
	
	

	    Setup SEQUENCE {
	
	
	

	      onDurationTimer
	psf1
	
	

	      drx-InactivityTimer
	psf1
	
	

	      drx-RetransmissionTimer
	psf1
	
	

	      longDRX-CycleStartOffset CHOICE {
	
	
	

	        sf256
	9
	To avoid overlapping with measurement gap.
	

	      }
	
	
	

	      shortDRX 
	Not present
	
	

	    }
	
	
	

	  }
	
	
	

	  timeAlignmentTimerDedicated
	sf500
	
	

	}
	
	
	


<Unchanged Sections Skipped>
8.22.7
E-UTRAN FDD-FDD Inter-frequency event triggered reporting in DRX based on CSI-RS based discovery signal
<Unchanged Sections Skipped>
8.22.7.4.3
Message contents

Message contents are according to TS 36.508 [7] clause 4.6 with the following exceptions:

<Unchanged Sections Skipped>
Table 8.22.7.4.3-6: MAC-MainConfig-RBC: Additional E-UTRAN FDD-FDD inter-frequency event triggered reporting for DRS measurement based on CSI-RS with DRX test requirements
	Derivation Path: TS 36.508 [7] clause 4.8.2.1.5, Table 4.8.2.1.5-1 MAC-MainConfig-RBC

	Information Element
	Value/remark
	Comment
	Condition

	MAC-MainConfig-RBC ::= SEQUENCE {
	
	
	

	  ul-SCH-Config SEQUENCE {
	
	
	

	    maxHARQ-Tx
	n5
	
	

	    periodicBSR-Timer
	sf20
	
	

	    retxBSR-Timer
	sf1280
	
	

	    ttiBundling
	FALSE
	
	

	  }
	
	
	

	  drx-Config CHOICE {
	
	
	

	    Setup SEQUENCE {
	
	
	

	      onDurationTimer
	psf1
	
	

	      drx-InactivityTimer
	psf1
	
	

	      drx-RetransmissionTimer
	psf1
	
	

	      longDRX-CycleStartOffset CHOICE {
	
	
	

	        sf256
	9
	To avoid overlapping with measurement gap.
	

	      }
	
	
	

	      shortDRX 
	Not present
	
	

	    }
	
	
	

	  }
	
	
	

	  timeAlignmentTimerDedicated
	sf500
	
	

	}
	
	
	


<Unchanged Sections Skipped>
8.22.8
E-UTRAN TDD-TDD inter-frequency event triggered reporting under fading propagation condition in DRX based on CSI-RS based discovery signal
<Unchanged Sections Skipped>
8.22.8.4.3
Message contents

<Unchanged Sections Skipped>
Table 8.22.8.4.3-6: MAC-MainConfig-RBCs

	Derivation Path: TS 36.508 [7] clause 4.8.2.1.5, Table 4.8.2.1.5-1 MAC-MainConfig-RBC

	Information Element
	Value/remark
	Comment
	Condition

	MAC-MainConfig-RBC ::= SEQUENCE {
	
	
	

	  ul-SCH-Config SEQUENCE {
	
	
	

	    maxHARQ-Tx
	n5
	
	

	    periodicBSR-Timer
	sf20
	
	

	    retxBSR-Timer
	sf1280
	
	

	    ttiBundling
	FALSE
	
	

	  }
	
	
	

	  drx-Config CHOICE {
	
	
	

	    Setup SEQUENCE {
	
	
	

	      onDurationTimer
	psf1
	
	

	      drx-InactivityTimer
	psf1
	
	

	      drx-RetransmissionTimer
	psf1
	
	

	      longDRX-CycleStartOffset CHOICE {
	
	
	

	        sf256
	9
	To avoid overlapping with measurement gap.
	

	      }
	
	
	

	      shortDRX 
	Not present
	
	

	    }
	
	
	

	  }
	
	
	

	  timeAlignmentTimerDedicated
	sf500
	
	

	}
	
	
	


<Unchanged Sections Skipped>
Annex H (normative):
Default Message Contents

This annex contains the default values of common messages specific to RRM, other than those described in TS 36.508 [7]. The message contents shall apply to test cases accordingly and unless indicated otherwise in specific test cases, shall be transmitted and checked by the system simulator. The default message contents can be defined for FDD Mode, or TDD Mode or both FDD/TDD Modes. All the messages are listed in alphabetical order based on conformance tests.
<Unchanged Sections Skipped>
H.3.6
RRC messages and information elements contents exceptions for E-UTRAN inter frequency handover and E-UTRAN intra frequency cell search

MAC-MainConfig-RBC: (FDD/TDD) to perform DRX Configuration for E-UTRAN - inter-frequency handover and E-UTRAN intra-frequency cell search with DRX_S
Table H.3.6-1: MAC-MainConfig-RBC: E-UTRAN inter frequency handover and E-UTRAN intra frequency cell search with DRX_S

	Derivation Path: TS 36.508 [7] clause 4.8.2.1.5, Table 4.8.2.1.5-1 MAC-MainConfig-RBC

	Information Element
	Value/remark
	Comment
	Condition

	MAC-MainConfig-RBC ::= SEQUENCE {
	
	
	

	  ul-SCH-Config SEQUENCE {
	
	
	

	    maxHARQ-Tx
	n5
	
	

	    periodicBSR-Timer
	sf20
	
	

	    retxBSR-Timer
	sf1280
	
	

	    ttiBundling
	FALSE
	
	

	  }
	
	
	

	  drx-Config CHOICE {
	
	
	DRX_S

	    setup SEQUENCE {
	
	
	

	      onDurationTimer
	psf2
	
	

	      drx-InactivityTimer
	psf100
	
	

	      drx-RetransmissionTimer
	psf16
	
	

	      longDRX-CycleStartOffset CHOICE {
	
	sf40 typical value in real network for best-effort services.
	

	        sf40
	0
	
	

	      }
	
	
	

	      shortDRX 
	Not present
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


MAC-MainConfig-RBC: (FDD/TDD) to perform DRX Configuration for E-UTRAN - inter-frequency handover and E-UTRAN intra-frequency cell search with DRX_L
Table H.3.6-2: MAC-MainConfig-RBC: E-UTRAN inter frequency handover and E-UTRAN intra frequency cell search with DRX_L

	Derivation Path: TS 36.508 [7] clause 4.8.2.1.5, Table 4.8.2.1.5-1 MAC-MainConfig-RBC

	Information Element
	Value/remark
	Comment
	Condition

	MAC-MainConfig-RBC ::= SEQUENCE {
	
	
	

	  ul-SCH-Config SEQUENCE {
	
	
	

	    maxHARQ-Tx
	n5
	
	

	    periodicBSR-Timer
	sf20
	
	

	    retxBSR-Timer
	sf1280
	
	

	    ttiBundling
	FALSE
	
	

	  }
	
	
	

	  drx-Config CHOICE {
	
	
	DRX_L

	    Setup SEQUENCE {
	
	
	

	      onDurationTimer
	psf6
	
	

	      drx-InactivityTimer
	psf1920
	
	

	      drx-RetransmissionTimer
	psf16
	
	

	      longDRX-CycleStartOffset CHOICE {
	
	sf1280 typical value in real network for best-effort services.
	

	        sf1280
	0
	
	

	      }
	
	
	

	      shortDRX 
	Not present
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


H.3.7
RRC messages and information elements contents exceptions for E-UTRAN inter frequency and E-UTRAN inter-RAT cell search when DRX is used

MAC-MainConfig-RBC: (FDD/TDD) to perform DRX Configuration for E-UTRAN - inter-frequency and E-UTRAN inter-RAT cell search when DRX = 40 ms
Table H.3.7-1: MAC-MainConfig-RBC: E-UTRAN inter frequency cell search and E-UTRAN intra frequency cell search when DRX = 40 ms

	Derivation Path: TS 36.508 [7] clause 4.8.2.1.5, Table 4.8.2.1.5-1 MAC-MainConfig-RBC

	Information Element
	Value/remark
	Comment
	Condition

	MAC-MainConfig-RBC ::= SEQUENCE {
	
	
	

	  ul-SCH-Config SEQUENCE {
	
	
	

	    maxHARQ-Tx
	n5
	
	

	    periodicBSR-Timer
	sf20
	
	

	    retxBSR-Timer
	sf1280
	
	

	    ttiBundling
	FALSE
	
	

	  }
	
	
	

	  drx-Config CHOICE {
	
	
	

	    Setup SEQUENCE {
	
	
	

	      onDurationTimer
	psf1
	
	

	      drx-InactivityTimer
	psf1
	
	

	      drx-RetransmissionTimer
	psf1
	
	

	      longDRX-CycleStartOffset CHOICE {
	
	sf40 typical value in real network for real-time services.
	

	        sf40
	9
	To avoid overlapping with measurement gap.
	

	      }
	
	
	

	      shortDRX 
	Not present
	
	

	    }
	
	
	

	  }
	
	
	

	  timeAlignmentTimerDedicated
	sf500
	
	

	}
	
	
	


MAC-MainConfig-RBC: (FDD/TDD) to perform DRX Configuration for E-UTRAN - inter-frequency and E-UTRAN inter-RAT cell search when DRX = 1280 ms
Table H.3.7-2: MAC-MainConfig-RBC: E-UTRAN inter frequency and E-UTRAN inter-RAT cell search when DRX = 1280 ms

	Derivation Path: TS 36.508 [7] clause 4.8.2.1.5, Table 4.8.2.1.5-1 MAC-MainConfig-RBC

	Information Element
	Value/remark
	Comment
	Condition

	MAC-MainConfig-RBC ::= SEQUENCE {
	
	
	

	  ul-SCH-Config SEQUENCE {
	
	
	

	    maxHARQ-Tx
	n5
	
	

	    periodicBSR-Timer
	sf20
	
	

	    retxBSR-Timer
	sf1280
	
	

	    ttiBundling
	FALSE
	
	

	  }
	
	
	

	  drx-Config CHOICE {
	
	
	

	    Setup SEQUENCE {
	
	
	

	      onDurationTimer
	psf1
	
	

	      drx-InactivityTimer
	psf1
	
	

	      drx-RetransmissionTimer
	psf1
	
	

	      longDRX-CycleStartOffset CHOICE {
	
	sf1280 typical value in real network for best-effort services.
	

	        sf1280
	9
	To avoid overlapping with measurement gap.
	

	      }
	
	
	

	      shortDRX 
	Not present
	
	

	    }
	
	
	

	  }
	
	
	

	  timeAlignmentTimerDedicated
	sf500
	
	

	}
	
	
	


PhysicalConfigDedicated-DEFAULT: (FDD/TDD) to perform DRX Configuration for E-UTRAN - inter-frequency and E-UTRAN inter-RAT cell search
Table H.3.7-3: PhysicalConfigDedicated-DEFAULT: E-UTRAN inter frequency and E-UTRAN inter-RAT cell search

	Derivation Path: TS 36.508 [7] clause 4.8.2.1.6, Table 4.8.2.1.6-1 PhysicalConfigDedicated-DEFAULT

	Information Element
	Value/remark
	Comment
	Condition

	PhysicalConfigDedicated-DEFAULT ::= SEQUENCE {
	
	
	

	  schedulingRequestConfig 
	SchedulingRequest-Config-DEFAULT
	
	

	}
	
	
	


{End of changes}
